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WOOD PAVING IN ENGLAND.
It is curious that in the process 

of history repeating itself there 
should now be exhibited an almost 
world-wide tendency in municipalit
ies to return to the wood-block 
pavement, says an exchange. In 
London and in nearly all of the 
large towns and cities of the British 
provinces there has been an enor
mous increase in the selection of 
wood paving in preference to all 
other kinds. This is the more 
significant for the reason that the 
wood must be brought from a far
away country, much of it from 
Australia.

It is put to the proof in ex
periments extending over periods ot 
from fifteen to twenty-five years 
that the softer woods creosoted will 
have a solid life of from twelve to 
fifteen years, while the harder woods 
will last from fifteen to eighteen 
years. It is on record in the parish 
of St. Paneras, London, where the 
traffic amounts during the year to 
411,318 tons per yard of width, 
that the wear of the jarah wood of 
Australia was only about one-fifth 
of an inch per annum.

This will hardly be said of asphalt, 
nor yet of the stone block, although 
it would seem that either of these 
pavements properly laid would be 
superior in wearing power to wood. 
No matter what material may be 
used, the chief feature contributing 
to durability is the manner in which 
it is laid. The best material will 
soon go to wreck it it be placed 
upon a rotten concrete foundation. 
More than a quarter of a century 
ago in America the wood pavement 
of creosoted blocks fell into utter 
disrepute because of the grafting of 
contractors, or, to put the best face 
upon it, because the contractors did 
not know how to lay the blocks.
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IN BOND OR FREE

Crushed Sïone, Limited
^1 rri rx ■ 1 of any Size and In any Quantity on hand for
KJ^ JL lo JLA Sidewalk», Roadwork or Concrete Work

Works,
KIRKFILLD. ONT. H..*on.'•jgrgg.jg.A--*.. TORONTO

G. W. Eesery, Manager.

STONE AND GRAVEL SPREADERS
A perfect device for spreading Slone, Gravel, 
Ac., on the road of any required depth. 

NO MORE SHOVELLING REQUIRED
Nicely balanced, broad tires, turns with 
in its own length. The only one of its kind 
made in Canada.

Sawyer & Massey,
Road Machinery Dept.

Hamilton - - Canada.

THE JOHNSON CORRUGATED STEEL BAR

REINFORCED CONCRETE
"Manufactured by •«■■■

THE CORRUGATED STEEL BAR CO. OF
Operating under Johnson Patent No. 91650 and by license ot Sir Wm. Mather.

Office: Corletlne Building. MONTREAL

PRIMPED STEEL WIRE
THE STRONGEST, 
BEST ÂSO CHEAPEST
If interested write for pamph- 
let and full particulars . .

B. GREENING CO.
LIMITED

HAMILTON, OHT.
MONTREAL, QUI.

Tvirbirxe Pumps *nd
Electric Motors

For use in connection therewith; all of highest efficiency 
and best workmanship.

MADE BY

XVe have every facility to transfer, forward and 
store all kinds of merchandise. Two track ware
houses. Low insurance rates.

TEES * PKRSSE. LTD.
315-319 William Avenue,

Winnipeg.

MATHER- & PLATT, Ltd#, Manchester, England.

Drummond, McCall & Co.,
CANADIAN AGENTS - - MONTREAL

Sninot and Faiicet Pipe Planned Pipe Turned and Bored Pine
MADE IN 12' o' LENGTHS 

3 TO 48 INCHES DIAM. « CAST IRON WATER 5 GAS PIPE
AND SPECIAL CASTINGS

Made in Several Weights 

Proved from ioo to 700 lbs.

“THE WORLD'S STADARD FOR ACCURACY, QUALITY AND FINISH."

WE ARE PREPARED TO QUOTE DELIVERED PRICES, AND MAKE PROMPT DELIVERIES IN ANY PART OF CANAOA

L, H. GAUDRY & GQ.j C«"E*l*n AftnU for RebL M.«l«r,« « ÇO., 9K*f'W QUEBEC) P,Q.
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