
rake to the
Let

i

mm

W Don’t, o 
' to mail 
your na 

railway sts 
7 h e n seni 
for FREE 
tions.

'

■4
t

m

LTALLIC1:

II
t.

Ill
■2

m use to get a §

' I

your | 
:s tè-duN

-T

»
3
Ü

VU'H 19. 191,

nI

PUBLISHED EVERY WEEK. $1.60 PER YEAR.
ms,

o "

km
à-'

X "HERSEVER

Hi1 L, Succeedm i M

ill
*A^CÜLflM,lÎT(5ïkrDAÎRY. ^nikTRY'^ORTTcULTUREfVETEmNARY. HOME Circle.*

ISTSB1D IH ÀOJOBOANCB WITH IH* OOFTHXHT WT O! 187F.

No, 1122LONDON, ONTARIO, MARCH 26,1914.Vol. XLIX.

Frost Improved Lawn Fence
Exactly as Represented.
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For Enclosing, Protecting and Beautifying Farm Lawns 
and Other Private or Public L ties

aassstimws
his reverse twist at the stay prevents strands unwinding and fence becoming slack.

F

Deep Crimp Pickets
The extra deep crimp adds greatly 
to the beauty, strength and tight
ness of the fence. The corrugation 
holds the cabled strand wires so . 
pickets cannot work loose or out 
of shape.

LLLiil Extra Sharp Bottom 
] T Crimp

Even Picket Tops
The fabric is very closely 
and firmly machine-woven 
and durably finished both 
at top and bottom. The 

ends are doubled over and woven back into 
the top cables 2% inches apart.

Y:

4 r Lower ends of pickets pro- 
L jeering below bottom cable 

are alternately turned in and 
(as in cut). This makes it impossible 

for the bottom cable ta be pulled out of 
position.
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Galvanized Finish
This fence is galvanized, not painted, because we own 
and operate our own wire mills, which enables us to sell 
material which will take on a smooth and heavy coat of 
zinc and which will not peel when the cable wires are 
twisted, or crack on the stays when they are corru- 
gati !. Therefore, we market this fence in its original 
coat galvanizing instead of dipping the finished rolls 
m a \ at of paint to cover defective galvanizing. The 
sir.,-tainhi coat of galvanizing which we put on will 
ou? ' several coats of paint.

Gates to MatchConstruction
with galvanized frames and woven lawn fill
ing. The bottom corners are made square to

This fence is easily erected on turned cedar 
posts, with ball tops at gates and ends and a 
2x4 scantling along the top or with two- permit of the bottom strands of the fabric 
inch iron posts and pipe railing, which we ’ being secured to the frame, as well as lessen

ing the size of the openings a. j ' ,rncrs._supply.-
\ fch of

a\ what theother outside improvement shows up to quite as good advantage as a good looking lawn “ , ‘
lawn, showing the position you wish the fence to occupy, also location of gates, and we wi g * >

job will cost. Write for an attractive catalogue, showing all styles of woven and non .
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