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over with 
■down to

a chipping hammer and all projections brought 
an even surface. All wires shall be snipped to the 

surface of the wall and all holes 
with a mortar of sand and 
used in the concrete.

Gravd. A layer of coarse gravel not less than 4 ins. in 
thickness shall be placed at the back of the wall 
height.

for its entire

Tile Drain.—A tile drain of the size called for on the 
plan shall be placed at the back of the wall 
and connected to the

Backfilling.—The backfilling behind retaining walls shall 
not be made until the walls have been allowed to set two 
weeks or longer. The filling shall be made in layers not 
exceeding one foot in thickness and thoroughly

or rough spots pointed up 
cement of the same proportions

at the bottom 
sewer where shown in the plan.

The wall shall then be floated with 
cement to 2 parts fine sifted sand, 
plied with

a mortar of 1 part 
The mortar may be ap- 

a steel trowel but the final finish shall be made 
with a cork float, all mortar other than 
a id true the face of the wall being rubbed off.

just sufficient to fill

rammed.
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Bill of MaterialFigs. 31 and 32.—Details of Wood Bulkhead.
The finish shall be an extremely th.n coat and uniform 

in appearance. A plaster finish will not be allowed, 
finishing shall be done in a thorough workman-like 
g.ving true lines and edges to all moldings.

Waterproofing. The back of the wall shall be coated 
with tar pitch, asphalt or other approved substance. Unless 
otherwise directed st/ch

Filling in with loose earth and puddling the same will not
e permitted except by express permission of the iCitv Engi- 

neer.
The

manner

Measurements.—The quantities of materials t0 be paid 
for in concrete retaining walls shall be the actual quantities 
in the completed work. Volumes will be determined bv 
the prismoidal formula.waterproofing shall consist of two

■coats of the substance selected. The waterproofing shall 
be applied hot and only on a dry surface. Payment for plain concrete retaining walls shall include 

all necessary excavating, concrete, tile drain, dowel pins,
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