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THE UTILITY POULTRY HOUSE

Advantages of This Type or Colony Housu.

, When the two parts are n.n together it makes a hoi:,e large enough to

.Kcommodate 25 or 30 laying hens throughout the w.n't-..

o The front section can be used for brofMliia- clucks in the spring and the

rear'sectl'n for"a breeding pen or the .v../. wu.er flock, when they get free

range, can be accommodated m this half.

\ For poultrymen who have only one horse, this gives a fair-sized winte,

house, but one that can be moved by a single horse when required.

4 On rough or uneven land the fact that it can be separated into sect.on>

makes it possible to move it from place to place.

Utilized Throughout the Whole Year.

TK» mnin feiture which distinguishes this house from others is the arrange

when the scratching shed is not needed.

ThP htiildine as constructed in the accompanying drawings is of the move^

he of 2 b> 2's.

It being of the first importance that the birds should be supplied with comfort-

.nnking a dead air space and preventing draughts.

If desired the roosting section mav have cotton instead of wood in the front

rtneen .rnc^s alKne the fl^oor to a feW inches below the place where the front

r(«if joins.

List of Material Requiked

Eleven pieces 2 inches by 4 inches, 16 feet long.

Four pieces 2 inches by 4 inches, 12 feet long.

Eight pieces 2 inches by 4 inches, 18 feet long.

Four pieces 2 inches by 4 inches, 12 feet long.

Four pieces 6 inches by 6 inches, 10 feet long for runners.

Seven hundred board feet shiplap.

Four yards poultry wire.

Four yards cotton cloth.

Roofini, to cover 162 square feet.

Hardware, hinges and fastenings for two doors and four windows.

Nails, 10 pounds 4-inch.

Nails. 40 pounds 2>4-inch.


