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7306.40.00 Welded stainless steel feedvater heater tubes in U-bend configuration
Welded stainlesu steel tubes for use in the manufacture of tubular
autamotive manifolds

7306.60.10 Tubes, pipes and hollov profiles. of aluminized welded steel

7307.22.00 Sleeves (couplinga)

7308.90.90 Milking parlour stall systems

7312.10.90 Steel cord strands for use in the manufacture of tires
Stranded alloyed steel vire, of a diameter exceeding 5 mmn, for use ini
the manufacture of tires

Stranded vire for conveyor belting
Tire cord
Conveyor belt fastener hinge pins

7315.89.20

7315.90go.99

7318.15.00

Bead chain or bail chain

Chain couplings for baîl chain or bead chain

Elevator boîts

7318.24.00 Cotter pins for use in the manufacture of passenger rail cars

7318.29".00 Breakneck lock fasteners with striated rings

7323.99.00 Portable vorkbenches vith wood surfaces

7325.99.99 Claznping rings and dlevis pins for use in the manufacture of

passenger rail cars

7326. 19.00 Metal bottoms for use in the manufacture of chemical/thermic insect
control devices and for cylindrical non-pressurized containers for
deodorizers

Metal insert dupa for use in the manufacture of chenical/thermic
insect control devices

Metal stalnpings (drun tops and bottons)

7326.20.00 Conveyor belt fastener hinge pins
Cable ties for use in the manufacture of passenger rail cars


