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OUR OMPETITORS---
ASK WHY IT IS
THAT THE

WORLD RENOWNED

*
AUTOMATIC - INJECTOR

IS UNIVERSALLY RECOGNIZED AS THE
WORLD'S STANDARD .

WE IcNSWERf-
Q FIRST : STEADY IMPROVEMENT.

In the Spring of 1887 the " PENBERTHY " made its first appearance From tlat time

until the prescint it bas been improved in some particular each year, until it has reached as near

absolute perfection as an automatic injector can be brought.

99 PERI CENT. EFFICIENCY SIIOWN BY ACTUAL TEST.

PENBERTHY INJECTOR 00.
131 Seventh Street, Detroit, Mich. Branch Factory: Windsor, Ontario
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FOR GRO . BhIND & COAL.
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TRE HARDY PATENTNPICE CO. Limited
SHEPPIELD, ENGLAID1

Magnesia, Removable
Block and Plastic . .
Steam Pipe and Bolier
Coverings. . ....
White Asbestos Wall
Plaster is Non-
Combustible & Worthy
of Attention . . . . .

OIs, Cotton Waste, Mine.
Steamboat, Railway and.
Engineers' Supplies . . . . .
Asbestos, Crude, Fibreized and
Manufactured . . . . . . .
Fire Feit, Hair Felt and.
FireproofIng Material .

WM. SOLATER, Manager.

TEE CYCLONE PULVERIZEEE
Recent improvements have revolutionized the fibreizing and

manufacturing of Crude Asbestos and its by-products, so that the
so that the CYCLONE is now universally used . by all leading
manufacturers of Asbestos Material on this Continent.

It can also be adapted to the thorough disintegration of all
classes of minerals and other materials.

W. T. COSTIGAN & C.
PROPRIETORS,

196 St. James Street, Montreal, Quebec..

QPQ


