
Finding and Stopping Waste
in

Modern Boiter Rooms
Steam punùi'ed of~ oil.
Water heated.r--------------
Hot water delivened to stili water chamber. I
Water flows oven wcir.ý
Level of waten in stili water chamber
ascertained by float. I

I. Li

Float stem actuates spiral cam.
Cam moves pen carniage equal distances
for equal incrcments of flow.
Pen records on cloclk driven chant.
Integrator driven from clock actuated disk.

That's A there is to it.

KEEPING BOOKS
WITH THE BOILER

How many pounds of
water are your boilers
evaporating per pound of
coal ?

Are they doing 6 or 7
pounids, or just a shade bet-
ter, or are they up to the
top notch, say 10 or Il
pounds of water evapor-.t-
ed per pound of combust-
ible?

The Cochrane Metering
Heater tells how much

you are getting for
your money

Scnd for Catalogue No. 820
OthEr Cochrane aids te boiler

rooni tconorny include open feed
w ater hcaters. steami stack and
C Lt-out valve heaters and receiv-
frs, xneterxLg heaters, and inde-

p CiLdent meters. SoreeCochrane
hot process water softeners,
steani andi oil Separators, and
m u1lti port hac{ pressure, atm os-
PiLE li relief, flow and check
v t v .
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