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• 	A design leader in the Canadian chimney industry, 

Security Chimneys manufactures prefabricated Type HT 

and Type B chimneys and stainless steel liners for pro-

fessional installers and the do-it-yourself market. 

The Security ASHT model is a high-temperature chimney 

designed for wood, coal and oil stoves and furnaces. 
The all-stainless-steel construction of the ASHT enables 
it to withstand chimney fi res at 1 150°C (2 100°F). 
One inch of pressure packed insulation inside the ASHT 
minimizes heat loss through the chimney walls and 
maintains the inner flue at the high temperature required 
to provide adequate draft. Offered in diameters of 15 to 

25 cm (6 to 10 in.), the ASHT meets UL, ULC, CSA and 

other relevant speci fications. 

The Type A Model AS chimney, designed for lower tem-

peratures than the ASHT, is used for industrial and com-

mercial applications. Available in diameters of 30 to 

46 cm (12 to 18 in.), the Type A Model AS is UL and 

ULC listed. 

The Type B Security gas vent has a galvalum exterior 

and aluminum interior and ranges from 8 to 92 cm 

(3 to 36 in.) in diameter. 

The Security liner is fabricated from rigid 24-gauge 

stainless steel. It offers a unique twist-lock connection 

for easy assembly and double-lock seam for superior 
strength and corrosion resistance. Designed as lining for 
masonry chimneys, the liner is produced in diameter 

sizes of 13 to 20 cm (5 to 8 in.). 

Security markets its excellent quality products through-
out North America and to many countries in Europe. 

The Security gas and wood fireplaces add 

warmth and a touch of class. 


