
Tariff Item 	 Description 

388 (contld) 	not punched or drilled, weighing not 

less than 35 pounds per lineal yard, 

including interlocking sections, if 

any, used therewith, n.o.p. 

388a 	 •Iron or steel shapes or sections, as 

hereunder defined, not punched, 

drilled or further manufactured than 

hot rolled, weighing not less than 

35 pounds per lineal yard, viz.: 

I-beams, up to and including 6 inches 

in depth, but not to include H 

sections; channels, up to and includ-

ing 9 inches in depth; angles, up to 

and including 6 inches by 6 inches; 

zees, up to and including 6 inches in 

depth of web. 

388b 	 Iron or steel angles, beams, channels, 

columns, girders, joists, tees, zees 

and other shapes or sections, not 

punched, drilled or further manu-

factured than hot rolled, n.o.p.; 

piling of iron or steel, not punched 

• or drilled, including interlocking 

sections, if any, used therewith, 

n.o.p. 

368e 	 iron or steel beams or joists, not 

punched, drilled or further manu-

factured than hot rolled, weighing 

less than 5-1- pounds per lineal yard 

for each inch in depth of web. 

388d 	 Iron or steel angles, beams, channels, 

• columns, girders, joists, piling, 

tees, zees, and other shapes or 

sections, punched, drilled or further 

manufactured than hot rolled or cast, 

n,o.p. • 


