
Chap. MI 154
Regulaton 23

Number of Davits and Capacity of Lit eboats and Buoyant Apparatus

(a) (i) A passenger ship shail be provided with sets of davits ini accordai'
with its length as provided iii Column A of the Table in Regulation 24 exce
that a nuniber of sets of davits greater than the number of lifeboats necessa
for the accommodation'of ail the persons on board shail flot be required.

(il) Each set of davits shail have a lifeboat attached. If these lifeboa
do flot provide sufficient accommodation for ail persons on'board, addition
sets of davits with lîfeboats attached shall be fltted if practicable. If Ui
lifeboats attached to davits do neot provide accommodation for ail perso:
on board, additional lifeboats shall be carried under the lifeboats attach,
to davits so that accommodation for ail persons is provided.

S(iii) When in the opinion of the Administration it is impracticable
unreasonable to place on a ship the number of sets of davits required
Columi' A of the Table in' Regulation 24, the Administration may authoris
under exceptional conditions,, a smailer nuniber of sets of davits as specifit
un Colunin B of the Table.

(b) (î) A passenger ship engaged on a short international voyage sbs
be provided with sets of davits uin accordance with its length as'specified
Column A of the Table in Regulation 24. Each set of davits shah have
lifeboat attached to it and these lifeboats shail provide at least the mininlu
capacity required by Colunin C of the Table or the capacity required
provide accommodation for ail persons on board if less. In the case of shi.
certified to carry a nuinber of persons in excess of the hifeboat capaci
specified in Colunin C, additional lifeboats under davits or approved buoY&
apparatus shahl be provided so thac the total accommodation altorded by
the lifeboats, together with the buoyant apparatus, shali bc sufficient for
on board. In addition there shalh be buoyant apparatus for 10 per ce'
of ail on board.

(àl) When in the opinion of the Administration it is impracticable
unreasonable to place on a ship engaged on short international voae
number of sets of davits required by Colunin A of the Table inRgmto
the Administration may authorise, under exceptional conditions, asa '
number of sets of davits, except that thus number shall nover be less thaS 0
minimum nuinber fixed by Colwnn B of the Table, and that the* t*t
capacity of the lifeboats on the ship will bc at Ieast up to the ivl:
capacity required by Colunin C or the capacity required to provide for
personh on board if less.

(c) Passenger ships shall carry two boats autached to davits--one on Ca
side of the ship--4or use in an emergency. These boats shallb of o! 0
approved by the Administration and shall normally bc not more than 2 e
(or 8 metres) in length. They may bc cç>unted for the purposes of !Cl
tion 22, provided that they comply fully with the requirements of this Cat
for lifeboats. They shahl bc kept ready for immediate use while the o Pi
sea. in ships in which the requirements of Regulation 26 (j)ar Met
means of appliances fitted to the sides of the lifeboats, such appline
not bc required to be fitted te the two boats provided to meot the rq
nients of hi Regulation.


