
f/V/Zr I a/î'i's and Fire Hydrants. / //

Our “ Toronto” hydrant is superior to others in design, workmanship. material, inter
changeability and strength of parts. It is easy of operation under any customary pressure and 
free from water hammer. Has a perfect drip. Is durable, generally reliable, and costs less tor 
repairs than any other make of hydrant. '
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Unless otherwise ordered all hydrants TURN TO THE RWW TO OPEN

These hydrants are made either “ two-way,” “ three way ” or “ four-way,” with or without 
independent gates.

V
“LUDLOW PATTERN” HYDRANT.
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••LUDLOW" HYDRANT. 
TWO-WAY.

This hydrant ( Figs 11 and 12) is of the 
straight way gate type,and, in general with the 
rest of the goods manufactured by us, is strong, 
durable and made of first class material In 
common with our “ Toronto ’ hydrant w e make 
tlie “ Ludlow ” for screw, hell or flange con
nections, with or without steamer no/,/,le, and 
for two, three or four hose connections.

It is made of cast iron with bronze mount
ings and seat rings, and special rubber laved 
gates.

The water passages are large, and ample 
allowance has been made for the space occupied 
by the plug, so that the loss by friction is 
reduced to a minimum.

The drip outlet is automatic in its oper
ation, and is operated by the direct action of tin- 
gate without intermediate mechanism.

Under ordinary conditions otir “ Ludlow 
hydrant is complete without a frost case, or 
outer jacket, and unless specially ordered none 
will he provided

Non.. Win ft ordering hydrants give tytmihi i anj! 
size of hose connections, depth of trench, size of foot 
pipe, whether to open right or /eft, inside diameter of 
barrel, and size and style of nozzle threads.
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