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Piper J~3 Aircraft Serial 168-C

Renewal of Certl'fic'aVe of -OrworthlnesB
list of iork Uurried Out

S7
AIRPRAilE

1* Inspection panels removed, interior cleaned, inspected for 
corrosion.

tie Jfabrio covering cleaned and checked for condition.
3. Control surfaces and cables inspected for condition and found 

airworthy.
4. Hew bushings and hinge pins installed in elevators.
6. Wheels removed, brakes inspeotsd, wheel bearings repacked.
6. Shook cords inspected and found airworthy.
7. ing lift strut clevis pins inspected for cracks, new lift 

struts to be fitted as soon as they are available.
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Exhaust muffs inspeoted for cracks.
Engine mounts and mount bolts inspeoted and torqued.
All engine controls checkeo for movement and security. 
Propeller bolts torqued and propeller checked for track. 
Engine ground run and found satisfactory.

I hereby certify that all work listed in the aircraft log book has 
been done with certified material according to accepted practice; 
that all Airworthiness Directives (or approved equivalent) and 
Manufacturer's Service Bulletins affecting safety have been complied 
with to date; that no unapproved modifications have been incorporated 
and that the aircraft is airworthy.

Signed ./frf. 9M??.
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I hereby certify that i have flown this aircraft and that its 
performance, flying qualities and functioning of controls, power 
plant, landing gear, etc., are equivalent to the standards of the 
type.
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