# PUBLISHED WEEKLY <br> Canadian Ensineer <br> SUBSCRIPTION RATE- $\$ 3$ a year; $\$ 1.75$ six months; $\$ 1$ three months; postpaid anywhere. 

Issued in the interests of Canadian Civil Engineers \& Contractors<br>This field includes chiefly the men who are engaged in municipal, railroad, hydraulic, structural, highway and consulting éngineering surveying; mine-management; contracting; and waterworks superintendence.

Toronto, August 30, 1917

## CONTENTS

Volume 33-No. 9

Construction of the Woodville Avenue Sewer, Toronto
Illústrated.-Circular sewer, 8 ft . in diameter, which presented many difficulties owing to nature of the ground. Method of testing employed to ascertain line of sewer. Needle-beam method of supporting timber used throughout the job.
The Canadian Engineer, Aug. 30, 1917 ...7 cols,
Consulting Engineers Disagree re Mon=
treal Aqueduct treal Aqueduct

175
Messrs. St. Laurent and Vautelet say that the city should proceed with scheme and build power house foundations now at cost of $\$ 400,000$. J. B. MoRae ądvocates purchase of power.
The Canadian Engineer, Aug. 30, 1917.3 $3^{1 / 2}$ cols.
Quebec=St. Augustine Road

## Letters to the Editor <br> 177

Glare from Concrete Sidewalks
The Railway Problem
Power Fight in Senate178

Ontario municipalities, especially Toronto, support amendment made in House requiring power companies to obtain consent of municipalities before distributing power therein.
The Canadian Engineer, Aug. 30, 1917....5/2 col.
May Use Concrete Pipe
Engineers Chace and Fuertes of Greater Winnipeg Water District say that cast iron pipe now costs
too much. The Can.
The Canadian Engineer, Aug. 30, 1917....I col.
Secretary Keith's Western Trip
Edmonton and Calgary branches welcome the so-
ciety's new secretary.
The Canadian Engineer, Aug. 30, 1917.... I col.
Design and Constructional Features of Turbine Pumps ..... 179
Illustrated.-Continuation of article in ..... lastweek's issue, by A. E. L. Chorlton.
The Canadian Engineer, Aug. $30,1917 \cdot 3^{3 / 4} \mathrm{cols}$
Sands and Consistency of Concrete181
Illustrated.-Continuation of article describingresults of tests for determining effects of sandsand consistency and time of mix on strength ofconcrete. By L. N. EDWARDS, supervising engi-neer of bridges, Toronto.
The Canadian Engineer, Aug. 30, $1917.10^{1 / 2}$ cols.
The Engineer's Library ..... 187
Webb's Railroad Construction; Moyer's SteamTurbines, reviewed by R. N. Austin; Creager'sEngineering for Masonry Dams, reviewed by G.R. Heckle; Gillette's Handbook of Clearing, re-viewed by H. M. Anderson; Harding and Willard'sMechanical Equipment of Buildings, reviewed byH. H. Angus; Taylor and Braymer's AmericanHydro-Electric Practice, reviewed by T. H. Hogg;Hudson's Engineers' Manual, reviewed by Togg;Hogg; Publications Received.
The Canadian Engineer, Aug
Editorials191
The Dominion Railway System
The Pledgees of the Stock
A Technical Disability
Personals ..... 192
Obituaries ..... 44
Coast to Coast ..... 44
Construction News ..... 46
Where to Buy ..... 60
Index to Advertisements ..... 66

Published every Thur day by The Monetary Times Printing Co. of Canada, Limited JAMES J. SALMOND. President and Gen. Mgr. ALBERT B. JENNINGS, Asst. Gen. Mgr. HBAD OFFICE : CORNER CHURCH aND COURT STREETS, TORONTO, CANADA
Telephone Main 7404, Branch Exchange connecting all djpartmenis. Cable Address: "Engineer, Toronto.'
Western Canada Office : 1208 McArthur Building. Winnipeg. G. W. Goodall, Western Manager

