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Thill clause as to chimnics is insiiited on, as it is not at alt unusual with

un»cruj>ulou» architects, and with a view of causing the plans to look cfTcctivc,

to show chimnics in elevation at {Ktints altogether difTercnt from their true

|Kisitions on the ground plans.

All flue deviations from the vertical to be shown in the sections and care

to be taken that no chimney stack occurs at or near a valley, where it may

iinpcde the free di'char^c of vn«»w from roof.

The plans shall comprise longitudinal and cross sections ; partly through

corridors, showing stairs, room doors with head lights over, if any, and other

features ;
partly through rooms, showing windows, &c., and of every separate

|>ortion of the buildings, where differences occur in the dimensions or forms

of roofs, &c, and all dilTcit-nces of level in floors, if any, and stairs or steps from

the one to the other, be thus indicated.

The plans shall comprise separate isomctrical elevations of the several

facades on Basilica square, Fabriquc st., Ann si., &c., and a perspective view,

isomctrical or aerial of the two principal fronts together or of the building as

a whole, as it will appear at a point opposite the obtuse angle of the ground

at the corner of l-abrique and Garden streets.

If thf Recorder's Co jrt, and whether with or without the Council Chamber

over it, be a dct.iched or separate building, in the rear or elsewhere, separate

elevation plans shall be made thereof and sections complete, and in a word all

plans, sections and elevations necessary fully Ui illustrate the entire design in

its <listributive, constructive and decorative features.

Special attention shall be devoted to the position of nests of closets and

urinals ; closets, kitchen and slop sinks for the residing families, and to the

clTcclive ve-ntiKition thereof and drainage therefrom, and care t.hall be taken

that they be not put in dark and out of the way corners, but on the contrary

in well lighted situations with windows, if possible, or effective side or head

lights.

Complete sets of specifications shall accompany the plans, and they shall

be made out on separate sheets type written, under the different headings of

excavation and refilling, levelling, &c. ; drain.ige ; stone and biick masonry,

cut stone work ; iron joists and girders, if any ; concrete flooring, &c.
;

cast

and wrot. iron and .steel work, if any ; carpenters work, joiners work, inclu-

sive of window and door and other iron mongery therefor, &c.
;

plasterers

work ;
plumlK-rs work ;

painting and glazing ; roof sheeting ; eaves gutters

and conductors and roof plumbing if any ; iron cresting, gas tubing, &c.

Heating apparatus, its position, size of mains and where laid, number

anJ area of radiators, &c.


