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TIME CONSUMED IN SELECTING A TRENCH EXCAVATING MACHINE
IS NOT TIME LOST,'|w 7
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Trench Excavation' is about the most 

severe nnd exacting work to which a Machine 
Excavator can be put.

The up-to-date Contractor wants to 
select a machine which will possess qualities 
on which he can absolutely rely when figur
ing on a contract.

The Machine must be dependable, 
£ durable and profitable.
I The machine must be able to excavate 
I in any kind of earth, so the Contractor 
" will not have to choose the kind of earthy for 

the machine,
Our Trench Excavator being beyond the stage of experiments, possesses all the above qualities. 
Our Trench Excavator will dig a trench from 27" to 60' wide and any depth down to 20 feet.
Mr. Contractor, if this is the machine you want for your work, we are at your command.
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J. W. HARRIS MANUFACTURING CO., LIMITED
MONTREAL

A. W. FABER’S
'TASr£££”
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The Finest in Existence
16 D.gr.e»* 6 B to 8 H.

Unequalled for PURITY, SMOOTHNESS. DURABILITY 
or GRADING
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A. W. FABER’S

”CAST£££”
Copying Pencil

TTTA. W. FABER
NEWARK,

New Jersey, U.S.A. 
Manufactory Established 1761

WHEN WRITING TO ADVERTISERS
You will confer s favor on both advertiser and publisher 

by mentioning this paper

HAMILTON BRIDGE WORKS COMPANY, LTD.
Established 1872 at HAMILTON. CANADA.

BRIDGES
STRUCTURALSTEEL

HIGH W A V
5000 Tone of —BEAMS, ANGLES, 
Steel in Stock CHANNELS, PLATES I ETC.

Manufacturers of Locomotive Turn Tables, Roofs, Steel Buildings, and Structural Iron Work of all descriptions
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