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The

Fish Automatic
Fire Shutter

Positive Fire Protection

Doors, Windows, Elevators, Archways,
Stairways, Dumbwaiters, etc.

Interior or Exterior.

M.n„j«.ur«. Expanded Metal and
Fireproo^Ing Company, Limited
Fraser Avenue, Toronto, Canada



The Fish Automatic
Fire Shutter

Pat., Dec. 8tb. 19fS. No. 115482

Construction
The Fish Automatic Fire Shutter is constructed of No.

Gauge Basic Open Hearth Steel Sheets, heavily galvanized,
uniform sections or leaves 12 inches to the weather, two thi
nesses of the Steel being employed with a lining of asbestos, j

having angle flanges at top and bottom of leaves, which a<

rigidity to the surface of the Shutter in the face of flame.
Each Section slides over the one above by means of ii

bolts or rods running through brass grummeted holes in
flanges, and all are contained or telescoped into a weather-pr
hood over the opening, held in position by double levers, boi
with a link fusible at a temperature of 155 degrees Faht. 1
instant the link fuses, the levers are released, and the shut
drops into position over the opening, shutting off draft, and foi
ing a perfect steel barrier.

The Fish Automatic Fire Shutter is built upon practical lin

the result of years of study and experiment by the inventor. Ev(
feature of its construction being worked out with mathematical p
cision, with a view to presenting to flames the greatest barrier : a
it is justly maintained that this Shutter stands pre-eminently the fi

in the field as a fire retardant from the following reasons: It 1

been given t^^e "break down test" of the Underwriters' Laborator
at Chicago, and withstood the enormous heat of 2,0'20 degrees Fa
After one hour of this test and application of water at 60 1

pressure, it was perfectly intact upon the opening. The Canadi
Fire Underwriters' Association have given the Fish Automatic F
Shutter the highest rating, which is its best guarantee, and I

rebate which tWs assures is a concession to its merit.
Firemen when obliged to force their way in a building install

with Fish Automatic Fire Shutters simply have to raise a section
shutter to insert the hose, this feature has appealed strongly to F
Chiefs to whom shutter has been submitted. The Fish Automa
Fire Shutter is particularly adapted for use on mullioned windo\
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The Architect will find this shutter a great benefit. He i

he have to disfigure the building with swinging shutters, whic
agency to close.

The Fish Automatic Fire Shutter adds to the attractivenes
installation.

Elevator openings are considered the worst of hazards, as t
floor to another. Owing to the construction of walls or lack of
ordinary shutters, but the Fish Automatic Fire Shutters solve t.

When writing for quotation, please furnish the following in-
1st. Inside or outside installation.
2nd. Width of opening.
3rd. Height of opening at sides.
4th. Height of opening at centre, if arched.
i'>th. Height from top of opening to ceiling,

if inside.

'Uh. If cased with wood give width cf cas-
ing, if inside,

rth. Of what material is wall.

Good Pomls of the Fish
Automatic Fire Shutter

It is Simple, having no springs nor gears
to get out of order.

It is positively Automatic and reliable.
It shuts out no light or air.

It is up out of the way, occupying no
valuable space.

It needs no attention.

The first cost is the whole cost.
The rebate on your Insurance Premium

will pay for installation.

It being heavily galvanized will last in-

definitely.

All movable joints are brass bushed, pre-
venting corrosion.

It drops of its owe weight. Two classes of Fi





The Fish

Automatic
Fire Shutter

Open
Showing the leaves housed

in the hood

Handsome in appearance.

No obstruction to light.

Easy to install.

Simple and sure of operation.

Absolutely indistructable.

An investment earning large

and sure dividends.




