# CONSTRUCTION 

## - A JOURNAL FOR THE ARCHITECTURAL ENGINEERING AND CONTRACTING INTERESTS OF CANADA

Vol. 2, No. 6.
APRIL, 1909

$\$ 2.00$ PER YEAR
25c. PER COPY

- mimmाय

OFFICE OF PUBLICATION 'SATURDAY NIGHT' BUILDING, TO R O N TO

## TOTDGIE MARBLEE

Means the Finished Product of the Best Domestic and Imported Marble Obtainable.
Some of Camadas Fimest Buildimg fiave Been Fimished by Us


Section of Marble Work Royal Bank, Toronto

Carrere 8 Hastings and Eustace G. Bird, Associate Architects

## Some of Our Recent Work

We especially invite Architects to visit our Show Rooms and Factory and suggest that before specifying they inspect the marble work on such buildings as the Traders Bank, Royal Bank, Continental Life Building, Customs House, Toronto; Offices of Toronto Power Co., Niagara Falls; Dominion Bank, Hamilton; Standard Bank, Belleville; Standard Bank, Brantford, and numerous others, particulars of which we will gladly furnish you.

## 

# 'King' Radiators The Most Perfect Steam and Hot Water Radiators on the Canadian Market, in Build, Rating, Design and Ornamentation 

III: "KIN(")RADHATOR is honest in build, rating and design, is a screwed nipple madiator, and we gearontece every section to have the full amount of rated serfoce. Measure the "KIN (;", then compare with others.
"KIN(․" RAH)LATORS' are the mosi graceful and artistic heretofore produced, in both plain and onamental designs. They are handsomely built, asthetic in propertions and the relicf momentations ane such as to adapt the "KING" to varions combinations in color deoomations. The omamentation is Raised, not Sunte. $I_{n} " K / N(, " R A D L A T O R S$ the same styte of ornamentation reigns supeme, so prised of 2, 3, 4 column, or wall radtator, the omamentation will be found absolutely consistent throughout. This is a distinguishing feature of the "KING."
"KIN("" RADIATORS are made in the leest and most modem equipped radiator plant on the continent, in which are employed the mos skilled workmen. The superior guality and smoothness in finish of the castings used in the "KING" is a feature of great importance.

The "KING" RADIATOR, scientifically, practically and mechanically, is a MASTERPIECE.

## CLUFF BROTHERS LOMBARD ST.

St. Helen's Ave., near Blc or TORONTO


## KINNEAR ROLLING DOORS $(\substack{\text { sumil } \\ \text { wio }})$

(a) Kinnear Steel Rolling Doors and Shatters are fireproof, strong, durable, asty to operate and take up a minimmo of space. Hasy to erect. Adaptable to amy design of building. Thexelled for factories, warehouses, freight sheds, elevators, car bands, ete.
(b) Kimear Wood Rolling Doors are sperially adapted to partitions in sehools, rhumehes, halls, ete., ete.

Fiull!, Illustrated Catalogne on Appicalion.


## MUSSENS LIMITED

Head Office : MONTREAL
Branches: Toronto, 73 Victoria St.; Cobalt, Hunter Block; Wianipeg, 259-26I Stanley St.; Vancouver, 614 Hastings St. W.


Combines Block-Makers Builder's and Owner's Profits

$$
\begin{gathered}
\text { TWO SIZES: } \\
\text { Model "A"' } 16 \text { inch Length } \\
\text { Model "E'" } 24 \text { inch Length } \\
\text { INTERCHANGEABLE TO } \\
\text { 4. 6. 8. 10 and } 12 \text { inch widths } \\
\text { 4. } \text { G and } 8 \text { inch Heights }
\end{gathered}
$$



The Stanley Golliek Company of Jersey (ity, ‥ J., wantal wome hat buihtings. Instead oi buying some that haldings. or wi having sombe that haldings buill, they boght an H) ercte Machinc.

The rest wat merely a mather of sathe gravel, water, coment, and a remarkably low labor expense for puting the materials together. They mate the bocks and haid them. They own the mildings and profit by them.
Whe picture whe the rest of the story. Clean, samiary and desirable bomes. Fire proof. weather prowi amb timeproni. . Dom all at so litte cost that the revemue fom the investment would be a mated if published! The

## faco IDEAL Down

 INTERCHANGEABLE CONGRETE MACHINEis the only machine with which this work was possible. No other machine can be legally built on the "face-down" principle. None other is so completely interchangeable, simple, durable and inexpensive in operation.

 Alsw, a complet, linn of coberete machinery, inctudng Spinde, Ball. Sidewalk. step amd sill Molds, Cte A


IDEAL CONCRETE MACHINERY CO., LTD.
221 KING ST., LONDON, ONTARIO
Canadian Sales Agents: MUSSENS LIMITED,
Montreal Toronto Winnipeg Vancauver

## "MONARCH"



## PORTLAND CEMENT

Mills at Montreal, Que., and Lakefield, Ont.
ANNUAL CAPACITY ONE MILLION BARRELS

## Unexcelled for Strength, Fineness, Color and Uniformity

Highest Quality--Fulfilling requirements of all standard specifications.

Sales and General Offices:
Ottawa Bank Building - Montreal, Que.
THE LAKEFIELD PORTLAND CEMENT CO.

## "SAMSON"

GANADA'S OLDEST AND MOST RELABLE BRAND
THE OWEN SOUND PORTLAND CEMENT CO:

OUTPUT 1,500 BARREL8 PER DAY


SPECIAL FACILITIES FOR HANDLING LARGE ORDERS

Write for Quotations and Pamphlet, etc. "CEMENT, HOW TO USE IT, WHERE TO BUY IT."
General sales and head offige, owen sound, ontario

## A Dreadnought! dON VALLEY BRICK HAS PROVED ITSELF SUPREME

Extravagant statements have been made frem time to time by certain brick manufacturing firms regarding the comparative merits of the different brands of Ganadian Brick-and in some cases they call upon the sehool of seience to beat witness to the superiority of the ir particular produet.
Some of these statements are entirely false and misleading, and we herein quote in part from an article entitled "Notes on Brick and Brick Piers," hy Prof. P' (Aillespie, of the Sehool of Practical seience, Toronte, to establish our clams.
In the summary this article says:
"Where the whsorption in bricks is low the strenglh is likely to be high and vice versa."

TEST AS TO ABSORPTION

| * * | * | * | 1 st Class | .... | .... | $\ldots$ | 11.9 |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| " | " |  | 2nd " | .... | .... | .... | 14.9 |
| " | " |  | 3rd " | .... | $\ldots$ | .... | 17.8 |
| * * * | * * | * | 1st Class | .... | .... | .... | 22.7 |
| " | " |  | 2nd " | $\ldots$ | .... | .... | 26.7 |
| * * * | * | * | 1st Class | $\ldots$ | $\ldots$ | .... | 12.6 |
| " | " |  | 2nd " | .... | .... | .... | 12.7 |
| Don Valley | $\ldots$ | .... | Red | $\ldots$ | .... | .... | 9.3 |
|  | .... | .... | Buff | $\ldots$ | .... | .... | 9.7 |

Starasignify other well-known hrick manufactur din the vicinity f Toronto.
The Nummary again says: "The strongest piess are made from the strongest brick in romjunction with the strongest joinling."

TEST AS TO COMPRESSION STRENGTH

| CLASS OF BRICK. |  |  |  |  | Crushing strength in <br> lbs. per square inch. |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| * * * | * * | * | 1st Class | $\ldots$ | .... | 3,783 |
| " | ' |  | 2nd " | .... | .... | 1,670 |
| " | " |  | 3rd " | .... | $\ldots$ | 1,821 |
| * * | * * | * | 1 st Class | $\ldots$ | $\ldots$ | 4,637 |
| " | " |  | 2nd " | $\ldots$ | .... | 3,057 |
| * | * * | * | 1st Class | .... | $\ldots$ | 1,449 |
| " | " |  | 2nd " | $\ldots$ | .... | 1,748 |
| Don Valley | $\ldots$ | .... | Red | $\ldots$ | $\ldots$ | 5,372 |

The complete article from which these figures were taken may be found in the December (1908) number of "Applied Science," a publication recording the transactions of the Cniversity of Toronto Engineering Society.

## The Don Valley Brick Works

Head Office-36 Toronto St., Toronto. Montreal Agent, David McGill, 206 Merchants Bank Chambers.

## Roman Stone <br> (Trade Mark Registered) <br> Made in Any Size or Shape But Only One Quality

T. A. MORRISON $\mathbb{8}^{\circ}$ CO., 204 St. James St.,

Main 3300 MONTREAL,

Selling Agents for Quebec.


## These

 Offices
## were

Finished in

Mahogany By Us
G.T.R. Ticket Office, St. James St., Montreal, Ross \& McFarland Amohts

Canadian Office and School Furniture Co., Ltd. Preston - - - Ontario
 for every sink and tub in the house.

There are thousands of them in use to-day, from coast to coast, and every one is giving complete satisfaction. They never hammer, leak or work loose.

## THE GENERAL BRASS WORKS LIMITED 69 Stirling Road, TORONTO, CANADA

Eastern Representative: T. J. Carlind, 150 Mansfield St., Montreal, Que."

## Tha NATHURO



The Closet with the Slant. The Perfect Closet.

## Endorsed by Physicians.

## No Bath Room Complete without It.

When You can get the Best why not have It?



HE horizontally seated form of Water Closet has since carlier times been the accepted model of seat. So firmly has usage impressed this form of Closet seat upon mankind that prior to the invention of the Naturo Closet Bowl and Seat no change has been made as differing from the usages of the dark ages, when the use of the crude, interior vault was first introduced.

The evolution from this vault system to the modern porcelain Closet is remarkable in that while the surroundings and appearance of the Closet have greatly improved, especially from a Sanitary point of view, this really limits the advance, the crude principles as first conceived being continued practically unchanged to the present day, even the height of the Seat from the floor being carried down to us.

To the general public, interested only in the appearance of the plumbing fixtures as from time to time improved, it has probably never occurred to note that, notwithstanding these improvements, the shape and height of the Water Closet Bowl has undergone no change, and this fact becomes really remarkable when it is understood that the high, horizontal seat is not only uncomfortable, but physiologically incorrect.

## THE SECRET

of the success of the Safford Boiler is plainly evidenced by a glance at this interior view. If you are still like the " gentleman from Missouri," we are here to show you.

The deep lion lot means added hating power, fuel economy, thoroughty lumt fuel, liss attention.

The Cast /ron Nipple connection wiil last as long as the Boiler. No Rubber (raskets to replace eacry fow years
$\qquad$


## Safford Boilers and Radiators

 are absolutely guaranteed.
## Döminion Radiator (Ompany

# ALEX MaARTHUR \& CO., , mminio 

MANUFACTURERS OF

## TARRED

FIBRE AND BUILDING PAPERS CYCLONE BRAND "Registered" CROWN BRAND

JOLIETTE SHEATHING Tarred GREY and STRAW $\int$ and Dry CARPET FELT

DISTILLERS OF COAL TAR

MONARCH and
SURPRISE SHEATHING
2 and 3 PLY READY ROOFING ROOFING CEMENT, PITCH, 8'c.

HANGING, NEWS, PRINT PAPER
MANILLA, BROWN, FIBRE,
GREY $8^{\circ}$ SPECIAL WRAPPINGS

OFFICE: 82 McGILL STREET, MONTREAL
Roofing Felt Factory: Harbour and Logan Streets
Paper Mills: Joliette, Quebec

## STANDARD GOODS AND STANDARD SIZE PACKAGES ONLY

## FRANCIS HYDE \& CO.

## CEMENT, FIREBRICK. PIPE, ETC.

3I Wellington St.


OUR UP-TO-DATE METHODS INSURE PROMPT DELIVERIES

Phones: Main 2812-3, 3626.

## OUR EXCLUSIVE LINES

LAFARGE (The Only) NonStaining Portland Cement.

INVINCIBLE Portland Ce ment.

MIMICO Red Pressed Bricks KIRK WOOD and GLENARDEN Scotch Fire Bricks.

ADAMANT WALL PLASTER INTERNATIONAL Portland Cement.

## Terrano Flooring <br> A FEW OF OUR SUCCESSFUL CONTRACTS:- <br> Ant Gallery. Toronta lixhintinu. <br> Bell Telephone Buidins <br> Sarah Maxwell Memmeal Hombal <br> Mebmadd Engincerine Bublime <br> Congresation de Notre (1)ath <br> Wetropultans Bank <br> Chate:an Firomtemat <br> Howel Cacil. <br> Montra: Cicomeral Hompital <br>  <br> ARCHETECT <br> Ci. II. Giminlock. <br> IV. 1. ( armichatl. <br> lirown \& 1 :allance <br> Iarehamal \& Haskell. <br> Darling \& learsom <br> U. S S Jintur. <br> 11. E. Nomke

# TERRANO STAIR TREADS 

"A PERFECT SUBSTITUTE FOR SLATE"

## EADIE-DOUGLAS COMPANY

# TERRA COTTA: TILES: GLAZED BRICKS 

The product of the Leeds Fireclay Company, Limited, Wortley, Leeds, England. We can furnish prompt quotations, samples, etc., for anything that you may need in these lines.

EADIE-DOUGLAS COMPANY

\title{

HAMILTON BRIDGE WORKS


\section*{CO., LIMITED

## CO., LIMITED <br> HAMILTON - - - CANADA

Will be Glad to Furnish Estimates and Plans for Steel Bridges and Buildings $\underset{\substack{\text { ENGINERS } \\ \text { BuILDERS of }}}{\text { and }}$ Structural Steel Work

## 5,000 Tons of Steel in Stock Annual Capacity 18,000 Tons

## Beams,Angles, Channels, Plates, Etc.

Any Size from $11 / 2$ Inch to 24 Inches, and any Length up to 70 Feet

NOTE: - We advise that enquiries for any work in our line be sent at the earliest possible time, in order to arrange for reasonable delivery


The KELSEY Immense Fire Travel In mont furnaces the smoke and gases pass once aromel a "radiator" and then direct into the smoke outlet.

In sume furnaces the smoke and gases pass from the combustion chamber difect to the smoke outce

Bun in the KELSEY it's dififerm-becanse the Kl:L. SEY is mot a furnace.
 from the combustion chamber inte the upper Flue or Draft chamber. and then pats way to the fromt of the Giencrator-then down and way to the back, imto the smoke outce. On the imuer side the Draft Chamber is formed hy the circular wall of RELSSAY \%IG-ZAG Heat Tukes. The outer wall is formed by a cast irm sectionel asting that will mot crack or warp or kakk gateren in very lamp climates.

Both imere and outer walls of the Drait ( inamber are frime heating surface-fresh air flowing up through the Zlli-\%.Ni thes that form the imer wall-fresia air howing up through the space betwecen the outer cast casing aml the galvanized easing that encloses the generator.

In no other warm air system are the heat mits need to such grood advantage as in the
KELSEY Warm Air GENERATOR THE JAMES SMART MFG. COMPANY

Head Office and Works:


## Our

Specialty is
Furnishing
Marble for
Exterior Construction and Interior Decoration of

Govermment and Municipal Buildings, Court llonses, Libraries, Office Buildings, Hotels Clubs, Private Residences, Churches, 'lheatres and other high class structures, where marble is specified.

THE INTERIOR OF THIS HANDNOME BUIDIDNG IS FINLSHED IN
Missisquoi Marble
A C'madian Material which is meeting with great favor AT HOME AND ABROAD

Supplied in any Shape or any Stage of Finish-..Satisfaction Guaranteed
${ }^{\text {The }}$ Missisquoi Marble Co., Limited PHILIPSBURG, QUEBEC CORISTINF, BLDG., MONTREAL

'IDEAL'
Automatic Batch Concrete Mixers
will do more work with less help than any other.

We also manufacture Gas and Gasoline Engines, Tanks, Towers, Hoists, etc.

## WRITEFOR

 CATALOGUES
## Gould, Shapley \& Muir Co., Brantford, Can.

## PORT CREDIT BRICK

## Wire Cuts and Repressed Wire Cuts and PRESSED BRICK

Our plant has recently been enlarged in such a manner as to enable us to supply these lines to the very best advantage

> We have now One of the Finest Plants in every particular in America
"Brick," the leading clay $j$ uraal of the Unted States, in its Janary number, says of our plant :-
' When comp'eted the plant will be one of the largest and best arranged plants in America
' and anyone who desires to see a modern, well built and well designed plant in operation,
"a trip to the location would not be amiss."
Dark Face Red Pressed Brick, Light Face Br'ck, Special Dark Face Veneer Brick, Hard Builders for Cellar Work, Second Class Brick for Inside Work.
PRICES FURNISHED ON APPLICATION The Port Credit Brick Company, Limited

hOME BANK BUILDING. 8 KING STREET W., TORONTO WORKS: PORT CREDIT, ONT.

## LOUIS XVI. DESIGN

Solid Cuban Mahogany - - Dull Finish


WE INVITE YOUR EXAMINATION OF OUR COMPLETE SHOW'ING
$\alpha^{4}$ T. EATON C ${ }^{\text {Limimes }}$ toronto, canada


Plant of Wood Products Company, Donald, Ontario-View of Lower Floor of Still House-17 Feet Wide and 128 feet Long, Showing Oneida Co ommunlty Chaln Fabric in position to Receive Concrete. E. D. PItt, Designlng and Con. structing Engineer.

## $\$ 2,500$ Saved

 on this job through the use of
## COMMUNITY CHAIN REINFORCEMENT

T
HE whole trend of slab reinforcement is toward forms of Fabric made up so as to provide mechanical bond, a nd enable cost of applying to be reduced to the lowest possible limit. Previous to the introduction of COMMUN-
ITY CHAIN FABRIC, this has been accomplished by plain wire and sheet metal Fabrics.

Plain wire has no mechanical bond, and sheet metal Fabric is apt to be of low working stress, and poor in quality.

In COMMUNITY CHAIN FABRIC, we present a material having perfection of material, an ideal articulated mechanical bond, and of a flexible form which permits the lowest cost for labor in applying.

We are confident, as a result of the present season's work in this material, that COMMUNITY CHAIN REINFOR CEMENT has points of advantage possessed by no other material; we have proved it, and are in a position to prove it to prospective builders, architects and engineers, who are looking for the ideal reinforcement for concrete.

## PITT © COMPANY, Engineering Contractors McClive Block, NIAGARA FALLS, ONT.

## Concrete Mixer Theories Grow into Definite Mixing Knowledge, When Every Mixing Action is a Known, Positive, Mechanical Force



A Duplicate of Above Machine Sold to the Dominion Power \& Transmission Co., Hamilton

## There's An Individuality About Koehring Mixing---It's Known Mixing

The drum is a plain cylinder with heavy ast iron heads, but, bear in mind, it's mate without deflecting faces or other obstructions, to limit the end-to-cnd mixng.

The mixing blades are so arranged that they not only lift and pour the aggregates from the side but carry them alternately from end-to-end and break them over against the heavy heads.

There's no guess-work about it-no rolling over in the center of the drum-every action of the aggregates is performed by a known, positive mechanical force.

Wut there's another mixing than this in the Koehring Mixer.
When not in discharge position, the inner end of the discharge chute is tilted downward.
Material carried up by the mixing seoops at the side is discharged onto the inwardly and downwardy. extending chute and descends from the inner end in a continuous flow, the entire width of the chute, and falls to the bottom at right angles to that from the mixing scoops and the end-to-end mixing.

That's three independent mixings, every one of them a known mixing and no theories regured to explain them.

Three known mixings in one, is why the Koehring Mixer is the fastest in existence.
But known mixing is not its only improvements over old style batch mixers.
The trunnion rollers are cast with wide flat faces, chilled to extreme hardness ankl placed wide apart at the extreme ends of the drum. This not only guarantees a stable equilibrium to the drum but imores its maintainng perfect alignment even after years of service. The outer end of the discharge chate does not tilt backwards, affording ample clearance for wheelbarrows, even in the smallest sizes. There are other worth considering features that every mechanical mind knows are correct in principle, explained in our new catalonge.

Do not fail to write for it at once.

## Canada Foundry Company, Limited <br> Head Office and Works: TORONTO, ONT.

## Kawneer System OF STORE FRONTS


$\mathbb{I}$ Represenis the highest standard of store front construction. Every foot of it represents twelve inches of store front satisfaction and the architect in specifying our system not only secures a practical and artistic all metal construction, but provides an efficient system of ventilation and drainage, reduces to a minimum the cost of plate glass insurance and ensures for himself and client the greatest possible degree of satisfaction. Specify the Kawneer System, not alone because it is the most complete and correctly designed store front, but because of its durability, compactness and adaptability.


II We can follow your specifications for anything in special design metal mouldings and you can expect only high-class workmanship and first quality materials. Our engineering and drafting department will supply any information and provide all special drawings when requested.
Our technical catalogue, samples and price list $C$ should be in the hands of every Architect and Builder. Your request for same will be given prompt attention.


Manufacturers Ornamental Ipon and Brenze LONDON. - - - ONTARIO


## AN EXCELLENT EXAMPLE OF MODERN CONSTRUCTION

ERECTED BY

## Jas.C. Claxion \& Son

GENERAL CONTRACTORS

## 123 BAY ST.,

TORONTO
CONCRETE AND MASONRY A SPECIALTY

Estimates Funnished.
Phone M. 6739

## Construction Material

## Sanitary

 Appliances HeatingApparatus
MECHANICS
INCLUDING
Appliances

Electrical Supplies Mantels and Tiles, etc., etc. SUPPLY CO.

ART METAL INTERIORS AND EXTERIORS

roofing material of all kinds PAINTS, VARNISHES, WOOD FINISHES, ETC. CORRESPONDENCESOLICITED

In
Great Britain,
Europe, the
United States
and
Canada

Find an outlet through this store to an appreciative clientelle who turn to this store as a supply centre for the very latest productions in Sanitary, Engineering and the Mechanical Arts.
80-90
QUEBEC
59-67
St. Andrew St.

## The Evidence Proves the Worth of the Gurney-Oxford "Economizer"


We Solicit Enquiries Concerning
This Wonderful Invention, and All
Particulars Will be Furnished by
Return Mail
--One Toronto Arehitect saved 20 per eent. of his own fuel with this new patent deviere, fitted on an Oxford Hot Water Boiler-again-

- A prominent Toronto Ste:mitter made it esper rent.-and-
-This device rosts only $\$ 3.00$ to $\$ 4.00$, according to the size required. Shipped with every Gurney-Oxford Hot Water Boiler, and licensed for nse only with this boiler-and further-
-This device may be returned to us, and its price refunded, if 20 per cent. fuel saving is not effected
- You owe it to your alients to know the details of this article-why not write now?


## The Gurney Foundry $\mathrm{C}_{0}$., Limited, Toronto, Ont.

Branches : Hamilton, Montreal, Winnipeg, Calgary, Edmonton. Vancouver
PEASE ECONOMY


## Hot Water And Warm Air Combination DEAD AIR IS BAD AIR

Just as stafnant water breeds slime and rorruption, so stagnant air is the harbor of disease germs. Send a running stream through the fros pond and the water becomes pure and clean; circulate the air in a house and it is pure likewise. Motion is life! stagnation, death!
llot water or steam alone erives warmen with little cireulation. Warm air heating alone gives circulation and with the addition of hot watev radiators inexposed or remote portions of buildings makes positive heating and ventilating of every part of every room, regardless of weather conditions.

It costs less to install and less to operate than hot water or steam.
This is our opinion after twenty-three years' experience, but after all, our mission is to please you, not ourselves. Hence we offer all kinds of heating-Air, Water, or Steam, --the very best up-to-date apparatus in each system. Wo mandfacture Warm Air Furnaces Warm Air and Hot Vater Combination Heaters; Round Staim and Hot Water Boilers; Sectional Steam and Hot Water Boilers; Tubular Steam Heaters and Ventilators.
SEND FOR OUR IIIJUSTRATED OATALOGUE
PEASE FOUNDRY CO., Limited

## 'HECLA' <br> Warm Air

 FUNMCE COAL or WOOD

The requisite for a successful Warm Air Heating System is a gool furnace ; one that will not only supply an abundant quantity of pure warm air, but will, in addition, be economical in the consumption of fuel, easy to operate, safe from dust and smoke, and that will give the greatest length of service. Some cheap furnaces fulfil one or more of these conditions, but the furnace you want must fulfil all. That is what the IIEC'IA does.

## "HECLA" Features

Damper Regulator enables you to operate the dampers without going to the basement.
Automatic Gas Damper prevents gas puffs.
Gravity Catch locks door every time you shut it.
Double Feed Door for convenience when burning wood.
Dust Flue carries all the dust up the chimney.
Water Pan in the best position for effective service.
Large Ash Pan with handle.
Double Tin and Asbestos Lined Case to prevent the loss of heat in the cellar.

STEEL RIBBED FIRE POTS
INDIVIDUAL GRATE BARS
Clare Bros. $\mathcal{E}$
PRESTON, ONTARIO
VANCOUVER

PATENT FUSED JOINTS
CAST IRON COMBUSTION CHAMBER

## Seamless Carpets and Rugs Woven to

## Fit Rooms of Irregular Shape

It frequently happens that carpets woven in one piece are desirable for rooms of irregular shape. We are in a position to supply them in a variety of makes, and to give a practically unlimited choice as to color and design.

Among the very best makes are the three here mentioned.

DONEGAL
HAND-TUFTED RUGS
Splendid weaves, ha. ad-matde, athl poblessily dumble. It would be hard to saly tow much in pratise of our I Anegal Rugs.

We warry selection in stock in the popular ؛ ft. x 12 ft . size, and m supply them to your order to fit romes of any whape, ami in any size, desigu or color you may fancy.

TEMPLETON'S WOVEN-TO ORDER RUGS
Axminster hugs, mate copecialls for
 in Habmater designs, and rieh cabler
 effeerts. In this make, ats in the whers here mintimen, we can tit the shatse of any wome prices mage form wan


SUTHERLAND and CAITHNESS HAND-MADE RUGS
Beantiful rags mato in Soothant, moler the astinguished patromage of Whe buke and buehess of Sutherland and the laver and Duthess of lomplad. They rome in deliate colnerings amd graweful designs for drawing-romes, reaptim reums, budurs, ete.

W'0 supply them to moler in any shape of size. abd ally design, from


Colored plates, illustrating some handsome designs in these various makes, will be sent to architects on request.

## JOHN KAY COMPANY, Limited



This style of Window installed throughout the Mail Job Building, Toronto, also 199 similar Windows installed in their Montreal factory.

## The Windows are on the Job on Time

## When "UNDERWRITERS" FIREPROOF WINDOWS ARE SPECIFIED

$\Delta$ few hig contracts do not tie up our factory. Our machincry, plant, and equipment are such that in the busiest times of the year, wherever the work may be, you get our goods when needed. We find efficient service, plus the best goods on the market, is worth considerable to good arrehitects
 and contractors.

Manufacturers and Contractors of lireproof Windows, Tin Clad Doors, Kalameined Clad Doors, Skylights, Rolling Stel Doors, Fire l)oor Hardware, Adustable Fire Door Hangers, Oily Waste Cans, Cornces, Corrngated Iron, Metal Ceilings, Blow and Vent Pipe work, all Metal Trade Requirements and Slate, Felt, Gravel and Asbestos Roofing.

## A. B. ORMSBY, Limited

## FACTORIES:

Queen and George Sts., Toronto
677-79-81 Notre Dame Ave. Wi, Winnipeg

## AT THE ARCHITECT'S SERVICE



Thirty years' experience in the manufacture of technical equipment and furniture for libraries enables us to carry out the ideas of the architect with the utmost fidelity and to place at his disposal,ifdesired, the result of a thorough and practical study of every library problem

CORRESMONDENCE OK AN /NTERVIEW SOLHCTED.

## Library Bureau of Canada,

LIMITED

Toronto,
77 BAY STREET

Ottawa,
20I QUEEN STREET

Montreal,
296 ST. JAMES STREET

## Ruddick Elevator <br> Protective Device

Building circles have recently been greatly interested in the fact that shortly there will be put on the market an attachment to elevator doors that insures their certain closing before the elevator may be operated.

For a long time an attachment of this nature has been sought, but until the Ruddick Device was designed, nothing of a simple and practical nature was evolved.

The Ruddick Device is simple, inexpensive, durable, and is an Absolute Guarantee Against Accident Due to the Open Door.

The Elevator cannot move until the Door is securely locked.
May be attached to either Electric or Hydraulic Elevators.

## WRITE FOR FURTHER PARTICULARS.

## JAMES RUDDICK

Room 25, - - Commercial Union Building MONTREAL

'Sovereign'

## Hot Water

 Boilerhas the "LARGER FIRST SECTION," the most important improvement introduced in boiler construction during recent years.

A Taylor-Forbes "Sovereign" Hot Water Boiler will make a house a comfortable home to live in, and also enhance its value as an investment.

The first cost of installing a "Sovereign" Boiler with "Sovereign" Radiators, buys an efficient and substantial heating system that will cost nothing for maintenance, and will add 15 to $25 \%$ more than its entire cost to the value of any house in which it is installed.
WRITE FOR BOOKLET SHOWING DESIGNS FOR HIGH AND LOW CELLARS

## TAYLOR-FORBES COMPANY, GUELPH, Can.

## Branches and Agencies:

TAYLOR-FORBES CO., I 088 King St. W., TORONTO. TAYLOR-FORBES CO, I 22 Craig St. W., MONTREAL. TAYLOR-FORBES CO., 340 Pendar Street, VANCOUVER.

## "STEELCRETE" Expanded Metal System of Reinforced Concrete

Construction is being used in Canada's Largest Commercial Structures.


"Steelcrete" Expanded Metal
has been a standard concrete reinforement for: 15 years, is miversally endorsed by arehitects and engineers, and is the original metallie mesh of Condrete Reinforement. It will give a greater degree of tensile strength, for the amome of metal emploved, than any other type of reinforement. With "Steeferete" Expunded Metal the strength is uniformly distributed; steel is dependable in quality; the sectional area is exact, and it gives maximum strength for section, with a perfect mechanical bond.
EXPANDED METAL AND FIREPROOFING COMPANY, LTD.

## CONSTRUCTION REPORTS

## DO YOU WANT INFORMATION

of all Buildings and Engineering Projects contemplated or in course of construction throughout every town and city in every province in the Dominion?

If so, we can furnish you with Daily, Detailed, Verified Reports, obtained by our own staff of reporters, each one of whom is constantly in touch with all work in his territory.

These Reports are obtained by personal interviews with parties in authority and by investigation on the ground.

Our System consists of issuing each Feport on a separate slip which admits of eliminating all classes of projects, territories, conditions and valuations which are not applicable to one's business.

This is the generally accepted and approved method of rendering information. With an experienced staff of compilers, and an organization and connection unsurpassed, we have unequalled facilities for rendering the Best possible Information Service.

Our clients are among the most representative concerns in the country, who find the service a most valuable adjunct to their Sales Department.

If you want to keep in touch with improvement work in any or every part of Canada, you are working at a disadvantage unless you get

## "CONSTRUCTION" Reports

For furfher information, address
"CONSTRUCTION"

## Saturday Night Building



Structures of every type, of every size, have been built Kahn System- Factories, Warchouses, Power Plants, Hotels, Apartment Houses, Office Buildings, Dublic Buildings, Bridges, Viaducts, Reservoirs, Tunncls, etc. We publish separate catalogues describing them.

Also catalogues giving properties of the various Kahn System Products, Kahn Trussed Bars, Hy-Rib, Sheathing, Rib Lath, Rib Metal, Cup Bars and "Kahn Systom Standards," the best Handbook on Reinforect Concrete Design. Our complete experience and large organization is at your service. Write to-day stating your requirements.

## Trussed Concrete Steel Company of Canada, Limited

Works and Executive Office, Walkerville. Sales and Engineering Office, Toronto

## PLACE YOUR ORDER FOR

## SILLS, HEADS and STONE TRIMMINGS <br> WITH THE

## Cement Products <br> Company

Manufacturers of Cement Building Materials
OFFICE: 19 Wellington W. Phone M. 3056
FACTORY: 230 St. Clarens Ave.

# CONSTRVCTION' 

A JOURNAL FOR THE ARCHHTECTURAL, LNGINLERING AND CONTRACTING INTERESTS OF CANADA

Vol. $:$
Toronto, April, 1909

## Editorials:

> Wolves in Sheep's Clothing ..... 37
A Pertinent Instance ..... 39 No. 6
Montreal’s New Police Station ..... 41
Ecclesiastical Architecture (Illustrated) ..... 43
The Evolution of Architecture ..... 50
An Attractive Clinker Brick Residence (Illustrated) ..... 53
New Barthelmes Building (Illustrated) ..... 57
The Old Architect and the New - ..... 63
A Modern Two-Family Dwelling (Illustrated) ..... 67
The Earl Grey School, Montreal (Illustrated) ..... 68
Design and Testing of Reinforced Concrete Beam ..... 70
Meeting of A. I. C. at Toronto ..... 82
Departments:
Current Topics ..... 61
Prospective Construction ..... 75
Machinery and Trade ..... 84
Architectural Specifications ..... 109
Contractors' Supplies and Machinery ..... 110
Index to Advertisements ..... 112
Minor Items of Interest:
Reinforced Concrete in Church Design ..... 52
A Reliable Contract ..... 65
Ideal School Construction ..... 74
An "Absolutely" Fireproof Building ..... 74
Building Statistics for March ..... 83

Terms of Subscription : Canada and Great Britain $\$ 2.00$ per annum, single copies 25 cents. United States, the Continent and all Postal Union Countries $\$ 3.00$ per annum in advance. Entered as Second-Class Matter in the Post Office at Toronto, Canada.

## Otis Elevators For Office Buildings

/


## Canadian <br> Express <br> Company's

New
Building, Montreal, Equipped With

Three
OTIS
Standard
Hydraulic Elevators

The OTIS is the Standard of the World

## OTIS-FENSON ELEVATOR COMPANY, LTD.

Head Offlce, TORONTO, CANADA


## she Standard 9 deal Compuny yha

## "Alexandra" Toilet Tables

The combination of utility and beauty in design, is a most pronounced feature of "ALEXANDRA WARE." The importance of the equipment of the modern bathroom is fully appreciated by every architect, and designs in "ALEXANDRA W ARE" have been provided to satisfy every possible demand for useful, artistic and sanitary fixtures. The "ALEXANDRA TOILET TABLE" is one of the many high class fixtures that excels in every point of comparison.

## "Alexandra" Manicure Tables

Owners of fine residences invariably give as much or more attention to the bathroom than to any other individual room in the house. The fixtures of that bathroom must not only be sanitary, but in design they must have artistic lines and aesthetic proportions; in color they must be a pure, snowy white, to give the effect of purity and cleanliness. The bathroom should be the toilet room, in fact, as well as in name. The place for the Manicure Table is in the bath room, and this fixture should be of that beautiful white enamel ware, as well as any other fixture. The model bathroom is not complete without an "ALEXANDRA MANICURE TABLE."

"ALEXANDRA WARE"-PLATE F. 093.-First Grade Enamel toilet table, with Manicure Basin, Nickle-Plated Combination Supply and Waste Fittings, with China Knob and Index, 1 1-4 inch Adjustable "P" Trap on Wall, Nickle-Plated Brass Frame and Legs. DimensionS-Length 33 inches; Width, 18 inches; Basin, 6 inches.
OUR HEAD OFFICE AND FACTORIES AT PORT HOPE. CAN., WHERE "ALEXANDRA" WARE IS MADE.
The Largest Exclusive Cast Iron Porcelain Enamelling Works under the British Flag. 500 HANDS EMPLOYED. CAPACITY 110 TONS OF IRON MELTED DAILY.

## meStandard I Oeal Company Sth

MANUFACTURERS OF CAST IRON PORCELAIN ENAMELLED SANITARY WARE. HEAD OFFICE AND FACTORIES :
PORT HOPE,
CANADA.
SALES OFFICES AND SAMPLE ROOMS
WINNIPEG, 156 Lombard Street
Alemanda
WARE


## Wolves in Sheep's Clothing

PROFESSIONAL DISHONESTY is the most vicious form of modern graft. There is no sphere of human endeavor that provides dishonestly inclined adventurers, with the cloak of immunity and deception that professionalism offers. Professionalism furnishes the most effective purely white sheep's pelt, for the wily wolves who aim to prey upon the weakuesses of society.
The man who undertakes to apply tricky methods and sharp practice in business, cannot successfully operate long. He deals in a tangible commodity and his own shaggy pelt is soon in open evidence, and society is enabled to deal with him for what he is.

The professional man on the other hand, does not deal in a tangible commodity. He sells his advice and his services to society and society accepts them and pays for them, not according to their intrinsic worth, but in accordance with the value, placed upon them by the professional man, upon whose honesty and integrity society is absolutely and entirely dependent, for a square deal.

In business, every commodity has a certain set market value, or a basis is established by which the value of any and every commodity may be determined. Not so with the services of the doctor, the dentist, the lawyer or the architect. A professional man may have an established code of charges, but there is no established standard of advice or service which he is obliged to render for any given charge.

If a man desires to buy a suit of clothes, he goes to his tailor, examines the cloth, asks the price, when suited gives his order and pays for same when it is completed and delivered according to his order. But when he gets a pain and consults a doctor, he depends upon the professional integrity of his physician, for his illness may be serious or trifling. It may take one bottle of medicine to effect a remedy, or it may take a long treatment and an apothecary shop of drugs to cure him. He cannot himself determine the extent of the medical service and advice his case requires. Here is where the unscrupulous operator finds the practice of medicine a profitable occupation.

When a man has trouble with his teeth, the dentist may find that long triatment is required before the job can be completed. But the dentist must always be the judge of the services required.

A lawyer is consulted when a man gets into legal difficulty. His case may be a complicated one that has to be appealed from one court to another, thus involving large sums for legal services. The legal adviser must, however, be judge as to the extent of the services required, and the charges to be made.

While in the case of the architect there is a little difference, in that the character of service required and the cost of same, are fairly well established before. he is employed, the prospective builder, however, is obliged to depend absolutely upon the professional integrity of his architect in the selection of the contractor
to do the work, the selection of materials and the honest erection of the structure, according to the approved plans.

It is because of these great opportunities for dishonest practice in professions that the truly high-minded and honorable men, who have chosen professional careers, have safeguarded their professions by carefully and thoughtfully formulated codes of ethics to regulate the actions of professional men. These ethics have been designed to enable society to differentiate between honest and dishonest practitioners.

Society, on the other: hand, realizing the necessity for high-mindedness and integrity among these men, who have been entrusted to serve society, has enshrouded these professions with a cloak of respect, confidence and dignity that serves to impress upon the clean minded, well meaning man the sacredness of his professional responsibilities.

It is this condition that renders dishonesty in professional practice, the most pernicious, despicable and vicious of all modern methods of graft, and for the preservation of the dignity and standing of his profession, every honorable professional man should do all in his power to discourage, expose and stamp out professional graft.

Graft in almost every conceivable form, has gradually, surely and stealthfully crept into the building industry, the evils of which are not one whit less than the most despicable practised in other professions.

When an owner employs an architect to prepare plans for a structure, he undertakes to buy his advice and his services. He employs him, because he has knowledge of building methods and materials, because he has ability to design and superintend. The architect becomes the agent of the owner, and, if, through any illegitimate method, procedure or condition, he permits his advice to be biased, or his services rendered less efficient through any pecuniary influence from any source, he becomes an enemy to society and a fester on his profession.

Some architects are charged with openly and flatly demanding a rake-off either in the form of a lump sum or a regular percentage on the amount of the contract. Others are timid recipients of tidy little sums from dealers or contractors. Others have been presented with or sold at a small nominal sum, blocks of stock in firms, manufacturing building appliances or materials, or engaged in contracting work. While it is considered non-professional by many practitioners for an architect to in any way, shape or form, be financially interested in any firm engaged in the manufacture or sale of building materials or appliances, or engaged in the contracting business, it cannot be said to be dishonest if the architect procured such interest in the ordinary course of legitimate business transactions, and has made his ownership of such interest, known to his clientele. It is when an interest in a business has been secretly transferred to him with the object of buying his influence or corrupting his professional advice, that the practice becomes perfidious.

Professional graft of this nature not only operates against the interests of the owner, but the clean contractor and the honest architect are placed in a false light and their legitimate interests and inherent rights are grossly encroached upon. It creates a condition that places a premium upon all work the contractor would aim to be successful in securing. When the architect has become so biased by monetary influence in favor of some contractor or some material that it is a foregone conclusion whom the successful tenderers shall be, every conscientious tender other contractors have taken the time and trouble to prepare, simply becomes a dummy. The owner in the meantime is the rictim of the corrupted professional advice of his Architect.

Apart from honeycombing the whole building industry with bribery and graft and bringing discredit upon the profession at large, the professional grafter, by having an unscen, illegimate source of revenue, is in a position to give his services to a prospective client at a commission lower than it is possible for the honest practitioner to undertake the same work for, who has only his legitimate commission to reckon on.

If an architect who has been successful in corrupting a sufficient number of
contractors, dealers and manufacturers, realizes that in a certain job, $\$ 100,000$ in contracts will be awarded, he can figure upon a goodly revenue beyond his commission from the owner. He can afford to accept the work on a commission of from one to two per cent. lower than the practitioner whose only revenue would be his commission from his client. It can therefore be seen that it is to the interest of every honest architect and contractor to aid in stamping out this ruinous practice of graft and rake-off in the building fraternity.

An architect has no right, professional or otherwise, to demand, accept, or look for revenue, profit, or commission, or gifts, in connection with the planning, erection or superintending the construction of a building, other than that which he receives as his legitimate commission from his client. Any consideration he receives from any other source, whether it be in the form of money or gifts of any nature, is designed to secure his favor, to the detriment of the interests of his client and at the expense of his personal honesty and professional integrity.

Any architect who uses or allows to be used, his professional influence, his professional connection, his power, as the purchaser of materials for private gain in any undertaking outside of the confines of his profession, is guilty of a gross breach of professional ethics, an enemy to the profession, and a leech upon the industry.

The architect who accepts a bribe from a contractor is guilty of professional graft just as much as the medical faker who prolongs the illness of his patient, in order to pile up a big account. The architect who allows his professional advice to be corrupted or biased by private interest, robs his client to as great an extent as the dentist who digs holes in his patients' teeth in order to create the job of filling them up.

The architect who uses or permits to be used, his professional prestige, his purchasing power, given him by virtue of his professional standing, for the promotion of a private business apart from his profession, is guilty of legalized blackmail just as much as the lawyer who creates a legal difficulty for his client and derives a revenue by getting him out of it.

Fortunately the majority of our architects are professionally honest and clean, and we do not want it understood that these comments are designed to serve as an indictment of the profession generally. Our aim has been to show the possibilities for graft, by unscrupulously inclined individuals through the use of the cloak of public confidence and professional dignity to cover up their wolfish pelts.

This condition does exist to an alarming extent, and it is to the interest of architeots, contractors, manufacturers and dealers, alike, to purge the industry of the great, growing evil of graft.

The thief with the characteristics and appearance of a tough is much less dangerous than the thief with the manners and clothes of a gentleman.

## A Pertinent Instance

AMOST GLARING INSTANCE of the many methods and means employed by some architects (or those who have been permitted to barter with their names) in using their professional influence and purchasing power for the promotion of private enterprise, was recently brought to our notice. In this case, the name of one of the largest architectural firms in Canada (if not the largest) has been carted about the country in the promotion of a scheme. Contractors, manufacturers and dealers have been rapproached in the interests of this undertaking, and have been loosened up, through the fact that the name of this architectural firm, that purchases annually vast
quantities of materials, is associated with the project, either with or without their consent.

Some of the stragglers, who were not so ready to pay their allotment, were whipped into line by a casual call from individuals who were associated with this architectural firm, and, it has even been whispered, confidentially, that one of the members of the firm was financially interested in the enterprise. Few have dared to resist the solicitations of this PLUNDERBUND. ,Their demands were most persistent and if a man were so inconsiderate, discourteous and ungrateful as to refuse to "loosen" at least, a little bit, he would thoroughly understand that his business relations with this great architectural firm were seriously strained and in danger of being completely severed, forthwith.

The man, thus solicited, was, not left free to be governed in his actions by his judgment as to the merits or demerits of the proposed investment. It remained simply for him to decide if he could afford to spend a certain sum to be "in right."

Some few have been brave enough to show their resentment of this new form of professional graft, by refusing to "cough. $u p$ ", and decided to attempt to weather the storm to follow. Others have "given up" under protest with a hope of sometime in. the future getting a "look in" on a job that will let them get this money back.

This, it appears to us, is carrying professional, influence a trifle too far. Such a wholesale attempt to use the purchasing power of an architect to whip into line unwilling prospective patrons of a purely commercial undertaking, never before came to, our notice.

Why should any individual or firm that is engaged in any branch of the building industry, be forced to consent to patronize any undertaking, upon the penalty of losing his chances to secure a "fair shake" for the work of a certain architect, simply because that architect's name is flaunted in front of him, as being interested.

The architect is only the agent of the owner and he has no more right to permit private interest to influence him, for'or against a certain contractor or a certain material or appliance, than has the purchasing agent of a business institution, to become biased because of personal friendship.

The architect, who so commits himself through any private interest or deal with firms or individuals, with whom he is obliged to deal in the interests of his client, is not in a position to give conscientious service to his client and cannot be looked upon as professionally honest.

Dozens of propositions are promoted every'year and high pressure solicitors are sent out to gather in the money from contractors, material dealers and manufacturers. These solicitors always aim to get the consent to use certain 'architects' names, and nine times out of ten, these names are used in an entirely different manner from that intended or anticipated by the architect, when he gave his permission.

If the solicitor makes the representation strong enough, the contractor or dealer falls'a victim. Architects should therefore be exceedingly careful as to how they permit their names to be used in connection with such schemes and should individually and collectively do everything in their power to discourage this system of petty graft.

It is almost unthinkable that one of Canada's largest architectural firms should allow their name, their professional dignity, their prestige and their reputation to be dragged in the mire of professional indecency by an organized system of hold-up.

There should be a limit to the tolerance of this character of practice and that limit may be determined by the architects throughout the Dominion, who should show in no unmistakable manner and express in the strongest terms, their disapproval of this gross breach of professional ethics.

| April, 1909.] | C | O | N | S | T | R | $\ldots$ | U | C | T | I | O | N |  | ${ }^{41}$ |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |

## MONTREAL'S NEW POLICE STATIONWHAT THE PLANS CALLED FOR-WHAT THE CITY WILL GET-ARCHITECT AND OFFICIAL IN COMPROMISING POSITION -STRONG INDICATION OF GRAFT.

THIRTEEN IS AN UNLUCKY NUMBER. There is every reason to believe that the evil powers ascribed to it, in the dark ages, still obtains. Nothing is more demonstrative of this than the sinister influences which have attended the erection of Montreal's new police station, so designated. Plans accepted by the city council, provided for a well-built, substantial structure, 45 by 90 feet ground dimensions, the supposed size of the lot purchased at a site. Instead, the city will get, if the structure is taken over, a building which is ten feet shorter in depth and three feet less in height; a building which in no way reconciles itself to the original plans; a building in which this unpropitious number, through human agency, has seemingly exerted its subtle force with all the potency it possesses; in short, an abortive mass of brick and stone reared under most suspicious circumstances.

Both the reports of Architect Browne and Architect Marchand, as submitted to the special committee invcstigating the charge preferred by Alderman Robinson, show that the building is about as complete a "botch" as can possibly be imagined. Throughout its entire construction are gross instances of "skimping," "substitutions" and "omissions." The basement and upper walls do not conform with the building by-law. They are six and three inches, respectively, less in thickness than the plans called for. In addition, certain pilasters of the main elevations are out of plumb; old stone was used in the masonry where new stone was specified; and artificial stone was substituted for the window trimmings is place of terra cotta. This simply relates to the exterior of the bulding.

Other discrepancies equally as glaring were also found in the interior. To quote Mr. Marchand's finding in part.
"The interior columns specified to have been bullt in steel and cast fron have been substituted by wooden columms. The two transverse walls on eground foor, specified and shown to be brick 1 foot 1 inch thick. are built in reinforced concrete four incies thick. The brick wall between cells shown 8 inches; thick and 8 feet high, has been substituted by a 4 inch reinforced concrete wall 14 .eet 6 inches high, and the two columns shown on top of $s$ inch brick wall to under side of first flool girder, are omitted.
"Plaster work in some places is only two coats, instead of three conts, as specified, and.generally of poor asbestos plaster. and surface not very true. The plaster cornices are specified to have a development of 5 ft ., but are shown to have only 2 ft . on drawings, the latter hiving been followed and badiy executed."
f'rom the evidence which has so far been adduced it looks very much as though a short lot, an architect with unnsual powers, a well developed case of nepotism, officiai laxity, tricky tendering, and dishonest workmanship, have conspired to give the city decidedly the worst of it. At least enough has been established to warrant the opinion that the whole transaction was a cut and dried family affair, well understood by certain individuals in othicial circles. Nothing strengthens this theory more than the rather startling disclosure made before the enquiry by those who were directly connected with the erection of the bulding,

It has developed that Francis and J. Oscar Proulx, brothers of Alderman Proulx, Chairman of the Police Committee, were surreptitiously awarded the general contract, instead of F. X. Aube; who was ostensibly given the work. According to Mr. Aube's own testimony, he had never had in his possession the plans and specifications, nor were they explained to him by the architect. His tender was prepared by J. Oscar Proulx and he had simply acted as a cover for the Proulx brothers, in consideration for which he obtained the contract for the brick work at $\$ 16.00$ per thousand. This procedure, Mr.

Aube explained, was necessary in order to avert suspicion when one, who has a relative in office, wanted to secure public work. It was also brought out that Mr. L. J. Forget, who had been granted the sub-contract for the plumbing, heating and roofing, was also a relative of Aldermain Proulx, a cousin, while the painting contractor proved to be a Mr. Ernest David, a formetit painting contractor, now engaged in the restaurant buisiness, who deemed this a sufficient inducement to try his hand once more at the brush. Both of these parties were given a "quict tip" to shade their tenders, which they did materially, the former from $\$ 5,000$ to $\$ 3,300$, the latter from $\$ 1,250$ to $\$ 850$.

That Alderman Proulx had full knowledge of the underhand methods which were employed, cannot be doubted. Notary Bouvier, Mr. Proulx's partner and confidential friend, drew up the papers transferring the contract oi Mr. Aube over to Francis and J. Oscar Proulx. Does it seem likely to their close relationship, that this matter was not discussed by them? In fact, J. Oscar Proulx testified that he had tried to broach the matfer of his intimate connection with Mr. Aube to his brother (Ald. Proulx), but that the latter had shut him up by the statement, "'Shis is none of my business. I do not want to have anything to do with it." Why Alderman Proulx did not consider it any of his business, especially so in view of the fact that he was chairman of the Police Commission which had the erection of the building in hatind, is rather strange. The question of his own reputation and a desire to have everything over and above hoord, should have made it of utmost concern to him. However, he apparently had faith that the deal would go through successfully. This much is to be inferred from tne carte blanche given Architect Godin, or at least what appeared to be such in the rather free manner in which he was permitted to make changes so revolutionary in character as to result in a building that was anything but what it should be. Mr. Godin did not find it necessary or expedient when the shortage of the lot was discovered (which was after the work had been started), to call the matter to the attention of the Police Board or Aldermanic body. It was something purely of an escoteric nature and that he and Ald. Proulx had fully discussed it is quite probable. He at least discussed it with Chief Campeau, whom he told not to apprise the Board, as he was vested with full power to make any necessary alterations. With subtle skill he directed the erection of the building, pointing out what was to be done and what was not to be done. He had prepared 120 typewritten pages of specifications but these were obviously ignored, as Francis Proulx, who attended to the work himself, stated before the investigation committee that he had never read them. And probably it was just as well, as the reports of Mr. Browne and Mr. Marchand show that they did not agree with the plans, that they were involved and self contradictory, and that they were never intended to be understood. In fact, it is said that no translator has yet been able to intelligently interpret either the English or French version of them.
as to who granted Mr. Godin this unbounded latitude, or as to whether he assumed the responsibility himself, is still unknown. It would be unfair to attach the entire blame for this oblique deal to Ald. Proulx alone. Even though Chairman of the Police Board, we can hardly believe that he had an arbitrary power, unless vested with it by his colleagues. The other members of the Board are involved at least to the extent that they cither had a guilty knowledge of what was going on, or were derelict in the performance of their official duties. It may have been a case of "returning a favor," that the


漦


# ECCLESIASTICAL ARCHITECTURE.---Gothic and Modern.--A Contrast and an Appeal for a Beautiful Church.---The Early Church Work of England and Scotland.--A Present Day Example.--Time and Care Necessary to Attain Satisfactory Results. <br> BY HERBERT M. CLARK DRAWINGS BY LAURENCE DAVIS 

THIS IS AN UTILITARIAN AGE, even the church has not escaped it. One expects the building of a skyscraper to be rushed since it is a purely commercial undertaking, but less hurried measures are requisite in the building of a church. One would wish for careful consideration of plans, for a determination to have the mest beaut:ful building possible, and for measurcs to secure an architeci competent to create such a building and to equip it with a perfection ei practical but subservient details, such as lighting, heating, ventilation.

The newspaper reports with regard to the new St. Paul's Church, Toronto, indicate "rush" methorls. We are told that it is "to be ready within one year." also "that the congregation leaders go about the task with a lot of energy." It is to be hoped that they will exercise such care and taste as will preclude the rush methols of commerce which lack dignity when applied to an ecclesias tical work, and that they will realize that though theatres and freight sheas can be built in haste, the construction of a beautiful building, such as a church, should necessarily be, demands time and care. The architect should have an opportunity to profit by a study and comparison of some European examples in the maturing of his plans.

St. Yaul's Anglican Parish is to have a $\$ 150,000$ ed:fice, the "largest Anglican church in Canada." Furthermore, it is to be in some measure a testimonial to a popilar minister. Here is all opportunity for broad minds ts offer a worthy building, one in whicl: beauty shall be the dominant feal. ure, since Toronto already has numerous churches utterly lacking it. The need of more room is doubtless urgent. but the congregation wouid prefer a few months delay knowity that time had been found for the consideration of every detail. A gift on which thoughtful care has been excercised is the more satisfactory to both conor and recipient.
Such were the beautif:a! cathedrals, abbey and parish church.:s of the old country. No time was wasted in

knox cllurch, tcronto, one of the recent examples of ecclesinstical ARCIITECTURE WHICH SHOW A STRONG MODERN OR UTILITARIAN INFLGience. When complete this: building, it is estimated, will cost $\$ 250.000$. MR. J. WILSON GiRAY, architect.
their construction, neither was there undue haste, for haste is not compatible with beauty, which was an essential feature of the church of those days. All the skill and craftsmanship of the community were lavished upon the church, and masons and wood carvers put their hearts into their work. Even a dripstone was carved and ornamented, as in the graceful recessed arch illustrated, whilst the photograph of detail at top of the Percy Shrine monument at Beverley shows another example of the:r handiwork for which "pressed out" imitation does not form a substitute. Nor was such decoration meaningless. Scriptural episodes and allegories, in which the symbolical grotesqueness of miserere seat and gargoyle have their part, are frequently related by the stones of the Gothic architect. "An art of peasants rather than of merchant princes or courtiers, and it must be a ha:d heart that docs not love it." Can we wonder that such a building has an atmosphere which stirs us, and an added beauty, felt rather than seein, reHected through the centuries?

Goethe, admiring the beautiful lines and decoration e.t a Gothic church, described it as "frozen music." No poet ef our own days will so apostrophize the modern church; no: only is it usually without beauty, but frequently, is so lacking in architectural dignity that its effect is purely negative. I am aware that under modern conditions, the best results are difficult of attainment. In place of the Church, we must provide several churches in a community. Funds are thus split up. We have not the oll time executive force of votuntary vorkers to draw on. Every mason of to-day expécts and gets union scale wages. The days are gone when a craftsman . gave his work..freeiy. hecause he lov이 his church and his work. and tos cften. beyond subscribing to the building or decoration, fund and serving perhaps on a committee to appoint an architect or approve plans, the modern worshippers' personal interest in the execution of the work ceases. Coupled with this is usually an urgent desire 10 have the church "completed" . in all its ugliness of machine made carving and shiny

eiy cathedral, one of notalue ecclesiastichi. edmfices of england. its whole fabric, with the symmetrichl lantern tower, presents a uniguely composed outline.

octagonal tantern of ely cathedral, "st. andrey's crown,"- ^ production of the decorated period, executed in stone and wood, which is the most perfect example of this type of work extant. reproduced from pen drawing (UNFINISHED) MADE at top of west tower.


MELROSE ABDEY, A SPLENDID EXAMPLE OF THE LATE DEGORATED PERIOD OF GOTHIC ARCHITECTURE. EVEN WITH LESS ORNAMENTATION, THE TREATMENT OF THE LINES AND SURFACES AND THE UNIFORMITY OF'STYLE THROUGHOUT WOULD HAVE RESULTED IN A MOST SATISFACTORY APPEARANCE.
paint in record time.
In many cases this rapiclity of execution causes errors of interior construction or arrangement, the rectification of which involves tunecessary expenditure later. It may


LaNTERN TOWER of ely CAThedral, NOTE how acculiately this feature has been reproduced in pendRAWING.
be pleaded that we are a young people in a new country so busily occupied that we have little time to devote to cultivation of the arts. Sinilar conditions prevailed in England in the year 700 A.D., yet the Saxons built several small churches of merit, an example being that at Bradford-on-Avon, whilst the beattiful St. Bartholomews, Smithfield. London, amongst others testifies to the artistic taste of the Normans. The early Gothic work, too, though massive in construction, as illustrated in the

transept arch, NORTII AISLE, MElROSE ADBEY.
rounded arches of the nave of Malvern Abbey and the later, pointed, north aisle, displayed a perfect curve and proportion. From these early stages on to the best phase
of Gothic architecture, ecclesiastical construction, while planned to fulfil practical requirements, combined an essential beatity of line and cletail with ciistinctive characteristics throughout. To enter such a building was to lave the acsthetic sense appealed to. With few exceptions, these two latter features become subordinate in the hands of the modern ecclesiastical architect, whether in this country or in England, a fact providing food for thought when the intimate relations of beauty and religion in all ages is considered. Salisbury. Amiens, St. Peter's, St. Sofia, the cedar wood and gold of Solomon's temple, and the rope of human hair suspending a bell in

st. anne's chapel, malvern abbey, showing a wid: DOW OF THE THIRTEEN TH CENTURY IN WHICH THE LIGITS ARE BEAUTIFULLY DES:GNED AND PROPORTIONED.
a Buddhist shrine all tell cane story-ihe desire to beantify the place of wership.

Limited fu :ds camiot be pleaded as justification for an ugly church. since it need cest no more to build a beautiful charch than an ugly one. Indeed. in many cases money is not lacking. Ccisiter. for example, the new Khox church, Spadina ave.. Torcnte. It is cstimated to cost complete, $\$ 250.000$. of which $\$ 200,000$ has already been expencled, so the writer is informed. The offices of this church comprise separate rooms for ministers, deacons, trustees, and treasurer, a kitchen, also a social room, a large lecture room and a very large Sunday school room, the latter surrounded by small class rooms
expensively fitted. To some this will seem a lavish equipment. In apportioning the ground space, the claims of the church have been subordinated to those of these offices, which have been placed at the east end, thus precluding any possibility of length to the church.

The plan expresses faintly the Roman basilica model


INTERIOR VIEW OF MALVERN ABBEY, SHOWING THE massively constructed and perfectly proportioned arches of the early gothic rebiod.
(the semi-circular space corresponding to the apse, here containing the organ), though the interior is practically a square, a fcrm very difficult to treat successfully: Standing at the west end, one sees a square hali of secular appearance, constructed for strictly utilitarian purposes, everything being sacr:ficed to giving an unobstructed view from all the seats, which are "raked." To ensure this. the pillars which support the roof are of metal and gilded. The walls are brown. In the east wall is the organ which, with a platform and reading cesk before it, is container within a marble arch flanked by gilt pillars. The effect suggests the proscenium arch of a thea:re, while the general appearance is, at lest, that of a concert hall. Yet, this is a Presbyterian charch, a strange contrast to the dignified church in Edinburgin.

Better work would have been secured by following more or less closely, the lines of some Gothic model, :f only to secure that "decency and beauty" which should 1 : the essential characeristics of the House of God. We cannot reproduce a Salisbury or a Rheims, such dimensions alone surpass our requirements. but England is rich in beautiful examples both large and small, which our architects might well study, evolving the best from each. Most of thesc old churches lie east and west, the devidtion from due east having been determined by the point in the horizon at which the sum rose on the day of the saint to whom the church was dedicated. Such was our ancestors' spirit of thoroughness.

Wherever possible stone was the material of construc-
tion, and when the state of the building fund prompted economy, a simple style was selected, for example, plain pointed Gothic. Simple but good lines in a well proportioned constriction have a beautiful effect, and need little ornamentation. In Melrose Abbey, a fine example of the late decorated period, had the exterior received even less ornamentation it would still have presented a satisfying appearance, a result due to skillful treatment of lines and surfaces and a uniformity of style throughout. Supplementary buildings were avoided; indeed, in some cases where a tower was erected at the east end of one of the aisles, the lower part was used as a vestry. In those having cnly a central tower forming a lantern to the interior of the edifice, or when from want of funds the erection of the steeple had to be postponed, a place in which to suspend the bells was found in a perforated turret or gable. Incidentally, all church chimneys should be coarcealed in a turret or pinnacle. The most perfect example exta-t of the lantern tower, a production of the decorated period, is the exquisite octagonal lantern of Ety Cathedral, which is constructed of stene and wood. The unique pen-drawing, unforturately unfinished, was made from the top of the west tower.

A timber roof is certainly cheaper than stone, and the open timber roof with braced arches, such as that of St. Michacl's, Ccventry, which dates from the perpendicular period, has a beautiful effect. It may be remarked that the chestnut wood ceiling in the nave of Winchester Cathedral is in a wonderful state of preservation. It is supposed that chestnut wood is too bitter for insects to


NORTH AISLE, MAIVERN ABBEY, SHOWING THE SYMmetrical construction of the arihes anj SIMPLE DECORATION.
attack. The high, steep roof, too, so essertial to early Gothic, is well adapted to our climate and presents a fine exterior, while the side thrust is so inconsiderable as tc require little abutment and beams may be safely dispensed with.

The lighting of a church requires much thought.


INTERIOR VIEW ST. MICHAEL'S COVENTRY, SHOWING THE OPEN TIMBER ROOF WITH BRACED ARCHES WHICE DATES FROM THE PERPENDICULAR PERIOD, AND THE BEAUTIFUL EFFECT IT HAS PRODUCED.


INTERIOR OF TRINITY CHURCH, COVENTRY. THE FONT AND PULPIT ARE GOOD ENAMPLES OF THE PERRENDICULAR DESIGN. NOTE THE EXQUISITE TRACERY OF THE WINDOW WITH ITS SIX LARGE LIGHTS, AND THE DECORATION OF TERMINAL PEWS.

Modern churches are generally too light, and many have badly disposed window space, whilst the lights in each window are usually too large. The drawing of St. Arn's Chapel, Malvern Abbey, illustrates a window (thirteenth century) in which the lights are beautifully designed and proportioned. A consideration of the glass to be employed is essential. If plain, it should be coarse and greenish in color, in small well-leaded panes, disposed diagonally. the interiors of the windows being well splayed. Windows spaced for colored glass have naturally greater dimensions. Uniformity of style in windows and doorways is very necessary to a good effect. Compare the beautiful arch of the N . aisle of Melrose with the windows.

Uniformity is necessary also in the furniture, which should harmonize with the general scheme. The altar should be of stone, with simple decoration or panels at front and sides sufficiently low, that no part is concealed by the altar-cloth. The pews disposed at right angles, should be open and straight backed seats of simple design rather than ornamental. The backs of the terminal pews may be carved or panelled, as in Trinity church, Coventry. The section of the bench ends of St. Michael's, Coventry, is simple and effective, without being costly. In the font and pulpit, a careful treatment of lines will produce a beautiful form in which little decoration is necessary. If any is attempted, panelling lends itself well. The font and pulpit of Trinity church, Coventry are good examples of perpendicular design and stonework. Perpendicular Gothic has many features which should be

the percy shrine, beverly minster, showing the detail of top over monument, a splendid exAMPLE OF DECORATED CARVING.
studied, especially the panelling, a method of decoration which, in some measure, took the place of the intricate carving of preceding styles. It affords a particularly suitable medium for modern ornamentation. and lends itself well to modern methods of construction. We might also consider the plain wooden doors with metal scroll
hinges. Most difficult to obtain in a city is an open space around the building permitting a view from a reasonable distance. The situation of Ely Cathedral permits of a magnificent view, on the south side, of the whole fabric

recessed doorway, a graceful example in early WORK OF THE ROUNDED ARCH.
which, with the, symmetrical lantern tower, presents a uniquely composed outline.

The writer does not offer these suggestions, nor the accompanying illustrations as being the best. Neither is it intended that the latter should serve as specimens to be reproduced. But their form and line contain ideas for a beautiful work at the hands of a skilful architect. One who realizes that "an absence of architectural feature" is totally incompatible with an ecclesiastical edifice, and who knows that, even if it be true that critical faculty or appreciation of beauty is less developed here than in Europe, it is still his duty, doubly so. to educate us to a keener sense of artistic appreciation by providing the most beautiful work in his power, impressing the importance of so doing, on those who retain his services.

It has been said that "art is life and can belong only to its own age." The spirit of this age is reflected in wonderful utilitarian structures, and such great strides has this branch made that one may now hope for some attention to be directed to the aesthetic. The opportunity is ripe for the man who, possessing that "union of genius with-imitation" will produce ecclesiastical works worthy to be compared with some of the shrines of ancient faith.

MANCHURIAN CITIES, states a correspondent of the London and China Telegraph, are undergoing a radical change in the architectural character of their buildings. Many public offices, official residences and even private residences of the European style have sprung up following the erection of a handsome exhibition building at Mukden, and not a few modern double-storied shops are to be found in the business districts.

# THE EVOLUTION OF ARCHITECTURE.---Address of President E. Bradbury at the Annual Inaugural Meeting of the Architectural Association of Ireland.---The Growth of Architecture with Civilization. 

SO far the greatest difficulty I have had to face in the president:al capacity has been the selection of a suitable subject on which to address you in this, my inaugural address. My predecessors have left me very little to talk about. They seem to have dealt with architecture and architectural education in every possible aspect. However, it occurs to me that something might be said about the architect, and I have thought that it might be useful to try and express my thoughts as to the qualities and ambitions which should animate the architect in his work. And in order to do this I want first to endeavor to show how architecture grew with civilization, and to ascertain what were the motives animating the builders and architects during the stages of the world's history.

Let us look at Egypt-the land of mysteries!-and what do we see? A vast multitude of people, many of them ignorant slaves who struggle under the laslr of men who have been placed in command wer them by others who have gathered to themselves the lore and wisdom of many dim centuries. What are those muttudes of peopie laboring at? Some draw water to irrigate the land and produce food-the water soaks in the ground, the food is eaten. Some weave cloth and make clothing-the clothing is worn away and rots. Some make roads, some herd the cattle, some go out to fight: and of all these men and their work there is nothing remaining but tradition. But there are others who build houses and monuments. Some of the houses they are to live in, and knowing themselves to be short lived, they do not trouble to make their dwellings anything but perishable. But these people believe their gods to be immortal. and consequently the houses they build to worship in are buit to last on into the future: and such was the skill and knowledge of those ancient Egy:ptians, and so fine their tools, that to this day pcople will journey from the uttermost parts of the world to gaze upon and marvel at the temples and pyramids which have stood through all these ages as monuments of a marvellous civilization, and of an enthusiasm which set upon the face of the earth the best and grandest structures that man could devise and hands could erect: and directing all this building of the temp'es and pyramids there must have been architects, and whether they drew their plans on papyrus or brick, or planned directly upon the ground, it is very certain that they must have been men of exceptional ability and cf an intelligence acquired only by deep studr and concentration.

Consider the men who built the Panthenon. They were wonderful artists! How did they learn all those little $\mathfrak{n}$ ceties of construction and design? How did they learn that a column, to look its best and truest. must be smaller at the top than at the bottom. and must have a slight curve in profile? How did they arrive at such perfect shapes and proportions for their mouldings so as to give exactly the correct amount and gradation of light and shade? Where did those builders learn to carve beautiful volutes on their capitals, and others again gorgcous conrentional copies of foliage? We modern architects are content to accept and adopt and copy these niceties of refinement, but which of us has considered their evolution? In those past ages men must have labored and studied and devoted themselves absolutcly to their art to have discovered the value of these refimements of perfection in design and construction. We pride ourselves when we occasionally apply successfully the methods of the ancient designers; let us humble ourselves before those great men who, by enthusiastic perseverance, evolved those methods.

Now let us go to Rome. Here we find a military nation.
a vast and wealthy people who have acquired their vastness and their wealth by conquest, a people who live a life part of which is spent in the midst of warfare, the other part surrounded by immense, gorgeous luxury. They are a cruel race also, and as they lave won their might by warfare they delight in the sight of combat, and build vast places of amusement to gratify their lust. They have a little contemptuous reverence for a variety of gods and goddesses, and they erect temples wherein to worship these deities. But it is in their theatres, their amphitheatres, their baths, their triumphal arches, their divellings, that we find the greatest lavishment of wealth. Yet whilst we find great building and-great engineering, we fail to find quite that artistic refinement which oharacterized the architecture of their predecessors. They ereot their mans:cns and theatres in all quarters of their territory, but it is rather in their pricle of strength and wealth than in the enthusiasm of artists. But still the Roman architect must have been enthusiastic. for they were the first real users of the arci: and the dome, and during the period of Rome's pride there must have been men earnestly applying themselves to the originating and elaborating of new methods of construction and design and adapting the old and new methods one to another. And we all know how successful were the results of the labor and perseverance of the architects of ancient Rome.

What a change the Roman Conquest made upon the world's history and upon its architecture! Northern Europe had no architecture worthy the name until th: advent of the Romans. and when under stress of circumstance the Romans were compel!ed to abandon their conquered territory, they left behind them the ground work of all succeeding periods of architecture.

The conguered nations, deserted by their conquerors, were weak, ignorant people, having at first but little ambition. And it is vastly interesting to study the people of this intermediary period. They were people almost childish in their ignorance-the ignorance which is the outcome of serfdom and poverty. But by degrees their wits became sharpened as they found they must think and originate for themselves. They sheltered themselves from the weather, as did their prohistoric ancestors, within dwellings of rough timber, and later in wooden houses of more elaborate construction. But it was in the designing and erecting of their places of worship that they put forth their greatest energies. Some, indeed the major part of the early Christian churches, were built of timber, perishable: but others were more pretentious and lasting, built of stone. Those builders had no models from which to copy, excepting such remains as had been left by the Romans, and the traditions of the Roman times, and they could but do their best in a childish effort to copy what had been dene before. We can imagine these ignorant men striving their utmost with stubborn stone. having only the most primitive tools to work with, their minds dulled and inactive. But they persevered and built as best they could, and they even attempted in a vague manner to ornament their buildings. Their ideas were primitive; and their means were small: but we can believe that they had some enthusiasm. for their methods and their tools rapidly improved. Moreover, Christianity was spreading light and learning among the nations, and the exponents of the religion were converting and inciting the people to worship. And socn we see the beginning of that great church-building period when on all sides were being erected places of worship and of religious retreat, which are to be found on every side to this day. What a titae or

| APRIL, 1909.] | C | O | N | $\mathrm{S} . \mathrm{T}$ | R | U | C | T | I | O | N |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| 1 |  |  |  |  |  |  |  |  |  |  |  |  |

enthusiasm must that have been! Through all the land we should see monks planning and contriving, masons cutting and building sturdy piers and. walls, turning heavy round arches, carving capitals and corbels, and always and ever striving and straining to improve on their past work and the work of their neighbors, seeking to discover new methods, and always aspiring to perfection.

And as the years pass by we find the round arch giving place to the pointed, heavy, cylindrical-built piers changing to light, delicate shafts, with beautiful carved caps, plain, rough detail being superseded by fine mouldings. The stone roof is lightly poised on the walls and shafts, and the plain little window openings give piace to heautifully traced lights.

Later, Gothic design has reached and pasise 1 its limit of perfection, and designers are ready to accept and adopt this revived Italian art and architecture. First comes a period when the two schools-Gothic and classic-struggle and intermingle, and then we see the final conjuest and the adoption of classic methods of cesign. A new school is born, and eventually creates some of the most magnificent of structures, combining, as they do, the ancient classic forms and detail with improved methods of construction, and adapting both to the more modern requirements of mankind. This perfect adaptation was attained by the exercise of patience, severe application, and constant study. We nowadays see many faults in the designs of the Classic Revival period-dark, crypt-like basements, fearful waste of space, terrible incongruities, lavishment of expense on exteriors without compensating benefits to interiors-but in it all we cannot fail to see the restults of intense enthusiasm-the desire to create buildings in emulation of the ancients, and to adorn them with carvings and decorations in perfect accord with classic ideas.

The Grecians and the Romans have left us more evidence of their skill. Who can fail to admire the delicacy and proportion of the Greek trabeated buildings, and the admirable skill displayed by the Romans in their use of 're arch and in their adaptations of the orders in conjunction with arcuation? The Pantheon, the Triumphal Arches, the Colosseum. who has not heard of them? Do these structures not remain still as some of the sights of the world? Should it not inspire us when we think that in all ages notable events and great men have been commemorated by means of architectural monuments? And can we not admit that in practically every minute detail those ancients approached as nearly to perfection of design as was, and is, possible?

What wonderful ohanges were made in the scenery of Europe during the middle ages by man's additions! Castles, cathedrals, churches, palaces, sprang up on all hands and added that touch of humanity to the aspect which I fear we should, many of us, very quickly sigh for if we were translated to an absolutely natural country. Jet us examine one of these glorious edifices. Lofty, buttressed walls, pierced with beautifully slraped and proportioned windows, filled with delicate tracery and with graceful pinnacles above; delicately poised flying buttresses; elaborately decorated, yet imposing doorways, thickly moulded and carved, lofty gables, and, above all, heaven-aspiring steeples; and inside are the lofty arcades, the wonderful groined vaults, and all those marvellous adjuncts which have made the Gothic cathedrals amongst the great sights and wonders which attract the sightseer in his thousands. And as it is with the cathedrals. so it is with the smaller churches and the castles. These buildings of the middle ages are not by any means always perfect specimens of design, although I am afraid that even among architects there are many who are ready to give unstinted praise and admiration to positively badly de. signed work, simply because it happens to be olicl. Why, if we were logical, we should surely see that the medireval builders ought to have produced only a small
proportion of perfect work. They had no text-books. They had not the work of many past generations to study and possibly improve on. They were inventors, originators, people struggling in the dark to find ways out of diffculties of construction, but yet so ambitious that they disdained to take any easy ways out of their difficulties, but rather preferred to invite trouble in order to be able to combat and conquer it. And I think that it is a perfectly marvelous thing that amongst the hundreds of thousands of buildings erected during the Gothic period there occurred such a startlingly small percentage of badly or even indifferently designed buildings. I can only assume that the pcople who were responsible for the designing of these buildings were absolute enthusiasts who devoted their whole energies to their work, and spared no efforts in encleavoring to attain perfection.

So far I have dealt entirely with past days and periods of architecture, and I have attempted to show how thic keynote to success in design in the past has been enthusiasm and hard work. But, you will say, perhaps, that there can be no possible comparison between these past ages and the present day. The conditions are so utterly different. Those dead and gone predecessors of ours had a constant succession of new discoveries to deal with and to wax enthusiastic over. Imagine the ferment, the delighted surprise, when the arch was first used. And again when it was found possible to build it with a pointed apex. Again, what a delight it must have been to work out new patterns of window tracery! And yet more, those old architects had no worrying about building by-laws, minutely detailed specifications, competitive tendering and its attendant evils, bilis of extras, and so forth; nor had he to rut such a number of "sidelines" as we have to do. Then again, he had not to worry about how he should pay his gas-bill, this income tax, or his office rent, nor had he the inculus of poor rate and old age pensions. Small wonder, you will say, that a man could lose himself in his work and so devote himself to it that he was able to (lo his best.

Yes, the conditions of modern architectural practice are vastly different from those that have obtained in past ages. But though the conditions are different, I hold that the same motive must animate us now, as then, and that is the desire to do our best. And. as in the past the best was only obtained by carnest devotion, so we must be devotees to our work and enthusiasts if would carry on the traditions of our art. And when I say this I do not mean devotion during office hours and cithusiasm when we get a new client. I mean that our whole life and energies must be spent in the study of architecture and the kindred arts and sciences, and that our enthusiasm must be as real over the smallest triffe as it is about the biggest commission entrusted to us.

Let us first go through some of the accomplishments demanded of an architect to-day. He must be more or less of a constructionist. an engineer-both civil and mechanical-a chemist. geologist, surveyor, arithmetician, lawyer.

He should be a good man of business or he will very auickly get into trouble. He must be able to discuss ritual with a clerical client, acoustics with the theatre proprietor. the best ways of storing or dsplaying all and sundry sorts of geods with shopkeebers of all descriptions, the Public Health Aet and building by-laws with the city architect. cubic space per patient with the hospital authorities. He must know the size of a billiard table and the length of a cue before he can plan a billiard room; he must be able to discuss the business room and smoke room with the master of a house, the kitchen and linen room with the lady, the drawing room with the grown-up daughters, the bicycle shed with the boys, the nursery with the children, the range with the cook-and he must please all of them or he'll hear about it ; he must know more about bricks than a bricklayer, more about timber in all its
specics and qualities than a carpenter, more about baths and sanitation than a plumber, more about plaster than a plasterer, and more about building than a builder. He must know the price of everything from a wire nail to a square of roofing, and he must be prepared to check and if necessary, fight every penny of a btilder's account. He must know a little, at all cevents, about the law of ancient lights and other laws, and he must be able to define the mystic letters P.C. IFe must be able to advise as to the relative merits of luxfer, cats-eye, and scores of other glasses, frugal, perfection, and dozens of other ranges. opalite, britopal, and I don't know how many other opal wall coverings. He must unclerstand something about $O$. II. M. S. and Watts, and the prices of a tunit of electricity for light or power, to say nothing of such ietails as alternating and continuous currents. He must-but there, I'll leave the rest to you to fill in yourselves, with the passing remark that I rather fancy an architect needs to possess as general a knowledge as any man.

But there remains one other necessity for an architect, and that is that he must be an artist. And I come to this last, not because it is the least accomplishment of an architect, but because it is by far the greatest and most important of all. He must have an artist's eye for proportion, shape, light and shade, color. He may be less than an artist in that he need not necessarily reproduce nature on canvas, but he must be something more than an artist in that he must be able to picture in his mind and on paper what is to be afterwards constructed in solid materials.

Then again, building materials are really wonderfully interesting. We have to draw from minerals and from vegetable life for our supply of raw material; we have to use heat, water, and pressure in their manufacture, and there are generally from two to twenty methorls of fixing the materials when made, to say nothing of the multitudes of different combinations which may be effected. And we have such a tremendous scope; there are dozens of ways of building a wall, and we can invent a new method if we need to. New building materials are being invented every day, and though many are useless, all are interesting. Yes, material is a vastly interesting part of our studies, and we can easily grow enthusiastic in selecting the proper materials for our building, provided we really are heart and sonl in our profession.

Whilst I have pointed out that its human interest should make us enthusiastic in our profession, there is another aspect of the question, and that is that we must be enthusiastic if we want to make a living. Every profession and every trade is over-crowded. and nowadays those who have to work for their living are compelled to work in the midst of a crowr of keen competitors. And as with others, so it is with architects. Some plod along and make little or no beadway: some go under and are lreard of no more: but. as in all else, it is the best man who comes out on top. and the best men are those who take a lively interest in their work. So that, as I say, it is to our interest to be enthusiasts.

But after all. these are only paltry reasons for enthusiasm. They are mere nothings to the roal reason, which is, that our profession is monnmental in its records. Truc it is that we cannot all be John Thorpes. Christopher Wrens, or Aston Webbs. Cathedrals are not being built on every hand nowadays, and even parish churches do not oftel come our way. But we all have a chance of designing municipal buildings and libraries and other of the many structures which are the outcome of modern methods of govermment and of our advanced civilization, to say nothing of every-day dwelling-houses and places of business. Even the smallest and least important of our works is really monumental. because. under normal circumstances, it will last longer than we shall. and future generations will praise or condemn us. So that I think we should realize that we have a very serious trust reposed in us, and we should, nay, must, do all in our power
to make ourselves worthy of that trust. It lies with us to gain praise or condemnation. We are able to look back upon the work of our long dead predecessors, and most of it is good, and we can applaud those who had the designing of it. Let us for our part do what we can to merit the praise of our successors. Let us strive our ütmost to put in all our work our very best; let us sketch, measure, study, draw, calculate, and concentrate ourselves upon our life's calling that we may infuse into our work some, at all events, of that spirit of enthusiasm which in the past has raised so many monuments for the admiration of all who pass by. Let us try sometimes to forget that we work to live; let us rather live that we may work and work, and put all our heart into our work, that we may emulate those old masters and rear to ourselves monuments which shall do us credit and add still more to the glory of our noble profession.

## REINFORCED CONCRETE IN CHURCH DE. SIGN... Two Recent Examples of Its Use.

THE ADOPTION of reinforced concrete for ecclesiastical work is coming more strongly into evidence. In Russia there has lately been completed a cathedral which is carried out entirely according to this method of construction. This remarkable building is at Poti, a city in the mountainous regions of the Caucasus.

The original idea was to construct the cathedral in masonry and bricks, but these materials are costly in Russia, and it was finally decided that reinforced concrete would best answer the purpose, and be the most practical form of construction. owing to the peculiarity of the soil and the difficult position which had been selected for the site of edifice; and also to the fact that the erection could be carried on more expeditiously than if masonry had been employed.

The style of architecture acopted was that of the Byzantine period. The architectural plans were prepared by Professor Marfeld, and the reinforced concrete work was carried out in accordance to the Hennebique system. The building is enclosed by a double wall, tize external and internal sections being 10 cm , and 8 cm . respectively, with an air space of 18 cm . between the two.

For a good architectural rendering it was necessary to build the large pillars very massively. aind so it was possible to make allowance for the ventilation and heating channels in these pillars. The cupolas are formed from a structure of 10 cm ., reinforced by branches of 25 cm . in height, between which an isolating material was laid before laying on the large iron covering.

Another noteworthy example of this method of construction is to be found in Second Church of Christ Scientist at Los Angeles, Cal., which is now in process of construction. In this building all floors, beam columns and roof are of reinforced concrete.

The most important of the structural features are the four concrete trusses and the rlome carried upon them. The trusses have a span of 68 feet each, carrying a total dead load of 350 tons: they have a depth of 20 feet at the supports and 10 feet at the center, and are 16 feet in width.
AT A MEETING of the creditors, bondholders and shareholders of the assigned Colonial Portland Cement Company, it was decided to bring about a reorganization and form a new company. A statement of the company's affairs showed assets of over $\$ 500.000$, while the liabilities, outside of a bond issue, were comparatively small. These will be taken over by the new company, which will pay off all creditors, except the bondholders. who will accept new bonds which will be issued instead of those they now hold. The new company will be provided with ample working capital, and it is expected that the company's plant at Wiarton, Ont., will shortly resume operations.

## AN ATTRACTIVE CLINKER BRICK RESIDENCE.--Simplicity and Individuality Predominant Factors in Treatment of General Scheme.---Interior Splendidly Arranged and Pleasing in Appointments.---Cost Moderate..-.-Designed by Owner.

MODERATE IN COST, simple in character, yet with a dignity and distinctiveness of outline which bespeaks hospitality and internal comfort, the home of Architect J. Hartley Galloway, Toronto, offers a most interesting study of domestic architecture in the smaller type of residence construction.

This delightful little home is one of the most recent residential additions to Moore Park, a beautiful suburb


FRONT EIEVATION, RESIDENCE OF ARCUITECT J. llartiey fimboway. tohunto.
contiguous to Toronto on the north. It frolts on St. Clair avenue, and at the rear overlooks a deep ravine together with a picturesque stretch of country which extends northward beyond the slope on the opposite side.

In dimensions, the house is 36 by 30 feet. The external walls are built of clinker brick varying in tones from dark greens and browns to brighter buffs and reds, which effect an agreeable contrast with the white finish of the woodwork, the green stain of the shingles, and the gray hammer faced stone of the foundations.

An especially pleasing feature is the porch, sheltered by the slate covered roof which sweeps in a continuous

rear elevation, residence of architect j. hartLEY GALLOWAY, TORONTO.
line from the ridge to its outer edge, a treatment which imparts an air of privacy to the entrance, which is further accentuated by placing the porch steps at the inner side towards the centre of the house.

Above the second story, the base of which slightly flares over the bay window at the centre to the right of the porch, is a cement plastered gable pannelled with
rough pine boards stained a dark brown, while at the right end of the structure the roof is carried out in a hip arrangement attractively set off with a dormer window.

Another dormer window serves to effectively relieve the long pitch of the roof over the porch, while at the east end of the structure a pleasingly designed oriel suc-

east elevation. residence of architect j. hartley GAILLOWAY. TORONTO.
cessfully overcomes the monotony of the brick wall and adds to the home-like aspect of the general scheme.

On the interior the grouping of the various rooms has resulted in a compact and conveniently arranged plan which utilizes to the utmost advantage all available space.

From a roomy vestibule, one enters a spacious reception hall which, owing to its splendid location, provides direct communication between the various rooms, with the exception of the kitchen.

The hall is finished in mission style, with beamed ceil-


West elevation, residence of architect
J. HARTLEY galloway, TORONTO.
ing, a treatment which also lends itself in an admirable manner to the music alcove situated off the hall at the front of the house. Both of these rooms have black ash trimming with a dull wax finish, and floors of selected quartered-sawed oak, while in the alcove is a built-in bookcase and window seat, which heightens the effect and cosy appearance of this inviting retreat.

Opposite the entrance is the drawing-room, trimmed in white enamelled white pine, and having a tile mantel of delicate tint; while directly off the hall on coming in,

front view, residence of architect j. hartley gallowiy. located on st. clair avende moore park. TORONTO.

reception hall looking toward the drawing room and showing a corner of the music alcove at the right. residence of architect j. hartley galloway. toronto.

view of sitting room, on upper floor, whicil op ens onto a large verandah at the reak. residence of architect J. hartley galloway, toronto.


VIEW OF dINING ROOM, SIIOWING bUILT-IN FIREPLACE OF RONAN bRICK. RESIDENCE OF ARCHITECT g ifartley gilloway, toronto.
is the dining-room, where an air of comfort is suggested in the beamed ceiling and large Roman brick mantel. This room has large south windows, and opens onto a spacious verandah which overlooks the terraced lawn and garden at the rear.

Direct access to the kitchen from the dining-room is obtained by a service passage off of which is the pantry with built-in china closets and cupboards.

The kitchen, which is well removed from the other portion of the house, is well lighted and ventilated. Encrance to this department is obtained, in addition to that atforded by the service passage, from either the rear verandah or the entrance at the side, this latter entrance also giving convenient access from the kitchen to the basement.

The upper floor, which is reached by the staircase leading up from the reception hall, is exceedingly well arranged. To the front are three good sized sleeping chambers, equipped with built-in clothes closets, while at the rear is the sitting room opening onto a large balcony from which a splendid view of the surrounding country is obtained.

Off the stair-hall is the bathroom and water-closet (each of which is separate from the other), together with a large linen closet having a chute leading to the laundry in the basement.

basement plan, residence of arciittect jo hartley galloway, toronto.

All the woodwork on this floor is of pine with the exception of the sitting room, which is trimmed in black ash. The sleeping chambers are finished in ivory-white enamel, and all rooms throughout have outside exposures and are well lighted and cheerful in character. The attic is of ample dimensions to permit of two good sized additional rooms it desired.

Tne house is heated by the "Safford" hot wat r system, and the plumbing throughout is of the very best type, all exposed pipes and fixtures being nickel plated.

The building complete represented an expenditure of $\$ 5,430$, the cost of each branch of the work being as follows:

| ating | \$ 30.00 |
| :---: | :---: |
| Grading and sodding | 80.00 |
| Concrete floors and walks | 100.00 |
| Masonry | 1,395.00 |
| Carpentry | 1,5ós,00 |
| Plumbing and heating | 825.00 |
| Plastering and lathing | 300 |


| Slating and iron work | 275.00 |
| :---: | :---: |
| Hardware | 75.00 |
| Weather strips | 85.0 |


first-floor plan, residence of architect j. hartley GALLOWAY, TORONTO.

| Mantels | 160.00 |
| :---: | :---: |
| Tiling | 15000 |
| Electric wiring | 125.00 |
| Painting | 180.00 |
| Glazing | 8500 |
| Total | 430.00 |


second-floor plan, residence of architect j. hartley GALLOWAY, TORONTO.

The heating system was installed by the Dominion Radiator Company, while the brick used in the exterior walls is the product of the Don Valley Brick Works, Toronto.

# NEW BARTHELMES BUILDING.--An Interesting Example in Factory Construction.--Introduces the Mushroom System of Reinforced Concrete.---Elimination of All Interior Beams Between Columns a Unique Feature. 

A$N$ INTERESTING EXAMPLE of reinforced concrete construction erected during the past season is the new Barthelmes Building on Carlaw avenue, Toronto, which is to be used as a factory for the manufacture of piano-playing devices.

The main building consists of a three-storey structure of the skeleton type of reinforced concrete construction with windows extending from columa to coluinn. The elevator, stairways aud lavatories are isolated in an adjoining pent house from which the main building is protected by automatic closing fire doors; while the boiler and engine house is situated several feet distant from the rest of the plant.

In the construction of the building the Turner Mushroom System of reinforcement was used, whereby all interior beams between columns are eliminated so that the ceiling has the appearance of a flat slab resting on columns with slightly flared heads.

The only reinforcement employed are the plain round rods, both for the columns and floors. The eight rods generally used in the reinforcement of each of the columus are about four feet longer than the required height. This additional length is bent at a little more than a right angle, and thus extended out into the floor slab which is about 7 1-2 inches thick. A hoop of riveted or welded steel is placed around the steel of the columns just below the point where the bend is made and securely wired in position; while two rings of $4 \mathrm{I}-2$ and 8 feet diameter, respectively, constructed of round steel rods, are laid on top of the bent column rods to which they are securely fastened by wire tyings. This combination forms the mushroom head, on which is laid the main floor reinforcement bars.

As will be seen from the floor plan these bars run in equal numbers from each column to the eight surrounding columns, thus forming a complete net work of
reinforcement carrying the loads direct to the columns. The side colunns and heads are simple modifications of the scheme for interior columns.

In plan the main building is 45 by 128 feet inside measurement, divided into panels 15 ft . 5 I-4 in . wide by 16 ft . I $\mathrm{I}-4 \mathrm{in}$. long. The floors are designed for live loads of 150 pounds per square foot, atd a roof load of 40 pounds per square foot. The footings are designed for an earth pressure of three tons per square foot, those for the interior columns being 5 ft .7 int . square and reinforced in bottom course in 2 directions with $1-2 \mathrm{in}$. rods, spaced about $31-2 \mathrm{in}$. centres, while the outside footings are 4 ft .7 in . square and reinforced with $\mathbf{i - 2} \mathrm{in}$. rods, spaced 4 1-2 in. centres each waý.

## COLUMNS.

The interior columns are octagonal in shape and are of 18 in. diameter on the first and second floors, and 14 in . on third floor. The reinforcement in first storey consists of eight it-8 in. diameter rods, while on the other two floors the steel is reduced to four I in. diameter rods. The exterior columns are of rectangular crosssection $16 \times 20$ int., and reinfored with four I in. diameter rods throughout their length. At the two extreme pounts and in the c:ntre. all the columns on cach floor have flat rivetted hoops of $3-16 \times$ I $1-2 \mathrm{in}$. material surrounding the vertical reinforcement, in addition to the ties of No. to wire spaced is in. apart. The load from both centre and side columns is transferred to the footings by steel plates $23 \times 23 \times 5-8 \mathrm{in}$., and $17 \times 21 \times \mathrm{I}-2$ in. respectively, as required by the city by-laws.

## MUSHROOM HEADS.

As previously stated, the column head is formed by bending about 4 feet of each rod of the column steel through a little more than a right angle so that the outer

three-storey factory. building recently builit on carlaw avenue, toronto, for a. a. barthelame, in accordance to THE MUSHROOM SYSTEM OF REINFORCED CONCRETE. CLARKE \& MONDS, DESIGNING AND ERECTING ENGINEERS.

end of the rod is farther from the top of the floor than the portion close to the colnmm, and on top of these bent rods are placed two hoops of round steel rods, the inner being 5-8 in. and the outer one 3-4 in. dianeter rods. In case where there are only four rods in the columns the extra four points for the support of the rings are supplied by laying across the column head two continuous rods of the same diameter as those in the columm. But in the case of the side columus these extra supports are secured by knee rods which extend dow! into the column about 2 ft .6 in .

## BEAMS.

The only beans employed in the structure are those on the sides reguied to carry the weight of windows, curtain walls, etc., and these were also designed to carry the load from cne-puarter of a complete fleor pante!. The beams are $14 \times 26 \mathrm{in}$. and reinforesd wit! 2 in . diameter rods which run along the bottom and one rod of 7-8 in. diancter, which is bent up to provide for shearing stresses in the bean.
for two different sizes of columns filler pieces of the correct size were lightly tacked to the edges of the forms used on the lower floors and renoved for use in the upper floor. To provide against the pressure of the wet concrete the column forms were hooped with round iron bands similar to those used for tank work, a special slotted Jug being used where the two ends of the band met. So that these bands should not bear at the corners of the forms only, circular blocks of wood were providen and naikd to the forms beneath the bands to give an even bearing all around the column. This system gave good satisfaction throughout, and was even applied to the rectangular side columns.

Owing to the difficulty of constructing wooden forms for the flared column heads cast iron forms were substituted, cight sections being required for each head and held together with $5^{-8} \mathrm{in}$. bolts. These castings are made adjustable for different sized heads by the use on wooden filler pieces of the proper thickness, the one pattern being used, if necessary for a considerable range in the size of columns.


ATERIOR VIEN OF A. A. barthelmes' new factory, tokonto, showing the octagonas columis WIth sligitly flared heid, togetiler witil window arrangement. note the absence of beinis hetween interior coicmis and tide cinircken surface of the ceiling.

## FLOOR REINFORCE.MENT.

The floor reinforcement consisted of $3-8 \mathrm{in}$. diam:ter reds laid abcut 7 in . apart. the ends in all cases resting on a column head. and exterding about two feet beyenal its centre. In the middle of the span these rods are kept ahout 1 in. clear of the under side of the fleor, while toward the supports they rise up to a point near the 1op of the floor slab). During construction this steel is kept in place by being lightly tied to the column heads.

Tliroughout the system very litte bending or fabricating is required and the placing of the steel is very simple and of such a character that there is practically no liability of important members being left out.

## FORMS.

The material used in the column forms was i 3-4 in. dressed spruce, bevelled for the octagonal shape of central columns. To provide for using the same material

The forms for the Hoors were very simple as there were no beams to limit the lay-out and the most econoinical design for the centreing was adopted. One inch spruce lumber dressed on one side and both edges was used throughcut, it b:ing laid on 2 ft .6 in . joists. spaced 2.4 in . cwe centres. The joists in turn were supported on $4 \times 8 \mathrm{in}$. timbers spaced aloout 7 ft .6 in . centres and resting en $+\times 8 \mathrm{in}$. posts about $51-2 \mathrm{ft}$. centres. The lower end of the posts rested cn sma:l mud sills. To provide for atijustment of the pos: or slight settlement of the mud sill hardwcod wedges were inserted between post and sill so that it was possible at all times to keep the forms under control.

Sufficient material was provided to make the forms for one-half the total floor space, and the supports were not removed under any panel for at least twelve days after pouring. This does not apply to the cast iron col-

| April, 1909.] | C | O | N | S | T | R | U | C | T | I | O | N |  |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |


umb-head foras, which wore taken dow: anci moved forward en the tinird or fourth day.

## REINFORCEMENT.

Plain round rods of medium steel were used throughout the work. This steel was rolled by the Hamilton Steel and Iron Company and was shipped to specified lengths.

The column rods and rods for the exterior beams were bent by a very simple bending machine of the kever type, while the mushroom heads were bent by hand to templates formed by driving wooden posts into the ground along the lines of the required circle. The hooping and tying of column rods was all done after being placed in position in the work. The floor reinforcement required no further attention than a light tie with annealed wire at two points on the head, and little trouble was experienced in keeping all the reinforcement in its proper position.

## CONCRETE.

For all slabs, beams, columns and footings a $\mathrm{I}: 2: 4$ mixture was used, and for foundation and curtain walls, the mix was $1: 3: 5$.

The sand was supplied by the York Sand \& Gravel Co. The crushed limestane by the Rogers Supply Co., and the cement by the Hanover Portland Cement Co.

Two mixers were used on the work, one of the Ransome type, steam driven, and a tilting mixer driven by gasoline engine. For hoisting the materials a single cage, two barrow elevator was used. This latter proved rather unsatisfactory, as the speed was too low to take the concrete away from the mixer. However, the whole frame work of the building, including columns and slabs was poured in a little less than six weeks. The curtain walls, which were originally intended to be of brick were later changed to concrete, and the wooden window frames and sash were set and fitted after the completion of the


SECTIONAL ELEVATION, CONCRETE FACTORY buIlding OF A. A. barthelmes, toronto.


DETAIL OF FLOOR REINFORCEMENT, CONCRETE FACTORY BUILDING OF A. A. BARTIIEL,MES, TORONTO.
masonry, provision having been made for same by means of spiking strips left in the columns and beams. The hardwood super-floor on each flat is railed to $2 \times 3 \mathrm{in}$. spruce sleepers embedded in a three-inch cinder concrete laid on top of slab concrete.

The brick pent house contains the elevator, reinforced concrete stairways, and two lavatories on each floor. Automatic closing fire doors guard the entrances to the elevator and stairways. Provision is made in the design for the support of an 8,000 gallon tank on top of the elevator tower,. this tank to supply the sprinkler system, when installed.

The boiler and engine house is constructed with brick walls and a reinforced concrete roof of the ordinary slab and bea:n construction with one supporting column in the centre. Round rods of medium steel are used for both slab and beam construction. An underground tunnel between engine house and main bujlding provides a passage for the main drive belt cunnecting with the main shaft which runs in a pit seven feet deep and twelve feet wide below the ground floor of the main builiing. The walls of this pit are $131-2$ inch concrete. and the covering of $3 \times 6 \mathrm{in}$. Georgia pine, laid on $8 \times 10 \mathrm{in}$. beams.

TESTS.
As the mushroom system is an entirely new construc-
tion in Toronto it was agreed that the contractors were to test same for the satisfaction of the City Architect and the owner. The slab to be tested was selected by one of the city officials and measurements before loading were


Jetall of column heads, concrete factory bullding of A. A. barthelmes, toronto.
taken at the centre of the panel. The space between the four columns was then walled up with bags of cement and filled in with wet sand and gravel to a depth of four fect, thus obtaining a distributed load of at least 450 pounds per square fcot over the entire surface of the panel or a total load of 110,000 pounds deflection under this loading was slightly less than $5-16$ in. This load remained on the slab for about a day and one-half after which it was gradually removed. While there was still a load of 20,000 pounds on the slab the flocr had regained its original position. While these slabs were designed for a live load of 150 pounds per square. foot, they sustained a (Continued on page 69.)


IYPICAL FLOOR PLAN, CONCRETE FACTORY bUILDING OF A. A. BARTHELMES, TORONTO, SHOWING LOCATION OF COLUMNS AND METHOD OF FLOOR REINFORCING.

| AprRL, 1909.] | C | O | N | S | T | R | U | C | T | I | O | N |  | 61 |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |



A Journal for the Arehitectaral, Engineor-
ing and Contracting Intereste of Ganada.
H. GAGNIER, LIMITED, PUBLISHERS

Saturday Night. puilding
TORONTO - . - - CANADA

## Ivan S. Macdonald, Editor and Manager

Address all correspondence to "CONSTRUCTION," Saturday Night Building, Toronto, Canada.

Telephoae $\left\{\begin{array}{c}\text { Private Branch Exchange connects } \\ \text { with all Departments }\end{array}\right\}$ Main $\begin{gathered}6640 \\ 664 \text { I }\end{gathered}$

## BRANCH OFFICES:

MONTREAL
-
Board of Trade Building (Phone Main 285)
LONDON, ENG. $\qquad$ Byron House, 85 Fleet Street, H. C

SUBSCRIPTIONS. - Canada and Great Biitain, $\$ 2.00$ per annum. United States, the Continent and all Postal Union Countries. $\$ 3.00$ per annum in advance.
ADVERTISEMENTS.-Changes of, or new, advertisements must reach the Head Office not later than the first of each month to ensure insertion. Advertising rates on application.
CORRESPONDENCE-The Editor will be pleased to receive communications upon subjects of interest to the readers of this journal.

## Vol. 2 Toronto, April, 1909 No. 6

## Current Topics

THERE ARE AT PRESENT 530,764 square yards of bitulithic pavement in Ontario as compared with 1903, when the first bitulithic pavement was constructed in Toronto. Efforts are now being made in several places in the province where street improvements are in contemplation, to have this style of roadway adopted.

THE LARGEST ROOM IN THE WORLD under cne root, and unbroken by pillars, is at St. Petersburg. It is 620 feet long and 150 feet in breadth. By daylight it is used for military displays, and a battalion can completely manoeuvre in it. Twenty thousand wax tapers are required to light it. The roof of this structure is a single arch of iron, and it exhibits remarkable engineering skill in architecture.

*     *         * 

A REPORT OF THE PRELIMINARY SURVEY of the projected route to Hudson Bay, as recently submitted to the Dominion Government. states that the railway could eas:ly be built either to Fort Churchill or Po:t Nelson at a cos., including the construction oi terminals and harbor work, of about $\$ 17,000,000$. The report also adas that a canal could be built along the Nelson River, which weuld enable ocean going vessels to enter Lake Winnipeg from Hudson Bay.

IT IS REPORTED that the transference of the interests of one of the largest lumber companies in Nova Scotia to an English Syndicate, (which deal it is said is about to be consummated) will insure the building of the long projected Nova Scotia Eastern Railway which will open up all the properties of the company. These various tracts are located at eight different points, seven east ai Halifax Harbor and one west, near Yarmouth. It is also understood that the new company proposes to erect a large pulp mill, probably on Halifax Harbor.

LABOR TROUBLES in Winnipeg this year will in all probability be avert:d. The differences between the Builders' Exchange and the various building trades have been adjusted and all friction removed. While no agreements have been signed it is understood that an arrangement satisfactory to all has been reached. The scale of wages that will prevail this season, on the hour basis, is: Bricklayers and masons, 60c.; stone cutters, 60c.; plasterers, 50 c. ; plumbers, 35 to 50 c .; carpenters, 35 to 40 c . ; electricians, 30 to 40 c .; painters, 30 to 35 c .; building laborers, 20 to 25 c . laborers, $17 \frac{12}{} \mathrm{c}$.

A COMPARTMENT MAUSOLEUM to contain 500 crypts is something which a newly formed company in Hamilton has in project at the present time. The company proposes to put up a structure, having a frontage of 150 feet and a depth of 75 feet, at a cost of $\$ 40,000$. 'The exterior will be of reinforced concrete and the interior lined with marble or granite. Family compartments with as high as twelve crypts will be provided aiad there will also be a chapel in the place. If the matter of a site can be arranged for with the cemetery goard, Hamilton, will have the finst mausoleum of its kind ever erected in Canada.

## * * *

A SYSTEM OF MOVING SIDEWALKS to be placed beneatn the most crowded parts of the city, is one of the proposed improvements included in a big scieme which the public service commission oi New York City has under contemplation, in an effort to cope with the transportation problem resulting from the fast increasing population. The various projects, some of which are already under way, will, it is est:mated, necessitate an expenditure of $\$ 500,000,000$. Of this, $\$ 400,000,000$ will b: used for tumnels and subways, and a fourth of the entire work will be in process of construction at the end of the year. The amount which will be required for the moving sidewalks is placed at $\$ 80,000,000$.

HARBOR FACILITIES AT KINGSTON, ONT., are to be greatly increased, according to plans which are at the present time in contemplation. In order to bring this about, it is proposed to remove the wooden bridge now crossing the Rideau River opposite Tete de Pont Barracks, and to erect a modern steel structure about cnethird of a mile in length across the river at Belle Island, lying a half mile farther up the stream. This improvement will allow for additional dockage capable of accommodating some 200 more vessels. As it is estimated that each vessel harboring at this port means an average of $\$ 1,000$ for the city, Kingston will be directly benefited to the extent of perhaps a quarter of a million dollars per year.

AN UNUSUALLY ACTIVE BUILDING YEAR will le witnessed in Kingston, Jamaica, as the result of a settlement arrived at by representatives of British insurance. companies and the agent of the Jamaica Policy Holders* Association, regarding the losses sustained in the fire which accompanied the earthquake of January 14, 1907. By terms of the adjustment, the companies will pay each member of the asscciation 85 per cent. of the face value of his policy, and defray the cost of litigation. The claims of the policy liolders outside of the association will also be settled on this basis, but without the payment of costs. The number of claimants is about 800, an l the total amount to be paid by the companies is upward of $\$ 3,000$.000 , exclusive of costs. While some creditable appearing business houses have been put up in the past year or two. the general rebuilding of the city has been delayed, awaiting the result of the litigation, the issue of which has been so satisfactory to the policy holders.


HYGIENIC HOUSE ACCOMMODATIONS for tile poorer classes is a problem with which the municipal govermment of Buenos Ayres, the capital of Argentine, is grappling in a most effectual manner. Thirly houses have just been completed, and one hundred and seventy more are now in process oi construction. These are designed and built as model dwellings for the more respectable and industrious of the working element, and cach structure $i$ : equipped with the best sanitary appliances known is modern building science.

IN ALL PROBABILITY the city of Messina, recently devastated by earth-quake, will be reconstructed, the sentiment of the people being entirely in favor of such a course. Large sums have been spent on the harbor, wheh is excellent and too valuable in its situation to abandon. No definite plans have been made by the Govcrnment as yet, but it is generally understood that rebuilding will begin as soon as the bodics which are still among the fallen masonry have disintegrated sufficiently to allow of removing the rubbish. Work will not begin for several months. This will offer an excellent opportunity for fireproof and earthquake method of construction, and from present indication, the popular demand will be for steel frame and reinforced concrete types of buildings.

AN INGENIOUS DETICE, by means oi whith switches on electric street car lines can be shifted withot: stoppin: the car, has lately been invented by Dante Bechi and Galiteo Seranfi, two mechanies of Florence, Jaty. This electric mechanical switch consists of a box containing an electrical apparatus hermeticaily ciosed. from which two wires project and connected with an upper eontact. Inside the trolley there are two invisible contacts. which, through two wires, lead to two communicators placed on the platform. The switch needle under the manipulation of the moturman is brought ir: contact with the trolles wire some 10 or 15 yards before reaching the switch, and the course of the car is turned to the right ar the leit as desired. without sfopping the ear. The apparatus is said to greatly improve the scrvice by doing away with the time and trouble necessarily required at switching points. It is simple sini practicai, casiiy constructed. and can be readily attached without making any changes t. the car. The first experiment recently made at Florence gave very satisfactory results.

THE OUTLOOK FOR THE CEMENT MNDUSTRY in lapan at the present time is anything but encouraging according to one of the leading dailies of tine country, published in Osaka, which. in reviewing the conditions under which the Japanese have tried to build up its eement business, observes that their greatest ubstacles have not yet been overcome, and that the leading cenent-mamfacturiug companies are going through fire and water :n consequence of the depression of trade. and are doing everything possible to keep up the marke:. The demand for cement has become very inactive since May or fune last, when the railway works were completed, and the market, which ruled at one time at $\$ 2.50$ to $\$ 3$ per barrel, has gone down to $\$ 2$. or ceen $\$ 1.75$, at which price conthacts are accepted for shipment at Moji foob. The circums:ances of the companies, however, do not allow the: to reduce the ontput precipitately. and they are continuing fuil operations. The stock in the go-downs oi the companies is increasing day by day. with little demand, and the market is going down rapidly. The depression in business is expected to be worse in April or liay. The South Manchurian Railway Ccmpany is known to hold a stock of 100,000 barrels.

THE ITALIAN GOVERNMENT, says a late report, has ordered 300,000 reinforced railway slecpers of a new design. in which the feature is an increase in the number of remforcing bars and a reduced diameter of the sleepcrs. The cost is estimated at 5 s . ( $\$ 1.20$ ) each. The materials are Portland cement, sand in grains of two sizes, round iron bars, and braces of wood, the latter soaked with tar oil. The durability of these ties is of course still a matter of conjecture, but it is estimated that they should last from three to four times as long as those made of wood.

IN DISCUSSN' the recently proposed plan to license architects and builders in the District of Columbia, Frank P. Milburn, a local architect, is reported by the Washington Post to have expressed the following views on the subject:

Architects should be practical builders and should have an exact and thorough knowledge of building. If a man who undertakes to erect a building, big or Jittle, has not practical knowledge of building, there is a large chance that another such catastrophe as that which recently appalled Washington will occur. How is an architect to supervise the construction of a building he has designed with any justice to himself or to the owner if he is not thoroughly informed in regard to building?

There are too many so-called architects who are merely draftsmen, who can make a pretty picture, but who have not the practical knowledge of the building trade which makes them sure of themselves when it comes to erecting the building they have designed on paper. In my opinion, all architects should have practical training as builders, either before they take the course in the architectural schools or after they have finished that course. If the law required an architect to be a practical builder as well as a draftsman, there would be no falling down of buildings.

CEIMENT M.ANUFACTURED IN CANADA in 19:88 amounted to 3.495 .961 barrels, or over to per cent. more than was produced in 1907, when the total quantity represented an output of 2.991 .573 barrels. The total number of sales for the year alsn show an increase of over 7 per cent.. the number of barrels marketed being $2.665,289$, is compared with $2 .+36.093$ barrels in 1907. At the prese't time there are twenty-three operating plants in the Diminion, fifteen of which are located in Ontano, three in Quebec, two in Alberta. and one each in Nova Scotia. British Columbia, and Manitola. Twelve of these plants use marl and clay, ten use limestone and clay, and one blast furnace slag. Their total daily capacity it 1908 was 27,500 barrels. as compared with 14,300 barrels in the previous year, while the number of hands employed was 3.029, which exceeded the number engaged in 1907 (that of 1.786 ) by 1.213 . Statistics of the amount of Portland cement consumed in Canada during the past five years are as follows:

| Jear. | Can. <br> Barrels. | Imp. <br> Barrels. | Total. <br> Barrels. |
| :--- | :---: | :---: | ---: |
| $190+\ldots \ldots \ldots \ldots$ | 910.358 | $78+, 630$ | $1,69+, 988$ |
| $1905 \ldots \ldots \ldots \ldots$ | $1.3+6.5+8$ | 917.558 | $2,26+106$ |
| $1906 \ldots \ldots \ldots \ldots$ | 2.119 .764 | $69+, 503$ | $2.81+267$ |
| $1907 \ldots \ldots \ldots \ldots$ | $2.436,093$ | 672.630 | $3,108,720$ |
| $1908 \ldots \ldots \ldots .$, | $2,665,289$ | $457,+08$ | $3,122,697$ |

This table is of more than ordinary interest. as it not only reflects the steady growth of the cement making industry in Canada and the increasing use of this material in construction work, but of still more importance, :t slows how the broadening popularity of the home produ: is gradually crowding out the ioreign brands. In $190+$ there was very little difference between the amounts ri domestic and foreign cement used in Canada. while in the past year the figures show a rasi disparisy.

# THE OLD ARCHITECT AND THE NEW.---With Few Exceptions Practitioners of To-Day Essentially of a Business Turn of Mind. ---Age of Centralization and What It Portends.---Skilled Designer Becoming "Hireling" of Commercially Imbued Individuals.---Result of Wide Open Profession.---A Prophecy. <br> By F. W. FITZPATRICK 

THE CONCEPTION of the average layman regarding the profession of architecture, its high standing in the community, the great erudition of its practitioners, and the remuneration received in the way of fees, is at the best a vaguely formed and misshapen one. Nothing is more corroborative of this than the number of recent magazine and newspaper articles, written by well-meaning but wrongly-informed. lay individuals. which aided and abetted by lectures and technical scheol prospectuses, tend to create an entirely erroneous idea of the profession, its emoluments, its duties and its status.

Now, dear reader. do you wish to come behind the scenes and peek at architecture as she really is, without the glare of calciums and blare of the bass-drum? A glimpse behind the scenes, you know, often disillusionizes the glimpser, but it makes him more critical, he expects more thereafter, and, perhaps, that in turn may lead up to better acting on the part of the actors, who, after all, gauge their work up or down to the standard established by that criticism.

In the first place, who are the architects, anyway? Who or what gives us that title, and when and where did we get it?

What follows will indirectly but fully answer the query. It makes a good opening or text to begin with, so we will let it stand.

## THE ARCHITECT OF THE PAST.

When I was a boy, an architect was a somebody-a superior person. There was much mystery about his work; his word was law; the client was a small part of the performance. The architect designed his building and made a set of plans; his students, or "clarks," made a couple of copies. wonderfully and painfully rendered. He wrote a treatise called a specification, and other "clarks" wrote off a couple of copies therefrom. Then he visited the building in solemn state once a week or so and collected his five per cent. fee. He bothered not his head about the plumbing, the heating or any of the other few and primitive accessories that were then. Those things were attended to by specialists with whom he had nothing to do. He ranked with the judge, the leading lawyer, the eminent physician-several pegs higher in the social rack than the merely successful merchant or broker, and there was a bottomless chasm between him and the lowly builder or contractor.

He had studied and worked in the successive stages of apprentice, student. "clark" and assistant in some office for a dozen or more years, and had probably travelled some, perhaps even to the Far East. There were no more preliminary fastings and prayers for him to go through in those times than there are now before his "admission" to the full honors of the craft. Ours has ever been an open profession-wide open. When he got ready he went in. and that is all there was about it. And so it is to-day, only more so, for then few men entered the ranks or received many commissions who were not pretty well trained. It was not so popular a proiession as it has grown to be of late. Yes, sometimes he competed for his work-it has always been the fashion-but he did so in a dignified way. But of competitions more anon.

Later his duties became more complex. He took in
the plumbing and other frills, his plans comprehended all there was about a building. Competition among builders grew more keen. He had to have more plans and specifications. Inventions of copying processes and the typewriter came to his aid, and he turned out copies of his work by the dozen-yes, by the hundred. He became more of an exccutive and less of an artist. The era of steel construction came in. Az first he worked with an engineer; then he absorbed the latter and employed him. So many things were involved in architecture that he had to be satisfied, with looking after the merest generalities, leaving all the details to his "subs." Later he actually forgot all about detail. Many even of cur leading architects to-day could not design a cowbarn half decently, and as for the art of drawing, many could not earn a dollar a day at it.

## THE ARCHITECT OF THE PRESENT.

Your architect has become a business man, pure and simple. Competition in his line has becone, as in all else not yet in the trust, so very keen that there is no fun in it. He has to belong to boards of trade, coax the ward and other bosses, run with the machine, promote enterprises that need the construction of big buildings, be diplomatic and politic, work his friends and his wife's relatives and pull the social strings for all they are worth, and get his commissions by any means that a rather elastic, really business conscience may deem legitimate other than upon his merit as a designer, a skilled worker in the mistress, the grandest of all the fine arts.

He is and perforce, essentially a business man. I repeat, architecture is not any longer an art or even a profession; it is a business and is handled upon strictly commercial lines.

Of course, there are still master minds, comparatively great artists in our ranks, and some of them are leading architects. A very few are the "whole thing" in their offices and practice under their own names and alone, but they are so few as not to affect the proposition in the least that the really successful architect is a business man. There are many happy combinations of an artist and a commercial-social-expert, strong firms and able, but you will find, in nine cases out of ten, that the business end is the strong one, the senior partner the leading man-the "whole thing," indeed; the other is little better than a chief technical assistant or office man.

But by far the greater number of successful architects employ all their talent. These architects are attracted to the profession from other lines; they were contractors, material men, etc. Some were draftsmen, true, but unfit for the work, incapable of carning a decent living by it, so they "epened an office" of their own.

This, perhaps, scemingly acrid-whatever you may call it-was inspired by an article which, in naming two prominent societies of architects, says "that they have done much to make the position of an architect to-day higher than it ever was.". It gees on to state that we are actuated by loftier motives and a nobler spirit to place our calling in an unassailable position. As a matter of fact, the societies referred to have done much to bring the architects a bit nearer each other, to impart to them so esprit de corps and to make the practice of the profession somewhat more uniform in appearance, at least; but I fear it is too late in the game. Perhaps am I a false
prophet, and perhaps am I only a kawing, croaking bird, "shrilly squeaking false alarums"; still, methinks there is the handwriting upon the wall! It seems very plain to me. Heaven grant I may not be a Daniel. I am well content to be only one of Belshazzar's Chaldean interpreters reading it not aright. But to me it spells in big letters that architecture as an independent profession is doomed!

## COMMERCIALISM AND ITS INFLUENCE.

That spirit of commercialism that we have done so little to check, that we are powerless to check, and that so many of us have actually fostered, will be our undoing. Centralization is the order of the day. The carpenter and the stone mason of old have made way for the "general contractor," and the latter, passing through his chrysalid state, has been merged into the colossal "building company," with millions of capital, splendid executive talent and unequaled influence. When a big building is contemplated it is getting to be fashionable, policy and economy to give it to such a company to execute. The architect is a very secondary consideration, and though he gets a fat fee he is a very small fry about that building. The company uses his design-that is a matter of form-and builds it well, but to suit itself, for it deals directly with the owner. The architect is no longer the arbiter and supreme judge of all about that building. There have been cases where such a company actually named the architect, who was then appointed by the client. It is only a step more to his being employed directly by such a company. That has not been done ousright simply because it would antagonize all the other architects, and they still have some strength.

But, mark my word, some day, and perhaps one not so very far off, the next step will be boldly taken. The architect will be relegated to the past. Those companies will be relegated to the past. Those companies will employ their own designers, the architect will be lost in the shuffle. You will state how much money you wish to invest, and those different companies-if they are still un-combined-will tell you how much building they will give you. They will submit designs made by their own employees, and the resulting structures will be just as artistic and well built as those of to-day. There will be as high a premium upon talent and skill as now, perhaps higher, but the possessors thereof will have changed hands; they will bow unto the company as their chief where they salaamed before to the architects. The latter, as middlemen, will pass away, or, at best, will be but memories-battered specimens of a once proud race.

Could anything have been done, or can anything be done now to prevent this impending dissolution? Is it not simply the steady march of evolution, progress? Have not other professions and trades passed away to make place for newer, better means of accomplishing certain ends? In how much or what is the profession to blame, if blame there be, for bringing about this condition? Go ask the American Institute, wiser men, social doctors; they may answer these and all other queries you may propound. I am but the young assistant come before you to diagnose the case, not to cure the disease nor to prepare the death certificate. I have told you what stage the malady had reached, describing it clearly, without the embroidery of technical terms or seeking to minimize its seriousness.

Go, get it cured, or let it run its course. Vale!

## ARTISTIC T.ALENT AND BUSINESS ACUMEN.

You see, the two qualifications-that of being artistic and that of being a shrewd business man-are seldom if ever found in the same man. If they are at all, one or the other is bound to be the more developed and finally extinguish the other. In an office, among a lot of draftsmen, you will find one who is enthusiastic over art; he studies a lot, applies himself, is pushed ahead, for he is valuable and gets as high as $\$ 10$ a day. Another realizes
he has not the talents of the first but is shrewd enough to keep his eye on the main chance. He wastes no time studying, not he; he gets out among the people, hob-nobs with the contractors, is particularly attentive to the clients of his employer and impresses upon them how very important his services are upon their work. He figures out that with his meagre talents he can not become more than a "tracer" or "detail man" or a superintendent in that office, but he realizes that if he gets a good "job" to start in on he can become his own master and hire just as good talent as that of his confrere or that very same artistic man. So he wiggles around some clients of the office where he is at work, or, if over-conscientious, gets his prey on the outside, makes a lot of plans with the assistance of his talented office-mates during their spare time, pays the latter or not, as the case may be, and launches out into practice, the embryo of a successful architect!

Some States have some form or other of license for architects. With us it is not as in law or medicine, or even with dentists, drug clerks or parsons. All these go through some form of examination or receive some sort of permission from some one in authority to ply their "calling." With us, as soon as a man can afford $\$ 3$ or more for a sign with the magic word "Architect" upon it, he is thenceforth and forever an architect in fact; he has "called" himself, as it were, and is as much entitled to that honored title as was a Richardson, a Hunt, or an At-wood-in the eyes of the law and of the dear, discriminating public. Any one of you, my readers, male or female, regardless of color or previous conditions of servitude, may put up such a sign, and no one, in most places may say him "nay."

## fate of SKILLED DESIGNER.

You may ask "What becomes of the skilled designer, the artistic one? Is he not bound to come out on top finally?" No, gentle reader, he will not come out on top. He early realizes the futility of bucking against his shrewd brother, so he works for him. He becomes a sort of machine. Disgusted with what he thinks the injustice of the world and, blessed with a highly strung, nervous temperament, some drink themselves into carly graves cr -smoke cigarettes. Others drift into other and perhaps better-paid lines of design-decorators, furniture, etc., and still others drift into heaven only knows what. I have met good, high-class draftsmen herding cattle, stoking engines and collecting bills. Every twenty years or so, when our periodical hard times come upon us, they scatter, do these clever fellows.. to the four corners of the globe, and you can never gather them all back into the fold after the storm.

So, then, the average successful practitioner is, let us call him, an employer of skilled labor, a sort of middleman. Now, for a professional man, is that not a strangely anomalous condition? What would you think of the eminent physician and of the learned legal luminary if they were introduced to you and stayed with you and "jollied" you to the point of your employing them as your professional advisers, only to find, when you were sick, that the former sent around an assistant to diagnose your case, another perhaps verdant youth to practice upon you, and a third adolescent to get the data necessary for the death certificate; or of the legal luminary, should you get into trouble, if he sent you a young assistant to put the facts in the case together ready for a second to prepare a brief for a third youth to plead before the jury in the name of and for the great man who was, meanwhile, chasing other prospective clients and growling at the aforementioned assistants for putting so very much time on your case?

Is it an overdrawn picture? Well, there is your average architect. It may indeed fit some of the pre-eminently successful ones. I grant you it is not flattering or attractive.
ApriL, 1909.] $\quad \mathrm{C}$

## A RELIABLE CONTRACT....The True Basis

 Upon Which Every Building Contract Should be Framed.-.U Uniform Method of Extracting and Calculating Quantities Essential.---By W. M. Brown,C.E.TO THE MINDS of many contractors the question often arises, "Why are so many tenders rejected?" To answer this query by indicating some points that may discover the cause, and suggesting others that may be helpful to contractors in making out their tenders, so as to minimize the chances of rejection, is the aim of this article.

The general ground for the rejection of tenders is because that they are all too high. Yet the judgment given is sometimes very erroneous, because of no proper basis to arrive at this conclusion. Owners expect to have a certain amount of work done for a limited amount of expenditure, and if the tenders returned exceed the limit (notwithstanding that the tenders, according to plans and specifications, have been carefully and reasonably prepared), they are nevertheless rejected upon the ground of being too high. The fault in such cases does not rest upon the contractors when they have returned carefully calculated and prepared tenders. But discrepancies may arise on the part of the contractor being incapable of forming a proper estimate.

This leads us to formulate what may be termed "a reliable contract." The first element to be considered is an uniform method of extracting the quantities from the plans and calculating the same, also priceing each item at current rates. When this procedure is adopted a reliable tender may be formed. But. when each contractor adopts a method of his own, different from the others competing, it is natural to expect that there will be a disparity in the amounts (often very great in extensive contracts) that is very conflicting to the owner.

The great necessity, in the first place, is to have an uniform and well-wrought-out system of measurement, with well-defined rules for each class of work, and having thoroughly trained professional men to measure the plans and prepare accurate schedules of quantities; which are supplied to each contractor tendering. When each item in the schedules is priced at current rates, and conrectly calculated, then there should be very little difference between the amounts given in the tenders sent in. At any rate, there will be the least chance of all the tenders being rejected, which sometimes occurs. When such an accurate and reliable method is not at hand, then the contractor has to do his best in extracting the quantities from the plans in order to arrive at the amount.

The methods of "cubing" and "squaring" are not reliable in every case, so that a better plan is to take off as much detail as possible, which shall gjve him a basis upon which to price the time and materials, labor to be expended, and percentage of profit required for each item. When this is intelligently and correctly done, then he may come very close to his competitors. But whenever "guesswork" is resorted to, then financial disaster may follow in its train. The cost of materials, the time and labor expended on same, and the percentage of profit required, are the most important factors which compose the true basis of every well-constructed contract. But in cases where it is impossible to execute the work at any prescribed amount, then no true basis can be established for the carrying out of the contract, except at a loss to the contractor. Many contractors, however, compete under such circumstances, which is not only prejudicial to their own interests and that of the owner, but also to the others competing, and to the trade in general.

A contract may be drawn up that seemingly has all the elements of a true basis, and yet either of the parties to the contract may agree to certain alterations which may not produce what may be termed "a first-class" job. Thus an architect may allow a certain material to be used that
is inferior in quality to that specified for the purpose required, and yet no apparent breach is made, so long as the substitution is sanctioned by the owner. But whenever this is done unknown to the owner, and against his wishes, it constitutes a breach in the carrying out of the terms of contract, which might lead to litigation.

A contract founded on a true basis is one in which there exists between the contractor and owner no ambiguity as to the meaning of the writtent terms of the specification and geeneral contract, and to the details contained therein regarding the materials, their quality and durability, and to the time and labor expended in the execution and finish of the completed work. This means that the element of conformity to terms must have an important place in the basis of every thoroughly constructed schedule of contract. Without this the whole fabric of contract building would fall and leave nothing but disastrous results to many victims.

The contract terms must be so stated and minutely described that only one meaning can be placed upon them. The question of expenditure does not necessarily enter into the "true basis" of a contract. Thus the error occurs frequently of rejecting all offers, because they are seemingly too high. This in many cases is the result of the standard put upon the amount of work expected by the owner, because of the limited capital at his disposal. But if the owner is content to accept inferior matenial and workmanship in the construction of his building, and specifies this accurately in his specification and contract. then he may legitimately carry out his ideas upon a true basis of contract. Another reason why so many tenders are rejected, is because no details of prices are given for the different items required in the building, but only a lump sum offer, however large the amount. This is a greatly mistaken method to adopt, especially in extensive rnntracts.

The chief characteristic feature, therefore, of a "reliable contract," consists more of a "moral" nature than of a "materialistic" one, and if this were attended to and thoroughly performed, then there would be fewer disputes and less cause for litigation.

AN AUTOMATIC TRAIN STOP, designed to shut olf steam and apply the vacuum btake without the assistance of the engincer or driver, has been adopted, it is said. by the Lancashire and Yorkshire Railway, England. The stop is worked by the signalman, or by means of an inclined plane between the rails. So long as the signal remains at "danger" the inclined plane is raised so as in come in contact with a device beneath the engine, connecting with the steam regulator, which it closes, and applies the brakes throughout the train.

NEW ZEALAND SHOULD BE A NATUR.AL MAR. $K E T$ for the surplus production of British Columbia cement mills. according to a communication secently received by the Department of 'Irade and Commerce from Trade Commissioner Larke. in which he comments upon a Canadian newspaper statement that the output of the cement plants in that province would exceed the demand if operated throughout the entire year. There is a preferential duty of 2 s . per barrel in favor of cement made in Canada, as well as in Great Britain. At the present time, nearly the whole of New Zealand's importation come from the United Kingdom, the importation in 19117 amounting to 223,037 barrels. The difficulty confronting the trade from Canada is the higher cost of production and the higher freight charged. It is possible, adds Mr . Larke, that the facilities of the British Columbia mills may offset the cheaper labor conditions of other countries. The geographical location, too. ought to facilltate a low rate of freight, and it may be possible that, under the new arrangement of the steamship lines, ireight sufficiently low can be had, to advantageousiy ship to the New Zealand market and keep the mills operating all the year round.


ATTRACTIVE TWO FAMILY DWELLING, BALMY BEACH, TORONTO. OWNED BY DR. J. W. ROWAN. MR. CIHAS. F. WAGNER, ARCHITECT.


VIEW SHOWING SIMPLE AND EFFECTIVE TREATMENT OF END WALLS. TWO FAMILY CWELLING, BALMY REACH, TORONTO. MR. CHAS. F. WAGNER, ARCHITECT.

# A MODERN TWO-FAMILY DWELLING.---Exterior Treatment Simple but Effective.---Interior Direct in Arrangement. -- Planned for Families of Three or Four Persons.---Design Could be Reproduced in Brick or Cement Stucco as a Residence of the Detached Type. $\therefore$ 

T
HERE IS AN ELEMENT of the nondescript in tne domestic architecture of to-day, and there is also an element which consists of the combining of styles which has resulted in some radical departures in the matter of house design. Here and the:e one sees a home so decidedly modern as to not admit of any association with the more accepted styles, and again a combination of the English domestic and gambrel rcof $n$ some similar adaptation, that is as unique in treatment and it is satisfactory in general appearance.

The former has perhaps been too recently evolved to be known as a particular type, while the latter, owing to its mixed character, has not as yet been given a place m architectural nomenclature. In one is an evidence of a desire to originate or create, in the other an effort to attain a greater degree of individuality by giving a new expression to borrowed ideas.

While both perhaps leave room in certain respects, for criticism, they have nevertheless made progress in the architectural development of residential work, and in the homes built within the past few years there is a welcome

ground floor plan, tho family dWelling, balay beache toronto. Mr. CHAS. F, WAGNER, ARCIIItect.
change from the row upon row of narrow. grille bedecked, poorly arranged gabled houses (productions of the builder more than the architect) which so characterized certa ${ }^{\circ}$ sections of our residential districts a decade or so bàck.

As to cost, despite the advance in the price of building materials, the expense of the erection of a house at
the present time, cannot be said to be proportionate!y greater than it was some twelve or fifteen years ago.

Nowadays, the basement is excavated the full lengill of the house, instead of only the portion under the kitchen, and the cellar floor is laid in cement. Then there is the plumbing, which is more extensive and better in character, and the heating apparatus, which has come tc be regarded as an essential part of the necessary equipment. Again, we find the brick of a better quality, finer texture, and in a greater variety, the lumber more select, the mill work of a higher grade, the interior finish with more tone, the fireplace and mantelpiece a customaiy thing, the windows moving by weight and better fitted

to ticeir frames, and ntumberless other considerations, a! 1 of which contribute to make a home what it should be. attractive, comfortable, and liveable.

In fact, considering the general treatment, the quality of materials, the better character of workmanship, the general arrangement and improved sanitation, perhaps a better equivalent for the investment in house building is now shown than at any time ever before.

Illustrated herewith is something in the way of $\because$ dwelling struciure that is particularly interesting in that, while it is of frame construction and plamed for two families, the exterior design would readily permit of its being reproduced in brick and stone or cement stucco, as a residence of the detached type.

Its characteristic exterior features are a low projecting roof with corbelled eaves, effectively designed dormers, and an inviting veranda of spacious dimensions. The treatment in general shows a strong modern influcnce and a pleasing deviation from the ordinary run of semidetached or two family dwellings.

The clapboards are of rough sawed pine, laid on matched hemlock, and stained brown, a color which, with the white painted doors and windows and the mottled
(Continued on page 69.)

# THE EARL GREY SCHOOL, MONTREAL.-. One of the Two New Structures Erected for the Protestant School Board.---Exterior Lines Simple and Dignified.---Contains Nine Class Rooms, with Wide Corridors and Five Entrances.---Fire-proof in Construction. 

THE DEMAND for greater class room facilities and more modernly constructed school buildings in Montreal, has recently resulted in the erection of two handsome substantial structures for the Protestant Board of School Commissioners of that city. One of these is the Earl Grey School, Amherst street, St. Denis Ward, and the other is the Sarah Maxwell School, Prefontaine street, Hochelaga Ward. Both buildings are identical in plan and design, and both are representative of Canadian architectural ability. These buildings have a frontage of 100 feet, by a depth of 70 feet, and are two storeys and basement in height, each containing nine class rooms, with play rooms and assembly halls in the basement.

In construction, they are fireproof throughout, being, built of stone, brick and steel, with terra cotta and cement partitions and floors.

As regards plumbing, the lavatories are fitted with the latest improved porcelain urinals and "Naturo" selfflushing closet.

From the exterior view and floor plans of the Earl Grey School shown in the accompanying illustration, a comprehensive idea as to the general character and layout of both buildings is obtained.

The architectural treatment, worked out in an agreeable color scheme of red brick and light grey stone, has produced a building which fittingly bespeaks its purpose in simple lines and dignified proportions. Its breadth of character is accentuated by a simple dentiled cornice at the base of the low running parapet, and the whole tone is strengthened by the judiciously detailed stone work at the top of the pilasters. The centre of the building is recessed at both the front and the rear, while in the parapet over the main entrance is a vigorously sculptured


THE EARL GREY SCHOOL, MONTREAL, SHOWING THE DETAIL OF CORNICE AND STONE WORK. DESIGNED BY ARCHITECT A. F. DUNLOP, R.C.A., I.A.C.

Every care has been taken to have the interior atranged along the most hygienic and safe !ines. The corridors are wide and well lighted and ventilated, the stairways are fireproof and have been advantageonsly placed, only one turn is necessary in either going to or coming from the second floor, and there are five well located entrances or exits on the ground floor, with all doors opening outward.

The heating and ventilation is along the most modern and approved lines. Twin hot water boilers furnish direct heat to all parts of the building, while a steam boiler entirely separate from the heating apparatus, is used for ventilating purposes. The fresh air is tempered by a steam coil and distributed throughout the building by fans driven by electric motors. the foul air being expelled at regular intervals by the same means.
piece of stone work having a plain centre on which is carved the name of the school.

The interior lay-out has been particularly well worked out, especially so in the corridor and stair hall arrangement. The stairways have been advantageously placed on either side of the class rooms at the centre in the rear, in juxtaposition with the two side and rear entrances which permits of the emptring of the class rooms in case of em:ergency, in an expeditious and satisfactory manner.

Three class roms are located on the ground floor, while the balance of the space is taken up with the principal's office, teachers' acconmmodations, sick-room and storage facilities. The principal's office is in the lefthand wing, to the front of the building, and the teachers waiting room and division room, are on either side of the main entrance.

| April, 1909.] | C | O | N | S | T | R | U | C | T | I | O | N |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |

The rear portion of the building at the outer extremes of the stair halls on both floors is utilized advantageously for store-rooms, sick-rooms and lavatory purposes, while the intervening space between the main rooms is well employed for use as wardrobes.

The second floor is similar in layout to that of the first, with the exception of three additional class rooms which occupy the front portion, and a map room which

At the back of the dining rocm is the stairway leading to the second floor, and immediately underneath are the steps by which the basement is reached A short passage comnects the dining rom with the pantry, directly off which is the kitchen with a back porch opening onto the garden at the rear.

Upstairs the arrangement of the rooms is also economically worked out. There are two good sized be.lrooms with built-in closets (the room to the front having an alcove formed by the dormer projection), a bathrcom, and a den. The two last rooms are situated at the rear of the stairway, immediately over the kitchen.

This house, which is the property of Dr. J. W. Rowan, Toronto, cost complete, with the exception of the furnaces, which were $\$ 148$ extra, $\$ 2,650$. It was designed by Architect Chas. F. Wagner, Toronto, and is located at Balmy Beach, near the foot of Balsam Ave. The cost as apportioned according to each branch of the work, was as follows:

| Brick work | \$ 350 |
| :---: | :---: |
| Carpenter work | 1,458 |
| Galvanized iron and plumbing | 432 |
| Plastering | 310 |
| Painting | 100 |

## NEW BARTHELMES BUILDING.--

 Continued from Page 60.load equivalent to three times the maximum live load, which they will at any time be called upon to carry without the slightest signs of injury in any shape.

It is claimed that the advantages of this tom of censtructicn are $i$ :creased head room, a maximum degree of interior lighting and cconomy in construction.

The Barthelmes building was designed by and crected under the supervision of Clarke \& Monds,' engineers and contractors, 36 Toronto Street, Toronto.

ARCHITEC'T JOSEPH VENNE, Montreal, will remove May ist from his present address, 402 Plessis, to
takes up the narrow space between the centre class room at the front and the cloak room to its right.

All seats in the different class rooms are arranged so that light is diffused from windows placed on left-hand side of the scholars. At the rear, in the centre of the building, and opening off both class rooms is an iron balcony and stairway for use in event of an emergency.

Both the Earl Grey School and the Sarah Maxwell School were erected after plans by, and under the supervision of Architect A. F. Dunlop, R.C.A., I.A.C. They stand on spacious grounds, and have been so planned as to permit of future extension without detracting from their design or arrangement.

## A MODERN TWO-FAMILY DWELLING ---Continued from Page 67.

 green stain of the shingle roof, combines to make the exterior exceedingly striking and pleasing in appearance.At each end of the house. above the clapboards which extend up to a line on a level with the roof of the porch, the wall is finished with stucco panels of a buff tone and timber work stained a dark green, in harmony with the shingle ends of the gabels. This treatment is further enhanced by small but effective windows which have been well placed.

The interior of the house is laid out in a simple and direct manner, both parts of the house being identical in plan. On the first floor the living room, dining room, pantry and kitchen, take up in the most available mannsr, the limited foor space. All walls and ceilings are of two coat plaster smoothly surfaced, and the woodwork is painted white with an enamelled finish. In the living room is a large red brick fireplace, which affords a nook for a cosy' corner on either side, while connecting this room with the dining room is a large square arch opening.

second floor plan, earl grey school, montreal, showing the location of the upper classrooms, cloak rooms and store ROOMS. A. F. DUNLOP, R.C.A., I.A.C., ARCHITECT.

No. 5 Beaver Hall Square, where he has engaged a suite ot offices. Mr. Venne will be pleased to receive manufacturer's catalogues and samples at his new address.

THE REMARKABLE and rapid development in the applications of reinforced concrete construction in recent years has, I venture to say, been the nost striking feature of the ever widening field of operations of the engineer. There is scarcely any branch of construction work in which the use of concrete in one form or another does net play an important part : and to realize the enormous developments which have taken place we have only to look around as we pass through the business streets of our cities, visit our factory districts, our harbours and the places where the commerce of the country is carried on. Buildings and bridges of all sizes, and concrete arches of considerable span have been erceted, and much attention has been devoted to the question of producing an attractive form and finish to the exfertior of building surfaces. Our water power resources are developed by the use of reinforced concrete dams, our water supplies are brought to our cities in concrete conduits, and possibly the only fiedd of engineering activity into which this form of construction has not yet entered is that of the navigation of the air.

This convention of cement and concrete users. and the excellent exhibition of appliances and materials used in concrete constructicn, form in themselves a remarkable testimony to the rapidity with which work of this class has established itself as a marked feature in the development of the trade and commerce of this Dominion; and it would be a very difficult task, and one quite beyond my powers, to attempt to estimate the extent of the financial interests which in one form or another are bound up with the trades represented in your exthibition. So rapid las'been the development both in the magnitude of actual undertakings and in the variety in their utility, that at the present time reinforced concrete constructors can point to an amazingly large accumulation of evidence of progress of a character which cannot be gainsaid; and the former attitude of critioism, or perhaps I should say of very qualified approbation of many engineers, eminently successful in older forms of construction, has given place to one of admiration and congratulation on what has been done. Personally I am a staunch believer in the adaptability of reinforced concrete construction to the enginecring proitlems of the clay; but I hold just as strongly the belief that having passed through an era of umparalleted development in the use of this form of construction, it is desirable to take stock of our position, and to try to realize what is the situation in which we find ourselves as the outcome of our varied construction experiences in actual work. and our experincental tests of a more or less refined character. Hence it is that I am speaking to-lay on the design and testing of reinforced concrete beans.

A correct understanding of the theory of the strength of beams should form the most important part of any course of study which is intended to place a student in possession of sound fundamental ideas witth which he may attack problems on the strength of materials arising in the every day experience of the engineer. It was not very surprising. therefore, that as reinforced concrete construction came to be an increasingly important factor in engineering work, our knowledge of its properties should have been developed from the results of tests on reinfored beams. The enthusiasm of the actual constructor was only equalied by the zeal of the cxperimentalist, and the output of fornula dealing with the question was of dimensions quite in keeping with that Construction, April, 1909.
of actual construction work achieved. The formule so supplied were promptly incorporated in the handbooks issued by the numerous business firms engaged in construction work, and I feel confident that in speaking before a convention of business men I shall have support in the assertion that these formula were of a length and coniplexity which had a dampening effect upon the zeal of many a man engaged in design, who, possessing enly a knowledge of the cilements of the strength of materials, essayed to fathom their meaning.

In the paper which I submitted to the Canadian Socicty of Civil Engineers in October last I expressed the strong conviction that such claboration was both unnecessary and unjustifiable, and calculated to convey the impressien that the science of reinforced concrete construction is an extremely exact one. It is certainly not more exact if as exact as, let us say, the science of bridge buideling, and in the latter a little reflection will show that in many instances we deliberately adopt simple methods of calculation which. while they depart a little from the more complex methods indicated by pure theoretical reasouing, represent so closely the results of practical tests whercin the precise conditions of theory do not exist, that their existence is cloubly justified (1) on account of agreement with experimental fact, (2) on account of simplicity. For example, we are all familiar with the fact that the safe unit stresses in steel columns in general riveted work can be represented very closely by a straight line law, and that we may be able to take the safe load per square inch as say

$$
\left(1 \text { fi000 }-70 \frac{1}{r}\right) \text { where } \frac{1}{r}=-\frac{\text { length }}{\text { radius of gyration }}
$$

of column. This is a great convenience in design, and the results of actual tests agree as closely with this simple formula as with the more elatoorate formule representing more exactly the ideal theoretical conditions.

Again, in bridge design, the substitution of an equivalent uniform load for the regularly spaced wheel loads due to a line of freight or passenger cars, simplifies calculation enormously and gives a satisfactory design, although it does not represent actual loads. Bridge engineers are conscious of these and of other differences between the assuned and the actual conditions. but the simple and direct method of calculation is not discarded. It is in proper realization of these differences, and in the capacity of the designer to appreciate the extent of their influence, that reliance must be placed. A survey of the development of our professional work generally will show that whenever, and in so far as, it has been possible to exalt any branch of that work to the rank of a science, ithe progress has been due to the gradual but certain development of a few simple fundamental ideas. No better instance of this can be found than that the growth of the science of electrical engineering has been sure and steady from the day when Faraday discovered that a closed coil of wire passed across a magnetic field so as to cut the lines of force, generated an electric current which deflected a magnetic needle.

When a theory for the strength of reinforced beams was reguired, there was ready to hand an established theory for beams of homogeneous materials, such as steel, and this was taken as the natural starting point for the theory of reinforced beans, such modifications being made as the physical properties of the materials demanded. It was assumed that in the reinforced beam.
the elongation or compression of the various layers is proportional to their distance from a neutral plane, where there is no change of length. Modification is necessary to allow for the faot that the modulus of elasticity for steel is much higher than for concrete, the values being $30 \times 10.6 \mathrm{lbs}$. p. sq. in. for steel and say $3 \times 10.6 \mathrm{lbs}$. p. sq. in. for good rock concrete-a ratio of 10 to 1 . This means that at a layer of concrete in compression at the same distance from the neutral plane as the steel on the tension side, the compression stress intensity in the concrete would only be one-tenth of that of the tension in the steel. Actually the steel is further from netutral plane than the furthest concrete layer, but the lineer proportion holds. From this faot, along with the equality of total tension and compression, the neutral plane can be located theoretically. Sufficient steel may be put into the beam to carry all the tension, and the bending moment is then easily computed. This is the simplest and most direct analysis of the problem. It assumes a constant modulus of elasticity for concrete; it is a method-which agrees closely with experimental results, and had it been pursued with undivided attention from the outset, supported as it can be by careful experiments of a suitable character, the criticisms I am about to make on the development of the elaborate formule with which all conorete users are famithar would have been unnecessary. It was, however, known that the modulus of elasticity of concrete in compression is a vaniable quantity-that the modulus for a rock concrete, for example, might be $3 \times 10.6$ lbs. p. sq. in. initially, diminishing to 1.5 or $2 \times 10.6$ lbs. p. sq. in., as the concrete reached its ultimate compressive strength. The law of variation of modulus was approximately parabolic. The engineer dearly loves a parabola. It is the one eurve a college graduate remembers throughout his life. Here, then, was a factor which is absent from calculations on homogenimus beams, in which the modulus is consitant through the whole range of elastic stress. Such modulus variations, amounting to perhaps 100 per cent. in a test carried to destruction were held by many (not by all) to necessitate a modification of the simple beam theory. Hence it came about that the results of many laboratory experiments were worked out by a method which. while praisewortly in the sense that it took account of certain variations in the properties of concrete in compression, was in my judgment unwarrantable, excopt as a theoretical exercise in the beam theory, and unnecessary when viewed as an essential part of the computation of the safe moment of resistance of a reinforced beam.

I feel conficlent that many users of reinforced concrete must hiave turned gladty from the pages of claborate formulze which are incorporated both in text-books, and in the handbooks issued by the makers of patent steel bars, to the tabulated data which was added to show at a glance reasomable proportions for design. Frequently, indeed, were these tables the results, not of exact and refined calculations loased on the formula preceding them, but rather the results of a common-sense appreciation of the utter inability of such formule, or indeed of any other formule, to express with any assigned and precise degree of accuracy the actual conditions, in a form of construction liable to variation from many sources, and into which the uncertain, but positive, effects of continuity enter to so great a degree. To illustrate this I quote from such a handloook from the paragraph preceding tables for the design of floor panels, which follows several pages of elaborate formulx:-

## floor panels.

"The foregoing discussion applies to beams on knife edge supports. Rectangular beams when incorporated in floor panels will have just about twice the capacity given by the formula, and the following tables, Is to VI., are made on this basis.
"To give a scientific discussion of this is almost impossible. It is a matter of actual practical experience.

We can, however, see that it is reasonable to expect about such an increase. The haunches built down upon the lower flange of the supponting beams give a continuous girder action such as reduces the external bending moment one-third. Also the floor in adjacent panels procluces an interior arching action, increasing the area of this compressive stress diagram about one-third, the effect of the two being to double the moment of resistance."

Similar remarks are applicable in some degree to reinforced work generally. Speaking broadly, this is an attitude towards the question to be commended, 'although I do not for a moment suggest that in this, or indeed in any other Jranch of engincering science, we ought to allow ourselves to remain in ignorance of effects which can be investigated. Such effects as were in the mind of the writer of the paragraph quoted are always present, and their influence can only be estimated in a general way, sufficiently closely, perhaps, but in no case exactly. Hence, on such grounds alone, I would discard any elaboration of theory or design, which results in very slight changes in essemtial matters, from proportions given by the simpler methods. We may theorise as much as we like, make allowance for this little variation and for that, but in the end we are face to face with a problem which achuits of no such refinement either $i_{i}$ design or in construction, and that being so, inuch socalled theory is paper theory. Its character is out of agreement with the realities of the problem, the extent to which the conditions assumed in the design are realised in the 'actual structure is uncertain, and in many ways, analysis, whether complex, or of the simplest character, is incapable of paying due regard to many of the conditions of practice or of work prepared for laboratory test.

Considering briefly the extent of the differences, withont going into details of calculation here, I may say that assuming a beam 10 in . dcep and with 1 per cent. reinforcement, the modulus of clasticity of concrete being taken as $3 \times 10.6 \mathrm{Hl}$. sq. in., the neutral surface would be 3 ft .6 in . from the outermost compression layer if the constant modulus theory is used. If the usual allowance is made for variations in the value of the modulus of clasticity for concrete, the neutral surface would be about 3 ft . 9 in . from the outermost compression layer under normal working conditions assumed in design. The point of action of the resultant compressive force would be

$$
3.6=1.2^{\prime \prime}
$$

## 3

from the outermost compression layer in the former case, and $0.34 \times 3.9=1.32^{\prime \prime}$ from that layer in the latter casc. The resultant compression force is therefore $(10-1.2)=8.8^{\prime \prime}$ above the centre line of the steel if a constant modulus be assumed, and ( $10-1.32$ ) $=8.68^{\prime \prime}$ albove the centre line when the modnlus is taken to be variable. The product of the force in the steel and $8.8^{\prime \prime}$ or $8.68^{\prime \prime}$ as the case may be gives the bending moment which the beam can resist. The two theories therefore show results in the ratio of 8.68 , i.e. they differ

## 8.8

in the really essential feature of a design by about 1.4 per cent. The clifference is variable for varying conditions, but in no case is it of a different order of magnitude from that given above. I have two main criticisms to offer on the refinement of calculation to which I have alluded:-
(1) That while it is an undoubted fact that the modulus of elasticity for concrete in compression does diminish as the intensity of compression is increased, neither the initial or final value of the modulus, nor the law of its variation, are definite for a given mixture of concrete. and that in any case the effects of its variations are small.
(2) That the conditions under which a beam is made and tested, whether in a laboratory or in the field, are
such that it is useless to attempt to prove the existence of such a small diverge:ce between theories as is indicated (a) on the consiant modulus thecry. (b) on the varialile $n$ :cciulus theory:

In support of these criticisms, I do not believe that careful experiment will establish any great umiformity of results either in the value of the modulus or in its variations, and that even if such vahes could be established for corcrete made uader ideally uniform conditions, it is doubtful whetner they cculd be applied with cenfidence to concrete made in the field. Fig. I. shows the variations in the amounts of compressicn recorded by extensometers on the faces of rock concrete cabes, 1-2-4 mix. All these cubes showed uniform faillares, and if judged by compressive strergth alcne woutid be classed as sound and consistent. The ultimate strengetios ramged from 2080 to 2486 lbs. p. s. in. (ages 28 to $\mathbf{5 6}$ days). The values of $E$ range from $6 \times 10.6$ downwards. according to which cube is taken. and which face of that cube, for the yielding shown i. opposite faces of the same cube is very different. Comparison of cubbes 2 and 3 is interesting. The compressive strength was the same in eacll-2250 lbs. per sq. inch. The modulus for caibe 2 ranged frem $0.632 \times 10.6$ lbs. per sq. inch down and modulus for cube 3 ra:ged from 4.33 to 10.6 ibs per sọ. inch down. Similar differences of yielding cas the compression side of similar beams attaining mearly the same ultimate strcngths have been noted, and later experiments made in the McGill laboratories upora cylomdrical specimens very carefully prepared. have amply commitmed such variations-four exienscmeters placed ire different positicns round the cylinder giving markedly different yielling: I believe firmly that a gccd rock concrete will ceriainly attain a compressive strength of zunio ic 2500 Hbs. per sq. inch at 39 days. and that it mayy be used confident!y at a working stress of 600 to Thmil dus. per s?. inch. But I do not believe that it is in the power of anyone to mix a concrete. and be able to say heforehand that its initial modulus will be $3 \times 1010$ dits per

sq. inch or any other figure, the law of varianion parabolic, and the modulus at failure a predetermimed nathe. That is to say. I do not believe that the theoretical walues assigued in a variable modulus formula can tran be known to cxist in a beam which is being tested to prone the truth of dcciccticns based cn minute calculationas. ming those assigned values. The constant modulus forman?a likewise,
does not express fully all the variable conditions of the problem, but if it is found sufficient, in expressing the results of careful experiment, and as a means of practical design, its use is in my opinion amply justified in view of all the conditicns of the problem.

But granting that the concrete modulus may be variable as assumed, mest experimenters have used only two extensometer measurements, one on the extreme compression side, and one on the steel centre line, and have arbitrarily drawn a straight line between the recorded strains, thus assuming the truth of the linear law of straining.

In my own experiments five extensometers were used, and the deformation curve was sometimes linear and

sometimes slightly curved. Figures 2 and 3 show typical results of tests using five extensometers. In ohie case the strain curves are straight lines, in the other they are curved. These restilts show clearly that the fundamental assumption of either the constant or variable modulus theory; is not rigidly true. A straight line arbitrarily drawn between extreme points would frequently give a false location of the neutral plane differing considerably from the true cne, the difference being far greater than that between the two theories we are considering. Hence the deductions from the variable modulus theory have generally been tested in an unsatisfactory manner. Quite apart from these criticisms on the minuteness of the points really involved in the elaberate formulae which have come into use, I do not think anyone familiar with reinforced concrete work would contend that it is possible to place rods in a beam to a degree of accuracy at all comparable with the small percentage
changes in design which we have considered. There are always present other conditions, whose influence on the ultimate strength is far more potent than that of variations in modulus. In fact any actual reinforced structure contains a number of elements liable to variation to a greater or lesser extent, some due to labor employed, others inherent in the materials used. The finished product, the result of the blending of these elements, is the only thing which carn be tested finally. The exact posi-


## figure 3.

tion of the rods, so vital to the design, cannot be known unless the beam is broken up for examinaticn after test. Happily, concrete construction failures are few and far between in practice, and there is absolutely no means of knowing to what precise degree of accuracy the conditions of the finished work approach these of design. We can, however, feel confident that with good supervision, and by the use of sound materials, the work will be capable of performing satisfactorily the duties for which it is designed; but. in the design, simplicity of method should be the guiding principle. All attempts to introduce trivial modifications of the essential features of design as determined by simple theories which have proved satisfactory in the case of homogencous materials, and are also capable of expressing very closely the results of actual experiments on reinforced beams, should be discouraged.

Figure 4 shows the behavior of a beam through all the stages of loading up to its ultimate capacity, and is
typical of the results obtained in many other cases. Its important features may be summarized briefly:-
(1) Pcrcentage of load moment carried on concrcte.Owing to the existence of tension on the concrete at the earlier stages of loading, a consideraole proportion of the total load moment is carried by the concrete. At small loads this amounts to 75 per cent. of the total, while at loads of 4,000 to $8,000 \mathrm{lbs}$. i.e., over the range of possible working loads, the percentage varies from 60 to 40 . As the concrete is destroyed in tension its load moment is transferred to the steel, but unless the concrete is cracked it carries a very considerable moment, and one of the main assumptions in design (a very necessary one, since concrete cannot be relied upon in tension) mäy be far from being actually realized.
(2) Stress in the stecl.-If the steel is designed to carry all the terision at a stress of say $16,000 \mathrm{lbs}$. sq. in., it tollows that if the concrete relieves it to the extent sliown above, the steel stress will be far removed from 16,000 llos. sq. in. For the range of load from 4,000 to $8,000 \mathrm{lbs}$. the actual steel stress varied from 4,000 to 12 ,O'f lbs. sq. in., its value increasing rapidly as the concrete began to crack.
(3) Position of Ncutral Planc.-If in calculating the position of the neutral plane by any theory, the existence of tension is ignored, the position obtained should correspond to that of a test at a stage of loading at which the concrete is cracked on the tension side je., to the upper part of the curve in the figure. These conditions, however, do not exist at working loads. The curve shows that the neutral plane is very much lower at small loads than at loads which crack the beam; and over the range of working loads, the initial and final positions of the neutral plane are connected by a sloping curve. The lad moment on the concrete for very small loads has


been shown to be a large percentage of the total moment, but when the concrete is cracked the percentage is small. For the small loads the position of the neutral plane is determined largely by the tension on the concrete, while for large loads it is determined by the tension on the steel. Under working loads it would be impossible to say precisely what is the exact influence ot each of these tensions. All we can know is that the neutral plane will probably be somcwhere between the extreme positions as indicated above. These extreme values agree well with calculations which allow for or neglect concrete tension In view of tho uncertainty as to the precise proportion of load moment carried by the
concrete under actual conditions, which proportion would determine the location of the neutral plane, I do not see any justification for elaboration of circulation which results in changing the theoretical position of the neutral plane by perhaps 2 per cent. from its location as determined by simple theory.

It is interesting to note a gradually increasing tensile stress in the concrete up to 300 lbs . sq . in. at $5,000 \mathrm{lb}$. load. The first observed crack was at 6,000 lbs. and it will be seen that between these loads there is a decided break in the curve showing the percentage of load moment actually carried by the concrete, this break indicating a transference of tension from concrete to steel.

1 may add that the results check in a remarkable way. The conditions at $5,000 \mathrm{Jbs}$. load, for example, can be taken, when concrete tension exists to a great extent, and this tension can be regarded as being transferred entirely to the steel by the time the load reaches 20,000 lbs. The neutral line has moved meanwhile, but allowance is easily made for that, and for the increased steel stress due to the increased load. Adding these steel forces to that present at $5,000 \mathrm{lb}$. load, there results a steel stress of $47,400 \mathrm{lbs}$. per sq. inch. Extensometer readings on the steel line gave $50,000 \mathrm{lbs}$. per sq. in., a value rather higher than the yield point of the bars, which was about $45,500 \mathrm{lbs}$. per sq. inch. (Average of several tests.)
$l$ will only say in conclusion, that in every calculation into which the modulus of clasticity of the concrete enters, very little change will be introduced into a design whether its value be taken to be $4 \times 10.6 \mathrm{lbs}$. per sq. inch or $2 \times 10.6 \mathrm{lbs}$. per sq. inch. There are always present other conditions such as I have shown in the last figure, none of which impair the safety of design, but which waste completely the small effer:s of modulus cains: We may design for $16,000 \mathrm{lbs}$. per sq. inch on the steel, negle, 1 concrete tension, and figure that the neutral line is 40 pur cent. of the depth of the beam from the top. In reality the steel stress may be 8,000 or $10,000 \mathrm{lbs}$. per sq. inch, the concrete tensicn sufficient to carry 40 per cent. of the load, and the neutral line anywhere at all between $4^{0}$ per cent. and 50 per cent. of the depth of the beam from the top. Let us recognize these hard facts, rid our text books and our design tables of formulae which in their apparent minute accuracy bear every mark of being apphicable to predictions of the motion of a solar system or to some other branch of exact physics, rather than to such a problem as the design of reinforced concrete.

IDEAL SCHOOL CONSTRUCTION.---Provides for Future Additions. ... Methods Followed in Chicago.

DWIGHT PERKINS, a prominent Chicago architect, recently addressed the Woman's Club of Minneapolis, on the all-important topte of school building construction, outlining the methods followed in Chicago. In all of the new buildings in Chicago the original plans contemplate the addition of nore rooms, and the preservation of symmetry even though the building becomes eventually twice its original size, is thus attained.

No new buildings are going up that do not contam provision for an assembly room, gymmasium, domestic science and manual training rooms. Mr. Perkins stated that the Chicago board is no longer building basement rooms. A four-story building is regarded as preferable.

The assembly rooms of the newest buildings are on the ground floor and have an entrance through which tite public can gain admission without any interference with school routine, and this feature makes them viluable for neighborhood meetings. Manual training roons and domestic science rooms are provided for on the top floor in each of the newer buildings and toilet rooms are located on every floor instead of in the basement. Public libra:y reading stations are the latest feature in the schools of

Chicago, and they have come to represent a most important adjunct to scholastic work.

The ideal classroom as described by Mr. Perkins, a $=-$ cording to the Improvemient Bulletin, measures $26 \frac{1}{2}$ feet by 33 feet, and there should not be more thaia 40 pupils in it. There should be one-fourth as many square feet of glass for lighting the room as there are square feet in the floor, and there should be never less than 1,500 cubi-: feet of fresh air per pupil. The ideal school room floor had not yet been discovered in experiments made in Chicago, but it should be such that a hose could be turned on it to clean it and should be otherwise utilitarian.

The unilateral system of lighting is in use in all the new schools. It provides for the source of light coming either from the west or the east except in roo:ns special!y equipped for drawing purposes, where the light is brought into the room from the north side. As the buildings are now being constructed, they stand the city of Chicago : cost of $\$ 11,000$ per room on the contract for 20 -room schools, and about $\$ 4,000$ per room for equipment and completion. The cloak rooms in the new buildings are all located in the rear of the school rooms and are separated from the classroom by partitions, sliding vertically and provided with blackboards on the inner side. Thie cloaks of the children are not hung against the wall, but about 12 inches from the wall and from one another. Ventilation is maintained in the cloak rooms, the air being completely changed every ten minutes by the system in use, thereby lessening the chance of contagion by the circulation of the air and facilitating the drying of wet garments.

## AN "ABSOLUTELY" FIRE-PROOF BUILD. ing.

NEW YORK CITY is now attempting the construction of an absolutely fireproof building, the work being in charge of the George A. Fuller Company, the structure having been designed by Architects Goldwin, Starrett \& Van Vleck. One of the features of the new building, which will be a 17 -story mercantile and office structure, now in course of construction at the corner of Fourth avenue and Seventeenth street, is the fireresisting qualities of the particular type of construction employed. The idea is to reduce the fire risk to a mini. mum and meet to the fullest extent the requirements of the New York Board of Fire Underwriters and the New York Fire Insurance Exchange. This has been secured through the adoption of the skeleton steel frame type; that is, making use of steel columns, beams and girders, protected for all basement and outside columns in Portland cement mortar and for all interior columms by at least three inches of hollow terra cotta blocks laid in Portland cement mortar. The floor arches throughout are of hollow terra cotta blocks in Portland cement mortar, extending 10 inches below the soffit of the beams and all floors cement finished on a concrete filling.

The window sashes in the court walls and party walls will be of standard hollow metal type, glazed with wire plate glass, and the windows on the street fronts will ic of Kalameined metal covered frames and sash. The stairways are to be constructed with extra heavy cast iron stringers and risers with sheet iron treads. All doors leading into stairways will be of the standard type with hinges, locks, etc., approved by the New York Fire Insurance Exchange.

The elevator shafts will be of standard construction inclosed in 6 -inch terra cotta block partitions A complete 50 per cent. sprinkler equipment with all necessary apparatus will be installed, the sprinkler pipes throughout the building being concealed. An automat:c fire alarm service, a special building signal service and the watchman's clock system in each stair landing on cvery Hoor of the building are other features to be incorporated, looking to the protection of the structure against destruition by fire.


The following information is obtained from our correspondents, from architects, and from local papers. These items appear in our Daily Advance Reports and are herein complled for the use of subscribers to the monthly issue of "CONSTRUCTION." Should any of our readers desire this information oftener than once a month, upon receipt of request we will be pleased to submit prices for our Dally Service.

## Mills and Factories

Toronto.-The T. Eiacull Cumpany, Limited, wlll build a twelve-storey factory on Trinity Square, near Louisa street, at a cost of a quarter of a million dollars. Application has been made for a bullding permit.
Toronto.-Architect F. H. Herbert, 65 Adelaide street east, has prepared plans for a three-storey 32 by 120 foot factory to be erected on Clifford street for the Kindel Bed Co., Lhurch street. It will be of mill construction, with brick walls and concrete toundation. An electric freight elevator and a sprinkler system will be installed.
Toronto--Architect P. H. Finney, 43 Victoria street, has prepared plans for a two-stores planing mill to be erected on Osler avenue, near Royce avenue, for the Watt Milling Company. The building will be of brick construction, with concrete foundation, felt and gravel roof, pine floors, open plumbing, steam heating, combination lighting, skylights, electric bells, power and equipment. The structure will cost $\$ 20,000$.
Toronto.-The building and contents of William Keating, at the rear of 237 Lansdowne avenue, have been damaged by fire to the extent of approximately $\$ 17,000$. The machinery, which was valued at about $\$ 8,000$, has been practically destroyed. Insurance carried, $\$ 11,000$. The damages will be repaired at once.
Berlin, Ont.-Plans have been prepared for the new Ahrens Shoe Factory to be erected on Michael street within a short time: The building will be 114 feet in depth, exclusive of boiler room, which will be about 30 by 20 feet. Additional machinery will be installed.
Berlin, Ont.-Witte Bros \& Co., 50-5s Columbia street, Newark, N.J., will erect ia 30 by 70 foot' concrete factory here at the corner of Shoemaker avenue and Mill street. The work of construction will not be commenced until March, 1910.
Hamilton, Ont.-Architect Herbert H. New, 600 Spectator Building, has prepared plans, or a canning ractory and office builaing to be erected in wast Hamilton for Messrs. Wagstaffe, Limited. the builaing will be of mill construction, 137 by 97 feet, with tar and gravel roof, pine Interior finish. A frelght elevator will be installed. Estimated cost of structure, $\$ 15,000$.
Welland, Ont.-Mr. A. E. Fultz, of Lancaster, Ohio, is contemplating the erection of a window glass plant at this place. The factory would employ one hundred men.

Welland, Ont.-A Company to be known as the Welland Stove Works has been incorporated, with authorized capital of $\$ 40,000$, for the purpose of locating a plant on the G.T.R. and Wabash tracks, south of the Billings-Spencer tool works. The Company has been organizea by Mr. Telford; the provisior:al directors are: E. A.

Mich.; B. J. McCormick, H. A. Rose, Sr., and Hugh Rose.

Welland, Ont.-The Pare-Hershey Company, Limited, has iwarded to the Berlin Construction Compiany, of Berlin, Conn.. the contract for the erection of large the contract for the erection of large
mills to be used in the manufacture of water and gas pipe.
Sarnla, Ont.-The Willams Organ Company, Ohicago, proposes to establish a plant at this place.
Campbellford, Ont.-The Trent Valley Woollen Mills, of which Mr. S. J. Moore is manager, liave asked the town councll for a fuxed assessment of $\$ 50,000$ for twenty years on their mill and property. The company proposes to erect a 78 by 178 root addition to their plant, to employ 70 additional men.
London, Ont.-The Dennis Wire and Iron Works, London, have taken out a Iron Works, London, have taken out a permit for the erection of a two
Orillia, Ont. The E. Long Manufacturing Company have made application to the Town Councll for a free site and other concessions, in return for which they agree to build a new foundry, increase their present capacity fifty per cent., and make provision for boiler shop, steel foundry, etc., at a cost of $\$ 30,000$.
Shedden, Ont.-Mr. J. G. Stormes has purchased a site on the Union Road, on which he' will erect a carriage factory. The work of construction will be commenced at once.
Montreal.-The plants of the Consolldated Lithographing and Manuracturing Company and the Union Card and Paper Company have been badiy damaged by fre. Loss to bullding, machinery and stock about $\$ 30,000$.
Montreal.-Mr. J. H. Hutchison, contractor, Bourget and Ambroise streets, has been awarded the contract for the adaitions to the Molson's Brewery, Notre Dame street east.
Montreal.-Architect W. E. Doran, 180 St. James street, has awarded to Shearer, Brown \& Wills, 225 St. Patrick street. the contract for the additions to the Montreal Stock Yurds.
Winnipeg, Mañ.-The premises of the Stuart Machinery Company have been damaged to the extent of $\$ 25,000$. President of the Company; R. MacGregor, Galt. Loss fully covered by insurance. Loss fully covered by insuraince.
Winnipeg, Man.-Mr. W. R. Mitton will erect a large addition to his bakery on Nena street.
Winnipeg, Man.-The Manitoba Iron Works will erect an addition to their plant to cost approximately $\$ 50,000$.
Winnipeg, Man.-The Dominion Bridge Company, with headquarters at Montreal, will erect a large adaition to thefr plant on Notre Dame west, Winnipeg, and install a plant to treble the present output. Estimated expenditure in increased equipment to plant and stock, approximately $\$ 100,000$. Mr. E. E. Sheppard is local manager for the company.
Minnedosa, Man.-The flour and grist mill, owned by Mr. P. J. McDermoti, and leased by Mr. J. A. Mcintyre, has been practically destroyed by fire. Loss \$10.000, partly covered by insurance.
Vancouver, B.C.-It is understood that Mr. Jas. A. Moore of the Moore Iron Works, near Port Townsend, Wash., is negotiating for a site in Vancouver, on which to locate iron works and possibly it steel plant. The investment planned calls for an initial expenaiture of at least half a million dollars.
Vancouver, B.C.-The Vancouver Engineering Works will erect a $\$ 7.000$ stee rrame foundry on the C.P.R. reserve at the foot of Ash street.
Vancouver, B.C.-The Saskutchewan

Flour Mills Co., Ltd., plan the erection of a large nill in vancouver. The company has a mill at Moose Jiw, and will pany has a mill at Moose Jaw, and Will
establish mills at various points in Alestablish inills at varlous points In Al-
bertah and Saslcatchewra. Mr. F. A. Bean, berta and Sasicatchewan. Mr. F. A. Bean,
of New Prague, Minn., is President of the Company.
Vancouver, B.c.-A Company of local eapitallsts have secured a site near Hosgan's wharf, Nanaimo, on which they will construct a piant for the manufacture of briquette. Mr. A. C. Flumerfelt, Vancouver, is one of the parties interested.
New Westminster, B.C.-Mr. C. W. Beach and assoclates have purchased a tract of land on Lulu Island for the purpose of erecting a shingle mill.

Saskatoon, Sask.-Messrs. Currie Bros. will erect a two-storey addition to their plant at this place.

## Gas Plants, Elevators and Warehouses

Hamilton, Ont.-The Crescent Oll Company will erect a 100 by 60 foot storehouse in the north-west section of the city.
Ottawa, Ont.-The property at 300-306 Sparks street has been purchased by Gritham Bros., fiorists, who will erect on this property a large seed storchouse.
Montreal.-Architect Joseph Perreault, 17 Place d'Armes Hill, has awarded the following contracts for the Campbell Manufacturing Company's new warehouse In Vlle St. Louis: Carpentry, cast iron. wrought iron and hardware, Carrlere \& Frere Co., Ltd., 479 Laurler avenue; Frere Co., Lid., 479 Laurler avenue;
painting and glazing, Lynch \& Sharpe,

Hallfax, N.S. -The Acadia Cold Storage Company has been organized for the pur pose of building a $\$ 500,000$ cold storage plant at Halifax. The Company will install its own electrical equlpment, and the best modern appliances will be provided for every part of the plant.
WInnipeg, Man.-The Williams Machinery Company, Notre Dame east, have had plans prepared for a four-storey warehouse to be erected on Princess street, near Logan avenue, at a cost of $\$ 40,000$. It will be of brick and reliforced constructlon. and the foundaitions will be built to sustaln six stories. John D. Atchisen is the architect.
WInnlpeg, Man.-The T. Eaton Company have taken out a permit for a new warehouse to be erected at the corner of Hargrav and Graham. It will be four storeys in helght, of brick construction and will cost $\$ 60,000$. Mr. Geo. Thompson, of Toronto, is the contractor.
Winnipeg, Man.-The Atlas Elevator Company will erect ten large elevators along the line of the Grand Trunk Pacific ibis summer.
Willow Range, Man.-The Oglivie grain elevator at this place has been totally destroyed by fire. Loss estimated at approximately $\mathbf{\$ 2 0 , 0 0 0}$.
Vancouver, B.C.-It is stated that Sir Thomas Shaughnessy, of the C.P.R., Is negotioting with Mr. Thomas Henshaw, Vancouver, for a site on which to erect a large grain elevator.
Eburne, B.C.-Mr. J. C. White, of Duluth, has purchased a clte of 400 feet on the water frontage here, on which he purposes erecting a large elevator in the near future.
Saskatoon, Sask.-The Clty Council hap granted the request of the International Harvester Company for spur tracks to their proposed new warehouse. Manager Potter states that contract will be let at once for the builaing, which will be 90 by 135 feet, four storeys and basement in helght, of elither brick or concrete construction.

Moose Jaw, Sask.-Messrs, Mitetrell,
Hembroff and Maybee will erect a warehouse in the immediate future.
Toronto.-Architects Gordon \& Helliwelt, Confederation Life Building, have prepared plans for a warehouse to be bulft at 55 Bay street for A. A. Allen \& Co. at a cost of $\$ 40,000$. The building will be of brlek and concrete construction, with open plumbing, electric lighting, steam heating, fire escapes, passenger and freight elevators, skylights, freproof doors and windows and metal cornices.
Toronto.-Henry Needham, 335 Crawford street, has the contract for a $\$ 40,000$ three-storey brick warehouse to be built at 94-100 Richmond street west. Owner, C. S. Boane, 57 Bloor street east. Chadwick \& Beckett, 20 Toronto street, are the architects.
Toronto.-The Crown Coal Company's elevator at the foot of West Market street, has been damaged by fre to the extent of has been damaged by
approxinately $\$ 20,000$.

## Bridges, Wharves and Subways

Toronto.-Messrs. Farrell \& McCarthy, is Olive avenue, have been awarded the general contract ior a $\$ 5,000$ trestle bridge to be erected oll Yonge street, Glen Grove, near 'loronto. for the Dovercourt Iand Company, 24 Adelaide street east. The brldge will be of wood, on conerete. Engin

Toronto.-On May Stl a by-law whll be submitted to the ratepayers for the purpose of authorlzing the expendit
$\$ 700,000$ for the proposed sea wall
McGillivray, Ont.-Tenders, addressed to the undersigned, will be recelved up to noon. May 15 th , for: (1) Construction of two concrete abutments on site of the Beaudette bridge, and two reinforced concrete abutments on the site of the Island bridge, including also the complete removal of th old bridges and foundations, all necessaly excavations, piling and cofferdaming, if any requisite and supply of all material; (2) All work and material necessary for erection and completion upon above mentioned abutments, of steel rivets.: Warren Truss briage spans, having clear roadway of 14 feet, concrete fooring and pine railing, etc. Geo. H.
MacGillivray, MacGllifvay's Bridge, Ont., MacGillivray, Ma
Township Clerk.

St. Andrew's, Ont.-The Canadian Pacific Railway will build a new wharf at this place, construction to be commenced at once. The wharf will be 200 feet in length, and will cost $\$ 20,000$.

Peterboro, Ont.-A by-law has been passed by the ratepayers providing for the expenditure of $\$ 120,000$ for the construction of a waterworks concrete dam.
Montreal.-Plans have been completed for the new wharf to be built by the for the Commissioners at Longue Polnte. and have been forwarded to Ottawa for and have deen forwarded to Ottawa for
the consideration of the Department of the consideration of the Department of
Marlne and Fisherles, and approval of the Governor-in-Council. The wharf will be built of concrete and will be 450 feet in length.

Vancouver, E.C.-A by-law will be submitted to the ratepayers for the purpose of deciding on a high level or a high and low level bridge, to replace the Cambie street bridge.

Vancouver, B.C.-The C. P. R. officials have under consideration plans for the construction of another jetty wharf. to be built out into the injet from the eastern end of No. 2 shed.
Prince Rupert, B.C.-Tenderss, adaressed to the Minister of Public Works. Victoria B.C. will be received up to noon, April 27 th. for the erection and completion of a reinforced concrete wharf, with timber superstructure, it Prince Rupert, B.C (1) For wharf complete inclusive of sllps: (2) For wharf complete exclusive of slips. Plans and specifications may be seen at the offices of the Government Agent Prince Rupert; the Government Agent New Westminster; the Provincial Timber Inspector. Vancouver, and at the Public Works. Department, Victoria. Edward Mohun, Assistant Engineer, Public Works Department, Victoria, B.C.
Prince Rupert, B.C.-The Provincial Government wits in all probablity construct a public wharf here, to be located on Section $F$ of the waterfront, held by
the Government. It is proposed to bulld
a whari on cement piles, at an estimated expenditure of $\$ 60,000$.
Strathcona, Alta,-Plans have been prepared by Clty Architect Mclean for the proposed bridge over Mill Creek, at the end of Whyte avenue. Estimuted cost of structure, $\$ 5,000$.
Edmonton, Alta.-The city of Edmonton has been negotiating with the C.P.R. In regard to the construction of a traffic deck in connection with their proposed high level bridge, but as nothing has been done with reference to this, the cities of Strathcona and Edmonton propose to erect a bridge costing from $\$ 258,000$ to $\$ 500,000$, according to whether the structure is of steel or wood.

## Waterworks, Sewers and Canals

Toronto.-The Board of ontrol has awarded to the Godson Contracting Co., Manning Chambers, the contract for the Manning Chambers, the contract for the
construction of the first section of the construction of the first section of the
trunk sewer at a contract price of trunk sewer at a contract price of
$\$ 138.528$, this sum including $\$ 10,000$ for the cost of the vitrifled brick invert.
Ottawa.-The Dominion Government has awarded to the Wm. Hamilton Co., Peterboro, the contract for supplying the operit tion machinery, pivots and anchorages for twenty-four locks on the Trent Canal. Contract price, $\mathbf{8 8 0 , 0 0 0}$.
Ottawa-Messrs. Kirby and Stewart, of Ottuwa, have been awarded contract by the Public Works Department for the construction of the dam at the foot of Lake remiskaming. Contract price approximately $\$ 108,000$
Stratford, Ont.-Engineer Ferguson will submit to the City Council a detailed plan of the proposed sewage disposal works, with estimate of cost of same.
Winnipeg, Man,--The City of Winnipes and the Grand Trunk Pacific will contruct a joint sewer along Kairn avenue to the Red River at $a$ cost of $\$ 20,000$.
Vancouver, B.C.-The Board of Works has passed the report of the engineer, recommending the construction of a 24 inch storm sewer on Burrard street. from Georgia to the lane south of Aberni and a 20 -inch sewer from the lane south of Alberni to the south side of Robson. Established cost $\$ 4,800$. Also an extension of the sewer on Napier street to Lakeof the sewer on Napier stre
wood drive, at cost of $\$ 2,150$.

Estevan, Sask.-The following by-laws have been passed by the local ratepayers: $\$ 30,000$ for new waterworks system; $\$ 10 .-$ 000 for the building of a town hall; and $\$ 10,000$ for a trunk sewer.
Medicine Hat, Alta.-The town council will expend the sum of $\$ 55,000$ on the construction of sewers, and a similar amount on gas and water mains.
Edmonton, Alta.-The City Council has awarded to the Edmonton Heating and Plumbing Company the contract for the supply of 77,000 feet ot sewer pipe. Contract price, $\$ 32,161$.

Edmonton, Alta.-The Council proposes constructing sewers on sections of the following streets, viz.: Lane between 6th and 7th streets; lane between 7 th and 8 th streets; lane between 8 th and 9 th streets:
lane between 15th and 16 th streets: Maclane between 15 th and 16 th streets: Mac-
kenzie avenue; Stoney Plain road: lane kenzie avenue: Stoney Plain road: lane
between St. James and Edward streets; between St. James and Edward streets:
lane between York and Sinclair streets: lane between York and Sinclair streets: streets; lane between Kirkness and Carey streets: lane between Carey and Kennedy streets; Pine avenue; Kirkness street: lane between Notre Dame and St. James street.

## Railway Construction

Toronto, Ont.-The Temiskaming and Northern Ontarto. Rallway Commission has apiarded the following contracts, viz. Roundhouse, machine shop, locomotive Roundhouse, machine shop, locomotive
foreman's office, coal chtite and trestle foreman's office, coal chute and trestle
and reinforced concrete arch culverts, and reinforced concrete arch culverts,
at mile-posts 218,221 and 222 to the at mile-posts 218,221 and 222 to the
Forest City Paving and Construction Forest City Paving and Construction
Company, London. Installation of heating system in roundhouse and machine shop to Sheldons, IImited, of Galt.

Ottawa, Ont.-The Government has accepted the tender of Haney, Quinlan \& Robertson, 10 King street west, Toronto for the construction of the National Transcontinental terminal shops at $\mathbf{S t}$ Boniface, Man. Contract price, $\$ 869,000$
Guelph, Ont. -The Rallway Commission has Issued an order that the G. T. $R$ erect $a$ new station at thds place.

St. Thomas, Ont.-The Michigan Central Rallway Company has had plans prepared for improvements and extensions to jts local yards, depot, shop and other facilities.
Quebec, Que.-A commission composed of Hon. S. H. Parent, president; Messrs. McIsaac, Young and Reid, members of the Transcontinental Rallway Commission, and Mr. Lumsden, chief engineer, is negotiating with the city for the purchase of the Champlain Market property, on which to erect the Union Station, to accommodate all rallways coming to Quebec, after the completion of the Quebec bridge. Providing the site is secured the worls of construction may be commenced immediately.
Winnlpeg, Man.-The Aikenhead Hardware, Limited, have been awarded the contract for hardware for the new Union Depot of the Canadian Northern Railway Company, at this place.
Westminster Junction, B.C.-It is reported that the Canadian Pacific Railway will in the immedlate future erect large and modernly equipped car-building shops at Westminster Junction, about twenty at Westminster Junction from Vancouver.
Port Haney, B.C.-The C. P. R. has made an appropriation for at new station builaing to be erected at this place. Frank, Alta.-It is announced by the
C. P. R. that it will build at large freight house here in the near future. Plans fol the building have been prepared.
Indian Head, Sask.-The Canadian Parific Railway will erect a new $\$ 10,000$ station on the site opposite the Bishop's Court. The building will be of stone and brick construction.
Saskatoon, Sask.-Mr. M. H. McLeod, general manager of the Canadian Northern Railway, states that the company will erect a station here at once

## Public Buildings

Toronto.-The plans and specifications of the Transportation Building. to be erected at the Fxhibition grounds, have Deen submitted to the City Architect by Mr. Gieo. Gouinlock, the archltect. Estimated cost of building, $\$ \$ 9.000$.
Toronto-The City Council has decided on a site at the corner of Broadview avenue and Gerrard street, for the erection of the new branch library bullding. Windsor, Ont. - The Property Comtracts for the addition to the market building. Carpentry, John Thornton Son: plumbing. Hemry Meadows; paime ing. W. Laosser; fron and roofing, and concrete piers and walks, John Thornton \& Son.
Hamiliton, Ont.-Plans for a Counts Registry Office, to be used jointly by the County of Wentworth and City of Hamitton, and also plans for remodelling the present building, have been prepared. J. W. Jardine, County Clerk, Hamilton. Hamilton, Ont.-Mr. Andrew Carnegie has offered to make a grant of $\$ \pi \overline{5}, 000$ for the erection of a new library at this place.

Ridgetown, Ont.-Mr. W. E. Best, of Thamesville, Ont.. has been awarded the contract for the erection of the new township hall at this plahe. The building will be two stories in height and of cement block construction. ind cost $\$ 3.467$.
Collingwood, Ont. - Architect P. C Palin, has prepared plians for the pro-
posed new Agricultural Buldings, to be posed new Agricultural Bulldings. to be
erected in the town park at a erected in the town park, at a cost of
$\$ 10,000$. The buildings will be of steel brick and cement construction.

Montreal.-The Dominion Govermmen hius taken out a permit for a new post office to be erected in Point St. Charles it a cost of $\$ 32,000$.
Montreal. - New public bath houses will be erected in St. Denis and Papineau wards this year.

Montreal.-It is stated that the Government will expropriate the entire block adjoining the Court House for the purpose of enlarging the Jatter.
Woodstock, N.B.-Architect F. Nell ders after April 15th, for a $\$ 30,000$ Court House to be erected at Woodstock, N.B. The bullding will be two storles in leight, wlth brick and stone construction. with concrete foundation, hot water heating, electrlc lighting, slate roor, plaster interior finish, open plumbing.

New Westminster, B.C.-Tenders will
be received by the Minister of Public. Works, at Victoria, up to and includins April 26th. for the erection and completion of a Land Registry Office at New Westminster, B. C. Specifications and forms of contract may be seen at the of fice of the Public Works Engineer, Victorja, B.C.; at the onfee of the Govern-
ment Agent. New Westminster: and at the office of the Provinclal Timber Inthe office of the Provincial Timber In-
spector, Vancouver. F. C. Gamble, Pubspector,
ilc Works Engineer, Department of Public Works Whgineer, Departoria, B.C.
c Works, Victoria, B.C. Provincial estlmates provide for the purchase of a site at this place, for the erection of a new court house. The building will in all probability be erected in the year 1910. Asquith, Sask.-Architect W. W. LaChance, Saskatoon, has prepared plans for a two-storey Town Hall to be erected
here at a cost of $\$ 6,000$. The bullaing here at a cost of $\$ 6,000$. The buliding
will be of frame construction, with stone will be of frame construction
foundation, hot air heating.

## Business Buildings

Toronto.-The Mason and Risch Plano Company has purchased from Mr. Albert Britnell, the property at 241 Yonge street, on which they will erect a new bullding.

Toronto.-The Bell Telephone Company has taken out a permit for a nive-storey, brick, steel and concrete office and exchange bullding, to be erected on Adelaide street near Bay street. $\$ 320,000$. J. Carmichael, Montreal, is the architect.

Toronto.-Architect $F$. J. Bird has prepared plans for a pair of two-storey stores and dwellings to be erected at Carten, at a cost of $\$ 5,000$. The buildings will be of brick construction. with brick foundation, felt and gravel roof, maple and pine foors, pine interior inish, open plumbing, hot air heating
Toronto.-Arohitect P. H. Finney, 43 Victoria street, has prepared plans for a pair of two-storey stores and dwellings on Bathirst street, near Dupont street. for Mr. T. Harman. Euclid avenue. The building will be of brick construction, wilh hor air heating. combination lighting. two mantels and electric bells. Cost of builaing. $\$ 6,000$.
Toronto--Architect P. H. Finney has prepared plans for a pair of stores and dwellings to be erected at the corner of Danforth and Logan avenues, for Mr. T. McNea. The bulldings will be of brick construction
Toronto.-Architect P. H. Finney, 43 Victoria street, has prepared plans for a store and dwelling to be erected on Roncosvalles avenue, near Georfrey street. Tor Mir. J. S. Sharp. siture will be of brick and will cust $\$ 2.500$.
Toronto.-Architect J. Hunt Stanford, 34 Yonge street arcade, has prepared plans for a two-storey store and dwelling to be erected on College street, near bathurst street, for Mr. J. Jamleson. McCaul street. The building will be of brick construction, with hot water heating and combination lighting. Cost $\$ 3.500$.

Toronto--Arc..tect J. H. Galloway, 77 Victoria street, has prepared plans for a three-storey store and apartment bullding to be erected on Bloor street, near Bathurst street, for Mr. E. J. Jackson, 117 Bedford road. The bullding will be of brick construction, with Georgia pine interior finish, open plumbing, steam heating, combination lighting, freproo doors and windows and four mantels.
Toronto.-Arehitect Wm. Thompson has prepared plans for a pair of stores and dwellings to be erected at the corner of Pendrith and Christie streets, for The builaing will be of brick construc The builaing tion and cost $\$ 3,000$.

Toronto.-Architect Wm. Thompson has prepared plans for a pair of stores and dwellings to be erected at the corner of Ossington and Hallam avenues for Messrs. Tait Angus Oo. 164 MacPherson avenue. brick construction and will cost $\$ 5,500$.
of brick construction and wifl cost $\$ 5,500$.
Toronto.-Architect W. H. Martin, 126
iverdale avenue, has prepared plans for three three-storey brick stores and dwel lings, to be erected at 955-7 Pape avenue,
near Gerrard street, for Mr. J. B. Vick, 98 Riverdale avenue, at a cost of $\$ 6,000$ Hamilton, Ont.-The Mills Hardware Company will erect five stores, a central heating plant, and a stable a block in length, at a cost of $\$ 100,000$. Contractors for the inain portions of the work are: Howard \& Webbor, masonry; McKellar \& Poag, carpentering; Hamilton Steel and Iron Company, structural steel. Mr. Chas. Mills is the architect.
Hamilton, Ont-Messes. Hawkins \& Holt will bulld a pair of brick stores at the corner of Emerald and Barton streets. Collingwood, Ont.-Architect Philip C. Palin has prepared plans for a two-storey Palin has prepared plans or a two-storey brick store, with stone foundation, to
be erected for Mr. McKay, at a cost of be erect
$\$ 4,000$.

St. Thomas, Ont.-Tenders have been taken by the Bell Telephone Company, St. Thomas, for their proposed new ex change bullding on Talbot street. The plans call for a bullding two stories in struction will be commenced before May 1st.

Chesterville, Ont.-The departmental store of Saunders, Soule and Casselman,
Chesterville, which was recently destroyed lby fre, will be robullt. Proprietors of the business; Mr. O. D. Casselman and F. M. Saunders

Toronto.-The Cawthra Estate will erect a large building at the corner of Fonge and Richmond streets, on the expiration of the leases on the property, which are held by the Whatey Royce Company and Ambrose Kent, jeveler.
Peterborough, Ont.-Mr. J. J. Lundy will erect a three-storey building on his property on George street. It will be
of brick construction, 90 by 60 ft, the first floor to be used for store purposes the second floor for living apartment, and the third for public hall.

Toronto.-Messrs. Phippen Bros., 944 Pape avenue, Toronto, will erect a pair of two-storey brick stores and dwellings of two-storey brick stores and dwelings at the corner of Pape and
enue, at a cost of $\$ 5,000$.
Montreal.- Mr. C. E. Deakin, 11 St. Sacrament street, has taken out a permit Sacrament street, has taken out n permit
for offices for the $\mathbf{U}$. $S$. Finignation for offices for the U. S. W.
Agency, at a cost of $\$ 25,000$.
Montreat, P.q.-Architects Mitchell and Creighton. Inglis Bullding, have prepared plans for a five-storey building to be erected at the corner of St. Catherine and Alexander streets, for Mr. J. A. Jacobs, 171 St. James street. It will be
of steel or conerete construction, with of steel or concrete construction, with concrete foundation, terra cotta parti-
tions, gravel roof, concrete floors, firetions, gravel roof, concrete floors, fire-
proof interior finish, steam heating, pasproof interior finish, steam heating, pas'-
senger elevators and freight elevator senger elevators and freight elevator
(hydraulic), sidewalk lifts and sprinkler system.

Montreal, P.Q.-Architects Mitchell \& Crighton have awarded to Messrs. D. G. Loomis \& Sons the contract for the masonry and concrete for a new block of stores to be erected at the corner of St. Catherine and Alexander streets.
Montreal, P.Q.-A syndicate is sald to have obtalned an option on the Carsley property. St. James and Notre Dame streets, on which they may erect a tenstorey bullaing. Architect F. H. Kimbol of New York is reported to have prepared plans for the building. The syndicate has taken offices in the Inglis Building. St. Catherine street west, Montreal. Montreal, P.Q.-Southam, Limited, will erect a large office and store builaing at the corner of Guy and Streets. The building will be of brick construction, and will be equipped with steam heating and electric lighting. The steam heating portion of the buliding will be used for store purposes. While the upper floors will be divided into offices.
Winnlpeg.-It is reported that Mr. H. M. Millman is making arrangements for the erection of a large block on the corner of River avenue and Osborne street, ner of River avenue and used for banking the ground foor so
WInnlpeg, Man.-Archltect Fingland has prepared plans for a local syndicate, for prepared pians for a local section of a large steel at the corner of Portage avenue and Hargrave corner of Portage avenue and Hargrave
street. Mr. John Girvin. the general contractor, will commence at once the work of raz. It is expectea that the new on this site. It is expectea that the new building will be ready for occupation early next fall. Messrs. C. H. Enderton \& Co.
has prepared plans for a four-storey building to be erected at the corner. of Lombard and Rorie streets, for the Great West Life Assurance Co. The building will be 97 by 106 feet, will be fireproof, of steel frame and relnforced concrete construction, and will cost approximately 200,000.
Winnlpeg.-The contract for the struccural steel and cast Iron columns for the new storey $t$ be built on the $J$. Robinson Co.'s departmental store das been warded to the Vulcan Iron Works.
Winnipeg.-Mr. J. A. Glrvin has been awarded the contract for a new fireproof block to be erected at Portage and Har
Brandon Man M. C. F. Deo Whit
Brandon, Man.-Messrs. Geo. White \& office and storage building here.
Victoria, B.C.-The block of property on the N.W. corner of Broan and Johnson streets has been purchased by a syndicate of local Chinese merchants, the prin cipal shareholders in which are Lee Woy Lee Chung and Lee Yan Yew, all of whom are -uentified with the firm of Tal Yuen \& Co.. PJans have been pre pared ror a three storey brick store and office building, costing approximately 20,000 , to be erected on this site.
Victorla, 日.c.-Messrs. Lim Bang \& Company will erect a three-storey concrete and brick builuing on the east side of Government street, covering the entire ength of tne block from the corner of Herald to Chatham. Estimated cost 50,000. The structure will inclucue twelve stores; the two upper floors will be used is offices, and rooming apartments. Hooper \& Watkins are the architects.
Victoria, 3.C.-Messrs. W. S. Fraser \& Co., hardware merchants, corner Whart and Bastion Square, will erect a threestorey addition to their premises at a cost of $\$ 9,000$.
Victorla, B.C.-Architect D. C. Frame, Five Sisters' block, has arwarded to the Westholme Lumber Company the conWestholme Lumber company the con-
tract for the erection of a prick store tract for the erection of a orjek store
and creamery, on concrete foundation, on Broud street, for the Creamery Company. Broud street, for the Crea
Cost of bullding, $\$ 13,000$.

Victorla, B.C.-Messrs. Pemberton \& Sons, whose bu..dins was recent.s destroyed by fire, will rebuild at once Plans have been prepared lor a fourstorey building, with a depl.s of 87 feet
on Fort street, 160 feet on Broad street, on Fort street, 160 feet on Broad street, and 80 feet on Broughton street: it will be of brick (Ciayburn), concrete and steel construction, as nearly fireproof as pos-
sible. Two electric elevators, electric lighting, steam heating, elevators, electric will ibe installed. Estimatephone syste... G. Meske \& Company are the contractors Vancouver, B.C.-Architect A. C. Hope 336 Hastings street west, has awarded to Messrs. Bay.ies \& Horie, Davis Chambers, Hastings street, the contract for the erection of a three-storey brick store and apartment house 10 Mr. Joseph Reade Cost approximately $\$ 27,000$.
Vancouver, B.C.-General Manager Sperling, of the British Columo a Electric Rallway, has Invited plans for the erection of a new four-storey office buitding at the corner of Carrall and Hastings streets, the plans to be in the hands of the Company's management by Aprit 26 th .

Vancouver, B.C.-Messrs. C. S. Douglas and A. E. Thorley will erect a three-storey block on Granviue street, next to the Messris. Purdy \& Lonergan. The building Messrs. Purdy \& Lonergan. The building
will be of brick, with a glazed brick will be of brick, with a glazed brick
facade, and will cost $\$ 50,000$. Parr \& Fee facade, and will cos
are the arcasects.
re the arcasects.
Vancouver, B.C.-Plans lave been filed with the Bullding Inspectors, Vancouver. by John J. Holyor, architect, Vancouver. for a $\$ 75,000$ office building to be erected on Hastings street, opposite the Astor
Hotel, for a syndicate. The building will be elght storeys in heigis on freproof construction, with concrete floors, fireproof staimways, iron window trames and wire window glass. An elevator will be installed.

Vancouver, B.C.-Plans have been prepared by Architect Wilkle Allen, 614 brick bullding to be erected at the corner of Park Drive and William street, Grandview, for Mr. Harry Evans. Eistimated cost, $\$ 10,000$. The bullding will be of brick and concrete construction, and will have a frontage of 66 feet on Park

Drive, by about 70 feet on William street. The ground floor will be fitted up for three large stores, while the upper floo will be used for publle hall.

Vancouver, B.C.-Messrs. Crowe \& Wilson have hita plans preprared for a fourstorey business block to be bult on Hastings street.

Vancouver, B.C.-Arthitects Parr \& Fee have prepared plans for ia four-storey office buiding to be erected on Granville street, at the corner of Robson, for Mr: J. M. Cameron. It will be of brick construction, with foundation and basement walls of concrete. bisement floor of cement, galvanlzed irnil corntces, tatr athd sravel roor, wrought iron fire escapes, gal vanized iron skyllghts, electuic lighting.

Vancouver, B.C.-Mr. Willianl Frederick Gardiner will erect at six-siorey lrick block on Pender street. near Richards. fin Mr. H. D. Hutchinson.
Kamloops, B.C.-The city will in all probublity erect a new city hall, it esimated cost of $\$ 40,000$. It is proposed to ereet the buitaing just west of the site of the old Court House.
Moose Jaw, Sask.-Mr. T. H. Brayson will erect a two-stores building next to the Post Office. A business building will also be erected in this vicinity by Matthews-Ferguson Company:

Regina, Sasc.-It is stated that the Robert Simpson Comrany, of Toronto, will this summer erect a large departmental store at this plitce.

Prince Albert, Sask.-The Agnew Hardware Company will erect a new bullding to contain three stores.

Calgary, Alta.-Architects Dowler \& Michie have prepare. plans for a $\$ 65,000$ business building to be erected for Mr. business building to be erected for Mr.
A. J. Sames. It will be of concrete reA. J. Sames. It will be of concrete reinforced, with concrete foundation, tar and gravel roo., steam heating, electic lighting, enamel plumbing. Specifications include electric elevators and vaults.
Caigary, Alta.-Architects Dowler \& Michie have prepared plans for a two storey business block to be erected for Messrs. Mackay \& Dipple, at a cost of $\$ 9,000$. It will be of brick construction with stone foundationn, paroid roofing electric lighting, enamel plumbing.
Calgary, Alta.-Architects Dowler \& Michie anncunce that tenders will be re ceived after May 1 st for a two-storey business builaing to erected liere for Mr. G. S. Mackie, of Banff. It wial be two storeys In ....ght, 125 by wo feet, of brick construction, with paroid roofing steam heating, electric lighting, and wil be so constructed as to admit of two addi tional storeys being added.
Edmonton, Alta.-Architects Barnes \& Gibbs have awarded the following contracts for a store building to ibe erected for Mr. I. R. V. Carpenter; General con tract, MeSpoiran \& Co.; plumbing, Stand ard Plumbing Co. The building will be $t$ wo storeys in height, 40 by 30 feet, of
Edmonton, Alta, Mnd will cost $\$ 5.090$
Edimonton, Alta.-Messis. Fialier and erection of a $\$ 35.000$ business structure on Rice street.
Strathcona, Alta.一Messrs. A. H. Richards \& Company will erect a large store bullding in the near future.

## Banks

Hamilton, Ont.-It is stated that the Bank of Montreal will erect a new build ing at the corner of Victoria avenue and Barton street for its local branch.
Fredericton: N. B.-Architect $\underset{\text { F. Neil }}{ }$ Brodit, St. Joinn, N.B., is receiving tenders for a bank building to be erected here for the Bank of New Brunswick It will be two storeys in helght, of ston and concrete construction, with concrete toundation, pith and gravel roof, hot
water heating, electric lighting. onk interior finish.
Renfrew, Ont.-The Quebec Bank have purchased a site on which they will erect a bank building to cost $\$ 25,000$
Montreal.-Architects Ross \& Macfarane, 1 Belmont street, have awarded the following contracts for the erection of a bank builuing at the corner of Prince Arthur street and St. Lawrence Boulevard, for the Dominion Bank; Masonry and brickwork, Jas. Morrison; carpentry D. M. Long, rear $\mathbf{8 9}$ Windsor street.

Montreal.-Architect Kenneth G. Rea. ? Beaver Hall Square. has prepared plans
corner of Park avenue and St. Louis street for the Royal Bank.

Montreal.-Architects Marchand \& Haskell. 164 St. James street, have prepared plans for alterytions and extensions to the Bank National Buiding, St. James street.

## Clubs and Societies

Toronto.-Plans have been prepared by Architect E. J. Lennox, 164 Bay street, for the extension and improvement of Victoria Hall, Queen street east. The present bullding will be renovated, and litted up with steam lieating, and venthlating system and elevators. An addition Will also be bullt. Cost of work, $\$ 40,000$. Toronto.-Plans are under way for the estabismment of a Young Women's Catholic: Association and Guild. It is estimated that a suitable building could be erected for $\$ 25,000$. The project has received the endorsation of all the Catholic clergy.

West Toronto.-A new Masonic Temple will be erected shortly at this place. The proposed, building will be located next to the Carnegie Library, and designed on similar lines. President. Henry C. Fowler, Toronto; Secretary, A. B. Rice, West Toronto.

Hamilton, Ont.-The Building Committee of the Y.M.C.A. have approved of the plans prepared for thelr building. Tenders will be called for in the near future.
Kenora, Ont.-The Oadfellows of this place will erect a block to cost approxiately $\$ 15,000$.
Ottawa, Ont.-The Rideau Club has purchased the property adjoining, on building. The structure will have a stone front and will be four storeys in helght iront, and will be four storeys in height
H. C. Stone, Montreal, is the architect.

Winnipeg,-An organization is being formed under the name of "The River Heights Club, Limited," for the purpose Heights Club, Limited, for the purpose of erecting a club-house on the athletic
grounds on Godfrey street. The capital stounds on Godfrey street. stock the club is fixed at $\$ 80,000$. Arhitect's plans will at once be prepared. Arhitect's plans will at once be preparea, and construction commenced. so that the
bullding may be availabie this season. bullding may be available this season.
Hon. T. Mayne Daly, K.C., is president of the club.

Victoria, B.C.-The Pacific Club and adjoining builaings owned by F. B. Pemberton, which were recently destroyed by fire, entailing a loss of between $\$ 150,000$ and $\$ 200,000$, will be replaced by a fourstorey brick and stone building of larger dimensions, plans for which have been prepared.
Nelson, B.C.-The I.M.C.A. Will erect a three-storey and basement brick building at this place, to cost approximately $\$ 30,000$.

Victoria, B.C.-The F.M.C.A. propose to erect a building to cost $\$ 100,000$ at this place.

Prince Albert, Sask.-The Masons of Prince Albert purpose erecting a threestorey block to cost approximately $\$ 50,000$ towards whih the sum of $\$ 20,000$ has already been subscribed
Saskatoon, Sask.-The Y.M.C.A. has purchased the property on the corner o Twenty-second street and Third avenue for the purpose of erecting a large assoct ation building.

## Asylums and Hospitals

Toronto.-The following contracts have been awarded for the erection of the new wing for the Fome for Incurables, Dunn avenue: Masonry, John Aldridge \& Son carpentry. A. B. Coleman. 191 Dowling avenue; tiling, J. L. Vokes; steel, McGreg or \& McIntyre, i3 pearl street: painting F. E. Phillips. 49 Richmond street east leck roofing, Carey Roufing Company. 112 Bay street; slate and copper. A. B. Orms by \& Co.. Queen ana George streets;
plumbing. Purds, Mansell, Limited, 63 Albert street; plastering. R. C. Dancy, 171 Spadina Road. Estimated cost oi addi ion, $\$ 30,000$.
Toronto.-The following contracts have been awarded for the new Nurses' Home in connection with the Home for In curables. Dunn avenue: Masonry. $\mathbf{R}$ Hewitt \& Son, 60 Roncevalles avenue carpentry. John McKerracher; tiling, J. L Vokes \& Sons: steel, Toronto Iron Works Lawlor Building: painting. H. W. John ston, 209 Church street; plastering. R. C per. T. Matthews; plumblig. Purdy, Man-
sell, Limited, 63 Albert street. Estimated cost of building, $\$ 22,000$. Denison \& Stevenson, 20 IKing street west, are the architects.

Ottawa, Ont.-Tenders will be called in the near luture for the new consumptive hospital to be erected on a site on Carling avenue, near Holland avenue
Galt, Ont.-A by-law will be submitted to the ratepayers for the purpose of uuthorizing the expenditure of $\$ 20,000$ for an addition and improvements to the hospital.
Hamliton. Ont.-At a meeting of the City Council it was decided to grant $\$ 10,000$ for enlarging the Isolation hospital Brantford, Ont.-Mr. E. I. Cockshutt has donated to the city a site on which to erect the proposed tuberculosis hospital, which will cost $\$ 14,000$.
Peterboro, Ont,-The management of the House of Providence will ill all probability erect a new building to cost between $\$ 30,000$ and $\$ 35,000$. Application has been made to the City Council for assistance in maintaining the institution, and the matter will be taken up at a special meeting of the committee, at which Father McColl, the prometer of the project, will be present.
St. Catharlnes, Ont.-The Woman's
Auxiliary acting in conjunction with the provisional directors appointed by the City-Council, dave purchased the Colller homestead as a site for a tuberculosis sanitarium. The building at present on the property will be remodelled, and infirmaries built. The institution will be managed by the city.
Montreal.-Extensive alterations will be made to the Hotel Dieu hospital, and an additional storey erected.
Sherbrooke, P.Q.-Plans have been submitted to the Sherbrooke Protestant Hosmital Board for the remodelling and enpital Board for the remodeling and en-
largement of the hospital, to double its present capacity. Estimated cost of impresent capacity. E
provements, $\$ 15,000$.
Ninette, Man.-Final plans for the Provincial Sanatorium at Ninette will be prepared by Architect Wm. Bruce, Winnipeg. and lald before the Trustees. The first unit of the institution will probably have a capacity of sixty patients, and will consist of three buildings, an administrative building and two large pavilions.
Initial cost estimated at $\$ 39,600$. Dr. D . A. Stewart, Superintendent of the Sanitorlum.

Mlddiechurch, Man.-Plans are being prepared for the erection of an addition to the Home for the Aged, at a cost of $\$ 27,000$.

Coquitlan, B.C.-Tenders for the construction of the proposed hospital at the asylum farm will be called for by the Provincial Government at an early date. Dr. Doherty is the Asylum Superintendent.
Nelson, B.C.-At a meeting of the Kootenay Lake General Hospis the erection of a new hospital building. The Provincial Government has offered to give 50 per cent of any amount raised locally 50 per cent of any amount raised locally
for the erection of the building. President Hamilton Byers may be addressed. dent Hamilton Byers may be addressed. citizens the following were appointed to constitute a Provisional Board of Manconstitute a Provisional Board of Man-
agers regarding the erection of the proagers regarding the erection of the pro-
posed hospital at this place: Rev. Canon posed hospital at this place: Rev. Canon
Hinchlife, J, H. Ashwell. M. Murphy, and Hinchlifte, J. H. Ashwenting the city; and Reeve Kickbush, Councilhor P. H. Wilson. Reeve Kickbush, Councillor P. H. Wiso
ind A. B. McKenzie. from the country.
and $A$. B. McKenzie. from the country
Kamloops, B.c.-At a meeting of the
Kamloops, B.C.-At a meeting of the shareholders of the Royal inland fosp
it was deciuled to make application to the it was deciued to make application to the
Provinejal Govermment for a site of seven Provincial Govermment for a site of seveia
bares of land, batck of the Provincial icres of land, batck of the pirect the isolation hospltal; it may also serve as a slte for a new general hospital.
Regina, Sask.-The Health and Reller Committee have secured the adoption of their report providing for the erection of a permanent building on the hospital property, for tuberculosis patients. A. small office buhaing will also be erected. The plans as prepared by Meyer J. Sturn, will be revised by Story \& Von Egmond, who will also superintend the erection of the bullaling.

## Churches

Toronto.-Palmer and Gortiga have the contract for a one-storey brick church to

Je built at the corner of Yonge and Lawton avenue for the congregation of Chrlst Church, Deer Park. Symons \& Rae, 15 'roronto street, are the architect. The building will cost $\$ 20,000$.

Toronto.-Elgie and Page have the contract for a $\$ 40,000$ brick and stone church to be erected at Roncesvalles and Wright avenues for the Fern avenue Presbyterian congregation. Smith and Gemmell are the architects.
Toronto.-Architect E. J. Lennox, 164 Bay street. has prepared plans for the new St. Pitul's Anglican church. The building will liave a floor space of 14,000
square feet, seating capacity of 2,500 , and square feel, seating capacity of
will cost approximately $\$ 150,000$.

Toronto.-Mr. J. C. Eaton has donated to the Methodists in the vicinity of Avenue Road and St. Clair atenue it site at the corner of Forest Hill Road and St. Clair avenue, on which to erect a new church. A provisional board of trustees, compose - of the following, has been appodnted, viz. ; R. W. Eaton, E...ward Clark, George Dean, Thomas MHler, $G$. A. Walton and J. H. Stephens.

Ottawa, Ont-Plans have been mrepared for the new Methodist Church to be erected in Ottawa East.
Hamilton, Ont.-Architect Herbert H. New, 608 Spectator Building, has prepared plans for a $\$ 22,000$ church building to be erected in Hamilton for the Herkimer Baptist congregation. It will be of brick and cut stone construction, with
slate roof, steam heating, electric lightslate roof, steam heating, elec
ing, whitewood interior finish.
Ing, whitewood interior finish.
Hamilton, Ont.-The Gospel Tabernacle will in all probability be enlarged to ac. comodate 2,200 , its present seating capacity being 1,500 . Also an addition will be built to the rear of the church providing this property can be secured.

Peterboro, Ont.-Murray street Baptist congregation will in all probability erect a new church.
Peterboro, Ont,-Architects Simpson and Young, 17 Toronto street. Toronto. are preparing plans for the new church congregation. It will be of brick concongregation. It will be of orick conapproximately $\$ 2+000$.

Sudbury, Ont.-The congregation of the Presbyterjan Church, Sudbury. will in all Presbyterian Church, Sudbury. Will in all
probabllity erect a new edifice this suntproba

Brantford, Ont.-The congregation of the Park Baptist Ci..rell will enarge the basement under the church, and put in new class rooms, etc., att
several thousands of dollars.
several thousands of dollars.
Brantford, Ont.-The Colborne street Methodist church will be enlarged at a cost of approximately $\$ 14,000$.
Port Colborne, Ont.-Architects Gordon \& Helliwell, Confederation Lire Building, Toronto, have prepared plans for alterations to the Presbyterian Church, Port Colborne, at al cost of $\$ v .000$.

Gatt, Ont.-The congregation of the Methodist church will either build a new churcn. or en.irge the present structure.
Woodstock, Ont.-The local branch Salvation Army is contemplating the erection
of new building at it cost of approximately $\$ 5,000$.

Montreal.-Architect Jas. B. Adamson, Coristine Building. has prepared plans for the erection of a new structure to replace the erection of a new structure
the old Congregational church.
Cote du Lac. P.Q.-Architect Josepi $V$ enne, 402 Plessis street. Montreall, has prepared plans for the erection of a church at Coteau du Lac. P.Q. Rev. Faubert. Coteau du Lac, will receive tenders for the building.

Winnlpeg, Man.-The Bullding Committee of the Presbyterian congregation has ordered plans for a new church to be erected at the corner of Herbey and School streets.

Winnipeg, Man- The Central Congregational Cliurch is contemplating making an enlargement to their present structure this summer.
Winnipeg, Man.-Plans have beet prepared for a new Sunday School to be built for Augustine Presbyterian Church.
The building, winch will be of stone. will cost from $\$ 20.000$ to $\$ 25,000$. J. H. G. Russell is the architect.

Vancouver, B.C.-Architects Parr \& Fee have completed plans for the new Presbyterinn Church to be erected at the
corner of Tenth and Queber streets. The corner of Tenth and Quebec streets. The
building will be $\$ 6$ by $7 f$ feet. with basement walls of concrete with artificial
stone facings and superstructure of brick faced with pressed brlek, and artificlal stone trimmings.
Vancouver, B.C.-The Falrview Bapust Church will be removed to the corner of
Fifth avenue and Arbutus street, and enlargement made to the bullding.
Kamloops, B.C.-The Methodist Church Board is discussing the question of the erecting a new church, the present bullding to be used as a school-room.
Rocanville, Sask.-The Miethodist conRocanville, Sask.-The Methodist con-
gregation will erect a new church in the near future.
Muenster, Sask.-Tenders will le reeived by the undersigned up to 2 p.m. April 20th. for the erection of a frume church. 56 by 128 feet, for the Catholis consregation. Plans and specifications on
file at the office of Rev. Bruno Doerfier, file at
Pastor.
Prince Albert, Sask.-The Methodist congregation proposes to erect a new $\$ 40.000$ church this summer.
Edmonton. Alta.-A new church building will this year be erected on First street. at the corner of College avenue, by the Methodist congregation.

## Residences and Flats

Toronto.-Architect Chas. J. Gibson, 75 Yonge street, has awarded the following contracts for a two and a half storey brick residence to be erected on Dunvegan Road, near St. Clair avenue, for Mr. W. McLaughlin. 476 Huron street, at a cost of $\$ 10.000$ : Masonry, Elgie \& Page 21 Havelock street; carpentry, $P$. $B$ Manuel. Bloor street west; plumbing and heating, Bennett \& Wright. 72 Queen street east: painting and glazing. F. C. Davies; 213 Montrose avenue; electric wiring, R. A. L. Gray, 87 York street. well Confederation Life Building, have awarded the following contracts for a two and a half storey $\$ 8,000$ brick residence to be erected at 419 Bloor stree Masonry Balderston Bros. \& Hutchison carpentry work, David McMurr. 64 Hay: don St.: sheet metal work. G. M. Bryan, Ti24 Yonge street; plastering, Hanna $\mathcal{R}$ Helsoln, 271 Rusholme road: electric
wiring and plumbing. Keith \& Fitzsimwiring and plumbing. Keith \& Fitzsim-
mons. 111 King street west; painting and mons. 111 King street west; painting and
glazing, Gould $\approx$ Malcolm, 385 Givens stazins,
street.

Toronto.-Architect F. H. Ferbert, 65 Adelaide street east, has prepared plans for a two and a half storey residence and marage to be erected in Parkanle for Mr Geo. Rathbone. Heathcote avenue. Th building will be of stone construction with tile roof. hardwood interior finlsh open plumbing, and hot water heating It will cost $\$ 15.000$.
Toronto.-Architect F. H. Herbert, 65 Adelaide street east. will erect a threestorey store and apartment bullding on Queen street, near Church street. at a cost of $\$ 50,000$. The bullding will be of pressed brick and cut stone construotion. with steel and concrete partitlons, onen nlumbing, steam heating, electrlc lighting. iron store fronts, passenger elevator and telephone system.
Toronto.-Architects Langley and Howland. Bay and Richmond streets, have prepared plans for a three-storey brick street for Mrs. E. D. Y. Cohen, 147 Farn ham avenue.

Toronto.-Architect Leonard Foulds. 45 Victorla street, has prepared plans for a two and a half storey residence to be erected on Brunswick avenue, near Dupont street. for Dr. Slade, corner Queen and Bathurst streets. It will be of brick construction, moderniy equipped. and cost $\$ 5.000$.

Toronto.-Architects Eden Smith \& Son 199 Yonge street. have awarded the following contracts for a $\$ 9.900$ brick residence to be erected on Clarendon Cres cent. near Poplar Plains road, for Mr E. B. Walker, 199 Yonge street: Masonry.
T. Fussells: plumbing, J. T. Aggett, 180 Yonge street

Toronto.-Architects Simpson \& Younk. 17 Toronto street, have awarded the fol lowing contracts for a two and a half storey residence to be erected on Broadview avenue, for Mr. W. T. Harris, Harris Abbatoir Company: Masonry, Elgie \& Pare. 21 Havelock St.: carpentry. Jas. Mackenzie: painting and glazing. Jas. Casey, 33 Richmond street east; tile work Canada Plate Glass Co.: electric wirlng,
G. G. Tughon \& Co., 30 Oxford street: structural steel work; McGregor \& MneIntyre, 73 Pear. street; sheet metal work and roofing, Wm. Saulter, 115 Bay street. Estimated cost, $\$ 10,000$.
Toronto.-Architects Symons \& Rae. 10 Toronto street, have prepared plans for a four-storey apartment house to be builit on Madison avenue, for Mr. Henry Symons, K.C., 15 Toronto street. It will be of brick construction and cost $\$ 45,000$. Toronto.-Architect Jas. Thompson, 43 Victoria street, has prepared plans ior a Indian road near Howard Purk for Mr Smlth. Mr. Thompson has ilso completed pling for a brick residence to cost the same amount for Mr. C. Oliver, 13 Vic. same amount for Mril b. Gitreet, who will bilid on t,ynwood coria street, who will billd ont
avenue, near St. C.air avenuc.

Toronto.-Architect Jas. Thompson has prepared plans for a $\$ 4,000$ brick residence, to be built on Sidney street near
Cottingham street, for Mr. Geo. Bryan. Cottingham street,
43 Victoria street.

Toronto.-Architect J. 'Hunt Stanford, 34 Yonge street arcade, has prepared plans for a pair of semi-detached two and A half storey wwellings to be erected on Havelock street, near Hepbourne street. for Mr. Bishop. 523 Palmerston Boulevard. The building will be of brick construction, equipped with hot air heating, combination lighting, mantels, etc., ana will cost $\$ 5,500$.
Toronto:-Architect 3 . Hunt Stanford has prepared plans for three pairs of two-storey dwellings to be built on the west side of Concord avenue, near Hallam street, for Mr. R. McCauley, Burton avenue. The buildings will be of brick construction and will cost $\$ 9,000$.
Toronto.-Architect J. Hunt Stanford has prepared plans for a residence to be erected on Warren road, near Balmoral quenue, for Mr. Geo. A. Powell, 69 Howland avenue. It will be of brick construction and ccest $\$ 7,000$.
Toronto.-Architect J. Hunt Stanford has prepared plans for threc pairs of two-storey, semi-detached dwellings to be erected at the corner of Gladstone and Hallim street, for Messrs. Scott \& will be of brick construction and cost Will be
$\$ 11,000$.
Toronto.-Architect J. Hunt Stanfori has prepaled plans for a two and th haif stores brick dwelling to be erected on Lonsdale avenue. near Avenue road, for Mr. Botlaw, Markham street. Estimiated cost, $\$ 4,000$. Mr. Stanford has alsn de-
signed a $\$ 2.500$ brick dwelling for Mr. J. signed a $\$ 2.500$ brick dwell
Forsyth. 16 Jersey avenue.
.Toronto.-Architect J. Hunt Stanford has prepared plans for a palr of two and a. half storey brick dwellings to be erected on Farnham avenue. for Messrs. J. T. \& H. Hutson. 43 Victoria street. at a cost of $\$ 5.000$. Also a pair of two and a half storey brick dwellings to be erect ed on the corner of Farnham avenue and Gwan street: a pait of brlek dwellings to se erected at the corner of Woodlawn extension and Farnliam avenue: a palr of two and a hatif storey brlck dwellings to be erected on Firnnam avenue, for the satme party. to be bullt at a cost of $\$ 5,000$, $\$ 4,000$ and $\$ 5,000$ respectively. Al buildings will be equipped with mantels. combination lighting, open plumbing, hot wiater heating, etc.
Toronto.-Architect J. Hunt Stanfori bas prepared plans for a pair of two and halt storer dwellings to be erected on Shaw street. near College street. for Mrs Scott, 655 Shaw street. Cost $\$ 4,800$. It will be of brick construction, with open plumbing, hot air heating. combination jighting, staved columns, mantels and electric bells.
Toronto.-Architect .I. Hunt Stanford has prepared plans for three pairs of two and a half stores semi-detached dwellings to be erected on Hepbourne strcet. near Rusholme road, for Mr. I G. Kent, 34 Yonge street arcade. Est! mated cost $\$ 12,000$. The buildings wil be of brick construction. with slate and shingle roof, open plumbing, hot air heat ing. combination lighting. teaded glass.
Toronto.-Archtect J. H. Galloway, 7? Victoria street, has prepared plans for two and a half storey dwelling to be erected on High Park avenue, hest place The. for in. R. J. Bruce or that place The bullaings win be of brick cost 55,000 Mr. Galloway has also prepared plans
for seven detached two-storey brick dwellings to be erected on St. Clair avenue, near Yonge street, for Mr. T. P. Stewart. Richmond street east, at a cost of $\$ 20,000$. Toronto.-Architect J. H. Galloway has completed plians for it ivo anu a half storey dwelling to be erected on Lynnwood a venue, for Mr. T. P. Stewart, Richmond street, at be of brick construction with oak floors and interior finish, open with oak floors and interior hish, open plumbing. hot water heating, electric clothes chate.
Toronto.-Arehitect J. G. Wilson, 77 Victoria street, will erect a two and a Victoria street, will erect it wo and a
half storey residence to be erected in half storey residence to be erected in
Avenue road district, at a cost of $\$ 5,00 n$. Avenue road district, at a cost of wion roof, oak and pine interior finish, open plumbing, bot water heating, combination lighting, staved columns and electric bells.
Toronto.-Arehitect Ewart G. ivnson has drawn plans for a bungalow to be prected on Wheeler avenue, for Miss Logan, at a cost of $\$ 2,500$. It will be of brick construction, with open plumbing, hot air heating, combination lighting mantel and electric bells.
Toronto.-Architect E. G. Wilson has prepared plans for a parsonage to be erected on Simpson avenue, near Howland road, for Rev. W. E. Baker, 128 Victor avenue. It will be of brick construction, with slate roof, open plumbing, hot water heating, comb
electric bells.
lectric bells.
Toronto. Architects K. J. Edwards and Saunders (in trust), 16 Toronto street. have awarded the following contracts for a two and a half storey resiuence to be erected on Wilson avenue, near King street: Masonry, Moore and Stewart, 63 Augusta avenue; carpentry, Geo. H. Walters, Ossington avenue; sheet metal work, Lankin \& Son, 58 Lippincott street; painting and glazing, Robt. Morse, 61 Marlborough avenue; heating, John Ritchie Plumbing and Heating Co., 56 Adelaide street east; plumbing, A. F. Passmore, 428 Yonge street; electric wiring, i. B. Jacksonge Cost of building, $\$ 5,00$.
Toronto.-Architect Lewis Reld has prepared plans for a pair of two-storey dwellings on Follis avenue, near Euclid avenue, for Mr. Henry Carter, 716 Bloor street west. The buildings will be of brick construction, with slate roof, open lighting and electric bells. Cost of bullding. $\$ 4,000$.

Toronto.-The following contracts have been awarded for a three-storey apartment building to be erected on St . George street. Toronto, for Mrs. E. D. Y. Cohen,
147 Farnham avenue: Missonry, Small147 Farnham avenue: Masonry. Small-
wood Bros, 97 Clinton street: carpentry. wood Bros, 97 clinton street: carpentry.
Sim \& Smart, 372 Markham street; roofSim \& Smart, 372 Markham street; roofwest: painting and glazing. Taylor \& Co.. 9 Bloor street east; plastering, Hanna \& Nelson. 271 Rusholme road; plumbing and lieating. Purdy. Mansell Co., 63 Albert street: electric wiring. Rice. Graham \& Co.. Stair Bldg. Cost of building, $\$ 17,000$. Architects, Langley \& Howland, Bay \& Richmond streets.
Toronto.-Architect P. H. Finney, 43 Victoria street, has prepared pians for two detached two and a half storey dwellings on Major street, near Bloor street, for Mr. Geo. Phillips, 558 Huron street. The building will be of brick construction, modernly equipped, and cost $\$ 6,000$. Mr . Finney has also drawn plans for a $\$ 3,000$ brick residence to be erected on Hampton avenue, near Wolfrey street, for Mr. ton avenue, n.
A. Tambling.
Toronto--Architect' P. H. Finney has prepared plans for a two and a hall storey dwelling to he erected on Broadview avenue, near Danforth road, for W. W. Hillz, 758 Broadview avenue, at a cost
of $\$ 3,000$. It will be of brick construction. of $\$ 3,000$. It will be of brick construction,
with slate roof, open plumblng. hot air With slate roof, open plumbing, hot air
heating. combination lighting, mantels heating. combinat
Toronto--Architect P. H. Finney has prepared plans for three attached twostorey dwellings to be erected on Hampton avenue, near Wolrey street, for Mr. G. Tambling. 9 Simpson avenue. The bullaings wili be of roughcast construction, modernly equipped, and cost $\$ 4,000$. Mr. Finney has also prepared plans for three attached two-storey dwellings on Sorauren avenue, near College street, for Mr. F. W. J. Hili, 71 Adelaide street east.

The huilding will be of brick construction, with open plumbing, hot air heating, combination lighting, mantels and electric belis. Cost $\$ 3,000$.
Toronto.-Architect J. M. Cowan, 65 Adelaide street east, has prepared plans for a pair of two-storey dwellings to be erected on Brock avenue. near Bloor street, for Mr. John Boland, 470 Brock avenue. Estimated cost. $\$ 5,000$. The wilth stone foundation, felt construction slate roof, pine floors and interior finish, slate roof, pine floors and interior finish,
open plumbing. hot air heating, mantels open plumbing. I
and electric bells.

Toronto.-Architect B. A. Stockdate has prepared plans for a two and a hall storey brick dwelling to be erected on the east side of Dufferin street, south of Bloor street, for Mr. T. A. Hussey, 929 Dufferin street. Estimated cost $\$ 3,200$.
Toronto.-Architect Thomas Harris has prepared plans for a two and a half storey brick dwelling to be erected on Boustead avenue, near Indian road, for Mr. Robt. Ewing. 76 Boustead avenue. The building will cost $\$ \mathbf{3 , 0 0 0}$.
Toronto.-The Architectural Draughting Co.. 65 Yonge street arcade, have prepared plans for a two and a half storey near College street for Dr. Frace Slutter. buck, 596 College, street. it will be of brick construction and cost $\$ 3,500$. This frm has also prepared plans for a two and a half storey brick awelling to be and a half storey brick aivelling to be
erected on Vanhorne street. near Westmoreland avenue, for Mr. C. Cooper, Vanmoreland avenue, for Mr. C. Coo
horne street, at a cost of $\$ 2,800$.

Toronto.-Mr. R. Burkell. 318 Crawford street, Toronto. has awardea the follow ing contracts for a $\$ 5,000$ brick building to be erected at 94-6 Dovercourt road near Queen street: Masonry, Jas. Hicks, 144 Montrose avenue; carpentry, Mr Mason. Montrose avenue: plumbing and heating, W. G. Mimms, 562 College street
Toronto.-The following contracts have been let for a $\$ 3.500$ two and a half storey brick residence to be erected on Rusholme road, near Bloor street, for Mr. A. Brock Markham street: Masonry work. R. S. Scrinegour, 124 Concord avenue: carpentry, J. Pearson. 650 Brock avenue: plastering. L. Sparks, 148 Sackville street: plumbing, C. Hicks. ${ }^{741}$ Lansdowne avenue; painting, J. S. Bunkor, 106 Wallace avenue; heating. J. M. Hoit. ${ }^{21}$
Markham street; electric wiring, C. S . Markham strett; electric $W$
Anderson, 105 Borden street.
Toronto.-The following contracts have been awarded for a two-storey pair of been awarded for a two-storey pair of dwellings to be erected on Falrview av-
enue. near Bartlett avenue, for Mr. H. enue, near Bartlett avenue. for Mr. H.
E. Bell, 56 St . George street: Masonry. E. Bell, 56 St. George street: Masonry, Balderson en Hutchison, ${ }^{24}$ enve; carpentry. M. Yetman, 545 Conenue; carpentry, M. Yetman, 545 Con-
cord avenue. Geo. Harper, 61 Yonge cord avenue. Geo. Harper. 61 Yonge
street arcade, architect. street arcade, architect.
Toronto.-Mr. R. A. Shields, $2 \times 7$ Avenue road, will erect a pair of two-storey
brick dwellings on the wesi side of Sidbrick dwellings on the wesl side of Sid-
nev street, near Cottinghanı street, at a nev street, nea
cost of $\$ 4,000$.

Toronto. $\rightarrow$ Mr. J. J. Downey, 65 Georfrey street, will erect three pairs of twostorey brick dwellings on Lucas street, near Howard Park avenue. The buildings will be erected by day work, the owner supplying all materlals.

Toronto.-Mr. J. S. Case, Parkview Mansions, will erect two detached brick dwellings on Westminster avenue, near Roncesvalles avenue, at a cost of $\$ 8,000$. The bulldings will be erected by day work. the owner supplying all materials.
Toronto.-Mr. T. W. Murray, 41 Callander street, will erect a two and a halr
storey residence on the eist side of Instorey residence on the eilst side of indian road, near Howard Park avenue.
It will be of brick construction and cost it will
$\$ 4.500$.
Toronto.-Mr. Henry Martin, 283 Palmerston avenue, will erect two pairs and one detached brick dwellings on Endean avenue, near Jones avenue, at a cost of $\$ 6.800$. The owner will supply al mater
ials and erect building by day work.

Toronto.-Mr. Chas. Jolliffe, 419 Gladstone avenue, will erect a pair of two and a half storey dwellings on the east The bulldings will be of brick construcThe buildings $\quad$ rifli be
tion and cost $\$ 6.500$.

Toronto.-Mr. J. F. Peterkin, $43 \mathrm{Sin}-$ clair street, will erect two pairs of semjdetached two and a half storey brick dwellings on the west side of Brock av-
enue, near Bloor street, at a cost of $\$ 8,000$.
Toronto.-Mr. H. A. Marshall, 5 Carltorey brict wherect itwo ind a half Poplar Plains road and at the corner of enue, at a cost of $\$ 2,500$. The bullding will be erected by day work, the owner supplying all materials.
Toronto.-Mr. F. J. Cornell, Heyworth avenue, has veen awarded the general contract for a pair of two-storey dwellings to be erected on the west side of Curzon street, near Doel avenue, for Mr. Jas. Crothers, 144 Curzon street. The bulld.ng will be of brick construction and bulld.ng will be
Wychwood Park, Ont.-Architects Eden Smith \& Son, 199 Yonge street, Toronto. have awarded the following contracts for a two-storey residence to be erected in Wychwood Park, for Mr. E. E. A. DuVernet, 199 Yonge street: Masonry, N. E. McGregor, 243 Arthur street; carpentry, Robinson \& Wilson, 1123 Dufferin street; plastering. Hanna \& Nelson, 271 Rusholme road; painting and glazing. Hughes \& Co., 884 Yonge street; wiring, Jones $\mathcal{\&}$ zed iron, Douglas srothers west; galvanstreet west; plumbing, J. T. Aggett, 880 Yonge street.

Hamilton, Ont.-Alderman Cooper is negotiating for a site in the east end, on which he intends erecting six brick houses.
St. Catharines, Ont.-Architect Thomas H. Wiley has prepared plans for a dwelling to be ereoted on the "Martinale" of brick and frame construction with Georgia pine interior finish, electric lightng. open plumbing, mantels, etc.
Ottawa, Ont.-It is stated that the Hon. William Pugsley will erect a large apartment house on Vittoria street, near Bank street. The city has granted Mr. Pugsley permission to construct a tunnel under titoria street.
Eowmanville, Ont.-Architects Eden
Omith \& Son, 199 Yonge street, Toronto, have awarded the following contracts for in two-storey brick residence to be erected at Bowmanville, Ont., for Mr. J. W. Alexander, 199 Fonge street, Toronto Masonry, William Brock, Bowmanville carpentry, Chas. aseal, Bowmanville viring, Jones \& Moore, 296 Adelaide St W.. Toronto.

C̈reemore, Ont.-Architect Philip C. Palin, Collingwood, has prepared plans for a pressed brick dwelling to be erected n Creemore, for Mr. D. McArthur, at a cost of $\$ 3,000$.
London, Ont.-Architect Wm. G. Mur ray has prepared plans for a $\$ 5,000$ addi lon to residence of Mr. B. I. Smallman colborne street. It will be of brick, with tile roof, mantels, electrical work, plate glass, etc.
Montreal.-Architect $R$. Montgomery Redden, 8 Beaver Hall Square, has awarded to Messrs. Laird Paton \& Sons, Ltd. 485 St . James street, the general contract for the erection of a summer vesidence at Val Morin, P.Q., for Mr. Richard Griffin.
Montreal,-Architect Joseph Perrault 17 Place d'Armes Hill, has prepared plan for a block of apartment houses to be known as "Vlewmount Court."
Montreal.-Messrs. Gray \& Wighton, 7 Park avenue, have been awarded the genral contract for the erection of an Mr. Louis Rlcher
Montreal.-Architect Robt. Findlay, 10 Phillips Place, has prepared plans for a residence to be erected on Westmount wil hardwood floors and interlor slate roof plumbing hot water heating plumbing, hot water heating, electric Montreal.-Architect A. F. Dunlop, Lindsay Buliding, has awarded to Messrs Gray \& Wighton, 7 Park avenue, the con ract for the masonry and brickwork fo the erection of the Tatley Apartments on Lorne Crescent.
Montreal.-Arohitects E. \& W. S. Maxwell, 6 Beaver Fall Square, have prepared plans for a brick apartment house to be erected on St. Charles Borromee street, for Mr. Joseph BInnett.
Montreal.-Architect J. Seath Smith, 207 St. James street, Montreal, has prepared plans for an apartment house to be
erected on Mackay street, for Mr. R. C. Murphy.
Montreal.-Architects John James Brown \& Son, 207 St. James street, have awarded to Mr. Jas. Young, Outremont, the contract for the masonry and brick work, for the erection of the Melkie apartment house on Major street.
Montreal.-Mr. Joseph Boulack, 750A Boulevard St. Joseph, will erect an apartment building on St. Louis street, to cost $\$ 10,000$.
Montreal.-Mr. T. Dwyer, 13 Manufacturers street, will erect $\Omega$ residence on Durocher street. Outremont, at a cost of Duroc
85,000 .
Outremont, P.Q.-Mr. Joseph Attier. 62 Villeneuve street, will erect an $\$ 8,000$ brick apartment bullding.
Moncton, N.E.-Mr. P. M. LePlant has been awarded the contract for a house. to contain four dwellings, to be erected for Mr. A. S. Wartman, at a cost of $\$ 5.200$. The building will be of fram construction, with stone foundation,
shingle roof, warm air heating, electric shingle roof, warm air heating,
lighting. plumbing and mantels.
Winnipeg, Man.-Architect $V$. Worwood has prepared plans for a ten room brick residence to be erected at Amhers and Harvard stroets, for Mr. A. B. Stovel. Winnipeg, Man.-Mr. A. Kristmann wlli erect five houses on Victor street, to cost $\$ 15,000$, and four on Aiken street. near Machray, to cost 10,000 . Mi: ArnI Eggertson will erect fifteen houses on Victor street, this summer.
Winnipeg,-Architect Herbert B. Rugh has completed plans for a residence to be erected on Harvard avenue, for Mr . G. S. Robertson. It will be of brick veneer, with stone trimmings, and will cost $\$ 10,000$.
Winnipeg, Man.-Messrs. E. M. Counsell and W. W. Cross will erect a threestorey brick apartment block at the corner of Wardlaw avenue and Staftord street, at a cost of $\$ 45,000$. The first storey of the building will consist of stores. John D. Atchison is the archlect.
Winnipeg, Man.-Architect J. H. G. Russell has completed plans for a fourstorey apartment block to be erected on Edmonton street near Portage avenue or Messrs. J. Crichton \& Company. The building will be of brick construction and vill cost approximately $\$ 40,000$
Winnipeg, Man.-Architects Northwood Noftke, 26 Central Chambers, have finished plans for a $\$ 30,000$ apartment block to be erected for a syndicate on Spadina venue, at the end of Rose street.
Vancouver, B.C.-Architect W. F. Jones has prepared plans for a three-storey apartment house, to contain elghteen suites. Owners name withheld
Vancouver, B.C.-Architect Wilkie AIan, 614 Hastings street west, has prepared plans for a sixty-four suite apartment house, to be builit on Albornl street for an American company.
Vancouver, B.C.-Mr. Edward Hobson has prepared plans for a three-storey store and apartment building, to be erected at the corner of Smithe and Homer streets.
Vancouver, B.C.-Arohitect William Frederick Gardiner has prepared plans for a residence to be erected for Mr. W. D. Morrison.

Vancouver, B.C.-Architects Grant \& Henderson, Granville street, wlll erect large house and farage at Kitsilano for Mr. R. P. MeL,ennan.
Saskatoon. Sask.-Architect W. W. LaiChance. Saskatoon, has prepared plans Chance. Saskatoon, has prepared a $\$ 35.000$ brick ipartment house to for a $\$ 35,000$ brick apartment hin.
Indian Head, Sask.-A. M. Fraser, Indian Head, Sask.-A. Mi, Her a residence to be erected for W. J. Stevenson dence to be elected or also arge addition and C. J. idennox: also a large adian
Edmonton. Alta.-Archilects Barnes \&
Edmonton. Alta.-Architects Barnes
Glbbs
have atwatded to Messrs. McGlbbs have twatded to Messrs. McSpoiran \& Co. the general contract for a $\$ 3,900$ residence to be erect.
street for Mr. H. B. Spratt.

## Hotels

Toronto.-A number of American captallsts have practically secured a site on Yonge street, on which they propose to crect an eleven-storey hotel building to cost $\$ 1.500 .000$. The following are prominent in the undertaking: Mr. E. Clark King. manager of the Brighton Beach
H. H. Deyo and Mr. J. M. Smart, financlers of New York city. Plans for the building have been prepared.

Keewatin, Ont. Architect v. w. Horwood, Winnipeg, Man., has prepared plans for a large hotel to be erected at KeewatIn, Ont. Estimated cost, $\$ 40,000$. The hotel will be under the direction and ownership of the WInnipeg and Lake of the Woods Development Company, Ltd.
Montreal.-Mr. A. J. Higgins, of Higgins \& Cooper, lessees of the St. Lawrgins ence Hall, is endeavoring to promote a company to erect a ten-storey hotel bullding on Phillips Square, at cost of one mg on Phillion dollars
Sherbrooke, P.Q.—Architects White \& Foulds have prepared plans for a large Foulds have prepared plans for a large four-storey brick hotel to be erected at
the corner of Belvidere and Victoria the corner of Belvidere and Victoria
streets for Messrs. F. J. and W. F. streets for
Southwood.
Vancouver, B.C.-Plans thave been prepared by architect E. Stanlay Milton for if four-storey hotel to be erected on Westminster nvenue, between Harris and Barnard street. for the propiletors of the Sherman Hotel

## Opera Houses and Rinks

 Winnipeg, Man.-The Granite Curling ing according to plans prepared by Architect Herbert R. Rugh. The building will be of solld brick, and will cost $\$ 40,000$. WInnipeg, Man.-Plans have been prepared by Architects Smith \& Bruce for pared by Architects Smith \& Bruce for the construction of a theatre, with a seating eapacity of 1,000 to
## Fire Stations and Jails

Toronto.-The supplementary estimates provide for the sum of $\$ 150,000$ for the purchase of lands and the erection of bulldings, for the Provinclal prison.

Calgary, Alta.-The following estimites will be placed before the Clty Councll by the Board of Commissioners for new fire stations and equipment, viz.: Fire headquarters, with steel concrete floor, \$38,750: sub-station, Bankview; \$6.049; substation, Roverside, \$6,049; sub-station, Hillhur'st, $\$ 6,049$.

## Schools and Colleges

Berlin, Ont.-The School Board has decided to purchase the property at the corner of David and John streets, as a site for a central school for the advanced grades.
Chatham, Ont.-The Board of Educatton has authorized the Rullding Committee to engage an architect to prepare plans for the proposed addition to the Collegiate Institute at this place. Estimated cost, $\$ 15,000$.
Windsor, Ont.-The Board of Eaucation has decided to erect a four-room addition to the Colleglate Institute, at a cost of $\$ 15,000$.
Singhampton, Ont.-The town of Singhampton will erect a two-room brick school building. Estimated cost, $\$ 3.500$. Philip C. Palln, Collingwood, Ont., is the Philip C.
Stratford, Ont.-The City Council has approved the Public School Board's proapproved the Pubic schoor poards projected plan of erecting a four-r
tion to the Shakespeare School.

Dorchester, Ont.-Architect Wm. G. Murray. London, Ont., has prepared plans for a one-storey cement block school, to bected at Dorchester. Estimated cost. $\$ 4,000$.
Port Arthur, Ont.-Plans submitted by architects Simpson \& Young. 17 Toronto street. Tor or have bey accepled by the Board of Education. for the erection of a new Colleglate In
nasium to cost $\$ 65,000$.
nasium to cost $\$ 65,000$.
Sudbury, Ont. The Boara of Education Sudbury, Ont.-The Board of Education
propose to erect a new high school this sunimer
Orillia. Ont.-The Public School Board has under consideration the erection of an additional wing to the West Ward School, and the installation of a steam heating plant.

Dresden, Ont.-Architect J. W. Witson. of Chathom. has prepared pencll sketches of the proposed new $\$ 25,000$ school buslding to be erected at Dresden. Ont.

Montreal.-Plans for the new building to be erected for the Montreal Technleal School are on file at the office of W. J. White, secretary-treasurer. rilaing. Ten-
ders will be recolved up to moon, April 24th.
Montreal.-The Protestant Board of School Commissioners have decided to rebuild the Royal Arthur School, recently destroyed by fire.
Montreal.-Architect G. A. Monette, 97 st. James street, has prepared plans for the erection of a Girls School in Point St. Charles, for the Catholic School Com misstoners.
Notre Dame De Grace, P,Q.-Archltect G. A. Monette is preparing plans for a sehool to be erected at Notre Dame de Grace for the Catholic School Commissioners. The bullding will be of stone construction, with slate roof, maple floors, open plumbing, hot water heating, combination lighting, fire escapes and fireproof doors.
Hallfax, N.S.-The Clvic Flnance Committee will recommend to the city Council that the propenty bounded by Morris, Carleton. Sumner and College streets be sold to the Dalliousie University for the sum of $\$ 10,000$, as a site for their new bullding.
Moncton. N.B.- ${ }^{\text {gt }}$ th meeting of the school Board a motion was passed authorizing the Secretary to ask for estibullding.
St. John, N.B.-Architect F. Neil Broxle has prepared plans for a twostorey school bullalng. to be erected for the Catholic Blshop. The bullding will be of brick and stone construction, with concrete foundation, steam heating, pltch and gravel roof, plaster Interlor finish.
Winnlpeg, Man.-Work is to be commenced at once on the new addition to St. Mary's Academy. It wlll be four storles in height, of solld brick construc tion, and is estimated to cost $\$ 50,000$.
Minnedosa, Man.-The School Board has awarded to Mr. Fred. W. Mercer the school building. Contract price, $\$ 36,350$.
chool building. Contract price, $\$ 36,350$.
Vancouver, B.c.-The plans for the new brick High School. to we erected at the corner of Parker street and Cotton drive
have been completed by the School Board architect. Mr. A. C. Hope. EstImated cost, $\$ 40,000$
Kamloops, E.C.-New school buildings wIII be erected here as follows: One on J. Aditmson's property in the south ward. and one on Thos. Cooper's farm on Mc Kay road, in the north district.
Saskatoon, Sask.-Arclitect W. W. LaChance has prepared plans for a brick school building to be crected at a cost of $\$ 35,000$.
Saskatoon, Sask.-The trustees of the HIgh School Board. Saskntoon, have sel eted a property on what is known as the Loulse Grounds. as a site for the proposed new $\$ 100,000$ school.
Nutana, Sask.-The Nutana Schoo Board has accepted the plans prepared by architect W. W. LaChance, Snskatoun for the proposed new elght-room school bullaing to be ereoted at this place.
Edmonton, Alta.-The School Boaril have completed negollations for the milrchase of a site on which they will this summer erect a new high school building
Claresholm, Alta.-The School Boarr will erect an addition to thelr present school bullding at a cost of $\$ 15.000$. Ar chitects plans may be submitted on Brownlee. Claresholm, Alta.

## Civic Improvements

Toronto.-The Clty EngIneer has recommended the construction of the following pavements. viz.: Asphalts-Dufferin stree form Lindsey avenue to Bloor street 15.594: Van Horne street from Dover court road to Bartlett avenue. $\$ 6.134$ Frizzell avenue, from Pape avenue to Kis wick street. $\$ 3.611$; Foxbar road, frmm Avenue road to St. Clair. avenue, $\$ 6,981$ Fermanagh avenue, from Sorauren av enue to Roncesvalles avenue. 88.742 ; til ster street. from Bathurst street to Majn street. \$7,118. Asphalt Block-Shaw stret. from Bloor to Essex, $\$ 17,647$. Blt-ulthic-Grafton avenue.
valles to Triller, $\$ 3.380$.
Hamilton, Ont. -The Board, of Works has approved of estimates providing fin an expenditure of anproximately $\$ 140.000$ on road work, of which over $\$ 116.000$ will be used for pavement work.
Winnlpeg. Man.-The Clty will expend the sum of $\$ 1.113 .483$ on asphalt pavement this season.


MONTREAL'S NEW POLICE STATION...Continued from Page 41.
cther members stood aside in order that the Chairman should have his turn. Probably it was intended that way from the very inception of the project. Ex-Alderman Houle asked, when the site for No. I3 Station was purchased, that it be measured before the city accept it. Mr. Houle's amendment was lost, and evidently for a good reason. What public official would buy as blindly as this in a private deal? We do not know of one. And how was the city to protect itself in event of litigation with adjoining property holders without an accurate record of the size of the lot?

Another thing which looks decidedly "off color," is the fact that $\$ 1,500$ of the $\$ 2,500$ deposited by Mr. Aube with his tender, was refunded by the City Treasurer to Messrs. Proulx on an order from the Police Board. It is another evidence of official knowledge of the whole transaction. Messís. Proulx had no right to be. recognized in this manner at all. In the eyes of the city $\mathbf{M r}$. Aube was the general contractor. He was responsible for the execution of the work and the amount of his deposit should have been paid back to him or his depositor, and not to an apparent outsider.

Considering the mass of damaging evidence which has been gathered, what chance did an honest contractor have to secure the work? Absolutely none. Not with an official clique ready to subvert the interest of the city to their own private gain; not with an architect who would permit his professional reputation to be dragged into the mire of political corruption; nor with contractors who were willing to do dishonest work when the opportunity presented itself.

Can it be wondered at, in view of circumstances of this kind, that the honest architect and the honest builder, identified with a public improvement which is over and above board, is often subjected to an undeserving mistrust? Such a condition brings both the profession of architecture and the business of contracting, into disrepute. It is a case where the innocent as well as the guilty suffer, and that is wherein the greatest evil lies. No self respecting architect or one who has any regard for his profession; nor any builder who values his good name, or is desirous of promoting the interests of his craft, would permit himself in any way to become entangled in such a despicable and debasing piece of business.
"That therc is good and bad in all things," is a proverb that does not hold good in the case of Police Station 13. In its entire fabric and in the circumstances which led up to its erection, there is nothing but that which is absolutely putrid. It is hard to realize how it was ever permitted to be erected in view of the gross "skımping" which was carried on, and it certainly does not speak very highly for the vigilance of Montreal's Building Department. If a proper system of inspection had been maintained. these glaring defects could not have been possible. as even the most cursory examination would have shown that the structure was being put up rontrary to the plans and in direct violation of the building by-law.

After what has been brought to light in connection with this scandal, Montreal is perfectly justified in having a superstitious dread of Number Thirteen, and if a Royal Commission is appointed to further, protbe the charges, it will be found that its most baneful element is graft. Montreal is in need of some sort of exorcism, to drive away its evil spell. Just a purging of certain civic departments would undoubtedly prove efficacious. But the most unfortunate thing of the whole affair is, that Police Station No. 13 is so rotten in its construction, as to be entirely unht, even to incarcerate those who were responsible for its erection.

MEETING OF A.IC. AT TORONTO...-Question of Federation and Other Business Matters Taken Up. --Exhibition of Toronto Society of Architects. $\therefore$

THE ARCHITECTURAL INSTITUTE of Canada held a council meeting in the rooms of the Ontario Association of Arclitects, in Toronto, on April 6, at which a number of applications for membership were received and dealt with, and other busines; matters of the society taken up. A number of associates, fellows, honorary members, and corresponding members wore elected, and the vice-presidency, recently held by the late Maurice Perreault, was filled through the election oi Mr. J. G. Resther, of Montreal.

Mr. I. P. Hynes, of Toronto, gave an interesting adilress on Architectural Education, in which he contended that in true architectural education it was the aesthetis that should be developed, more than the scientific. He did not believe that it was at all possible that the educational standing of architects could properly be determined or regulated through legislation. Such could only examine in construction and sanitation. It would be impossible, as well as impracticable, to provide any examination that-would test a man's knowledge of art and design. He believed it, therefore, detrimental to the high ideals of the architectural profession, that any legislative standard should be enacted. Such licensing or registration, he claimed, would have the effect of developing science and not art in the profession, and that a man could not be an architect, and should not be qualified to use such a term. simply because he had qualified before an examination testing his scientific knowledge of construction.

While the significance of Mr. Hymes' remarks were fully appreciated by all those present, his views upon the question of licensing and registration, were by no means unanimously held by his hearers.

The architectural Institute met in the evening, in the: rooms of the Ontario Society of Architects, representatives of the various architectural bodies in Canada. for the purpose of determining upon some mutual arrangement whereby all architectural societies throughout the Dominion would become federated under one head (the Architectural Institute of Canada). While no definite action was taken. as a result of this mecting, it was valuable in so far as it gave each representative a complec: and fair understanding of the views of the various associations, and it will undoubtedly be the means of forming some equitable basis upon which this desired end may be attained.

A smoker was given at the galleries of the Ontario Socicty of Artists in the evening, and visiting members were entertained by a number of addresses on subjects pertaining to matters of interest to the profession. One of the splendid features of the evening was the exhibition of architectural drawings, exhibited in the gallery of the O.S.A. by the Toronto Soclety of Architects. This exhibition is held amually by the latter mentioned organization, and is yearly increasing in both the quality of the work exhibited and the interest manifested in the exhibi. tion by those interested in art and architecture. There were in all 326 exhibits, 221 of which belonged to the architectural section, and 105 to the Arts and Crafts. As an indication on the broad fellow feeling that exists among the various architectural organizations, it was to be noted that a very large number of the architectural drawings exhibited were loaned to the Toronto Society of Architects, by members of other architectural bodies. In view of the fact that this exhibition is carried on anuually. solely by the Toronto Society of Architects. this fact augurs much for the broadmindedness of sister associations.

The Toronto Chapter of the Ontario Association of Architects entertained the visiting members of the Architectural Institute of Canada at luncheon at the National

Club. Mr. Geo. W. Gouinlock, president of the O.A.A., occupied the chair. A large number of prominent architects from various portions of the country were present, and addresses were given by Messrs. A. F. Dunlop and J. S. Archibald of Montreal, and Mr. J. P. Hynes, of Toronto.

## T.S.A. SMOKER.

IN CONNECTION WITH THEIR annual exhibition. held in the galleries of the Ontario Society of Artists, the Toronto Society of Architects held its ammal At-Home on April 13, and its smoker on the evening of April 15. Both functions took place in the gallery of the Ontario Society of Artists. The smoker was not only unique, but proved to be a highly successful event. A very excellent programme was arranged, and everybody present seemed to throw off the garb of conventionality, and enter into the spirit of the evening with great zest. About two hundred guests were present, not one of whom but appeared to thoroughly enjoy himself. This type of entertainment, although not usually indulged in by architectural organizations, proved to be a highly pleasant innovation.

## THE LATE MR. HARRY D. WARREN.

MANY MEMBERS of the building fraternity will learn with profound regret of the death of Mr. Harry D. Warren, president and treasurer of the Gutta Percha and Rubber Manufacturing Company, Limited, of Toronto, which occurred at his residence, "Ked Gables," in Toronto, on March 5. Mr. Warren had been ill for sometime, and had undergone two operations, but his recovery was confidently looked for by his family and immediate friends.

Mr. Warren was born May 8, 1860, in Brooklyn, New York, being t.ie son of Dorman T. Warren, who is now a resident of New York Lity. His education was completed at Princeton University, after which he accepted a position with The Gutta Percha and Rubber Manufacturing Co., of New York. The company organized a selling agency in Canada, which was followed by the establishment of a branch factory at Toronto, the business of which, in 1887, was incorporated in Ontario as The Gutta Percha and Rubber Manufacturing Co. of Toronto, Limited. Mr. Warren had meanwnile gone to London to represent there the Otis Elevator Co., in which his father was a director, but in 1887 he returned to America, to accept the management of the Toronto business. In time the New York and Toronto companies became entirely rlistinct, and Mr. Warren became the head and guiding spirit of the Canadian company.

Mr. Warren was for several years a director of the Canadian Bank of Commerce, and associated in an official capacity with various otner companies and organizations. He was a member of the leading clubs of Toronto, Montreal, and Ottawa. For many years he occupied a high position in social and financial circles in Toronto, where he was most highly esteemed, and his death is a loss to the rubber industry generally, the city in which he lived, and the country in which he chose to make his home and in which his large interests were centered.

Mr. Warren was a member of St. Simon's Anglican church, and is survived by a widow and five children. His will provides that the business of the rubber company, in which he held a controlling interest, is to be continued as heretofore.

THE PROVINCIAL GOVERNMENT of British Columbia has appointed E. Cuddle. of Victoria, to the position of Supervising Architect of the Department of Publis Works. The position was recently created, and Mr. Cuddle will have charge of the preparation of plans for all public buildings.

BUILDING STATISTICS FOR MARCH.... Steady Increases Noted in All Sections of the Country. ---Twelve Cities Show Average Gain of 12750 per cent. .- No Indications of Let Up.

INSTEAD of there being any indication.of a let up in the building line, greater activity becames manifest as the season advances, and it seems no longer a question as to whether Canada will surpass all previous records, but more of a matter of speculation as to how great the gain will actually be on the year's work. Returns for March as supplied Construction from centers reflecting the situation in every section of the Dominion, show that not only has the month registered a material increase over the substantial gains made in the two preceding months, but that a remarkable building wave is sweeping over the entire country.

Of the fifteen cities reporting, twelve submit comparative figures which place the gain for the month at $\mathbf{1 2 7 . 1 2}$ per cent. over the corresponding period last year, while in no place, it is gratifying to note, has a decrease been recorded. One thing quite evident, in view of the volume of construction now being carried on, is that the money of the country has found its way back into the channels of trade and that loans for good prospective investments are much easier to negotiate than for some time past.

The biggest increase for the month ( 646 per cent.) is noted in the case of Winnipeg which so far this year show an expenditure of $\$ 1,059,000$ for new buildings as against $\$ 141,000$ for the same months of 1908 .

Peterboro has the second largest gain that of 294 per cent., and while the amount is small, it shows nevertheless that work undertaken was greatly in excess of that of the corresponding month of last year.

Edmonton, the only city in last month's table to show a falling off, has reasserted herself by recording a gain of 269 per cent., and Calgary has again come forward with an increase of 125,41 per cent., which is indeed remarkable in view of the high percentages this city has shown in the past four months.

Substantial gains are also noted in the case of Vancouver and Victoria which surpass last year's figures for March by 64.50 per cent. and 9.78 per cent., respectively. Both of these cities have shown a steady advance since the first of the year, and it is reported that at no previous time has there been as great an amount of work in immediate prospect.

A striking features of the month's report is the strong upward trend which prevailed throughout Ontario. Every city submitting comparative figures has more than doubled the amount in building operations, as compared to the month of March of last year.

Fort William's gain was 26.9 per cent.; Toronto 103 per cent.; Ottawa 106 per cent.; London 175 per cent.; Peterboro, as previously stated, 294 per cent.; and it is quite likely that equally as good a showing would have been recorded in the case of Windsor, Berlin and Kingston had comparative figures for the corresponding month

Continued on page 86.

|  | Permits issued for Mar. $: 909$. | Permits issu. ed for Mar. 1:08 | Increase per cent. | Decrease <br> per cent. |
| :---: | :---: | :---: | :---: | :---: |
| Berilin, Ont | 14,000 |  |  |  |
| Caldery. Alta.... | 179.390 | 42,100 57,020 | 126.41 232.15 | .... |
| Fort Whlinmont. | 50,000 | 15150 | 289.83 |  |
| Mallfax, N.S.. | 109,400 | 29,300 | 273.88 | $\ldots$ |
| Londion, Ont | 89,095 | 25,050 | 178.83 |  |
| Montraal. Qu | 378,278 | 197,883 |  |  |
| Ottawa, Ont | 144.176 | 69,776 | 108. |  |
| Potorbory, | 1,703.840 | 8a8, 130 | 294.1 |  |
| Yoronto, | - 798.760 | 485,565 | 84.50 |  |
| Viotoria. B.a... | 121.640 | 110,800 | 78 |  |
| Windmor, Ont ${ }^{\text {Winmines, }}$ | 851.700 | 114,100 | 84\%.4\% |  |
|  | 4,510,058 | 1,986,108 | 127.12 |  |

## SACKETT PLASTER BOARD.

ABUILDING COMMODITY which owing to its many meritorious features has much to commend it to architects and builders is Sackett Plaster Board. The universal recognition which this material has received since it was first introduced in IS9I, is perhaps the best evidence as to how well it meets the requirements for which it is intended.

Combining lathing and fireproofing in one material, and effecting economy and speed in construction, Sackett Plaster Board is adapted to every character of building from the largest commercial structure, apartment house, hotel, hospital, theatre, down to the very smallest type of cottage. The material itself consists of alternate layers of felt and plaster, made on special machines, $32 \times 36$ inches. It is nailed directly to furring and studding, of the ceiling, walls and partitions and can be applied in

half the time required to cover the same surface area with the ordinary lath.

By its use there is no warping or swelling joists and frame work as in the case where wet mortar is applied, and it forms a perfect adhesion with the finishing


Large head, 1 i inch $11!$ wire najls best abapted to SECURE SACKETT PdASTER BOARDS IN IVACE.
plaster which results in a smooth, permanent and highly satisfactory surface.

Illustrated herewith are three cuts showing a full size sectional view of the plaster board, the manner in which it is applied and the style of nails best suited to fasten it in place. These serve to give a good idea of the thickness and texture of the material and the expedious and thorough manner in which the work can be carried out. The plaster board can be cut to meet any requirement with an ordinary saw when necessary,


METHOD OF APPLYING SACKETT BOARDS TO WALLS AND CETLINGS.
or by scoring it with a lather's hatchet it can be broken on a straight edge.

Aside from being most desirable for walls, ceiling and partitions, it also possesses the virtue of acting as a most effective deadener, and when laid under the floor and roof renders a house warm, dry and vermin proof. It is also especially adapted as sheathing instead of lumber under the weather board and is extensively used for this purpose. In manufacturing plants it is used as an effective and economical covering for exposed wooden parts as a protection against fire and, owing to its non-conductive nature it is an cxcellent material for insulation in refrigerating plants.

Sackett Plaster Board is now supplied to the Canadian trade by the Stinson-Reeb Builders' Supply Company, Montreal, who have recently taken over the agency for the entire Dominion. This firm through its wide awake business methods have built up" a trade which make it one of the biggest factors in the building material line in Canada. Mr. Kennedy Stinson is a member of the executive board of the Canadian Cement and Concrete Association and one of the best known supply men in the field to-day.

Send for their booklet showing views of buildings in which Sackett Plaster Board has been used. Among the Canadian buildings illustrated are Renouf Building, Montreal; the Canadian Pacific Railway Company's buildings, Winnipeg; and the fine residence of Wm . Price, Quebec City.

NEW GREENING CATALOGUE. $\therefore \quad$.

T
HE FIRST OF A SERIES of illustrated catalogues, each on a separate line of goods mannfactured in the several departments of the $B$. Greening Wire Company, has come to hand, and is a mots comprelensive compilation of descriptions of wire screen-

## THE INCOMPARABLE "DAISY" HOT WATER BO/LER

THE "DAISY" is in every way a perfect boiler-a boiler in which the quality is high grade, the workmanship honest and skilful. Manufactured under the direction of competent engineers at a plant possessing the most ideal manufacturing facilities of any factory ever devoted to the production of a high grade water boiler. Every part is inspected before being assembled, and tested by experts before leaving the shop-a perfect boiler at a low figure.

The "DAISY" is the boiler to specify. The boiler to install. One upon which you can stake your reputation. A boiler that appeals to everyone who understands its merits. It possesses many improvements exclusively its own.

The "DAISY" excels for efficiency and economy. It has been tested under all conditions and proven "Unequalled" by the most prominent heating engineers and architects, and thousands of property owners.


The "DAISY" is the unapproachable pioneer of hot water boilers, 30,000 of which are in active service. Its name stands as a guarantee of perfection in hot water heating apparatus.

The "DAISY" has a reputation unequalled. It is Canada's best production in hot water boilers. It stands in a class by itself, often imitated, but never rivalled.

Architects should send us their plans. We will figure your heating. The services of our Engineering Department are at your disposal.

## CLUFF BROTHERS

LOMBARD ST. - - TORONTO
Selling Agents for
WARDEN, KING LIMITED
ing, wire cloth and perforated metal, manufactured by the above firm.

In appearance, this book is everything that could be desired, being an excellent example of the printers' art. To the user of these materials, this book will prove a very instructive and useful one. It is copiously illustrated, and has a number of tables of hard wire screening, showing the decimal of the wire and the weight of the finished articie. In wire cloth, tables are shown giving almost every possible mesh and weight in this material that is likely to be called for, from $3-4 \mathrm{in}$. to 90 mesh, together with the gauge of wire and the decimal size of the opening. Illustrations are given of wire cloth suitable for different purposes, such as milling, bolting, for threshing machines, sand machines, malt kiln floors, etc. The table of both brass and copper wire and further full tables and illustrations of perforated metals in steel, zinc, brass, copper, etc., are also given.

In the introductory pages, a half-tone is shown of the large complete plant of this firm, in Hamilton, and perhaps one of the most interesting half-tones in the booklet is that showing the four generations of Greenings that have been in the wire business as far back as the year 1799, and continuously up to the present date. A short sketch is given dealing with the history of the wire business, and the connection of the Greening family with this industry as far back as the year 1600 . This book, we may say again, is one of the most interesting, if not the most interesting and instructive, covering this branch of the wire goods industry that came to our notice, and it will be found a very convenient reference book for those either using, buying, or specifying screening, wire cloth ,or perforated metal. Any of our readers who desire one of these books, can procure same by addressing the B. Greening Wire Co., at Hamilton. The other books, taking up the other branches of the wire goods industry, will follow in due order.

## MECHANICS' SUPPLY COMPANY.

WE ARE PLEASED to draw our reader's attention to the attractive advertisement appearing in this lssue, of the Mechanics Supply Company. Quebec City, one of the largest jobbing concerns
ot its kind in Canada. This firm carries a most complete line of plumbing, heating, clectrical and mechanical supplies and appliances, and it is admirably equipped to nicet the requirements of the trade. A glance at the accompanying illustration will give a good idea of the number of employees the company now requires to look after its rapidly growing patronage.

The company solicits correspondence from any party constructing, remodeling or repairing houses. Their handsome illustrated booklet entitled "The Home Beautiful and Healthful" will be sent gratis to all interested parties.

## BUILDING STATISTICS FOR MARCH.-.Continued from Page 83.

of last year been submitted. From the manner in which Toronto is forging ahead, it looks very much as though her total valuation for new buildings this year will come close to the $\$ 16,000,000$ mark. Fort William also will undoubtedly have a much higher per cent. gain than ever before, while Ottawa will, in all probability, witness the greatest building year in her history.

In. Montreal everything is moving along in a most satis factory manner, the gain for the month of 90.34 per cent. following the marked increases in January and February indicating that the metropolis is enjoying a very material expansion.

Halifax gain of 273 per cent. also brings her conspicuously to the fore, and despite of the falling off experience in January, this city has almost trebled her figures on the season's work.

Reports from the various cities as to future work shows the outlook to be most propitious. Kingston reports "very bright"; London "excellent prospects for all classes of buildings"; Windsor "bright:" Fort William "very bright;" Berlin "good"; Edmonton "looks very bright"; Calgary "excellent, never looked better"; Winnipeg "bright"; while in Toronto, Halifax, Vancouver, and V'ictoria many large improvements are in imediate prospect.


## THE ENTIRE EQUIPMENT OF VAULT DOORS FOR THE ROYAL MINT OF GANADA WERE SUPPLIED AND INSTALLED BY US

Ask for our book illustrating recent Vault installations


Illustration shows the Vatelt in Coin Department, "which is one of three" located in the different depart


Our complete Catalogue of SAFES and VAULTS will be sent to persons interested upon request

## The Goldie \& McCulloch Co., Limited

GALT, ONTARIO, CANADA

## WESTERN BRANCH

248 McDermott Ave., Winnipeg, Man.

Ross 8 Greig, Montreal, Que.
B. C. AGENTS

Robt. Hamilton \& Co., Vancouver, B.C.

WE MAKE Wheelock Engines, Corliss Engines, Ideal Engines, Gas Engines and Producers, Piston Valve Saw Oatmeal Mill Machinery, Wood-Working Machinery, Transmission and Elevating Machinery, Safes, Vaults and Vand Dine Mory,


## Ghe LON

## Concrete Mixer

The London Cement Pressed Brick Machine


The London Automatic Continuous Batch Concrete Mixer, No. I
 and the machine will do the rest. This lualifil. i selling as fast as we can make it.

 :ll "ther: wombinet.

The London Concrete Block Machine Face-down, Combined, Adjustable Beats Everything in Competition




Showing Block Discharged


## The Little Giant Concrete Mixer

Municipalities and Contractors, if you mix concrete by hand you waste time and money.
 Thwor. Easy to operate, perfect mixing, large capacity and small price Satistartum suar-


The London Adjustable Sill, Step and Window Cap Mould



19 MARMORA ST.,


Banking Room—New Royal Bank Building, Toronto-Entire Interior Woodwork Furnished by Globe Furniture Co.-Messrs. Carrere \& Hastings and Eustace G. Bird. Associated Architects.

## The Globe Furniture Co., Limited

I
N the manufacture of fine hardwood interior finish for residences, banks, churches and other public buildings we endeavor to maintain a high standard in workmanship, material and finish. Our experience and erguipment justify the confidence of architects. We handle large contracts.

Otr Farmitiss :-Modern machinery and good workmen in brick factory of 90,000 feet floor space, protected by sprinkler system; and a million feet of thoroughly seasoned hardwoods always in stock.

Estmates Ferninhen Pbomphey.

Furniture and Fittings for Banks. Offices, Stores, Churches, Lodges, Schools

## THE GLOBE FURNTURE CO., Limited

Toronto Office: 90 Yonge St. PHONE MAIN 5944

Main Office and Factory : WALKERVILLE, ONT.

## DUNLOP HOSE



Hose for stand pipe attachments, fire hose, garden hose and hose for engineering and mechanical purposes.

Air brake hose, vacuum hose, steam pressure hose, and diver's hose. Hose for all purposes in all sizes and the quality guaranteed


Head Office and Rubber Works TORONTO

Branch Houses:

## Passenger and Freight ELEVATORS Any Style and Capacity

Our Customers Talk. So Do Our Competitors. But There's a Difference.

## READTHIS LETTER:

The Parkin Elevator Co., Limited
Hespeler, Ont.
We received from you a horizontal Hydraulic Elevator about two years ago.
This machine is really working better to-day than ever before. We are thoroughly satisfied with same and it has never given us any trouble, and people who ride on it remark that we must have the best elevator in the City.

Any references required may be sent to me and you can be assured that they will get a good recommend.

## We Also Manufacture <br> 

See What Our Customers Say About Them :

```
THEY LIKETHESTYLE
Roman Catholic Separate School Board, Stratford.
Stratford, Ont., Sept. 29, 1903
```

Messrs. The Parkin Elevator Co.,
Hespeler, Ont.
Gentemen,-
The fire escapes that you have installed on the R. C. Separate School Building for us are very satisfactory. We like the style of fire escape, and we also desire to express our thorough satisfaction with the workmanship connected w.th the mantuacture of them

We consider that we have one of the finest fire escapes ever installed on any public build ing in Canada, and it will give us much pleasure to recommend your work to anyone who may be in need of a fire escape.

The Board are very much pleased that they placed the order with you, and wish you every success in your business.

## LUMBER

We do a general Planing Mill business and handle all kinds of lumber, but our specialty in the Mill end of our business is - INTERIOR FITTINGS OF EVERY DESCRIPTIONIncluding furniture made to onder, for Steamships, Banks, etc. We keep a large stock of KILN DRIED HARD WOODS ready for prompt shipment. $\quad$ - $\quad$ - Get our prices.

Gold Medal Furniture Manufacturing Co., Limited, Toronto


## "Galt" Steel Skylights <br> Indisputably superior to warping, inflammable

 wooden constructions.Are strong but not heavy. Are unaffected by cxtrome heat or cold and are absolutely zeater-tight. When glazed with our wiredglass are fircproof. "All shapes and sizes."
Catalog and prices on request.
The Galt Art Metal Co.
GALT $=\stackrel{\text { LIMITED }}{-}$ ONTARIO
Toronto, - W. D. Beath \& Son

# THE EXCELSIOR CONSTRUCTING AND PAVING CO., LIMITED 

48 YONGE STREET ARCADE, - TORONTO GENERAL CONSTRUCTION WORK


Read what a satisfied customer has to say of the ADMIRAL:
Record Foundry \& Machine Co.,
52 Colborne street, Toronto.
Gentlemen:-
l respectfully give answer to your favor of the 12 th inst, concerning the No. 47 Admiral
Furnace installed by Messrs. Simmons Bros., of this city, at my residence, No. 23 Mack street.
I beg to say that the Furnace gives entire satisfaction, and no praise of mine can
possibly convey how well satisfied my wife and myself are with this Admiral Furnace. The
house is not by any means an easy one to heat, having three flats, and rooms so arranged
and works like a charm.
that equal distribution of heat is difficult, but the Admiral Furnace has mastered all difficulties
During the past month of unusually severe weather this Furnace has done more than we
could expect. The consumption of coal is very small for the heat it throws through all parts
of the house. No Furnace that l have yet seen equals this, so far as I am able to judge. It
also burns the coal thoroughly and uniformly, and the ashes require little if any sifting.
Yours respectfully,
(Signed) J. H. METCALFE,
Kingston, Ont.

## Record Foundry 8 Machine Co. <br> Montreal, Que. <br> Moncton, N.B.



ARCHITECTURAL
RELIEF
DECORATIONS
Illustrated Catalogue on application.
Modelling and detail.
W. J. HYNES

16 Gould Street.
TORONTO
Phone Main 1609

## DAVID McGILL <br> BUILDING MATERIALS

MISSISQUOI MARBLE CO., LTD. DUPLEX HANGER CO.
HENNEBIQUE CONSTRUCTION CO. BATH STONE FIRMS, LIMITED. DON VALLEY BAICK WORKS. SAYRE \& FISHER CO.
SAYRE \& FISHER CO.
LUDOWICI-celadon co.

ROBERT BROWN \& SON, LIMITED RUTLAND FIRE CLAY CO. HENRY HOPE \& SONS, LIMITED.
Catalogues, Samples and Quotations on Application
MERCHANTS BANK CHAMBERS, MONTREAL - TELEPHONE MAIN 1200

## EUGENE DIETZGEN CO., Limited



Drawing and Tracing Papers, Tracing Cloths. "Perfect" Profile and Cross Section Papers; Blue, Black and Van Dyke Print Papers and Cloths-freshly prepared for each order.

## Mathematical and Surveying Instruments <br> ALI SPECIAL GOODS

Blue and Black Printing a specialty. Largest electrically equipped plant on the continent Complete Catalogue and Sample Papers sent on application.

10 and $10 \frac{1}{2}$ Shuter Street
$=-\quad=\quad-$ TORONTO, CANADA


THE HADSEL IS A NON-TILTING BATCH MIXER.
It was designed by a concrete engineer and contractor of practical experience-. not with the idea of "getting up something new" but to start where other designers stopped, and to overcome the weak points of the batch mixers of other makes which has caused trouble and delay on contracts which he had, or which came under his observation.

Write for Particulars.

## The Rogers Supply Co.

## Cement and Stone

Stone for Tireproof, Sidewalk


# DOMINION BRIDGE CO., LTD., MONTREAL, P. Q. BRIDGES <br> TURNTABLES, ROOF TRUSSES STEEL BUILDINGS <br> Electric and Hand Power CRANES Structural METAL WORK of all kinds <br> BEAMS, CHANNELS, ANGLES, PLATES, ETC., IN STOCK 

## Structural Steel for Quick Delivery

We carry in stock at Montreal 5,000 tons of Structural Shapes and are in a position to make quick shipment of either plain or riveted material for

## BRIDGES, ROOF TRUSSES

Columns - Girders - Beams
Towers and Tanks
Penstocks

ESTIMATES FURNISHED PROMPTLY
Capacity 18,000 Tons Annually

## Structural Steel Co.,

 $\underset{\substack{\text { Mait Ofice } \\ \text { and } \\ \text { Works }}}{ }$ MONTREAL| $1)$ | - - |
| :---: | :---: |
| TANKS | TRUSSES |
| STANDPIPES | GIRDERS |
| WATERTOWERS | BEAMS |
| BLAST | COLUMNS |
| FURNACES | and |
| and | ALL KINDS |
| IRON and STEEL | OF |
| PLATE WORK | STRUCTURAL |
| OF | STEEL |
| ALL | and |
| DESCRIPTIONS | IRON WORK |

Estimates and Designs Furnished on Application


THE KENT COMPANY, Limited, of Montreal, has recently been formed to carry on business in Canada to supply and install

## Ice Making and Reirigerating Machinery for all purposes

This company will also take over the business in Canada of the

## Armstrong Cork Company

dealing in their well known

## Cork Board Insulation

which is acknowledged to be the very best for cold storage insulation.

The management of the company will be in charge of MR. W. G. KENT, who has had a wide experience in the Refrigerating business in Canada.

Any interested in Ice making and Refrigerating Machinery, Supplies or Cold Storage Insulation are requested to communicate with us, and we will gladly furnish them with catalogues and further particulars.

## The Kent Company, Limited

425-426 Coristine Building, St Nicholas St.
MONTREAL

## Send Us Your Plans and Specifications

## GETOUR PRICES 0 N

Cast Iron Columns, Cast Iron Door Posts,

Cast Iron Window Frames and General Foundry Work hilh-grade castings Low prices prompt delveries

## L.H.Gaudry \& Company,Limited

 importersQuebec
Montreal
Halifax
76 ST. PETER ST.
CORISTINE BUILDING ROY BUILDING

## The SMITH Marble \& Construction Co.

We are Equipped to Handle Your Work Promptly in

Marble, Tile, Slate, Marble Mosaic, Ceramics, and Terrazzo

Estimates and Samples Furnished on Application

## 458 Bleury Street MONTREAL, Que.




## SHEET METAL BUILDING MATERIALS

Cornices, Skylights, Ventilators, Finials.
Corrugated Iron, straight or curved. Metallic Shingles, Siding, Ceiling and Lath.
Fireproof Windows, Shutters and Doors.
Pressed Zinc Ornaments.
WhITE FOR CATALOGUE AND QUOTATIONS
RELIABLEGOODSONLY. NO CHEAP TRASH.

THE METALLIC ROOFING CO. LIMITED
Manufacturers TORONTO and WINNIPEG
(a) Regularly inspectedand labeled under the supervision of Underwritets' Iaboratories. ( Inc.)
(b) Inspected by Inderwriters' Laboratories (Inc.) under the direction of the National Board of Iire Underwriters.
(c) Inchuded in the list of approved Electrical Fintings issued by the Vinderwriters' National Electric Association.
(d) Inspected and labeled under the direction of the linderwriters' Laboratories. (Inc.) National Board of lire Cuderwriters, by the Underwriters' National Filectric Association after exhanstive lests by the Underwriters' , aboratories and approved for use.

## CONDUITS COMPANY, Limited

Toromto Momtreall


CHAMBERLIN METAL WEATHER STRIP

NO RUBBER
NO FELT No wood

INVISIBLE
INDESTRUCTIBLE FUEL SAVING

ENDORSED BY LEADING ARCHITECTS AND BUILDERS.
ESTIMATES FURNISHEDON REQUEST CHAMBERLIN METAL WEATHER STRIP CO., LIMITED Kingsville, Ont.

Phone M. 4319
385 Yonge St., Tononto


REMOVALNOTICE
May 1st we will move to our new 6-Storey Warehouse at
40 QUEEN STREET EAST

| Nowoet Dosisns in <br> Builders' <br> Hardware |
| :---: |


| SEE US FOR |  |
| :---: | :---: |
| Latest Ideas <br> in TOOLS | Constructional <br> Hardware |

THE VOKES HARDWARE CO., Limited, TORONTO (Established 1885)

## GOOD LUCK BRAND <br> LINING PAPER

Is One of the Best on the Canadian Market Specify Same and You Will Agree With Us MANUFACTURED BY
LOCKERBY \& McCOMB

OFFICE
65 Shannon St.
MONTREAL, P.Q.
FACTORY 144 Ann St.

## REID \& BROWN

STRUCTURAL STEEL CONTRACTORS ARCHITECTURAL AND MACHINERY CASTINGS, AND BUILDERS' IRONWORK

Roof Trusses, - Fire Escapes, - Iron Stairs, - Sidewalk Doore, - Etc. Cast Inon Post Caps, Bases, Etc.
Steel Beams, Channels, Angles, Plates, Column Sections, Eto., always in 8took.
Canadian Mfg. of THE ERNSTAUTOMOBILETURNTABLE
OFFICE AND WORKS:
Phones: M2341
63 Esplanade E., TORONTO, ONT.

## 羢. ff. Aartnell, JBuilding Wupplies, 㘹c.

FINE PRESSED BRICK, all colors, dry pressed, plastic and plastic repressed.
ENAMELLED BRICK, all colors. FIRE BRICK. COMMON BRICK.
TERRA COTTA FIREPROOFING and PARTITION BLOCKS (High Grade.)
FINE BUILDING STONES, Canadian, American, English and French. PARKER'S STEEL COkNER BEAD. R. I. W. DAMP RESISTING PAINTS. CEMENT FILLER and CEMENT FLOOR PAINTS. CONCRETE MIXERS, Etc.
$157 \mathfrak{W t}$. Fames $\mathfrak{w t r e e t}=\quad$ ITSontreal


Proposition No. 3 HERRINGBONE LATH Takes the Least Plaster lath with twisted filaments. The flat side is presented toward the thrust of the trowel instead of the edge. 'Nuf said on that point.

The filaments that cross the line of stroke of the trowel are the ones that scratch off the plaster. Herringbone has the advantage here, about five to one. 'Nuf said on that point, too.

You pay for the plaster that goes through and falls off. THEREFORE USE HERRINGBONE CLARENCE W. NOBLE

General Sales Agent
117 Home Life Bldg., TORONTO
Metal Shingle \& Siding Co., Manufacturers



And you spread it with the filament twisted flatwise.

## ART STONE

## THE CANADIAN ART STONE COMPANY, LIMITED PRICE STREET, TORONTO

The Linde British Refrigeration Co., Limited, of Canada Head Office . - Montreal, P. Q.<br>MANUFACTURERS OF<br>REFRIGERATING and ICE-MAKING MACHINERY<br>тов<br>Abattoirs, Packing Houses, Cold Stores, Hotels, Breweries, Restaurants, Creameries, Dairies, etc.<br>NEARLY 7,000 MACHINES INSTALLED<br>WRITE FOR CATALOGUE



## SPECIAL NOTICE!

The VULCAN PORTLAND CEMENT CO. has published a handsomely illustrated sixty page book:

## "Portland Cement Sidewalk Construction"

This is one of the most practical and comprehensive books of its kind ever written, and should be in the hands of wery City Engineer, Archi= tect, Paving Contractor, Property Owner, and in fact everybody who might be interested in laying concrete sidewalks, as it rontains not only romplete sperifications, but also momerous illustrations of work laid all over the continent, showing varions failures, their amses, how to avoid them, ate., ete. Write to-day and get one POSTIDAID FREE.

## WM. G. HARTRANFT CEMENT CO., LImited

MONTREAL, P.Q.

[^0]THE OLD RELIABLE


THE CANADIAN STANDARD

## STAR PORTLAND CEMENT

The Oldest and Highest Grade of Canadian Artificial Portland Cement Made.
STAR has been used during the past twenty years more widely and more largely than any other single brand, either domestic or foreign, in the best classes of hydraulic and other structural work throughout the Dominion.

EVERY BARREL GUARANTEED
THE CANADIAN PORTLAND CEMENT CO.,.,mmo Telephone Main 2046 502 Temple Building TORONTO

## The Western Canada Cement \& Coal Company <br> EXSHAW - - ALBERTA



## Manufacturers of PORTEANTD CEMMETT

of Very Highest Quality. (Every Barrel Guaranteed).
The largest producers in Canada, we are in a position to accept and can deliver large orders promptly and without fail.
"EXSHAW BRAND"



## "Maltese Cross" Interlocking Rubber Tiling

THE IDEAL FLOOR COVERING
Needs no special foundation, and is the most durable floor that can be laid. Made in a variety of soft, rich colors that will harmonize with any surroundings.

Manufactured in Canada solely by


OF TORON'TO, IIMITED HEAD OFFICES :
47 YONGE ST., TORONTO, CANADA
bRANCIIES:--Montreal, Winnipeg, Calgary, Vancouver

|  | U M | R |
| :---: | :---: | :---: |
| S | PINE |  |
| $\mathrm{s}$ | HEMLOCK | A |
|  | SPRUCE | S |
| $\mathrm{s}$ | QUART | H |
| \& | WHITE and RED |  |
| $\mathrm{D}$ | ASH and MAPL | D |
| $0$ |  |  |
| $0$ | L. A. DeLaplante, Ltd. | 0 |
| $\mathrm{R}$ | East toronto | R |
|  | Beatat 23. | - S |
|  | U M B E | R |

KERR


RADIATOR VALVES
for Hot Water and Steam, are "Classy"
Valves for High= Class Heating.

## $\overline{\underline{Z}}$

Specify them and make sure of a good job.

THE KERR ENGINE CO. limited
Valve and Hydrant Manufacturers WALKERVILLE, ONTARIO


## SHELDON PROPELLOR FAN

Sheldon Dise and Propellor Fans are manufactutred in all sizes from is to 84 inches in diameter, and each size can be furnished in seven different types to suit various locations.

Sheldon Fans will noisclessly exhaust a larger volume of air with a less power consumption than any other make.
Bulletin No. 50 tells all about them.

## SHELDONS LIMITED <br> GALT <br> CANADA




##  ARCAIIECTVRA: SPECIICAIIONS

AIR WASHERS AND HUMIDIFERS.
Shekhons, limited.
ARCHITECTURAL BRONZE AND
BRASS WORK.
Drnnis Wire and Iron Works Co., limited.
ARCHITECTURAL IRON.
Canadian Ornamental Iron Co.
Canadian Omamental ron Co.
bemnis Wire and lron Works Co
Gaudry \& . o., L. H.
Gatudry \& wo., L. M.
Francis Hyde \& Company.
Metallic Roofing Co. of Canada.
The Pedtar Peonle.
ARCHITECTURAL STUCCO RELIEF. W. J. Hynes.

ARTIFICIAL STONE.
The Canadian Art Stone Co., Limited
T:.: Roman Stone Co., limited.
Francis Hyde \& Co.
ASBESTOS PRODUCTS.
A. B. Ormsby, Limited.
BANK AND OFFICE FITTINGS.

Canadian Office \& School Furniture Co.
BANK AND OFFICE RAILINGS.
Dennis Wire and Iron Works Co., Limited.
BANK AND OFFICE WINDOW BLINDS. K. Greening Wire Co., Limited.

Dennis Wire and Iron Works Co., Limited.
BATH ROOM FITTINGS.
Standard Ideal Co.
Somerville, Limited.
James Robertson Co, Limited
BELTING.
Dunlop Tire and Rubber Co., Lamited.
Guta Percha \& Rubber Mfg. Co., OWERS.
BLOWERS. Limited
ELOW AND VENT PIPING.
Metal Roofing Co., Limited.
Metal Shingle \& Siding Co.
A. B. Ormsby, Limited.

The Pedlar People.
BOILERS.
Cluff Bros.
Warden King, Limited,
Dominion Radiator Co., Limited
Taylor-Forbes.
Clare Bros.
Somerville, Limited.
Berg Machincry Mfg, Co., Limited. Goldie \& McCulloch Co., Limited.
BRASS WORKS.
Somerville, Iimited.
James Robertson, Limited.
Kerr Engine Company
BRICK AND TERRA COTTA.
E. F. Dartnell.

Don Valley Brick Works
David MeGill.
Port Credit Brick Co.
Stinson Reeb Builders' Supply Co.
Ltd.
Franels Hyde \& Company.
EUILDERS.
Clarke $\mathcal{\&}$ Monds.
Jis. C. Claxton $\&$ son.
Fred Holmes \& Sons.
Metcalf Engineering, Limited.
C. W. Noble.

Pitt \& Robinson.
BUILDING PAPER AND FELTS.
Lockerby \& McCoomb. Limited.
The Pedlar People.
CAPS FOR COLUMNS AND PILAS-
TERS.
W. J. Hynes.

London Concrete
The Pedlar People.
CAST IRON COLUMNS.
Vokes Hardware Co .
Gaudry $\&$ Co., L. H
Dennis Wire and Iron Works Co.,
Limited.
The Pedlar People.

CELLAR DOORS.
EMENT.
Canatan Portland Cement Co., Limited.
E. F. Dartnell.

Vulcan Portland Cement Co., Ltd. Thr Lakkefield Portland Cement Co., Ifmited.
Owen Sound Portand Cement Co.
David McGill.
Francis Hyde \& Company.
Stinson Reeb Builders Supply Co
Stinson Reeb Builders' Supply Co.
Rogers Supply Co.
Rogers Supply Co.
Leigh Portland Cement Co., Limited.
Thorn Cement Company.
Whoru Cement Company. \& Coal Co.
CHIMNEY CONSTRUCTION.
Eadie-Douglas Cu.
CHURCH FURNITURE.
Gold Medal Furnit ire Mfg. Co.
Canadian Office \& School Furniture
Co.
COLD STORAGE \& REFRIGERATOR INSULATION.
kent Company. Limited.
CONCRETE CONSTRUCTION (ReInforced).
Clarke $\&$ Monds
Jas. C. Claxtom \& som
Fxpanded Metal \& Fireproofing Co.
Metealf Engineering, Limited.
The Pedtar Ireople.
Trussed Concrete Steel Co
CONDUITS.
Conduits Co., Limited.
Francis Hyde \& Company.
The Pediar People.
CORK BOARD.
CORNER Company, Limited.
CORNER BEADS.
The Plar People
CUT STONE CONTRACTORS.
E. F. Dartnell.

Roman Stone Co., Límited.
Canadian Art Stone Co., Limited.
Fred Holmes \& Son.
CUT GRANITE.
Stanstead Granite Quarries Co., LimECORATORS.
Deecker $\&$ Carlyle.
DEPOSIT BOXES.
J. \& J. Taylor.

DRAWING MATERIALS.
Eugene Dietzgen Co.
DOORS.
DGING De Laplante.
Sheldons, Iimited.
DUMB WAITERS.
Otis-Fensom Elevator Co., Limited.
Parkin Elevator Compans.
Vokes Hardware Co.
ELEVATORS (Passenger and FreIght).
Otis-Fensom Elevator Co., Limited.
Pirkin Elevator Company.
LEVATOR ENCLOSURES.
Dennis Wire and Iron Works Co.,
Otis-Fensom Flevator Co., Limited.
XHAUST FANS.
Sheldons, Limited
Expanded Metal and Fireproofing Co
Galt Art Metal Co.
Clarence W. Noble.
Gaudry \& Co., L. H.
Metal Shingle \& Siding Co.
The Pedhar People
Trussed Concrete Steel Co.
RE BRI Reeb Builders' Supply Co
E. F. Dartnell.

David McGill.
Francis Hyde \& Co.
Stinson Reeb Builders' Su:pply Co.

## FIRE ESCAPES

Gaudry \& Co., L. H.
Dennis Wire and Iron Works Co.,
Limited.

Parkin bitevator (rmmpany.
FIRE-PLACE GOODS.
Fokes hardware Co.
John Kay Co.
FIREPROOFING.
Don Valley isicick Works.
Clarence W. Noble.
E. F. Dartnell.

Cotare-fonglas Co.
Expanded Metal and Fireproofing Co.
arid MeGill.
Pitt \& Robinsone
Port Credit Brick Co
Trussed Concrete Steel
FIREPROOF STEEL DOORS.
Gatudry \& Co., I. H.
A. 13. Ormsby, Limited.

Thi. Ferdlat. Peuple.
Stinson Reeb Builders' Supply Co.
FIREPROOF WINDOWS.
Gall Art Metal Co.
Metal Shingle \& Slding Co.
Metallic Rooting Co. of Canada.
A. B. Ormsby, limited.

The Pedlar people
Pilkington bros. Co
Pilkington Bros. Co.
Stinson Reeb Buiders' Supply Co.
LOORING.
Eadie-Douglas Co.
Seaman Kent Co., Limited.
FURNACES AND RANGES.
Cluff Bros.
Warden King. Lamited.
Dominion Radiator Co., Limited.
Taylor-Furbes Company, Limited.
Record Foundry \& Machine Co.
Clare Brothers \& Co.
Jamies Smart Mrg. Co.
FURNITURE.
T. Eaton Co,

Canadian Office \& School Furniture
Company.
Globe Furniture Co.
John Kay Co.
GALVANIZED IRON WORKS.
Galt Art Metal Co.
A. B. Ormsby, Limited.

Metal Shingle \& Siding Co.
Metallic Roofing Co. of Canada.
The Pedtir People.
GAS AND GASOLINE ENGINES.
London Concrete Machinery Co.
RILLE WORK.
J. \& J. raylor

HARDWARE.
Vokes Jtardware Co.
Taylor-Forbes Co.
HARDWOOD FLOORING
Seaman Kent Co., Limited.
HEATING APPARATUS.
Cluff Bros.
Warden King, Limited.
Dominion Radiator Co., Limited.
Taylor-Forbes Co., Limited.
Sheldons, Ifmited.
Record Foundry \& Machine Co.
Clare Brothers.
James Smart Mfg. Co.
Goldie \& McCulloch Co., Limited.
Sheldons, Limited
YDRANTS.
Engine Co.
IRON DOORS AND SHUTTERS.
J. \& J. Taylor.

IRON STAIRS.
Canadian Ornamental Iron Co.
Gaudry \& Co., L. H.
Dennis Wire \& Iron Works Co.
Francis Hyde \& Co.
IRON SUPPLIES.
Kerr Engine Co.
NSULATION.
Kent Company, Limited.
INTERIOR WOODWORK.
Globe Furniture Co.
Canadian Office \& School Furr sure
Seaman Kent \& Co.

JAIL CELLS AND GATES Dennis Wire \& Iron Works Co., Limited
OIST \& JANGERS
Vokes Haddware Cu.
David McGill.
Taylor-Forbes Co.
Francis Hyde \& Co
AMP STANDARDS.
Dennis Wire \& Iron Works Co., Limited.
ATH (Metal).
Expanded Metal and Fireproofing Co.
Glarence W. Noble
Gaudry \& Co., L. H
B. Greening Wire Co., Limited
B. Greening Wire Co., Limited

Metallic Roofing Co. of Canada
The I Pedarr Peopte
Stinson-Reeb Builders' Supply Co.
Trus: ed Concrete steel Co.
Vokes Hardware Co.
LAWN VASES.
London Concrete Machinery Co., Limited.
LEADED GLASS
David Megill.
Pilkington Brothers, Ltd
Canada Glass, Mantels and Thles, Cimited.
IGHTING AND POWER PLANTS.
National Light \& MPg. Co., ...mited.
TURE.
Canadian Offlee \& School Furniture Cu.
MANTELS.
Canada Glass, Mantels and Tiles, Limited.
Vokes Hamdware Co.
Hoidge Marble Co.
David Megill.
T. Eaton Co., Ltd.

MARBLE.
F. F. Dartnell

Hoidge Marble Co
Missinctoo Marble Company
Smith Marble \& Construction Co.,
METAL SHINGLES.
Metallic roofing Co. of Canada
Metal Shingle \& Siding Co.
METAL WALLS AND CEILINGS.
Galt Art Metal Co.
Metal Shingle \& Siding Co
Metalic Rooting Co. of Canada.
C. W. Noble.
A. B. Ormsby, Limited.

The Pedlar People
METAL WEATHER STRIPS.
Chamberlain Metal Weather Strip Co
OPERA CHAIRS
Canadian Office \& School Furniture ${ }_{\mathrm{Glob}}$
ORNAMENTAL IRON WORK.
Camadian Ornamental Iron
Gaudry \& Co., L. I.
Geo. 13. Meadows Co., Limited.
Dennis Wire \& Iron Co., Limited.
PACKING.
Dunlop Tire \& Rubber Co., Limited.
Gutta Percha \& Rubber Mfg. Co. Limlted.
PIPE COVERING.
Kent Company. Timited.
PLASTERERS.
W. J. Hynes.

PLASTER CORNER BEADS
The Pediar People
PLATE AND WINDOW GLASS. Canada Glass, Mantels \& Tiles Limited
Pilkington Brothers Limited
PLUMBERS' BRASS GOODS.
Sumerville, Limited.
Jas. Robertson Co., Limited.
PLUMBING FIXTURES.
Standard Ideal Co., Limited.
Jas. Robertson Co., Limited.
PNEUMATIC TOOLS. Canadian Fairbanks Co. Mussons, Limited.
PORCELAIN ENAMEL BATHS. Somerville, Limited.
Standard Ideal Co, Limited.
Jas. Robertson Co., Limited.
AADIATORS.
King Radiator Co.
Dominion Radiator Co, Limited
Warden King, Limited.
Taylor-Forbes Co., Limited
Somerville, Limited.
RADIATOR VALVES.
REFRIGERATING MACHINERY.
Kent Company, limited.
Linde British Refrigeration Co., Ltd.
REFRIGERATOR INSULATION.
Kent Company, Limited.
REINFORCED CONCRETE.
Expanded Metal \& Fireproofing Co. David McGill.
clarence W. Noble.
The Pedin People.
Pitt \& Co.
Trussed Concrete Steel Co., Limited.
RELIEF DECORATION.
W. J. Hynes.

ROOFING PAPER.
Lockerby \& McCoomb
Alex MeArthur \& Co.
The Pedlar People.
ROOFING (Slate).
A. B. Ormisby, Limited.

ROOFING TILE.
E. F. Dartnell.

David Megili.
The ledari People
RUBEER TILING.
Dunlop Tlie \& Rubber Co.
Gutta Percha \& Rubber Mig. Co.,
SAFES, VAULTS AND VAULT DOORS. J. \& J. Taylor.

Goldie \& McCulloch Co., Limited
SANITARY PLUMBING APPLIANCES
Somerville Limited.
Sas Robertson Co., Limited
HOOL FURN
SCHOOL FURNITURE.
Canadian Office \& School Furniture Co.
Gobe Furniture Co
SHEET METAL WORKERS.
Galt Art Metal Co.
Metal Shingle \& Siding Co
Metal Shingle \& Siding
A. B. Ormsby, Limited.
A. B. Ormsby, Limi

SIDEWALKS, DOORS AND GRATES.
Dennis Wire \& Iron Works Co.

SIDEWALK LIFTS.
Otis-Fensom Elevator Co., Limited.
Parkin Elevator Compans
STABLE FITTINGS.
Dennis Wire \& Iron Works Co
STAFF AND STUCCO WORK
W. J. Hynes.

STEAM APPLIANCES
Sheldons, .-.mited.
Kerr Engine Co.
Taylor-Forbes Co.
STEAM AND HOT WATER HEATING.
Cluff Bros.
Warden King, Limited.
Dominion Radiator Co., Limited.
Taylor-Forbes Co., Limited
STEEL CASEMENTS.
I. H. Gaudry \& Co., Limited

STEEL CONCRETE CONSTRUCTION Expanded Metal $\&$ Fireproofing Co. Clarence $W$. Noble.
Pitt o Co.
The Pedlar People.
Trussed Concrete Steel Co.
STEEL DOORS.
A. B. Ormsby, Limited.

The Pedhar People.
Vokes Hardware Co.
STRUCTURAL IRON CONTRACTORS.
Hamilton Bridge Co.
STRUCTURAL STEEL.
I. H. Gaudry \& Co., Limited

Hamilton Bridge Co.
Reid \& Brown
Dennis Wire and Iron Works Co. Limited
STORE FIXTURES.
Canadian Oftice \& School Furniture Co.
Globe Furniture Co.
TERRA COTTA FIREPROOFING.
Eadie-Douglas Co.
Don Valley Brick Works.
E. F. Dartnell

Francis Hyue \& Co.
The Milton Pressed Brick Co.
David McGill.
ILE (Floor and Wall).
Canada Glass, Mantels and Thes,
Limited.
Vokes Hardware Co
David McGill.
Smith Marble \& Construction Co.
Francis ayde \& Co.
E. F. Dartnell.

VALVES.
Kerr Engino Co.
Taymervile, Limited.
Domin-Forbes Co.
ompany.
VENTILATORS.
Wm. Stewart \& Lo.
WALL HANGERS.
Vokes Hardware Co
Taylor-Forbes Co.
WALL HANGINGS.
Deecker \& Carlyle.
WATER HEATERS.
Canadian Fairbanks Co.
Drummond McCall
WINDOW GUARDS.
B. Greening Wire Co., Jimited.

WINDOW SCREENS.
Wm, Stewart \& Co.

## A. DRECTOOX. fre.

 CITRACTYOS:SUPIIES:YACHINERY
## ADAMANT PLASTER

Francis Hyde and Co.
Stinson-Reeb Builders' Supply Co
ARTIFICIAL STONE.
Canadian Concrete Machinery Co.
Limited.
Canadian Art Stone Co.
Roman Stone Co.
ASBESTOS PRODUCTS.
A. B. Ormsby, Limited

BELTING.
Dunlop Tire : tl. . Rubber Co., Limited. Gutta Percha \& Rubber Mfg. Co., BLOWERS.

Sheldons, Limited.
BLOW AND VENT PIPING.
Metal Roonng Co., Limited
Metal Shingle \& Siding Co.
A. B. Ormsby, Limited.

BOILERS.
Cluff Bros.
Warden King, Limited.
Dominion Radiator Co., Limited.
Berg Machinery Mfg. Co., Limited.
Somerville, Limited.
Taylor-Forbes Co.
Goldie and nifculloch Co., Limited.
BRASS WORKS.
Somerville, Limited.
James Robertson, Limited.
Kerr Engine Co.

BRICK AND TERRA COTTA
E. F. Dartnell.

Don Valley Brick Works.
Eadie-Touglas Co.
David Megill.
Port Credit Brick Co.
Stinson-Reeb Builders' Supply Co.
BUILDING SUPPLIES.
E. F. Dartnell.

Eadie-Douglas Co.
Gold Medal Furniture Mrg. Co.
Francis Hyde \& Co.
Lockerby \& McCoomb
David MeGill.
The Paterson Manufacturing Co. limited.
The lediar people
Stinson-Reeb Building Supply Co. Limited
Roger Supply Co
Vokes Hardware Co.
BRICK MACHINERY. $\quad=$
Berg, achinery Mfg. Co., Limited.
Wettlaufer Bros.
London Concrete Machinery Co .
Scientific Brick Co.
CAST IRON COLUMNS
Gaudry \& Co., L. H.
Vokes Hardware Co.
CAPS FOR COLUMNS AND PILAS. TERS.
W. .J. Hynes.
wodon Conerote Machinery Co The Pedlar People.
CARS (Factory and Dump).
Sheldons, Limited.
CEMENT.
Canadian Portland Cement Co., IImited.
E. F. Dartmell.

Imperial Cement co.
The Lakefield Portland Cement Co.
Limited.
Owen Sound Portland Cement Co.
Larid McGill
Vulcan Portland Cement Co., Limited
Francis Hyde \& Co.
Leigh Portland Cement Co.
Thorn Cement Company.
Rogers Supply Co.
Stinson-Reel) Ruilders' Supply Co. Western Camada Cement $\&$ Coal Co.
CEMENT BLOCK MACHINERY.
London Concrete Machinery Co.
Canadian Concrete Machinery Co. limited.
Ideal Concrete Machinery Co., Limited.
Mussons, Limited. Londo
CEMENT BRICK MACHINERY.
London Concrete Machinery Co., LimLondon Concrete Machinery Co
ited.

CEMENT MACHINERY.
Berg Machinery Co., Limited.
London Concrete Machinery Co., Limited.
Ideal Concrete Machinery Co.
CEMENT TILE MACHINERY.
London Concrete Machinery Co., Limited.
Ideal Concrete Machinery Co.
CEMENT WORKING TOOLS.
London Concrete Machinery Co., Limited.
Tokes Hardware Co.
CONCRETE MIXERS
E. F. Dartnel.

Mussons, Limited
London Concrete Machinery Co., Limted.
deal Concrete ..achinery Co
CONCRETE STEEL.
Dennis Wire \& Iron Co.
Expanded Metal \& Fireproofing Co.
B. Greening Wire Co., Limited.

Clarence W. Noble.
The Pedlar People.
Pitt \& Co.
Trussed Concrete Steel Co.
cONDUITS.
Conduits Co., Limited.
Francis Hyde \& Co
CONTRACTORS' MACHINERY.
Canadian Concrete Machinery Co., Limited.
Mussons
London Concrete Machinery Co., Lim-

CONTRACTORS' SUPPLIES.
Eadie-Douglas Co
E. F. Dartnell

Francis Myde \& Co.
Kent Company, Limited.
David McGill.
Mussons, Limited.
Stinson-Re Buihers' Supply Co
Rogers Supply Co.
Vokes Hardware Co.
CRUSHED STONE.
Rogers Supply Co.
Stinson-Reeb Builders' Supply Co.
CUT STONE CONTRACTORS.
Roman Stone Co., Limited
Camadian Art Stone Co., Limited.
Fred Holmes \& Sons.
E. F. Dartnell.

CUT GRANITE.
Stanstead Granite Quarries Co., Lim-
DOORS.
Gold Medal Furniture Mfg. Co.
L. A. De La Plante.

DRILLS (Brick and Stone).
Vokes Hardware Co
Mussons, Limited.
ELECTRO-PLATING. Somerville. I, imited Dennis Wire and Iron Works Co.
ELECTRIC WIRE AND CABLES $B$. Greening Wire Co., Limited Jas. Robertson Co., Limited.
ENGINES.
Berg Machinery Mfg. Co., Limited. Goldie and McCulloch Co., Limited.
Sheldons, Jimited.
ENGINEERS' SUPPLIES.
Somerville. Limited.
Kerr Engine Co.
Vokes Hardware Co
Mussons. Limited.
ELECTRIC WIRE AND CABLES.
R. Greening Wire Co., Limited.

James Robertson Co., IImited.
EXHAUST FANS.
Sheldons, Limited.
EXPANDED METAL.
Expanded Metal and Fireproofing $\mathbf{C o}$. Galt Art Metal Co.
Gaudry \& Co., L. IH.
Clarence W. Noble.
Metal Shingle \& Siding Co.
The lediar People.
Stinson-Reeb Builders' Supply Co. Trussed Concrete Steel Co.
Vokes Jardware Co.
FIRE BRICK.
E. F. Dartnell.

Vokes Hardware Co.
David McGill.
Stinson-Reeb Builders' Supply Co.
FIREPROOFING.
Don Valley Brick Works.
E. F. Dartnell.

Eadie-Douglas Co.
Clarence W. Noble.
Fxpanded Metal and Fireproofing Co.
David McGill.
The Pedlair People.
Pitt \& Robinson.
Port Credit Brick Co.
Trussed Concrete Steel Co.
FIREPROOF STEEL DOORS.
A. B. Ormsby, Limited.

Gaudry \& Co, L. H.
Stinson-Reeb Builders' Supply Co.
Vokes Hardware Co.
FIREPROOF WINDOWS
Pilkington Bros. Co.
Galt Art Metal Co.
Metal Shingle \& Siding Co.
A. B. Ormsby, Limited

Stinson-Reeb 1;uilders' Supply Co.
Metallic oonfng Co. of Canada.
FLOORING.
Fadie-Douglas Co
Eadie-Douglas Co.
The Seamen Kent Co., Limited.
FURNACES AND RANGES.
Cluff Bros.
Warden King, Limited.
Dominion Radiator Co., Limited.
Taylor-Forbes Co., Limited.
GALVANIZED IRON WORKS.
Galt Art Metal Co.
A. B. Ormsby, Limited

The Pedtar People.
Metal Shingle \& Siding Co.
Metallic Roofing Co., of Canada.
GAS AND GASOLINE ENGINES.
London Concrete Machinery Co.

HARDWARE.
Taylor-Forbes Co.
L. A. De Laplante, Limited

Lokes Hardware Co.
HEATING APPARATUS.
Cluff Bros.
Warden King, Limited.
Dominion Radiator Co., Limited.
Taylor-Forbes Co., Limited.
Goldie and nuculoch Co., Limited.
HYDRANTS.
Kerr Engine Co.
HOISTING MACHINERY.
Otis-Fensom Elevator Co., Limited.
Mussons, Limited
NSULATION
Kent Company, Jimited.
IRON STAIRS.
Canadian Ornamental Iron Co.
Gaudry \& Co., I. IH.
Geo. I3. Meadows Co., Limited.
Francis Hyde \& Company.
JOIST HANGERS.
David MeGill.
Vokes Hardware Co.
Taylor-Forbes Co.
Franeis Hyde a Co.
LATH (،Metal).
Clarence W. Noble.
Concrete Engineering and Construc-
Fxpanded Metal \& Fireproofing Co
Galt Art Metal Co.
Vokes Hardware Co.
Gaudry \& Co., I. I.
B. Greening Wire Co., Limited.

Metal Shingle \& Siding Co.
The Pedar People
Trussed Concrete Steel Co.
Stinson-Reeb Builders' Supply Co.
Metallic Roofing Co
Metallic Roofing Co., of Canada.
LOCOMOTIVE SUPPLIES.
Somerville, Limited.
UMBER.
Gold Medal Funiture Mfg. Co
L. A. De Laplante Limited.

MARBLE.
E. F. Dartnell.

Hoinge Marble Co.
Missisquoi Marble Co.
Smith Marble and Construction Co.,
Iimited. Limited.
METAL SHINGLES.
Galt Art Metal Cu
Metallic Roofing Co. of Canada.
METAL WALLS AND CEILINGS.
Gait Art Metal Co.
Metal Shingle \& Siding Co.
Metallic Roofing Co. of Canada
A. B. Ormsby, Lin

METAL WEATHER STRIPS.
Chamberlain Metal Weather Strip Co.
MUNICIPAL SUPPLIES.
Francis Hyde \& Co.
Mussons, limited.
PACNING.
Dunlop Tire \& Rubber Co., Limited.
Gutta Percha \& Rubber Mfg. Co.,
Limited.

- PIPE.

Gaudry $\&$ Co., 1. H
Somerville, Limited.
Francis Hyde \& Co.
PLATE AND WINDOW GLASS.
Pilkington Bros. Co.
Canada Glass, Mantel and Tile Co.,
Limited.
PLASTER BOARD.
Francis Hyde \& Co.
PLUMBERS' BRASS GOODS.
Somerville, Limited.
James Robertson Co., Limited.
PLUMBING FIXTURES.
Somerville, Limited.
Standard Ideal Co., Limited.
PLUMBER AND STEAM FITTER sUP.
PLIES.
I. H. Gaudry \& Co.

Somerville, Limited.
Standard Ideal Co., Limfted.
Taylor-Forbes Co.
Dominion Radiator Company.
PORCELAIN ENAMEL BATHS.
Somerville, Limited.
Standard Ideal Co., Limited.

## PUMPING MACHINERY.

Mussons, Limited.
Otis-Fensom Elevator Co., Limit d.
RADIATORS.
Cluff Bros.
Dominion Radiator Co., Limited.
Warden King, Limited.
Taylor-Forbes Co., Limited.
Somerville, Limited.
RADIATOR VALVES.
Kerr Engine Co.
REFRIGERATING MACHINERY.
Linde British Refrigeration Co., Limited.
ROOFING (Slate).
A. 13. Ormsby, Limited.

ROOFING PAPER.
Lockerby \& McCoomb.
The Paterson Manufacturing Co.
Limited
The Pedar People.
ROOFING TILE.
E. F. Dartnell.

Francis lyde \& Co.
The Pedlall Pe
RUBBER TILING.
Dunlop Tire $\&$ Rubber Co. Gutta Pe
SAND AND GRAVEL SCREENS.
13. GiNo Concrete Machinery Co

SHAFTING PULLEYS AND HANGERS Goldie \& Meculloch Co., Limited.
SANITARY PLUMBING APPLIANCES. Somerville, Limited.
Standard Ideal Co., Limited.
STEEL CASEMENTS.
L. H. Gaudry \& Co

David McGill.
STRUCTURAL STEEL.
Gaudry \& Co., L. H.
Hamilton Bridge Co.
Dennis Wire \& Iron Works Co.,
Limited
Reid \& Brown.
TERRA COTTA FIREPROOFING.
Eadie-Douglas Lo.
Don Valley Brick Works
E. F. Dartnell.

Francis Hyde \& Co.
The Milton Pressed Brick Co.
David McGill.
National Fireprooting Co.
TILE (Floor and Wall).
Canada Glass, Mantels and Tile Co., Limited.
Vokes Hardware Co.
David McGill.
TILE AND SEWER PIPE MOULDS.
London Concrete Machinery Co., Limited.
Francis Hyde \& Co. E. F. Lartnell.

VALVES.
Kerr Engine Co. Somervile, Limited
Taylor-Forbes Co. Dominion Ra ator Co
VENTILATORS.
Wm Stewart \& Co.
Sheldons, Limited.
WALL HANGINGS.
Deecker \& Carlyle.
WALL HANGERS.
Taylor-Forbes Co.
Vokes Hardware Co.
WATER HEATERS.
Somerville, Limited.
WINDOW SCREENS.
Wm. Stewart \& Co.
WATERWORKS SUPPLIES.
Somerville, Limited.
Kerr Engine Co.
Dominion Radiator Co.
WHEELBARROWS.
London Concrete Machinery Co., Limited.
Vokes Hardware Co.
WIRE ROPE AND FITTINGS.
1.. Greening Wire Co., Limited.

Otis-Fensom Elevator Co., Limite...
Mussons, Limited.

## ar INDEX . . ${ }^{\text {IA}}$ ADVERTISEVENTS

Berd Machinery Mfg. Co., Niagarai and Bathurst Sts., 'Poronto .......... Canada Foundry Co., Ltd., Toronto..
Canadian Art Stone Co., Price St., 'IoCanadian Office \& School Furniture Co., Ltd., Preston, Ont. .......... Canadian Ornamental Iron Co., 35 Yonge St. Arcade, Iroronto ......
502 Temple Bldg. Toronto, Lta., 502 Pemplucts Co, 10 Wellington
cement Products Co., 10 West Toronto
Chamberlin Metal Weather Strlp Co.
Ltd., Kingsville and Toronto ....
Clare Bros. \& Co., Ltd., Preston, Ont.
Claxton, Jas. C. \& Son, 123 Bay St.,
Clarke \& Monds, 36 Toronto St., Toronto
Cluff Bros., Toronto
Colonial Engineering Co., Montreal.
Condults Company, Limited, Montreal and Toronto
Dartnell, E. F., 157 st. James St. Montreal, P.Q.
Deecker \& Carlyle, Toronto .......... 100
DeLaplante, L. A., Ltd., East Toronto 106
Dennis Wire \& Iron Works Co., Ltd., landon, Ont.
Dietzgen, Eugene Co., Ltd., Toronto.
Dominion Bridge Co., Ltd., Montreal
Dominion Radiator Co., Ltd., Toronto
Don Valley Brick Works, Toronto ...
Dunlop Tire \& Rubber Co., Toronto..
Eadle-Douglas Co., 22 St. John St., Montreal, $P \cdot Q$.
Eaton, T., Co., Toronto
48 Yonge St. Arcade, Torong Co. panded Metal \& Fireproofing Ltd., Toronto
Galt Art Metal Co., Ltd., Galt, Ont... 94
Gaudry, L. H., \& Co., Quebec, Montta Percha \& Rubber Co., Ltd., 47 Yonge St., Toronto ................. 1
General Fire Equipment Co., 72 Queen St. East, Toronto ..................
Globe Furniture Co., Toronto and Walkerville ........................... ronto

Goold, Shapley \& Murr, Brantford, Ont. ….............................. Road, Toronto ...................... Goldie \& McCulloch, Gallt, Ont. ...........
Greening WIre Co., Ltd., Hamilton

Gurney Foundry Co., Toronto
Hamilton Bridge Co,, Hamilton, Ont. Hartranft, Wm. G., Cement Co., Ltd.,

Bank of Ottawa Bldg., Montreal,
P.Q. .......................................

Hoidge Marble Co., 34 Price St., ToHolmes, Fred, \& Sons, 1105-13 Yonge

St., Montreal, P.Q. ...
Hynes, W. J., 16 Gould St., Turonto.... 96
Ideal Co-crete Machinery Co., Ltd., London, Ont.
Kay, John Co., Soronto.

Montreal
Ko.............................
Ont
King Radiator Co., L.....................................
Ormsby, A. B., Ltd., Toronto and Otis-Fensom Elevator Co.................. Owen Sound Portland Cement Co.,

Owen Sound, Ont. ...................
Parkin Elevator Co., Hespeler, Ont. .. 93
Pedlar People, The ...........................
Pease Founary Co., Ltd., Toronto an
Wimnipeg................................. Montreal. ToBank Bldg., Toronto ........
Pitt \& Co., Niagara Falls, Ont. ......
Port Credit Brick Co., Ltd., Home
Bank Bldg., 'Ioronto ..............
Record Foundry \& Mond Montreal, P.Q. 95
Reid \& Brown, 63 Esplanade East, To.
Robertson, Jas., Ltd., PIontreal and
Toronto ..............................
Rogers Supply Co., 3 King St. East,
Toronto $\ldots . . . . . . . . . . . . . . . . . . . .$. . 97
Roman Stone Co., Ltd., roronto ..... 88
Ruddick, Jas., Montreal ................ 26
Sheldons, Ltd., Galt. Ont. ............ 106
Smart, Jas., Mfg. Co., Brockville,
mith Marble \& Construction Co., 458 Bleury St., Montreal, P.Q. ....
Somerville, Ltd., Toronto, OutsIde Back Cover.
Standarc. Ideal Co., Ltd., 1 ort Hope, Ont., Toronto, Montreal, 33, 34, 35,
Stinson-Reeb Builders' Supply Ce., Montreal, P.Q., Inside Back Cover.
Structural Steel Co., Montreal ....... 98
Taylor, J. \& J., Toronto .................
Taylor-Forbis Co., Ltd., Guelph, To. ronto, Montreal and Wimipeg.... 27
Thorn Cement Co., Continental Life Bldg.. Toronto .......................
Toronto Iron Works, 6 King St. W. 98 Toronto ..............................
Trussed Concrete Steel Co., Ltd., 23 Jordan St., Toronto ................
Vokes Hardware Co., Leta., Yonge ..... Adelaide Sint Co., Bank of Ottawa Bldg., Montreal, P.Q. .... 104
Western Canada Cement and Coal Co., Ltd., Exshaw, Alta. ............... 104

24
32

Lehigh Portland Cement Co., Ltd., 601 Library Bureau of Canada, Toronto..
Lbrary Bureau of Canada, Ltd., Ot-
tawa ....................................
Linde British Refrigeratlon Co., Ltd., Montreal, P.Q. ....................... 103
Lockerby \& McCoomb, Montreal, P.Q. 102
London Concrete Machinery Co., Ltd., London, Ont.
McArthur \& Co., Alex., 82 McGill St., Montreal, P.Q
Mechanics Supply Company, Quebec City
Metallic Roofing Co., Ltd., Toronto and Winnipeg ......................... McGill, David, Merchants Bank Chambers, Montreal, P.Q. ........
Missisquoi Marble Co., Ltd., $\perp$ hillips burg, P.Q.
Mussens, Limited, Montreal, PQ 4
Noble, Clarence W., 117 Home Lite97
8

27

## 105




## FIREPROOF AND ECONOMMCAL

SACKETT PLASTER BOARDS have been successfully used since 1891 in thousands of buildings of all classes, including small cottages, prominent hotels, costly residences, churches and theatres.

Walls and ceilings of Sackett Plaster Boards will be DRY AND READY IN HALF THE TIME required when lath is used, as less than half the quantity of water is needed.

Less moisture means less damage from warped and twisted trim and woodwork.
Their superior insulating qualities make warmer houses with less fuel. The first cost is no more than good work on wood lath, and less than on metal lath.

Sackett Plaster Board is an efficient and economical FIREPROOFING not only for walls but between floors, and for protecting exposed wooden surfaces in mills, warehouses and industrial structures. It is also used extensively instead of lumber as outside sheathing under weather boards.

Sackett Plaster Board comes in sheets or slabs $32 \times 36$ inches, ready to be nailed direct to the studding, furring or beams.

For all kinds of buildings its use is ideal. It speeds construction; it lessens building cost; it reduces fixed charges for insurance; it makes fire resisting walls and ceilings, and gives absolute satisfaction.

> BOOKLET SHOWING BUILDINGS ALL OVER THE COUNTRY WHERE THESE BOARDS HAVE BEEN SUCCESSFULLY USED WITH SAMPLES FURNISHED ON APPLICATION.

## Stimson-Reeb Builders Supply Co. Limited 188 William St.

Luw Tank and High Tank Combinations Lead Pipe Lead Traps Solder Fuller Basin Cocks and Bibbs Compression Basin Cocks and Bibbs No. $4_{2}^{1}$ Fuller Bath Cocks No. 4 Compression Bath Cocks Patent Guard Stop and Stop and Waste Cocks "T" Handle and "L" Handle Stop and Stop and Waste Cocks
Soldering Nipples and Unions Adjustable Traps Sanitas Traps Elliptic Traps Deep Seat Traps Basin and Bath Supplies Tank Flush Pipes and Supply Pipes Bell Supply Fittings Unique Wastes Corporation Brass Work Brass Castings and Electro Plating

##  <br> Manufacturers of <br> "GOODS OF QUALITY"

Telephone Main 5510 Brass Plant:-Bloor St. West and 284 St. Helen's Ave.


[^0]:    "VULCAN'" is absolutely the best cement for sidewalks. Strong, finely ground, sound and uniform in color. There has never been a barrel rejected on any work or any cause whatever.

