The Institute has attempted so obtain the best original copy available for filming. Features of this copy which may be biblicgraphically unique, which may alter any of the images in the reproduction, or which may significantly change the usual method of filming, are checked below.

$\square$
Coloured covers/
Couverture de couleurCovers damaged/
Couverture endommagéeCovers restored and/or laminated/
Couverture restaurde et/ou pelliculie


Cover title missing/
Le titre de couveriure manqueColoured maps/
Cartes géographiques en couleurColoured ink (i.e. other than blue or black)/
Encre de coaleur (i.e. autre que bleut ou noire)Coloured plates and/or illustrations/
Planches et/ou illustrations en couleurBound with other material/
Relié avec d'autres documents


Tight binding may cause shadows or distortion along interior margin/
La reliure serrée peut causer de l'ombre ou de la distorsion le long de la marge intérieure

$\square$
Blank leaves added during restoration may appear within the text. Whenever possible, these have been omitted from filming/ II se peut que certaines pages blanches ajouties lors d'une restauration apparaissent dans le texte, mais, lorsque cela était possible. ces pages n'ont pas été filmées.

L'Institut a microfilmé le meilleur exemplaire qu'il lui a été possible de se procurer. Les détails de cet exemplaire qui sont peut-ttre uniques du point de vue bibliographique, qui peuvent modifier une image reproduite, ou qui peuvent exiger une modification dans la méthode normale de filmage sont indiqués ci-dessous.


Coloured pages/
Pages de couleur


Pages damaged/
Pages endommagées

$\square$
Pages restored and/or laminated/
Pages restaurées et/ou pelliculées


Pages discoloured. stained or foxed/
Pages dícolorées, tachetées ou piquéesPages detached/
Pages détrehées
$\square$ Showthrough/


Quality of print varies/
Qualité inégale de l'impression


Continuous pagination/
Pagination continueIncludes index(es)/
Comprend un (des) index

Title on header taken from:/
Le titre de l'en-téte provient:


Title page of issue/
Page de titre de la livraison

$\square$
Caption of issue/
Titre de départ de la livraison

$\square$
Masthead/
Générique (périodiques) de la livraisonAdditional comments:/
Commentaires supplémentaires:
This item is filmed at the reduction ratio checiked below/ Ce document est filmé au taux de réduction indiqué ci-dessous.


# T프를 CANADA LUMBERMAN 

## BY THEWAY.

$\mathrm{T}^{\mathrm{H}}$HE lumber section of the Toronto Board of Trade is settling down to the business of the year. At Executing a week ago the following officers were elected : and Geo Committee, Ald. Jos. Oliver and James Scott, and Geo. Gall and John Firstbrook ; Arbitration Committee, J. Donogh, Robert Laidlaw and C. Berk, of Penetanguishene. With an executive possessing men as thoroughly representative of the trade as is indicated by the names here recorded there is likely to be some active Work done during the year. It is useless to say that mercial are different from those of other comsercial bodies and have little or no occasion to get toWether at intervals and talk over and plan trade matters. and thereat sometimes this feeling takes hold of them be among is less of the esprit de corps than there might much stock so important an interest. We do not take lumberm in the Heo-Hoo concatenations of the be a lot of of the United States. There would seem to fet lot of nonsense in connection with the affair, and with one of it is the idea of lumbermen, whose relations With one another become sometimes a little strained nal intercoursess transactions, coming together in frater$S_{0}$ me Hoo- He and learning a little more of each other. country woo-Hoo kittens might be brought to light in this

$$
5-20 .
$$

$\times \times \times \times$
Those who are interested in the British Columbia to enlist the complain that so far they have been unable the way of influence of the Provincial Government in modify the inducing the Dominion authorities so to as to relieve regulations relating to towage and pilotage as to relieve them of the disabilities under which they
labor whate for the Californeting with the lumber mills of the Sound very properly- Californa and foreign trade. They claim-and to the properly-that British Columbia lumber is superior ${ }^{c}{ }^{\text {ons }}$ Sequence against which it bas to compete, and in referred to is more highly esteemed, but the disability moved.
$\times \times \times \times$
As indicating some of the changes of recent tariff leg"Oislation, Grahan, Horne \& Co., of Fort William, say: the west. Freetofore has been wholly in Manitoba and mill sest. Free lumber brought Duluth and Minneapolis that trade. The Americans have cut into the trade to ${ }^{5}$ some extent The Americans have cut into the trade to sending lum and probably will to some extent keep on
ment ment as a result of free lumber west. On the other shipping by mill being on Lake Superior, with facility for a poition by water to the east, we think we can market We have of our cut in the U.S. Having this in view,
The little value that is often placed on an article of
great value has found frequent illustration in all lines of艮 lumberce. We see cases in point every day in the
farmers abiness. A news item tells the story that the maple cut Cadillac, Mich., are hauling bird's eye a cord. This stove wood into town and selling it at 900 .
the would readily bring $\$ 20$ a a 1000 in the $\log _{\text {. }}$. Buis timber would readily bring $\$ 20$. a 1000 in
sighted the farmers there are not much less short in cuted than those in many parts of Canada, who persist in the standing hardwoods for firing, that if allowed to remain gold mine to them. And it is only a matter of a little the short sightedness that is shown by shrewd lumber-
men in the sen in the manner in which the forest products are
dashed and cut for the lumber market. days whed and in for the lumber market. These are the
Whada, not less than in other places, the
little things count, and trees, that a few years ago lumbermen despised, are worth dollars.

A despatch from Michigan savs that Howry \& Sons are about sending another gang of men from that State to Canada to push operations in the woods there. This firm now have a large interest in Canadian timber, and they are showing lots of push, both in the woods and other departments of lumbering. They have six camps at work and expect to supply $40,000,000$ feet for their new mill at Fenelon Falls. At Little Current they have three camps going, and will get out about il,000,000 feet, which will be rafted to Michigan to feed the firm's mills there. The output of the mills of this concern at Michigan during the past two seasons is shown in about $50,000,000$ feet of lumber, the logs coming from Canida. The Howrys' are old residents of Saginaw.

## HARDWOOD DIMENSIONS.

IN the Lumberman of January we published an aticle from Hardwood on "Hardwood Dimensions". To some of the statements there made Mr. H. R. A. Baughman replies as follows in the Wood Worker: There are a few points on which I differ with Mr . Crosby. One point is, where he advised the cutting of the three-inch culls from heart of logs, into wood. My advice would be to leave the logs in the tree in the wood, as they are of more value to the man that buys the land for the farm, than they are in the three-inch plank wood, or any where else. I have known of firms who paid from five to nine dollars per thousand feet to get their logs to the mill, when fully one-half the logs would make nothing but culls, and as there are always more or less culls from best logs it will readily be seen there is a heavy loss on the whole. Added to this must be the cost of cutting into lumber, piling, sorting, rehandling of culls and cuts, and loading on cars.
Another disadvantage that the northern mill man labors under (the north being the section of country that Mr. Crosby speaks of in particular), is that often their plant is too large and expensive for the amount of hardwood they cut ; for after they have been running on pine a few years ago, many northern nill men said and believed that there would be more money in cutting off their hardwood than there was in pine. They did not realize that prices quoted for common and better meant that the grade should be in hardwood; a grade equal to a $B$ select or better in pine, and for grade under this a price of not more than five or six dollars, and for a large per cent. of culls no sale at all. Most of them went into the hardwood business in the same way that they had been handling pine. They cut everything they could hold on the carriage, without regard to quality. Of course the sawyer must cut as much as he did in pine, which means thick and thin lumber. Then they barked large quantities of timbers and left them for worms to work on before they were cut into lumber. This would not be quite so bad in some of the states farther south, where more hardwood is used.

Building culls are selling from ten to twenty dollars per thousand feet, and best grades at forty to fifty dollars (these prices at retail), with demand for all lumber cut, of all grades. I have known farmers in these states to realize from one to two dollars per 100 feet this summer, for logs four to ten miles from the mills, and still the mill men seemed to be doing well, for the reason that they had good sale for this poor grade of lumber.
No doubt but the hardwood of the north will within a few years become so valuable as to make the cutting of common and cull logs profitable. It has been but some fifteen years since the writer saw many thousand feet of
good pine culls go to the "hell holes" simply because the mill man refused to take them for saw bill and there was no sale for them. Since then the writer has sold many thousand feet of this same grade in Minnesota for eleven dollars per thousand, and in Wisconsin from five to eight dollars per thousand feet.

There is no doubt but hardwood will become as valuable as pine gives out, and the carpenter and builder gets over the prejudice of using it on account of its being harder to work. Already hardwood is being more extensively used in the central and western states than pine. Being stronger, more durable, taking a better polish, and having a fancier figure for finish work, it will come rapidly to the front. As the pine becomes scarcer, and the use of hardwood increases, prices for better grades will go up and there will be a correspondingly higher price for the lower grades, and in time it will pay to cut the common logs in hardwood as it has to cut the white pine.
Until that time comes I would advise in the first place to let all small timber stand, and cut only the larger logs, those that have a large percentage of common and better in them, in place of paying the railway company for hauling many thousand feet that will not pay freight bill. Put smaller mills near timber and cut only logs that will yield a profit, and pay railroads for hauling only lumber sold. It does not pay to put in logs to make only small dimension, for there is a waste of at least fifty per cent. in cutting and grading, and manufacturers will not pay a price for short dimension that will pay to handle it, so long as they can buy common and better at the low price that it can be bought to-day.

## reckless use of stram.

PERHAPS few people who pay for producing steam are as reckless in its use as owners of wood-working plants. Because the fuel used is generally mill refuse, they think economy in the use of steam a trifling matter. The enormous loss by radiation from long, unprotected steam pipes is seldom considered. This is a mistake. To drive saws and planers takes a great deal of power, which means plenty of good steam. If the engine lags when the saw is in the log or the big planer is thrown on, because of insufficient steam, there is a direct loss. The boiler may make enough steam to keep the nill or factory humming, but if much of the force of that steam is lost before it enters the cylinder of the engine, because of unprotected steam pipes poorly arranged, the owner of the concern loses good dollars every day he allows such conditions to exist. Of course, ample engine and boiler capacity is necessary, but its effect may be to a great extent lost through carelessness in various ways.

The carcular saw is a tool that needs watching all the time. An exchange tells that a workman was carrying a saw under his arm, when he fell. The points of the saw penetrated two of the main atteries of his arm and the man bled to death.
A great deal has been published in engineering journals about scale in boilers, and yet very little has been said about the accumulation of it, in feed and blowoff pipes. There are men who maintain that scale can not accumulate in pipes in which the water is circulating constantly, or nearly so, as in the case of feed pipes and external or internal circulating pipes; but cases cited will show how fallacious such opinions are. As a matter of fact these pipes often fill up in a remarkable way, the deposit choking them to such an extent that it becomes a source of positive danger.

## TALKS WITH WOOD-WORKERS.

$T$ RADITIONS, however dear and venerable, must "go" when they colde with disproving facts and actual experience, says the Lumber World. Therr gray whiskers will not save them, for science and investigation have respect only for that which is true, just, exact and reasonable. Woodworkers and users of wood in general have many traditions, some reasonable, but most of them absurd.
Last month a planing mill operative insisted on my believing bim when he asserted that "it makes all the difference in the world, in planing wood, either by power or by hand, whether that wood is dried slowly or quickly; by heat or in the open air." When asked to prove his assertion, he confessed that he had no proof at all. He was working on tradition. He could not tell, when blindfolded, which he was planing with a hand-plane, wood heat-dried or wood air-dried. His tradition was shaky.
Another workman insists that wood planes easier and more smoothly when worked from the butt end towards the top. I asked him to make a trial of it with the common plane. I blindfolded him and placed a piece of pine on the bench. When placed into position with the plane in his hand, he made the regular cuts with the tool. To his surprise, he found out that he was cutting more easily and leaving a smoother surface when cutting from top to butt than when cutting from butt to top. He really could not tell which way he was cutting, from the "feel" as the plane moved. His tradition was at fault. He bad held it for forty years without ever taking the trouble either to prove or disprove it.
A certain "professor" in a recent lecture made this assertion: "All farmers know posts set top-end down last longer than those set butt-end down." of course while many believe that theory, not a single farmer knows it to be untrue. A farmer gives some interesting testimony in connection with this tradition. He writes: "I helped to build about 50 rods of fence with chestnut posts and white pine and hemlock boards. We picked out three of as good posts as we could find, marked them with three hacks and set them about the middle of the fence top end in the ground. Twenty years and six months after the fence was buil:, I helped build it over, and found that the marked posts, which were set top-end down, were rotted off at the top of the ground the same as the others set butl-end down. It is said that one trial is not sufficient to determine a fact, but this one trial satisfied me. The pine boards were mostly sound enough to use again, but the hemlock were too dozy. The butt-ends of posts are usually put down because being larger, they are not so likely to be heaved out by the frost, and being larger, and stronger where strength is required." That is strong evidence against that tradition.

That same "professor" lecturing on "Preservation of Wood from Decay," mentioned as a "fact" another mere tradition about "water-seasoning" making timber more lasting, saying that he "had seen an old wagon on his father's farm the hubs of which (of the wagon, not of the farm!) where 'water seasoned elm,' that lasted 50 years." That would be a beautiful proof of the "water seasoned" tradition, but for one element in the case. Had those hubs been left the fifty years without the penetrating and preserving applications of grease and tar usual to wagon hubs, they would have been rotted in less than a quarter of fifty years. Every old observer knows old wagons, whose hubs are warranted not to be "water seasoned," that have been in use fifty years, all on account of the preservative tar and grease. The tradition is good as far as it goes, but it does not go as far through the hubs as the pores, grease and tar goes.

This same "professor" goes on to say: "Dry-rot is caused by a fungus which begins on the surface and pushes the threads of its spawn into the pores, and in time they ramify through the mass." Has not the "professor" got the cart before the horse, the effect confused with the cause? Does the fungus cause dry-rot, or does the dry-rot cause the fungus to grow? If dry-rot begins on the surface, why is it dry-rotted wood is generally sound, to all appearance, on the surface, and spongy and weak inside? Recently I saw some wooden joists taken out of a building. When in position they had been almost completely free from contact with the air.

They look bright and sound on the surface, but a man of ordinary strength could break one of them with his hands. Is "Professor" William H. Brewer very sure that his assertion concerning dry-rot and fungus is scientific? Why do not small timbers dry-rot? Why is it generally only large timbers, imperfectly dry in the center, that dry-rot? Why does not the dry-rot destroy the surface as well as the interior of the timbers? Why should this discriminating fungus attack only large timbers, and attack them only in the interior? Is not this tradition quite as shaky and fungus-infested as any one of the foregoing.

Workers in wood have heard the traditions connected with wood in countless ways, but they have only to test them to find them utterly ridiculous. Onegeneral tradition is that persons who use toothpicks from a white pine treesplintered by lightning, will never thereafter have the toothache. The stipulation in this tradition is that the splinters are to be used within three days after the lightning has converted the tree into toothpicks, and that they are not to be touched by any metal tool. I have known many cases of trial of this tradition, and in no case did it ever give the believer any immunity from toothache or any ailment. It is a tradition pure and proper.

One of the really singular traditions connected with wood is the tradition that wood fired by lightning will continue to burn in spite of all the water that may be poured upon the blaze. This tradition seems to extend over the world. According to its terms, the blaze started by lightning can be extinguished only by the use of milk or vinegar. Some of the traditionists, who claim to have tried it, assert that only sweet milk will put out a blaze started by lightning, while others claim it is buttermilk alone that can put it out. In countries where neither sweet nor sour milk is handy, this elastic tradition permits vinegar to do the work. Who does not know at least one farmer who has saved his house, when fired by lightning, by toting up from the cellars the well-filled milk-pans and pouring their lactic contents on the light-ning-bred blaze.?

Even lumbermen, most of whom have seen this tradition refuted in the woods, where the lightningstarted flames are promptly and invariably quenched by the rain, will let themselves cling to this tradition. They may see water put out a hundred such fires in a year, and yet some of them will go on believing and asserting that "fire started by lightning can not be put out by water." The believers in this tradition generally have heads harder than lignum-vitae and denser than lead, They are believers in spite of all visible, audible and tangible proofs of the falsity of their fad. Great is tradition. Particularly great is tradition relating to wood.

## NEW USES FOR BABBITT METAL.

I SHALL attempt in this article, says a writer in the Tradesman, to give some of the numerous uses to which babbitt metal can be applied around the mill and workshop outside of its accustomed place in journal boxes. The writer of this was employed to fire a saw mill, and when I went and took charge of the machinery I noticed that the shaft of the rival pump that fed the boilers with water was sprung, caused by the plunger unscrewing from above, consequently lengthening it till it struck the bottom in running ; the result was that when we started up the wabble of the eccentric soon broke that rod in two. As it was thirty miles to a machine shop we were in a dilemma. I took the broken parts and shaft out and took them to the proprietor and told him I would take them to the blacksmith and perhaps he could fix it. I told him also that if they could not, I thought I could make one out of babbitt metal. I took them to the shop and had the shaft straightened, but when they commenced work on the eccentric rod they broke it and it could not be repaired there. I then took the pieces with me and took a key hole saw and made my moulds out of wood. I then cast the broken parts out of the babbitt metal and got back to the mill in time to put it together and be ready for sawing the next day. I ran that mill two years and that babbitt machinery was just as good when I quit as when I first put it up.

I do not advise the use of babbitt metal in every case, nor where a person is close to a machine shop; but in
cases like the above, where it would take a week or longer to get the repairs from the shop.
If you have a shaft to put up and have no cast bearings for it you can make them out of babbitt metal. I put up a two and one-quarter inch shaft and made the whole bearings out of babbitt metal, and it bas been running six years and the bearings are apparently as good as when first made. I first made my bents and put them in place, having the top of the bents about one inch lower than the bottom of the shaft, when it was in place. I then put my shaft in place and got a cap block and cut a squate notch in it about two inches larger than the diameter of the shaft. I placed this notch down over the shaft, the cap block resting on the bent with the shaft in the center of the notch. I then pinned the cap block solid to the bent. I then bored a hole down through the cap block to the notch to put a pin down against the shaft in order to have an oil hole when the box was run. We now fix the shaft in the center of the notch resting on outside supports. We now get some good clay and paste board to fix the ends of the notch ready to run, leaving a place at the top to pour the metal. If vou have been careful, you will get a good boxing.
If your shafting is not perfectly round it is best to tie one thickness of paper around the shaft and run the metal around that, turning the shaft a few rounds by hand, when the babbitt gets nearly cold.

## setting planer knives.

A WRITER in Lumber tells of the following plan for setting planer knives, which he says he has used for a long time and found to be excellent :-

Simplicity in construction is the bighest point in any $\boldsymbol{y}^{-}$ thing that has anything to do with the construction or

handling of machinery. Planing knives have for a long tıme been eyesores to many operators of planing $\mathrm{m}^{2^{\circ}}$ chines. While we all know the good there is in making every knife cut alike, there are almost as many different ways of setting them as there are persons running $\mathfrak{n}^{2-}$ chines. I never use this gauge on more than one wing, and the other knife or knives I set by the first one by holding the end of a stick up to the knife and, after throwing both belts off, turning the head by hand until both knives cut exactly alike. You don't want to screw your last knife down solid till you know that both knives do cut alike, for the bolt may draw the knife a little, of the knife may be sprung a trifle, so that, when the boll draws the knife down, it will alter it a little. Dram down the knife a little and try it, and when it comes jutist right draw it down tight. For setting out the first knife I use the simple tool shown in sketch, made of a piec of three-sixteenths by one and one-fourth steel plate. am always particular to use the same wing every time.
I challenge the wood-working fraternity for any the more simple or more easily made than this one. beauty of it is, there are no bolts or screws in it to get loose or break. I don't pretend to say, nor can any $\mathrm{m}^{2 \mathrm{I}}$ say, positively, that every knife, however set, will cul $^{\text {l }}$ alike, be there two or more. If they are set this way; however, they will cut so nearly alike that after once or twice sharpening and taking care to see which knife cuts, the operator can get them to cut very evenly. never use but two knives on a four wing head for allo kind of pine work. For oak it is well enough to add more.

## VIEWS AND INTERVIEWS.

Shoe Pegs.
The little town of Shelburne Falls, in Western Massachusetts, enjoys the peculiar distinction of having the pro${ }^{\text {ducts }}$ Germany its peg factory taken exclusively by parties in natural as supplying a need which that country, for Germany manufact that equals the American white birch in the simple sawe. A four-foot stick is shaved of its bark and $k_{\text {thots }}$ into blocks the required length of the peg; the and then dead wood are cut out with a pressure auger, and then the thin wheel of wood is ready for the cutting Spliting machines. One operator thrusts two or time, blocks into the jaws of the cutter and splitter at a other and the manufactured article comes out on the quality, into be brushed right and left, according to heated, into barrels. The pegs are thoroughly dried in uncom.ylinders and bleached white and firm. It is no from a con thing to secure thirty bushels of fine pegs quantity.

4 Curious Oak Tree. Tree.
${ }^{\text {a }}$ Part of the wal
in close contact
the distance of the distance of along the summit of it. This limb, at formed a sef about three yards from the parent tree, $i_{n t o}$ med second stem upon the wall by shooting a root of soil fissure, in which it probably found a deposit and findinis root, running along the bottom of the wall,
it, and form some crannies in it, rose twice again through each formed a third and a fourth considerable stem, The fourth of ance of about three yards from its neighbor. summit of these stems shot a branch again along the a fifth ste the wall, and in close contact with it, forming formed stem in the same manner that the parent tree has an effort the second. This last stem was again making ${ }^{\text {tation }}$ stil! the wall to extend its curious mode of vegein Febrill farther. In a great storm which happened and those two 178 I , a part of the wall was blown down, Pirent tree. two stems with it which were nearest the feet int tree. Each of these stems was about four or five Which shows diamer, and the timber of them was sold for 305 , ch shows their bulk was not trifling.

## Circular Saw with Diamond $^{\text {Teeth. }}$

A circular saw with diamond teeth is used for cutting up stone in the quarries of Euville, Meuse, France.
These saws consist of circular disks of steel 0.27 inch tangular about seven feet 3 inches in diameter. Recintervals notches are cut in the edge of this disk at of steel carrying $11 / 2$ inches, into which are fitted blocks sivee Brarriliang the diamonds, these being the inexpen${ }^{\text {blocks }}$ are secured to used for diamond drills. The countersunk secured to the body of the saw by screws with foads by heating the latter diamonds are fitted in these forcing them ing the latter to a bright red heat and in $\mathrm{groups}^{\mathrm{g}} \mathrm{th}$ in by pressure. The diamonds are mounted being ins of eight, those on the first and eighth blocks at the ediges, the fourth and fith the second and sixth third edges, the fourth and fitth at the sides, and the $i_{n s t r u m d ~ s e v e n t h ~ i n ~ i n t e r m e d i a t e ~ p o s i t i o n s ; ~ a n d ~ t h e ~}^{\text {and }}$ iocks 3 feet thick, 20 -horse power bein, required to rugh $N_{0}$ feet thick, 20 -horse power being required to run of apparatus, but it is recorded as having made a cut $33 / 4$ square feet in one minute. During the first
twenty eight months it was at work it ${ }^{0}{ }^{0}$ square months it was at work it sawed over 420 ,tot col cost of less of stone, counting one face only, at a the cost of less than 2 cents a square foot, nineteen of
${ }^{c}$ st
${ }^{0}$ sef of Teakpoon The gathering of this timber store has The Ceakwood. been an industry ever since man of
any color inhabited the country, savs any color inhabited the country, savs
the $_{\text {Century }}$
indmah, and in old palaces and temples it has held indestructible place for many generations. has held
color of ter ${ }^{c 01}$ or of tible place for many generations. From the
${ }^{\text {brown. Sandal wood it changes with age to walnut }}$
Big unpainted bungalows standing upon pillars
of the wood, sided with it, shingled with it, latticed with it, defy heat and rain, and grow rich upon their poverty of oil and varnish. They stand, as brown as autumn, out of green compounds against summer itself. Vines wrap them, flowers garnish them, years add moss and lichen, but nothing destroys save flame. Railroad car wheels, spikes for laying track, pegs for bolts, implements of all sorts, are made of teak. No one save a shipwright knows just how many parts of a ship are built from this muscle of nature, but every one who has walked the deck of bark or steamer has a consciousness that no amount of holystoning or dragging of cargo over, or wear and tear of feet and traffic, can in an ordinary sense affect a teakwood floor. The Burmese wood-carver knows his art is almost hewn in stone when he coaxes leaf and flower, sacred cow and festival cart, grotesque sprites and elves, gods and Buddhas, out of rugged trunks. The little prow of the sampan, shaped like a wishbone, the stern of the paddy boat, as brown with age as the naked figure upon it is with the elements the strange plinths of stranger pillars, the embellishments of the temples, the playthings of the children-all these are carved from teak.

## THE CARE OF CIRCULAR SAWS.

$T$O locate and take out fast places in a round saw is one of the first and very important things to do. In fact, if the saw is very uneven in tension it will be found very difficult and sometimes impossible to level it up properly without first regulating the tension to a great extent. A case in which this principle needs to be applied is where a saw has been cracked down a piece from the rim by being caught in the timber, and the plate at one side of the crack has been bent out of line,

as indicated in the cut from $A$ to $B$. I have found invariably that the saw would need to be opened between the lines C and D. The steel was stretched at $A$ and B when the saw was broken, and hammering it back would stretch it still more. I have always found that when the "fast" was all taken out of the plate, or a little more between the line $C$ and the center, that there would be no trouble in straightening the rim.
The method that many employ to find the fast places is not always sure. The plan most commonly used is to lift up on the rim and bear down with the straight-edge. But this method will not detect many places that can be found by another way, used by only a few of our best sawmakers. By using a bolt with a head for the opposite side of the saw to catch under, and bearing down on the rim, every fast place will seem to give way from the straight-ed, This process will bring to light many fast places that can not otherwise be found. By getting a nice, uniform tension to commence with, before the saw is made as open as is required for fast motion, the saw will be in much better condition when finished, because, if not done then it will have the same unevenness when opened up, and it will be much more difficult to regulate the strain then.

Before the saw is put on the mandrel the collars should be carefully examined, because they are very liable to wear out of shape. The first thing is to see that there is a good bearing on the extreme outer edge, and just the least bit concave. The loose collar should be a trifle the more so, for when the nut is screwed up it will spring it a little. One cause of the saw's appearing to be sprung when on the mandrel is from raised places
around the lug pins, caused by the pressure on them when the saw is in the cut. Of course, that must be removed.-A. Blackmer, in the Wood Worker.

## practical notes.

NOTHing belps the introduction of a new machine or device among practical mechanics more than simplicity of design and the absence of numerous joints and pieces, which tend to shorten the life of the machine as well as impair its efficiency. Joints are good things to avoid where possible, as the inevitable wear is followed by lost motion, which effects the accuracy of the machine.
It is a bad practice to put an over-loaded belt down out of sight, especially where there is any inflammable material. The slipping of a belt on its pulley from overload is a good heat producer, especially if the belt hooks happen to stop in contact with the pulley. The writer saw a case of this kind several years ago, and the streams of sparks that came from that pulley rim would have done credit to a Chinese pin-wheel. Such occurrences are dangerous, and precaution should be taken to render them impossible.-Machinery.

A very bad habit in mills where there are large driving belts, is shifting belts with a square stick, no regular shifters being used. The result of this is the belts are more or less injured on the edges. All heavy machines should have shifters to act so that they shift the belt over steadily, not putting too much strain on the driving belt too suddenly. Two pieces of gas pipe just large enough to revolve on round iron supports, for shifters, will lessen the friction on the edges of heavy belts as these pipes revolve while the belt is being shifted. It effects a great saving in long driving belts; in fact, any belt at all, leather or rubber.
The transmission of power by roves has been largely resorted to in England, the preference being given to what is known as the Lambeth cotton rope, which is made of four strands, the center or core of each strand being bunched and slightly twisted, the outside of the strand having a covering of yarns that are firmly twisted. The four strands are further laid with a core in the center to form a rope and twisted in the same way as any fourstranded rope. In this way a rope is formed possessing extreme flexibility, and the fibers will not break by bending on earh other when run on pulleys, the rope also standing elongation or stretching some 12 inches in a length of 50 inches before breaking.

Rope transmission is an excellent thing in its way and is applicable under a great variety of conditions and in some cases it will give better results than belts. Where ropes are used the pulleys must be of the proper kind, and set in a manner to conform to the requirements, or the system will give considerable trouble. In one case the action of the ropes, where the distance was only nine feet between the centers of the shafts, was such as to condemn the use of ropes for any kind of transmission in that plant, because the superintendent and his men thought they should work in any way required of them. In this case the distance was too short for the ropes to get a good bearing on the pulleys, one of which was only 12 inches and the other 52 inches. The pulleys, also, were $21 / 2$ inches out of line. It was no wonder that the ropes slipped, unless drawn so tight that the bearings heated, and that the strands would fray and break after being in use a very short time. Where endless ropes are employed it is often noticed that one or more ropes are running slack; this will take place in every case where the pulleys have too many grooves and all are used. More than eight ropes on a single pulley generally cause one or more of the strands to run loose. A speed of more than 5,000 feet per minute will cause the ropes to tend to adhere less closely to the pulley, on account of the centrifugal action, and will not drive as much with the same tension. At speeds lower than 5,000 feet per minute the ropes will give good results if the machinery is properly arranged.-Stationary Engineer.

## A despatch from Winnipeg states that two Chicago capital-

 ists are endeavoring to purchase the entire lumber cut of Rat Portage district mills for this year. The pine forests of Minnesota are rapidly being depleted, consequently the United States lumbermen are looking to the Northwestern Ontario woods for their supply.

Published on thf, First of Each Month

## C. HI MORTIMER

Confederation life Building, Toronto Branch Office:
New York Life Insurance Building, Montreal. TERMS OF SUBSCRIPTION:
One Copy One Year, in advance ..
$.8 \mathrm{~m} . \infty$
One Copy Six Months, in advance
Foreign Subscriptions, \$r. 50 a Year
Advertising Rates Furnished on Application
The canada lumberman is published in the interetts of the lumber
 presentative in Canada of this foremost branch of the cuatriercc of this coun-
try. It aims at giving full and timely information on all subiects touching these interests, discussing thes topics editorially and inviting free discussion by others.
Especial pains are taken to secure the latest and most trustworthy market quotations from various points throughout the world, so as to afford to
the trade in Canada information on which it can rely in its operations. Special correspondents in localities of importance present an accurate report not only of prices and the condition of the market, but also of other matters specially interesting to our readers. But correspondence is not
only welcome, but is invited from all who have any information to com. only welcome, but is invited from all who have any information to communicate or subjects to discuss relateng to the trade or in any way affecting
it. Even when we may not be able to agree with the writers we will give them a fair opportunity for free discussion as the best means of eliciting the tr : Any items of interest are particularly requested, for even if not of great importance individually they contribute to a fund of information
from which general results are obtained. Advertisers will results are obtained.
need not point out that for many the Canada Lumberman, with its special class of readers, is not only an exceptionally good medium for securing publicity, but is indispensable for those who would bring themselves before
the notice of that class. Special attention is diected to "WANTED" and the notice of that class. Special attention is diected to "Wanted" and tion at the uniform price of 15 cents per line for each insertion. Announcements of this character will be subject to a discount of 25 per cent. if ordered for four successive issues or longer.
Subscribers will find the small amount
Subscribers will find the small amount they pay for the CANADA LUM-
Berman quite insignificant as compared with its value to them. There is merman quite insignificant as compared with its value to them. There is
not an individual in the trade, or specially interested in it, who should not ne on our list, thus obtaining the present benefit and aiding and encouraging us to render it even more complete.

## BIRCH TO THE FRONT.

Various circumstances go to show that birch is rapidly forging to the front as a wood that will be in strong demand in the future. The opinion of a Canadian lumberman was quoted in our weekly issue of a fortnight ago, that the time was near by when birch would hold a more firm position on the market than is the case with lines of hardwood that to-day are looked upon as being first in the list. As a cabinet wood birch is certainly coming into increased demand. Furniture manufacturers find that it fits in for their work in many desirable ways. To quite a large extent it is taking the place of cherry, and is susceptible of a degree of polish that enables it to fill a popular place where the price bars out cherry. One hardwood dealer, whose experience covers a knowledge of all classes of domestic hardwoods, has said that birch, with its susceptibility to a hard, highly polished and beautiful finish, even excells mahogany and is vastly better than oak, walnut, poplar, and, of course, the softer woods. Messrs. McRae \& Co., of Ottawa, have found it to be better than any other wood for their special use in "mahoganizing," "ebonizing," etc., by their patent process.
A good-sized straw, that may be taken as showing which way the wind blows, is found in the statement made by Hardwood, of Chicago, that immense quantities of birch in New Brunswick and Nova Scotia are likely to pass into the control of Boston capitalists. These men are evidently taking a long view, and see that there is a good future ahead for this wood. An important question is, to what extent birch is to be found in any considerable quantities in Canada. An answer is suggested in the action of the Boston capitalists, here reported. This wood is found also in generous supply in the eastern sections of Ontario, and Quebec. An examination of the hardwoods that still exist throughout many of the counties of Ontario show that birch is there in, perhaps, as large quantities as any other class of timber. The mistake ought not to be made, however, of sacrificing this wood as though the supply was absolutely endless.

## LUMBER A TRADE BAROMETER.

GOOD reason exists for the hope of business men that the lumber industry will show an encouraging revival this year. To what extent other lines of business rest upon the lumber industry can be, to some extent, understood, when it is known that according to the census of 1891 there are 34 industries or occupations which depend entirely or in part upon wood or timber as their raw material for manufacture or commerce. The total number of these is 17,577, all told employing 95,741 hands, the manufactured articles from which represent within a fraction of a hundred millions of dollars. The census figures are $\$ 95,029,828$. Chief among these industries, according to the census report, the number of employees, and value of output, are :-

| Timber Industries. | Factiries. | Hands. | Value Products. |
| :---: | :---: | :---: | :---: |
| Agricultural implements. |  | 3,656 | \$4,406,397 |
| Cabinet ald furniture mal | 1,169 | 6,957 | 4,471,742 |
| Carpenters and joiners | 2,494 | 5,702 | 3,893,950 |
| Carriage-makers. | 3,143 | 8,703 | 6,579,082 |
| Cooperag | r,430 | 3,277 | r,808,929 |
| Sawmils. | 5,390 |  | 38,569,652 |
| Sash and blind facto | 356 | 2,878 | 4,872,362 |
| Shipyards. | 227 | 4,454 | 3,557,258 |
| Shingle factor | 801 | 2, | 776,998 |
| Planing mills. ${ }_{\text {Breom }}$ and brush factories | 66 | 633 |  |
| Broom and brush factories | 91 | 957 | 762,884 |
| Match factories. | 22 |  | 511,250 |
| Wood-turning establishments | 80 | 604 | 431,797 |
| Carving and gilding works | 82 | 500 | 516,675 |
| Trunk and box factories. | 49 | 626 | 677,877 |
| Shook factories. | 35 | 80 265 | 228,785 168,520 |

The list does not include boat builders, basket makers, pump factories, pail and tub makers, and other lines of manufacture in which wood plays the leading part. Nor is there included in the list the car and locomotive factories of the Dominion, which number 17, and whose output is valued at $\$ 3,956,000$ and employ 3,154 hands.
When lumber is slow, as it has been the past year, a large percentage of the industries here named, are not working nearly up to their full capacity, or as in many cases, no work whatever is being done. The current market conditions, a principal feature of the Weekly Lumberman each week, have shown that since the new year, manufacturers who use wood, and have done little active business for some time past, have either started their factories on full time, or are making preparations so to do almost immediately. This is one reason why enquiries of the past few weeks in lumber are increasing.

Lumber may be recognized as a safe commercial barometer. If the trade of the next six months will show that largely increased shipments of forest products have been distributed throughout the various provinces of the Dominion, and as is the case with lumber, in a large degree, to countries beyond its borders, of necessity it follows that business in many other ways is moving actively and encouragingly, for lumber is not bought, simply to be stored away. No class of raw material goes more quickly into manufacture than does lumber. It is, therefore, to be easily understood why banks, monetary institutions and capitalists take a roseate view of affairs when the report comes to them that business in lumber is reviving.

## EDITORIAL NOTES.

A MONTH ago an opinion was expressed in the Ell page that the red cedar shingles of British Columbia were lessened in durability because of being kiln dried. This month on the same page is published a reply from a Pacific coast shingle manufacturer who is disposed to challenge Ontario criticism. It is natural, perhaps, that white pine shingle manufacturers should resent this intrusion, as they may deem it, of red cedar shingles into Ontario. But this is a free country. What we want to get at are the facts in the case. Mr. Scott speaks plannly from his point of view. It is to be remarked that the criticism of Mr. McBean of last month is joined in by Buffalo dealers, who are raising the complaint there that the Washington territory red wood shingles are being injured by excessive kiln drying. On the other hand it is claimed that at the best this trade is in its experimental stage, and will come down to a system soon.

If a large output meant always a paying business, Washington territory shıngle manufacturers might lay claim to possessing the cake. The shingle shipments of that State for 1894 will not run far from 12,500 cars, or
about $2,000,000,000$ shingles. And yet there is, perhaps, no other district in the United States or Canada, and in a year when unprofitable trade was the rule all round, where business was more completely demoralized than in Washington territory. Big sales of shingles were made-that seemed to be the one ambition of the trade. But with hardly any exception sales were placed at a price that meant that the heavier the shipments the greater the loss. The trouble did not end there. Shingles were cut to such prices in Washington, and were shipped everywhere at this cut price, that every other market shared in the demoralization. Over and over again efforts were made by combinations to stem this current of unpaying business, but the combinations never held together any length of time. The hope will be that these things will improve in the right direction in 1895.

WITH the bicycle fever at its height the manufacture of wheels is proving a growing industry in Canada. True a large number of wheels are imported, but the demand is great enough to permit of this and at the same time allow of a large consumption of the home article. Those who favor a protective tariff are asking why additional encouragement should not be given to the manufacture of bicycles by placing a heavy duty on the imported wheel. The lumber industry has an interest in the bicycle manufacturing from the fact that rock elm, and hickory, but more particularly the former, has proven ap excellent wood for the rims of bicycles. A large quantity of this wood, is, as a matter of fact, being shipped to Europe for bicycles. This is a good thing for the lumber business in, at least, a restricted degree. It would look as though bicycles had come to stay and the bottom is not likely to fall out of the trade, as has been the case with other fads, if we may so call them, where wood has been used. For a time an immense quantity of wood was used in the manufacture of roller skates, but then the craze did not last long, the same as when everbody, young and old, men and women, in Canada, as well as in the States, ran wild over base ball. The statistics show that at one time the lumber consumed in this manner was something very large, but it also suffered the fate of other fads of the kind, and wood in the manufacture of base ball clubs does not cut any large figure nowadays.

IT is time that an official announcement had been made from Ottawa concerning the exemption of boom sticks from duty. The new ministry under Sir Mac kenzie Bowell has been installed in office and business of is supposed to be running along in proper shape. Of course, there is no immediate hurry in the matter, so far as the rafting of logs is concerned. This is not the season for that kind of business. The point, however, is this: the matter should not be allowed to remain in abeyance, as a delay in settling the question is open to a wrong interpretation by the Washington authorities. The treasury department of the United States has made a rule exempting boom sticks from duty when coming from Canada, and this on the lines of tariff legislation ${ }^{15}$ supposed to carry with it the understanding that wher such action should be taken by the United States our government would reciprocate. We believe it will. The United States government, on the other band, is dilatory in righting the matter of the duty on red cedar lumber. There is no doubt whatever, and the Michig ${ }^{\text {an }}$ deputation who visited Ottawa in connection with boom sticks made the admission to the Minister of Finance, that it was never intended that a duty should be placed to on red cedar lumber. This delay is exasperating to lumbermen in British Columbia, and has already be the means of the mills there losing considerable besides possessing a disheartening influence. Lumberman has a letter from one of the concerns on the coast saying: "We have had a con tract for a considerable amount of cedar clap boards of fered us by communication in the United States, although we have delayed the matter for the past months we are still unable to close until we know this thing is to be decided." There is as little reas ${ }^{0^{14}}$ for delay at Washington as there has been at $\mathrm{Ot} \mathrm{ta}^{\mathrm{w}} \mathrm{w}^{2}$ Let both governments now get down to business, for business needs all the encouragement that can be giver


VISITOR to Toronto during January was Mr. D. C. Cameron, of Rat Portage, president of the Ontario and Western Lumber Co., which, more than a year ago obtained control of the milling interests of the Keewatin, Rat Portage and Norman districts, and in connection with which important litigation is now in progress. Mr. Cameron claims, as a result of this combination, that lumber to the consumer has been reduced all round about $\$ 1.00$ per 1000 . His company will continue on the lines on which it was organized. The removal of the duty on lumber has resulted in stimulating the bringing in of lumber to Manitoba from Minnesota, though he did not think that this was coming into the country in such quantities as to materially effect local trade. The lumber business of the northwest in the last two years, has shown a falling off of about $50 \%$. The total consumption in 1892 in Manitoba had been between $80,000,000$ and $100,000,000$, whilst now it was under $50,000,000$. This reduction in trade was attributed to the desire on the part of farmers to curtail expenditures on imProvements and economize generally, because of the Commercial depression. Time would right this difficulty, though Mr. Cameron does not anticipate any immediate boom in business.

Quite a number of lumbermen, I find, are thinking along the line of establishing a supply yard in Toronto for the distribution of lumber. In my rounds the other day I met one man who longed for someone to drop in on him with $\$ 50,000$ to make a start in this direction. He said the necessity for such a movement was showing itself at every point. He was speaking specially of the hardwood trades. "Our firm," said he, "are receiving orders for hardwood constantly that requires an effort sometimes to strike the spot where we can secure the particular wood needed. Hardwoods are so scattered, a little here and a little there, that when an order is received for a mixed carload of hardwoods it is sometimes imPossible to fill it. If there was a central yard in Toronto, where a supply was kept all the time, much trade that goes past lumbermen to-day would be secured." I told my friend that if I came across somebody with an odd $\$ 50,000$ I would let him know, but all the same I $f_{\text {ind }}$ that he voices the views of a good many others, though there seems to be difficulties in the way of getting such a movement set on foot. There is just too much Want of cohesion amongst lumbermen in this part of the country.
J. G. Scott, manager of the Pacific Coast Lumber Co., New Westminster, B.C.. writes: "In your Eli column, January number, I observe you talk some about shingles Ind publish the opinions of one Mr. McBean as to the longevity, of the B. C. red cedar article. Now,'I hold that it is eminently unfair for you to give any publication to a vague, indefinite statement made by anyone on this ${ }^{\text {Point. Despite adverse criticism by parties interested, }}$ I feel assured that these shingles have got into Ontario to stay and will make a record for themselves, but if anyone has any points to bring out against them it will expresesting to the B. C. shingle makers to hear it expressed definitely and specifically. We want to know fect inticular lot referred to ; if there was a visible de. fect in the manufacture or in the quality of the timber; if in laying on the roof they were jammed close together as might be done with green white pine shingles or if ${ }^{\text {common sense was used in laying and the shingles laid }}$ an eighth of an an eighth of an inch apart, to prevent bulging whensoaked, as is necessary with kiln dried shingles. If a case of
dissatisfaction exist and particulars such as above are dissatisfaction exist and particulars such as above are
furnished, we may be able to trace the reason to a specific cause. As to the test these shingles are put to by the weather in this Province, let some one express an
glorious clumate and we may hear something of the intensity and penetrating powers of our rain storms; the east rains back home are simply not in it. No Mr. Eli we are not making a market for these shingles by abusing the merits of white pine or any other shingle but purely on their own merits and the users of them are the judges. We are not afraid of results where they are used and known, but we would just as soon you would not head us off where they are not known by prejudicing people against them before they have tried them."

A week ago 1 dropped into the office of Mr. J. H. Eyer, lumber merchant, Toronto, and while we were chatting on lumber matters, Mr. D. C. Burke, of Hawke. stone, Ont., joined us. Mr. Burke, at one time and another, has been an active man of affairs. Just at present he is operating a mill at the point named in Simcoe county. "I am cutting a good deal of black ash," said Mr. Burke, "though not having any very large quantity of this wood on my land; but what I bave is of fine quality. There is also considerable birch where I am operating the mill, but the greatest drawback to cutting birch is the amount of culls that accumulate and are worth hardly anything. 1 shipped some birch culls to Toronto a few days ago that will hardly net me $\$ 3$ a 1000 ." I asked Mr. Burke what he thought of the future of birch, seeing that there is considerable talk of this wood taking a front position. His reply was that he believed that there would be a larger demand for birch in the years to come than there had been in the past. "It is like this," he continued, " birch is a close-grained wood, and it makes up nicely for mantels, closets, as well as general articles of furniture. Only a short time ago I got out a number of samples of this wood for a manufacturer of mantels and closets, to be sent to Great Britain, and now 1 am getting back good reports and will be able to place some of my timber for these purposes. In the manufacture of mantels and cabinet goods there is need for such stuff, and this gives a good opportunity to work up the small wood in birch." Mr. Burke is taken with the notion that there is an opening at a central point like Toronto for a mill that would make a specialty of cutting up hardwoods for manufacture. "The trouble is," he said, "when one operates a saw mill in a country district he is confined to the particular wood that is in his locality, and when it becomes exbausted he is obliged to get out and get somewhere else where there is a supply. In Toronto I could draw my supplies from a hundred different sources and obtain a good choice as well as a good variety." It was suggested by Mr. Eyer, in the conversation, that the trouble would be to secure favorable freight rates. Mr. Burke thought that this difficulty could be overcome if the railways saw that they were likely to secure a profitable trade for a continuous period of time, that it would be to their interests to make rates that would encourage this business. With some knowledge of how railways handle this kind of business, I am not so sure that Mr. Burke's sanguine expectations would be realized.

Duluth, I notice, is bobbing up as a competitive point in white pine. We have heard of some shipments from there coming into Canada, but I do not know that there is anything to worry over in this particular. Fiom a conversation, however, 1 had a few weeks since with Mr. C. H. Clark, I would fancy that Duluth pine is certain to come into competition on the American market with stocks from Canada and also Michigan. Mr. Clark, it will be remembered by many, was for a dozen years or more identified with the lumber trade in the Barrie section, and travelled extensively for Burton Bros. When their mill was destroyed by fire about a year ago, Mr. Clark found it necessary to look around for other fields to conquer. He made a trip through different parts of the States, and finally struck Duluth. He is quite enthusiastic of the poss:bilities of that country for lumbermen. There is no end of lumber there, he tells us, and some of the best mills in the country, in his judgment, are found in that district. Mr. Clark has about made up his mind, I think, to hang out his shingle in Duluth. At present he is spending a few weeks in Canada. He says that the pine of that district will compare favorably with Canadian white pine. In the better grades probably Canada is ahead, but for avel-
age quality they run parallel. A good deal of Duluth lumber has in the past gone into the western states, but the trade now are bidding vigorously for business in the eastern states, and it is there that it comes into competution with Canadian pine. I fear, as is the case too often with all new territores, the disposition is to make sales, without full regard to the real value of the timber sold. We see how this business is operating in southern lumber, as is remarined elsewhere by Mr. Meaney Time rights all these difficulties, because after a while men see how foolish it is to throw away good money, but at the particular time havoc is played with trade by this constant throwing on the market of stocks at profit less prices. Speaking of Duluth conditions, I have come across an opinion expressed by Mr. J. J. Rupp, of Saginaw, who, with certain associates, owns about $400,000,000$ feet of standing timber near Duluth. Mr. Rupp is also interested in Canadian lumbering, having a mill at Three Rivers, Que., which he is now working actively. So far as regards competition between United States and Canadian lumber, he has said: "Stumpage will average higher in Canada than in the Duluth distric ${ }^{+}$, and it costs considerable more to get in supplies and to manufacture ; but, on the other hand, freight rates to Albany and New York are from $\$ 1$ to $\$ 1.50$ better than from the head of the lakes. There will be a continuous and good market for all the white pine now standing in Duluth."

Speaking the other day with Mr. Thomas Meaney, manager at Toronto for Robt. Thomson \& Co., I was interested in some of his comments on the change in lumber prices in a few years. To-day, evers body is bemoaning the condition of the shingle market. This has apparently been going from bad to worse for some time, so that the business to-day is a complete drug. whether one thinks of white pine shingles or of the red cedar shingles of British Columbia On the admission of the lumbermen of the Pacific Coast no money is being made there, and it is hard to know how anyone can get a profit out of white pine shingles, when prices have, in some cases, been cut as low as $\$ 1.70$. "Go back eight or ten years," said Mr. Meaney, "and conditions were very different. Shingles were then bringing easily $\$ 2.50$, but on the other hand common lumber was down as low as $\$ 6.00$, where now shingles are down, and this lumber worth $\$$ II. or $\$ 12$." I was interested in getting Mr. Meaney's view of southern pine. He said that certannly Georgia pine was being sold to no small extent in Ontario. Some of the southern mills are represented here, and their agents are doing all the business that will come along their way. He believed there was something in the complaint of the lumber secuon of the Board of Trade that archite is ami suiders might, wih advantage to their chents and heip to the lumber industries of the country, use white pine, where in many cases they were recommending southers. wood. It stond to reace hai a fine that possesses as much resinous matter as yellow pine would help to feed a fire, as seems to have been proven by the unfortunate events in Toronto during the past month. The worst feature of business in southern pine and this view, as far as I know, is voiced by lumbermen in the eastern States as well as in Canada, is the ridiculous price at which it is sold. Just think of this pine being bought at the mills at $\$ 4$. a 1000 . Where comes any margin for labor, and allowance for capital invested in mills, and cost of managing the same? I reminded Mr. Meaney that even the southern lumbermen themselves were complaining of these condtions. Only during the past month several meetings and consultations among leading men in this line in Missouri and Arkansas have been held trying to devise some way to better their condition and raise prices up somewhere near a fair living profit. A plan is on foot to form a permanent organization taking in these two states and Texas, Louisiana and Georgia, if possible. As the Tradesman, Chattanooga, Tenn., has said, the great trouble with yellow pine men in the past has been a mutual disposition and unwillingness to let each other know the situation. Each one has kept his output and business entirely to himself, and been unwilling to let anyone else know what his condition was. To-day a result of this policy is plainly manifest in the lumbermen's bank accounts and dividends.

## otTAWA LETTER.

[Regular correspondence Canada Lumberman.]

EVERYTHING connected with lumber has been exceedingly slow throughout January. The belief is that trade will open out encouragingly shortly, but there has been little for the lumber news gatherer to secure, so far, this month.
The St. Anthony Lumber Co. are pushing abead with work on their new steam saw mill at Long Lake on the Ottawa, Arnprior and Parry Sound Railway. The machinery is now being put in position, and the mill will be ready to start operations in the early
spring. spring.
No information has yet been given out regarding the burning of sawdust and mill refuse. Lumbermen are anxious about the matter, as the change in the law, if insisted upon, for May ist, will give rise to serious trouble with many of the mills.
Ottawa, Can., Jan. 23. 1895.

## NEW BRUNSWICK LETTER.

[Regular correspondence Canada Lumberman].
[N certain sections of New Brunswick in particular lumbermen spite the protests that have gone up from the trade, the law is brought into force in May, it may be resented in practical shape by lumbermen on the St. Croix River, between New Brunswick and Maine. They say that it would force the transferring of sawing operations from the Canadian side to the American side where most of these same men have mills. The loss in this case would come directly upon the province itself. It appears almost certain that whatever may be the merits of the law on general principles that it will have to be amended to provide for exceptional cases like this now cited.
Knight Bros., and the Musquash Lumber Co.. will get out 2,500,000 feet and 1,000,000 feet respectively.
Alex. Gibson will cut about $25.000,000$ feet on the Nashwaak this winter, and the cut on the Tobique will be $20,000,000$. In Queen's and St. John's counties the cut is expected to be quite heavy.
At Markhamville, King's County, a portable steam mill has been erected by John Lynch. who will cut in the vicinity probably 700,000 feet of lumber. Robt. Mill will put in about 400,000 feet in the same section.
Weather conditions, on the whole, are favorable to logging, though complaint is made of the heavy crust in the woods in some sections consequent upon heavy rains. A considerable quantity of snow has fallen at most all points.
St. John, N. B., Jan. 22, 1895.

## BRITISH COLUMBIA LETTER.

[Regular correspondence Canada Lumberman.]

WITH the expectation that business will revive in the near future many of the mills have been undergoing repairs. Though not what might be wished for enquiries from foreign ports are improving, and it is expected that a more profitable trade will be done this year than in 1894. A fair trade continues to be done with California since the change in duty, and there is no reason why B. C. lumbermen should not ship with profit to that country.
The band mill is likely to be introduced into one or more of our mills the coming spring and the experiment will be watched with interest by lumbermen.
H. H. Spicer \& Co.. expect tu do a profitable trade this spring throughout the New England States. Mr. Spicer has lately been on a visit to these states and formed, it is believed, some useful business connections.
Leamy \& Kyle and George Cassidy \& Co.. operating mills on False Creek, Vancouver, have formed a business combination under the name of George Cassidy \& Co., Lid. In addition to the plants owned by the concern they have also about 10,000 acres of timber limits. The capital of the new company is placed at $\$ 40,000$.
The shingle situation does not improve. What the spring will bring forth it is hard to say. Mr. J. G. Scott, of the Pacific Coast Lumber Co., has recently ex ressed the view that there is no man in the trade in the province that is not of the opinion that a $16 . \mathrm{in}$. six to twu shingles made properly should bring at least $\$ \mathrm{l} .50$ net at the mills.
New Westminster, B. C. Jan. 18, i895.

## MICHIGAN LETTER.

[Regular correspondence Canada Lumberman.]
$\mathbf{R}_{\text {that log }}^{\text {EPGers are in good heart, }}$ as recent would indicate that loggers are in good heart, as recent heavy falls of snow have helped matters materially in the woods. It looks now as though there would be a good cut, and that everything would come along in fine shape in a short time.
No large amount of business has been done in this district during January. The proverbial dullness of the first month of the year has hung around here in all its completeness. A good feeling, however, exists and though the lumber business in Michigan is not what it used to be in the past, it is by no means at an end yet, and the amount of lumber likely to be handled during the
year 1895 will run into large figures. Bay Cuty is the point that, more than any other, seems to be the active distributing center for lumber, and is a favorite point for buyers to visit.

## bits of lumber.

The new Hardwood Lumber Co., at South Bay City, is likely to be an important industry for that locality.
The firm of Ring. Merrill \& Tillotson, of Saginaw, has been dissolved and the company has gone out of business.
It is predicted at Saginaw that the business of Tittabawassee Boom Co. will be of insignificant proportions in 1895.
Geo. W. Hotchkiss, of Chicago, is gathering material in Michigan for a history of the lumber business of that state.
Six inches of snow fell at Menominee a few days ago and large numbers of woodsmen, who had left the logging woods, have started back.
The Central Lumber Co. has selected the following officers for the new year: A. T. Bliss, president ; John Quinn, vice-presiden; A. J. Linton, treasurer, and A. F. Cook, secretary. The company expects to put in trom $12,000,000$ to $15,020,000$ feet of logs. Wm. Peter, of Bay City, who is well known as an active saw mill man in Canada, will test the question whether salt can be produced with a profit with coal as a fuel. What the influences are that h ive suggested this possible change to Mr. Peter I do not know, but on the face of it it would look as though wood was becoming scarre in this great pine state when coal is to take its place in salt manufacturing.
Saginaw, Mich., Jan. 25, 1895.

## what seall it be called.

WHEN timber is so placed on the carriage that it is cut across the annular layers of growth, thus making the edges of these grains, rather than the surface of them, show on the surface of the board, the lumber thus produced is variously called quarter-sawed, rift-sawed, ver-tical-grained, straight-grained and edge-grained. What is the use of this diverse nomenclature, asks the Timberman, and why would it not be good sense and good policy to settle down to some term that is as accurately descriptive as may be, and abandon the rest of them? We presume that a great many of our readers would cast their vote in favor of the term "quarter-sawed," for it has the warrant of long use and is derived from the method by which such lumber was originally produced.
Quarter-sawed lumber was made by cutting a log into four right-angled segments, longitudinally, thus making quarters of it ; then placing the round side of each quarter down ou the carriage and cutting the pieces up into lumber.
Theoretically but one, or possibly two, pieces from each quarter would be exactly quarter-sawed, yet for all practical purposes the larger part of the product will pass as quarter-sawed lumber: that is, the grain will be substantially perpendicular to the surface of the board.

By another method the board is cut into eight longitudinal sections. This is a more perfect way of accomplishing the desired result, but no one has as yet thought of adopting the expression "octagonal-sawed" lumber. The same result is obtained oftentimes by taking off cants each side of the heart and sawing them up into strips or boards perpendicular to the first line of cutting. In yellow pine much of the quarter-sawed stock (or whatever it may be called) is not cut with reference thereto at all, but the ordinary method of four-sided manufacture is used. In the vast majority of cases, therefore, the teim "quarter-sawed" does not express the method
The term "rift-sawed" is also largely ineaningless. The three other terms are used particularly in yellow pine manufacture, though expressing the same idea as , the character of the product.
"Vertical-grained" flooring is a term which appears in many price-lists, particularly in the eastern part of the
yellow pine field, but not one per cent of the flooring is yellow pine field, but not one per cent of the flooring is
what may be strictly called " what may be strictly called "vertical-grained," for the
line of the grain runs at all angles to the surface of the line of the grain runs at all angles to the surface of the board from ninety to forty-five degrees; in fact, it has
been necessary to make a definition been necessary to make a definition which says in regard to quarter-sawed, rift-sawed, vertical-edge or straightgrained flooring, that the angle of the grain with the
face of the board shall not be less than forty-five face of the board shall not be less than forty-five
degrees. degrees.
The term " vertical," therefore, does not apply to it. The term "straight-grained" refers to the appearance of the surface of the board in which the lines of the grain
appear approximately straight on the surface in contra-
distinction to the appearance of the pieces that are bastard or flat-sawed, where curved and returning lines abound.

The term "edge grained" remains apparently the most accurate and descriptive of any. It does not refer to any particular manipulation of the timber in manufacture; it does not by implication limit the angle of the grain to ninety degrees; it does not, also by implication, require that the timber should necessarily be of absolutely straight growth and that the lines of the grain should run parallel to the piece; it simply means that the edge of the grain shall show on the surface of the board. This, with the customary limitations as to the angle of the grain seems to be all that is required in a universally applicable term.

We fancy that the hardwood branch of trade, particularly in regard to oak, would insist on the term " quartersawed," and yet quarter-sawed oak is not quarter-sawed in a majority of cases, and, moreover, when you have said quarter-sawed, you have still left it necessary to say "figured stock," because it is only in a comparatively few pieces that the surface runs directly at right angles to the annular rings of the tree.
We do not put forward this term "edge-grained" in any decisive way, but simply as the opinion of some well-posted lumbermen, who think that the customs of the trade in this respect should be unified, and who beleve that this term best expresses what is intended by the various ones now in use.

## death of two canadian lumbermen.

Hon. David McLellan, New Brunswick.
During the month of January death claimed the Hon. David McLellan, formerly provinctal secretary of New Bıunswick. Mr. McLellan was born in the city of Port land on January 20th, 1839 and was therefore in his $56 t^{\text {th }}$ year. His early undertakings in business were as ${ }^{\text {a }}$ surveyor and dealer in lumber and afterwards be entered into partnership with the Hon. J. Holly. This firm carried on an extensive lumber business for years hand ling over 60,000 superficial feet of logs annually. In 1878 Mr . McLellan was elected to the provincial legisla ture. He was elected again $\ln 1882$ and in $18833^{\text {be }}$ became a member of the Exerutive Council and was appointed provincial secretary. At the general election in 1892 deceased was again returned. After the ${ }^{1 a^{5 t}}$ general election he retired from politics and at the death of Mr. Drury accepted the position of registıar of deeds and wills.

## Mr. A. R. Christie, Toronto.

Some years ago few men were better known in the lumber trade in Ontario than Mr. Alexander R. Christie, who died suddenly of heart disease at his residence, Toronto, a fortnight ago, aged 79 years. Mr. Christie was born in Perth, Scotland, in 1816 and in $1833^{1}$ cald $^{m^{2}}$ to Montreal, where he engaged in the grocery busine ${ }^{55}$, under his uncle, Mr. Wm. Christie. In 1839 he came Niagara-on-the-Lake and a little later purchased a large saw mill at the mouth of the Severn river. His partner in this enterprise was Mr. Andrew Heron. The mill was twice burned to the ground entailing heavy losses.

The mill later was rebuilt and enlarged, and in $187^{\circ}$ the property was sold to the Georgian Bay Lumber ${ }^{C 0}$. The deceased about this time took up his residence $C$. Toronto, and obtained a partnership in the firm of 5 . Kennedy \& Co., lumbermen. Later a new partnersbip was formed under the name of Christie, Kerr $\&$ Co $^{0}$ This firm carried on an extensive lumber busine ${ }^{51}$ owning mills at Collingwood, Severn Bridge, Brad and Michaels Bay. Their annual turnover in $\mathrm{lum}^{\mathrm{m}}$ b 0 amounting to over $50,000,000$. Mr. Christie was aber for many years, president of the Michaels Bay Lumben Co. Some years ago the firm met with reverses and werd out of business. Since then Mr. Christie has devo
his attention largely to marine matters, having management of the steam barges, Africa and Seves which he owned. Prominent among those who attended the funeral were many well-known lumbermen, including. John Bertram, James Tennant, W. F. Tennant,
Tennant, and H. Lovering, of Coldwater.
Subscribe for the Canada Lumberman, $\$ 1$ per year.

## THE NEWS.

-J. A. Johnson will erect a planing mill at St. Mary's Ont.
A. Ferris \& Co. are builling a new planing mill at Sudburr; Ont.
C. Greason's planing mill at London, Ont., was sold by auction on the 12 th ultimo.

Achison \& Dolman have teased the salw mill at l'etrotea, Ont, owned by Mr. Stirrelt.

- Richard Smith, of Beele I'ain, (2ue., is considering the renowal of his saw mill to Sherbrooke.
-Mr. MeArthur hias about 60 neen at work in the Riding Mountain district getting out logs for his mill at Birtle, Man
- 13 1. Young, who operates a planing mill at Siratford, Ont., is remoled in financial difficulties and is asking for anextension of time.
-I. II. Miton \& Son, Moncton, N. B., have removed their samill to a new site at Foley litl, on the line of the Albert Railuay.
-Alexander Scolt, manager of the Buckinghom Pulp Co., proper to erect a saw mill a few milesup rivel. Chiefly hard woods will te manufactured.
II. IIetu of the Eidmonton Saw Mill Co., Edmonton, $\therefore$. W. T., is taking out two million feet of lass this winter to be saved at the mill up the river.
-Mc.Millan © Haynes, saw manufactureis, St. Cathernes, Ont, have leased the ofd hattery factory adjoining their works, and will also extend their present factory.
-The saw mill belonging to the Norris estate, St. Catherines, Ont., was sold at auction a short time ago to John Sully, representring a Canadian syndicate, for $\$ 34,000$.
- A carlond of pine from British Columbia has arrived at Queleec via the Canadian l'acific railway for the Marine De patment, to be used in steamship decking.
-lluge logs of hardwood are being hauled into the city mills at Chatham, Ont., some of them containing more than 1,000 feet of lumber. They will be cut into shijp phank for export.
-W. II. Schneider, of Mildmay, has sold his saw mill and flour mill property in Fred. Glebe, of Shelburne, Ont., for the $\sin$ of $\$ 12,500$. Mr. Glele took posession on the toth of lanuary.
W. J. Munro, of Pembroke, has purchased the Snider limits from the Ontario Government, containing alout 27 square mites of timber. It is the intention of Mr. Munro to commence catting at once.
-James Playfair \& Co. have purchased from Burton Bros., of Collingwexd, the tug Metamora, threc barges and a large quantity of broms, which they will use in connection with their jumbering business.
- J. A. Christic, of the Brandon mill, has two camps numbering forty men and twenty teams at work in the Kiding Mountains, sfanitola, and expects to get out about one and a balf million feet ot logs this winter.
-The Melaughlin Ca--iage Company, of Oshawa, has resumed operations. A new seventy-five horse-power engine and ninety horse-power boiler have been put in, also a large saw mill to cut lumber from the log.
-.The Toronto Iloop and Vencer Co., of Toronto, are apply. ing for incorporation, with a capital stock of $\$ 50, \infty 0,10$ manufacture hoops, staves, veneers, etc. The operations of the company are en carried on at Eugenia, Ont.
-The Niebergall Stave and Lumber Co., of Staples, Ont., are applying for incorporation, with a capital stock of $\$ 45,000$. Among the directors are G. Nielergall, of Goderich; G. M. Mcteuan, of Ilensall, and D. K. Menzies, of Clinton.
- W. W. Parsons, of Rankin, Ont., has purchased from Mr. K. Keeves a twenty horse power portable steam saw mill. He intends placing ti on the mountain north of Lake Dore, where he has taken a contract to cut 50,000 feet of lumber.
-Weare informed that Findlay \& Lewis, of Collingwood, hate made preparations to start a sash and door factory in Farty Sound as soon as navigation opens. The factory will be culutired with the latest machinery for turming out dressed lumins, mouldings, sash and doors.

The Winnipeg Commercial states that a pecular phase has devicuped in the lumiler trade in Western Ontano lately, at beiug the presence on the market of pine lnmiler from the ('nired States. This lumber was sawn in Michigan from logs orignaily towed across the lake from Canad. The lumber in queetion is understoud to have come as far west as Londun, and in have sold at figures some fifty cents per thousand feet below the price at which it would cost dealers to lay it down thes, leaving altogether out of the question the matter of yofis.
-On the wh of Sepremiver last the Collector of Customs at Detrnit scized a carload of pulp entered by the Laurentidea Pulp Company, of Three Rivers, Que., for undervaluation. The company had entered it at $\$ 13$. 44 per long ton of 2,240 pounds, and the collector held it at $\$ 15$ a shott ton of 2,000 pounds. Shortly afterwards another carload was seized on the same grounds of under-valuation. The company nipealed on the Board of General Appraisers in New Sork, with the resule that a decision was gien agnemst the collector and in lavor ut the Inurentides Company, fixing the valuation of wool pulp nt to cents a 100 . This victury for the Canadian company, will no doubt le the means of bringing American capital to Canada for investment in timber preserves and pulp mills.
-A. Ferguson, an Arecrican lumberman. has recently been looking over the lumiber business at Rat Portage and vicinits: In reply to enguiries, he said: " Forest fires will necessitate the cutting of at least onse hundred uillions of timber within the next fiftern monthe in Nothern Minnesotn, lhat from its leea. tion must find an outhet in the Iake of the Woods. The present comphnies doing business at kat lortage, from having a large stock on hand as well as having extensive timber limits on the Canadian site, do not see their way clear to make any new contracts for Ameriean timiker, so that holders of timber lands in Northern Minnesola must look after their own iuterests. I an advised of a meeting to be held in St. Paul in a few days to devise means to facilitate the handung of it. Although a great deal of the timber has been bought up by wealliy pme dealers, set a large amomet of it is still in the hands of homesteaders.

## tRADB NOTES.

Messrs. Shurly $\&$ Dietrich, of Galt, Ont., have recently made extensive shipments of their saws to Tacoma and other pomts in Washington Territory.
Bingham 太 Finney's saw factory at the Chaudiete, Ottawa, which has treen in course of construction for some time, is now completed, and the proprietors have commenced the manufacture of snuws.

## STACKING IUMBER.

bry Joms Shaw, in "luahyr."
IN the preparation of lumber to be workes into any form, or for any process in which machinery is brought into use to partially or completely finish it for the builder's use, there is no part that demands more careful attention than stacking.
It is thought by a large number of persons, and many actually in the lumber trade, that if boards are only stuck up, that is quite sufficient for all purposes. They give no heed to the amount of waste and consequent shrinkage that there is in piles of poorly-slacked lumber of any kind. Whatever help we any employ in this work, it is very necessary that the man in charge should properly understand the whole business, from the blocking to the last board that is put on, and then to properly cover the pile up.

The foundation for the pile is of the first importance, and should be made on good, solid ground, or on good, permanent piling. Being satisfied that the timber is well anchored on solid foundation, the next thing is to level it up and see that the beatings are out of the wind and bave the proper pitch. There is a great difference of opinion in this matter, as well as in everything else, but as a general thing not less than six inches pitch in stock sixteen feet long should be given. This is a good one for water to quickly flow off after a storm, so the piles can rapidly diry out. The process of drying should go on as uninterruptedly as possible, or, if the stock is already quite dry, it should be kept in such a condition that it can be werked into any desined shape.

The sticks for boards are very often 100 few. I zontend that any stock of boards from twelve to eighteen feet long should not have less than four sticks, and boards from cighteen to twenty four feet should have five. The stick in the front end should come flush with the end of the pile, so sticks and board ende should form one solid block. Front sticks should not be less than three inches in width. Now, while I do not claim that for all piles the whole of the sticks must be fully up to that width, I do claim that they should be of good width, and never less than two inches, and three inches is ver' much better.

One thing should be positively attended to, and that is that every picket should be exactly placed, one above the other, as the pile goes up. Very many concerns are
carcless about this, and the consequence is that their stuff is full of shoit kmks, and it is mpossible to make good work of any kind', with boards in such shape. Matched flonring will never come nice if stock comes along in such shape, and oftentimes it costs more :0 smonth up a floor thim the lumber comes to. If many owners of lumber yards who own and run mills in connection with their places woukl take pains to stack their lumber well, they would often find a large margin in their favor when they balance their yearly atcount.
The necessity of coveing up piles should recerve particular attemtion, and it is strange that this part of lumber piling has not received closer attention. I know it takes quite an amount of stock to cover a large anount of lumber, but we must take into account the fact that it can be used over and over again. If 11 is properly cared for it loses but little from year to year. It is like everything else, howeter, if roughly hancled it goes into the wood pile, or the wood pickers will gobble it up, and the owner will be grumbling at the cost of covering up his lumber. A boss never takes into accoumt how much covering saves him.
Covering pites saves in two ways. If the lumber is to be sold again the top of the pile comes out good, instead of being warped and crooked and in many cases split so as to be partly or wholly lost. This splitting and warping always make trouble in the mill, if either being worked full width or being sawed into strips for flooring or ceiling, or perhaps for moldings. Spliting obliges us to put the lumber into either No. 2 or No. 3 stock or throw it away entirely.
There seens to be the greatest disregard of proper methods of stacking up planks of any thickness, from two to four inches. Men utterly disregard the de t that cross sticks should be put in the ends, and instead put them two or three fect from each end, and one only in the middle, of whatever length the lumber may be. It is no wonder that mills work stuff poorly under these conditions, or that men have hard work to get stuff through their mills at all without bieaking them. Men expect that machines will do good work whether the stuff which is brought to them is crooked or straight, or flat or warped. If the stuff does not come out of the machines good, it must be the faut either of the machine or the operaiot, or both. Some people never take into consideration the condition the stuff is in. Very felw deales think of $t$ is, and expect mill men to get for them good gold dollars from poor and damaged stock. It is curinus that these things are so rarely taken into account until the stock is either spoiled, or so far damaged that its value is made so mush less that in many cases the first cost is not realized, much less the percentage of profit which should be made to pay the expense of handling.

It is too often said that a man, or the men, "onlv know enough to stack lumber."

I consider that any man who can stack up a pile ot lumber well, from bottom to top, is a good workman, and ought to be well paid. If looks had anything to do with it we would say that, if only for looks' sake, the owners of lumber should insist that all the piles be of uniform widh and height and of the same pitch, so as to have the whole row appear like a well-kept strect, clean and frec from broken pieces and all kinds of rubbish.

Of course the rubbish does nor add to or detract from the value of the lumber in the piles. If, however, the surroundings are niec, the probabilities are that the propretor uses a good system all through his business, and whatever he produces, whether by machinery or otherwise, will be well and thoroughly finished.

I have not written of this becalse it is a common custom for lumber dealers to be negligent about piling up lumber, for, as a general thing, the, are not, bua because among the great number we find many who have an idea that if the lumber is only piled up it will answer the purpose. I think, as a matter of fact, that such proprictors are always grumbling about hard tumes, are alluays slow in paying thei: bills, ate slack in getung out orders, and that ther work is always poorly done. Men show their claracier in their businesses, and there is no better business to show them in then the lumber trade.

## GANADA'S LUMBER TRADE IN 1894

## A Review of the Business of the Year.

## THE GRNRRAL BURVBY.

ACAREFUL study of lumber conditions in the Do. minion in $1 S_{f}$ tells the one story of a quiet year. In Ontario, more in some respects than in the other prowinces, trade suffered from unsettled lariff conditions in the United States during the season when lumber should have been at ths best. Fortunate!y the year did not close without a settement in this matter having been reached and a brief respite from the dullness of the preceding months was manifest during October and November. There is reason to suppose that in 1895 Ontario lumbermen will secure some practical benefits from free lumber. Quebec reports for the year are not encouraging. Quebec port is losing its old time preeminence as a lumber shipping port, whilst Montreal is putting on trade that had hutherto gone there. The annual report of the Harbor Master of Montreal shows that there were shoped from that port during the season to the United Kingdom and continental ports 176,405, 425 feet, board measure, and 10 River Plate, $10,466,000$ feet board measure, making a grand total of $187,871,425$ feet, or an increase of $49,158,639$ feet over the previous year. Prices in Quebec duing the season -dvanced, but these did not keep pace with the increased value of timber limits and standing pine. A fait trade was done with South America. The year 1895 was not favorable to lumbering in the Maritime provinces. A severe winter in 1893 and 1894 was productive of a small output of logs, but fortunately the season of 1894.95 gives promise of inuch better things. It is noticeable of the trade in these provinces that the stock of merchantable deals on hand at the close of 1894 is phenominally small. New trade is expected with the United States as a result of free lumber, and the change in taiff re. lations with France is expected to open out a trade with that country, a start having already been made. The story from Manitoba, the Northwest Territories and British Columbia is not a very encouraging one.

## ontario.

As in the other provinces of the Dominion the lumber trade in Ontario in 1894 showell many signs of dullness. In the early months of the yetrr it was possible to write encouragingly of the outlook. The sale of timber limits that took place in Ottawa in January of 1894 commanded prices that augured hopefully for the season's trade. In the first month of the year Ottawa mill men also closed sales for lumber reprosented by several million dollars. Elsewhere at lumbet points in the province enquiries and sales during the first two months of the year were of a character to build up the hopes of the lumber trade. Not many moons had passed, however, before darkness covered the horizon, and the clouds continued to gather and add to their blackness from month to month. The prolonged discussion over the tariff bill of the United States, and which was only completed late in the year, aggravated these conditions. During the months from April until Sedember lumbermen could not force trade $t 0$ any extent, even when the price was made a temptation. No one wanted in buy and the wisest heads did not want to sell, for it was difficult to know how satis?.:ctorily accounts would be paid. Within a month of the passing of the tariff bill some activity showed itself and ship. ments from Othawa as also from the Georgian Bay district, began to move. The scason, however, was too far advanced for any remaikable impetus to be given to trade.
The response to the enquiry of the Lumberman, "What was the output of your mill in 1894, and how did this compare with 1893?" has shown in Ontario, at least in important sections, where other conditions did not alter the case, that a conservative policy was pursued and the cut was light. The answer to the enquiry touching the volunse of trade done and prices in i894, as compared with 1893, brour it the almost universal reply that business was resir $\cdot$ ad in volume and prices were lower. One large wh :sale firm, for example, sard," Volume reduced one-h:: ; prices average decline 5 to 6 per cent." Others place the decline in prices greater. Stocks carried over in the Georgian Bay dis-
trict, with some exceptions, were larger at the end of 1894 than they were in 189,. The heavier shipments from this district go to the United States, and herein is the explanation of heavy stocks. The same conditions did not apply in Ottawa, as a large porton of the stocks go to the United Kingdom and other foreign markets, and in some cases the enfire output of the mills was contracted for early in the yeat. These conditions therefore prevail, that where heavy stocks are found at some points in our North Shore territories, the stocks at Ottava are comparatively light.

The estimate of the lumber sawn in the various mills on the Ottawa valley during the past season is given as tollows:


The United States consul at Ottawa furnishes the following figures of shipments of lumber recorded at his office for 1804 :


Exports from Otawa to United States from Jan. Ist 10 December 3 1st, 1894 , not including square or flatted timbe, were as follows:


The trade of 1895 opens out with free lumber as the policy of the United States and Canadi, and as business generally returns to normal conditions, there is reason to expect that the lumber trade of Ontario will revive. Operations in the woods are aboltt on a parallel with 1894. Possibly the cut will be a little heavier. Conditions in hardwoods encoutage the expectation that there will be a distinct improvernent in 1895 . Shingle manufacturing in the province suffered during 1894. Manufacturers, however, will curtail the product of 1895 , and this, it is hoped, will have a tendency to bring up the trade to something like a decent level, both in point of consunip. tion, and especially in prices.

## quebec.

We are indebted for the particulars of the Quebec lumber trade of 1894 , embodied in the following review, to the J. Bell Forsyith \& Co. circular. which has been issued regularly by this firm for many years past. The facilities enjoyed by the compiler to secure his statisties at first hand, gives unusual value to the document.
A continued decrease in the business of Quebec is noted. The growing scarcity of some descriptions of timber, and the advanced cost of others, have reduced the supply on the one hand, and limited the export by diminishing the consumption on the other.
The concession of the use of steam in taking on board timber, obtained by the shipping merchants from the ship laborers, in connection with steamers, has resulted in a transfer of an increased proportion of the export carrying trade from sail to steam, and has to some considerable extent checked the tendency to send timber from Montreal by steamer in preference to shipping from Quebec.
With similar concessions and arrangements in the handling and stowing of deals, tending to lower the
present cost, it is felt an increased volume of businent must be the resulf, which will be to the advantage of a interested and connected with the trade of Quebec pon
White Pinen-The supply again shows a stakic diminution, although it includes considerably more tha a million fect produced for the preceding season and wintered above Quebec. The reduction in stock, whes this is is taken into consideration, is remarkable, ithwunting to nearly one and three quarter million feet, a onh an inconsiderable quantity of last winter's productiom failed to reach market.
Prices have advanced during the scason, and reces sales, for average and quality sold, are at figures bejoce anything previously paid in the listory of the trade Even these extreme prices have, however, been msid ficient to stimulate production as against the greatl) is creased value of timber limits and standing pine.

The higher grade of square pine of deckplank dame sions and lengthy waney pine of mediun girth, arees pecially scarce. Unless higher prices than hitherio ra be obtained in the United Kingdom, the expurt of what pine in the log must shortly come to an end.
Supply. Export. Slock.


RED PINE - Has not been in demand this year, pitd pine from the Southern States having largely replaced: in the United Kingdom. The stock on hand, thougt reduced, is still ample. Fresh wood is scarce and te manufacture has almost ceased.

|  | Suppay: | Export. | Stock. |
| :---: | :---: | :---: | :---: |
| 189 | 59,835. | 146,120. | 282,084. |
|  | 303,391. | 312,640 | 339,789. |

Oak.-The supply has been in excess of the expor. having an increased wintering stock. Choice wood o difficult to procure, and any fall in value would certaidy cause the production of this article to ceare.


Elm.-With reduced supply shows a ditminister. stock. The quantity will be supplemented by new wod received early in the seasa!?, and is ample.

|  | Su | Export. | Stock. |
| :---: | :---: | :---: | :---: |
| 18 | 528.761 | 528.88 | 244,1.45 |
|  | 588,47 | 421,8 | 91,45 |

Ash.-Has not been in request and shows an increas ed stock. The production will be restricted, as chois wood is difficult to plocure and the larger averages 27 scarce.

|  | Supply. | Export. | Stach. |
| :---: | :---: | :---: | :---: |
| 1894. | 183,626 | 134,92 | 9 |
| 189 | 172,136 | 68,84 |  |

Birch.-Has not been in demand, the consumptiox in Great I3ritain having been greatly curtailed by $w$ abundance and cheapness of African and other 101 grade mahogany. In view of this the production as be moderate.

|  | Supply. | Export. | Stush |
| :---: | :---: | :---: | :---: |
|  | 131,191 | 189,920 | 42 |
|  | 16. | 121,480 | 29,254 |

Staves.-The commerce in staves, which was jeas ago a large and profitable one, has come 10 an end 8 far as Quebec is concerned.

Staves are ne $\because$ largely shipped to the loading pors in Great Britain from the United States as dunnage $x$ nominal freights, and are distributed on the other sk by steam coasters to the smaller ports.
$1894\left\{\begin{array}{l}\text { Pipe ....... } \\ \text { Puncheon }\end{array}\right.$
$1893\left\{\begin{array}{l}\text { Pipe .... }\end{array}\right.$
$1893\left\{\begin{array}{l}\text { Pipe...... } \\ \text { Puncheon.. } \\ \text { I }\end{array}\right.$
Pine Deals.-Are no longer produced to any extes in the neigborhood of Quebec.
The business is still largely carried on by (lucte merchants who have branch offices in Montreal, and wtre purchase largely in Oltawa and elsewhere.
The wintering stocks are extremely light, especiat in fourth quality, which has been largely taken forth United States markets. The removal of all dutr $\alpha$ sawn lumber going into that country will, on the revin of business there, certainly cause a serious advancet the lower grades of pine deals and possibly in all qus. ties. First of regulars and broad dimensions have bee
dull in the markets of the United Kingdom, but undersied firsts and all' dimensions in othergrades have been in pood request throughout the season.

| 1894.........$1 \$_{93} \ldots . .$. | Supply. | Export. | Sto |
| :---: | :---: | :---: | :---: |
|  | 647,408.... 479,700...... 63,624 |  |  |
|  | 931,583 | 728,300 | 5.9 |

Spruce Deals.-Opened in the spring of 1994, ralher licavily, but improved as the season advanced. Take all through, the business is considered a very fair one. The stock wintering over is a light one. The production of logs this coming winter, it is said, will be on a modernte scale.
Suppls. Fixport. Stoch.

S93........ 4,005,100 ...33,540,000.....044,78
maket this season bas been fairly active, both direct from the Province of Quebec, and via Portlancl, Buston and other North American ports. From the ports of Maritime Provinces the spruce trade to the Argentine Republic has been unusually active, and frum Montreal heavy shipments of pine to same destination were made near close of season. Prices langed-Spruce $\$ 11$ to $\$ 13.50$ per 1000 feet B. M., according to specification. -Pine $\$ 17.5 \mathrm{j}$ per 1000 feet B. M. for common, to $\$ 50$ for clear pine.
Owing to the depression in the United States, the lumber market there has not been as ge :l as expected; still all good lots of spruce suitable for that market have realized about the same price as in 1893, and munuacturers expect an increase of at least $\$ 1.00$ per M. for the 1895 cut .
Freighis.-Opened at about 16 s . Clyde and 18 s . Liverpool, for sail fiom Quebec, and at sos. for deals by steam from Montreal.
Timber rates remained without any $c \quad \therefore$ till adranced insurance towards end of season prevented timber shipments except by steam, for which the rates ruled from 62s. ic 705. per Petersburg Standard intake, according to port of discharge.
Stean freights from Montreal were greatly depressed during the greater part of the season, and for some time rates previously unheard of, such as 30 . for Glasgow, Avonmouth and Liverpool, with 35s. for London, were current, closing at some advance, especially for Liverpool. Conparative Statrmbxy of Sahing Vessels Chembeid at the Pokt of Quebrc, for Sba, (Lummer-laden,) tS79 to 1894, from the Orening: to the Chose of Ningadion.


Ocrans Steamsmis:

fathinent Showing thb Quantity and Valce of Wood Eviorte. from the ports op Mostreal., Three
 Novemarr zotit, 1894.

| PORTS. | Articles. | QUANTITY. | value. |
| :---: | :---: | :---: | :---: |
| Yontral | Pine Deals.. Spruce Deals.. Planks, Baords, \&e. Other ileadings. Square Timber. | s8,180 Stdi H... | \$2,231,354 |
|  |  | ${ }^{8,173}$ | 239,092 |
|  |  | 14773S M. f1. | 3777,734 |
|  |  | 8,765 Tons. | 30, ${ }_{1}^{30,7,53}$ |
|  |  | Total | \$3,000,035 |
| Triee Risers. | Pine Deals. Spruce Deals. Planks, Haards. \&̊. Spruce Pulp-Woor. | 2,146 Stdit H. | 5 mioc |
|  |  | ${ }_{\text {1,881 }}^{1,8}$ | ${ }^{48,363}$ |
|  |  |  |  |
|  |  | 21.569 M. K . | وi,243 |
|  |  | Tota | 5 S 4.47 .573 |
| Brisa, | Spruce Dals . ...... | 2,617 Std. H... | 5 37,227 |
| Sxel. | Deala PLank\%, Boaris, \&ic | 2,151 Std, H. | \$ 93, $0 \times 0$ |
|  |  | 2,ros | 80,00 |
|  |  | Total. | 5143,000 |

## MARITIME PROVINCES.

The data found below, touching the lumber trade of New Brunswick and Nova Scotia for the year 1894, has been obtained from the annual wood trade circulitr of Mr. J. B. Snowball, of Chatham, N. B., a guarantec of its completeness and relinble character.
The year's business opened under the conditions existing for some time previously, and which were by no means encourgging, because of the contimed general depression of trade in Great Britain and on the continent. The advance of prices which usually accompanies the fall inctease of insurance rates, was not realized on account of the heavy failures in the trade in England, which caused severill cargoes to be forced on the market and sold at prices even below current values.
The winter of 1893.4 was the most severe on record for forest operations in New Brunswick. The result was a comparatively small output of logs, at a maxumum cost of production. The present winter has, so far, been fatorable for log getting, and although a smaller output than that of last season was anticipated when operations were begun in the woods, the outpat depends largely on the continuance of fivorable weatier.
The present stock of merchantable deals and logs on hand, on the Mirauthi, only 4,200 standards, is the smallest ever held, and less than a thited of an average stuck. If there is any revival of River :'late and United States business, it will leave the stock to be placed in the European markets in a very moderate compass.
Two cargoes were shupped from Chathatn to Rio Janciro the past season, and several enquirics are now in the market for cargoes for next seaton's shipment. A few cargoes of spruce deals, chiefly $9 \times 3$ and if $\times 3$, were lately shipped from St. John to United States ports, and produced : much hetter result than transAtlantic shipments. This was brought about by the recent abolition of the United States import duty on lum. leer.

Twelve cargues were shipped from this port to France duing the past season-all by Marseilles-in the face of the disadrantage the trade was under as regards the import duty; but now that Canada is about to enjoy the favored nation clause under the recently ratified treaty, a large revival of our exports to that ccuntry is lookeci for.
In the exports from New Brunswick, thete is an increase this year over last of nearly fourteen millions sup. feet.-Miramichi, Dalhousie and Monction show increases ; St. John, Bathurst, Richibucto and Saediac show a marked decrease, while Sackville and outports remain stationary.
In Nova Scotia, the export has decreased about three millions sup, feet. St. Mary's River and Liscomb have more than doubled their exports, white every other port in the l'rovince shows a clecre:sc. Of the export from Halifax three and a half millions sup. feet was hardwood.
The stock of merchantable deals wintering here is $3,600 \mathrm{St}$. l'etersburg' standards, against;,000 standards last year and 7,000 staralards in 1892 . The stock of logs is only 600 standards, anainst 4,000 standards last year.
Smments from Mimamichi for 12 Yeaks, from 1883 10 1S94, Inclusive.

| Sup. Feet. | Sup. Feres. | Sup Fett. |
| :---: | :---: | :---: |
| 1883-149 millions. | 1387-68 millions. | 189t-72 millions. |
| 1859-10S | 1888-73 | 1S92-95 |
| 1885-87 | 1859-110 |  |
| 1886-72 | 1890-88 | 1894-96 |

Simpiers from Port of Miramichi, Sbason of 18 yq.

| Shippers | vescel. | To | Sup. fi. Deaks Scantling Ends and boards. | $\begin{aligned} & \text { Palingss } \\ & \mathbf{P}_{\mathrm{c}} \end{aligned}$ |
| :---: | :---: | :---: | :---: | :---: |
| J. 3. Snowball |  | 28.059 | 24,506, | 2,323,331 |
| W. M. Mckay | 28 | 28,250 | 27,447,797 | 2,32,040 |
| D. \& J. Ritche \& | 19 | 11,424 | 11,088,762 | 72,600 |
| Emest Iutchison |  | 9,836 | 9,318,892 | 10,000 |
| F. E. Ncale |  | 9.501 | 8,730,950 |  |
| Geo. Burchill S Sons. |  | 5.114 | 7,389,000 | 12,000 |
| Wm. Richards. |  | 5.923 | 5,993,193 | 13.775 |
| W. A. Hichson |  | 1,250 | 1,124,165 |  |
| Claske, Skilling \$ C |  | 2,54. | 5.556 |  |
| Jas. Aiton..... | Patt. |  |  |  |
| Totals ...... . 128 101,951 95,605,185 2,473,746 |  |  |  |  |
| D. \& J. Ritchie \& Co., pine timber, 9 tons; birch timber, 7 tons. Claske, Skilling $\mathbb{A}$ Co., spool wond, $1,530,733$ pieces. Jas. Aiton, spoul woox, 405,152 pieces. |  |  |  |  |

Distrinution of Miramichi Silipments.

| Country. | No. No. | , Tons. | Sup. fe. Deala, Scantling linds, and Hoarde | $\begin{aligned} & \text { Palings } \\ & \text { Pes } \end{aligned}$ |
| :---: | :---: | :---: | :---: | :---: |
| Girent Britain | 65 | 56,935 | 53,549,292 | 2,339,53t |
| Ireland | 44 | 3: 800 | 31,090,061 | 134.215 |
| France. | 12 | 7,313 | 6,712,589 |  |
| Spain | 4 | 2,247 | 2,079,210 |  |
| Austmia | 1 | 1,359 | 1,125,356 |  |
| Africa | 2 | 1.157 | 1,048,677 |  |
| 6 | 128 | 101,951 | j,605,185 | 2,473,746 |

Great Britan, spool woorl, $1,994,885$ picees; pire timber, 9 tons ; birch timiler 7 tons.

St. Johis, N. B., Siliments of Dralls, \&c., to TransAti.astic Ports, 1894.


Dinimethy me ports or St. Joma Smmants, igyt.

| Counuries and Porr | No. of Ships | Tuns res. | $\begin{aligned} & \text { Sup fr. Deals, } \\ & \text { Rc.. } \end{aligned}$ | $\begin{aligned} & \text { Tons } \\ & \text { Timbler } \end{aligned}$ |
| :---: | :---: | :---: | :---: | :---: |
| Alutralia | 2 | 2,61S | 2,322,781 |  |
| Barrow | 2 | 3,832 | 4,400,949 |  |
| Filectwxol. | 8 | 10.522 | 10,317,153 |  |
| France. | 3 | 2,374 | 2,135 572 |  |
| Garston. | 2 | 2,502 | 2,780,688 |  |
| Irel.and | 41 | 33.009 | 32,178,659 |  |
| Liverpual | 30 | 44,176 | 41,382,395 | 4,697 |
| London... | 11 | 15.300 | 1,742,075 |  |
| Nexpuin. | 3 | 2,826 | 2,728,461 |  |
| P'enarth Ratls, for urders | 11 | 14.540 | 14,454,608 |  |
| Kuncorn | : | 1,145 | 1,1310,281 |  |
| Scotland | 4 | 5.156 | 5,650,732 |  |
| Sharpmes | 3 | 3.975 | 4,205,855 |  |
| Wales | 24 | 25.149 | 23.751,823 |  |
| Other $\mathrm{p}^{\text {kints. }}$ | 5 | 4.605 | 4,261,044 |  |
| Total | 150 | 171,789 | 153,473,076 | 5.0 |

Shipisits from St. Jons to Trass-Athantic ports for ille Past 17 leaks.

|  | Sup. fr. draik, Ac. | Total Tienter(tons) |  |
| :---: | :---: | :---: | :---: |
| 187S | .. 1S8,169,610 | 7,989 | 2,493 |
| 1879 | 153,279,357 | 11,548 | 3,237 |
| :S8O. | 215,485,000 | 16,035 | 2,441 |
| 1881 | 210,251,730 | 5,134 | 1,734 |
| 1SSS. | 201,413,717 | 7.576 | 3,332 |
| 1853. | 181,517,932 | 11,773 | 3,883 |
| 1884. | 164,829,825 | 14,006 | 3,836 |
| 1835. | 152,543,026 | 13.769 | 3.686 |
| 1986 | 138,934,392 | 7,354 | 4,313 |
| ss7. | 118,450,590 | 5.197 | 1,587 |
| 1588. | 153,184, 187 | 4.721 | 457 |
| 1859. | 180,167,188 | 7,221 | 487 |
| 1800. | 132,008,516 | 1.311 | 4.317 |
| 1891. | 122,242,682 | 5.004 |  |
| 1392 | 146,529,309 | 10,200 |  |
| IS9\% | 156,653.354 | 5,294 |  |
| 1894 | 153,473,076 | 5,015 |  |

Toma. Trass Artanth Shembits of Nen bruas. witk in 1893, Comparen will i894.

| ${ }_{-1 \mathrm{SO}_{3}-}$ |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: |
| Ports | Noscel. | Tonc. | sup. fr. beals, |  |
| Mitamiclu. |  | 88,523 | 85,230,472 |  |
| St. John | 166 | 181,099 | 156,653,334 | 5,294 |
| Bathurst | 18 | 11,810 | 10,176,000 | 102 |
| Dalhousie (including ( Camp bellion) | 32 | 21,054 | 17,610,241 | 341 |
| Richibucto (including Buc. |  | 11,188 | 10,557,663 |  |
| Shediac. | 25 | 13,099 | 11,763,215 |  |
| Sackuille (including Baic Verte). | 21 | 14,395 | 13,382,475 |  |
| Outports of $\left\{\begin{array}{l}\text { Iillskro } \\ \text { liarver } \\ \text { Cocketone } \\ \text { Alma }\end{array}\right\}$ | 8 | 7,040 | 6,870,085 |  |
| Tctals.. ...... | 405 | 348,20S | 312,243,485 | 5,737 |


| -189.4- |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: |
| rs | $\begin{aligned} & \text { Noin } \\ & \text { vescels. } \end{aligned}$ | Tons. | Sur fi. De: | Tons Timber. |
| Miramichi. | 128 | 101,951 | 95,605,185 | 16 |
| St. John. | 150 | 171,789 | 153,473,076 | 5,015 |
| Bathurst | 12 | 9,947 | 8,829,000 | 43 |
| Dalhousic (including Camp leilton). | p- 39 | 24,444 | 20,451,756 | 203 |
| Richibucto (including Buctouchc. |  | 6,130 | 5,936,920 |  |
| Sherliac ............... | 20 | 10,331 | 9,806,100 |  |
| Sackville (including Baic Verte)............... | 23 | 13,626 | 13,402,771 |  |
|  |  | 19.081 | 18,675,813 |  |

The trans-Atlantic shipments from the Province of New Brunswick for ihe past ten years were :

| Sup. feet. | Sup. feet. |  |
| :---: | :---: | :---: |
| 1885-292 millions. | 1890-293 | millions. |
| 1886-276 " | 1891-253 |  |
| 1887-250 | 1892-325 | " |
| 1888-277 | 1893-312 | " |
| 1889-369 | 1894-326 | ' |

Shipments from Nova Scotia, i894.


The shipment of deals from Nova Scotia to transAtlantic ports for the following years were :

| 1883 | ,000 | 1889. | 88 |
| :---: | :---: | :---: | :---: |
| 1884 | .69,159,000 | 1890. |  |
| 1885 | .79,647,765 | 1891. | 78,603,742 |
| 1886 | .87,280,125 | 1892. | 87,861,398 |
| 1887 | .82,959,589 | 1893. | 109,252,930 |
| 1888 | 85,070,005 | 1894. | 106,327,250 |

## Manitoba and the northwest

No large amount of business was done in lumber in Manitoba and the Northwest in 1894. The consumption of lumber for the year is given at $40,000,000$, which is from 25 to 50 per cent. of a reduction over the previous year. Trade in Manitoba and the Northwest depends, to a large exten:, upon the condition of the farming community, and the disposition in 1894 was to withhold expenditures for buildings and improvements. After the change in the tariff, mcreased quantities of lumber were brought in from the United States, and it is, perhaps, to be expected that that thing will continue. Lumbermen in the Lake of the Woods district are pursuing a policy of restriction, not anticipating a large trade 1895 .

## bRitish columbia.

The lumbering industry in British Columbia in 1894 was much depressed. Domestic trade, at the best, was not large, and what was done was not of the most profitable character. It was hoped early in the year that business would brighten up in Australia, and as an important export point for Pacific coast lumber that some gain would come from that source. This improvement, however, did not take place, nor did the trade of South America develop as was expected, though conditions there have been better than in the Antipodes. Another unfortunate feature of the trade was the unprofitable price at which lumber was sold. It is calculated that in the case of vessels loading for foreign points that a considerable loss was effected on some of the shipments. A policy of economy was practised by mill uwners, the wages of employes and other items of expenditure being curtailed. After the tariff bill had been passed in the United States an opening was made for the shipment of stocks to California and some impetus was given to business in that direction. Quite a number of shipments were made during the closing months of 1894, and it looks as though a fair trade, at least, would be cultivated between British Columbia and California. If one turns to the shingle trade, which is a large item of manufacture on the coast, there is nothing of encouragement to be gleaned. All through the year the shingle market was in bad shape, and the product of the mills was, in many cases, sold without a profit. The situation is summed up in a sentence by a large shingle manufacturer of New Westminster: "We certainly are tired of consuming our handiest timber and wasting our work and energy in doing business without adequate profit, and if the truth be told, our bankers are just as tired of it as we are." Mill men are slow to speak of what the outcome will be for 1895 . They are hoping for an improvement, and the year will likely show up better than that of 1894, but to what extent it is hardly safe to predict at this time.

Mr. Joseph Smith, a prominent lumberman of Ottawa, Ont., died early in January, aged 75 years.

## SHOP TESTS FOR BELTS.

TTHERE are mechanics who believe that belts will sometimes get tired and cranky, and refuse to work. Whether that is actually true or not, the writer operated a little cross belt at one time that acted very much like it. At intervals of several days the belt would fly off without any provocation. I would put it on, and immediately it would fly off again, and would keep so doing for a number of times.

Finally, however, it would resume operations in a regular way without any more breaks, for days at a time, when it would take another fit and do the flying-off act again. I got used to it, and when it took the notion to fly off I curbed my temper, and drew upon my reserve of patience, and as often as it flew off I would quietly put it on, knowing that when the fit was over it would resume work, and it always dici. I did not know then what caused the trouble, and do not know yet, unless it was of a cranky disposition, or was tanned from the hide of a Texas steer.

Speaking of that reminds me ot cross belts in general. Take for instance, a cross belt running off a large driving to a small driven pulley. The first thing it does, when put to work, is to crowd over on the small pulley, and before the operator is aware of it, it will be running one-half on the pulley and the other half off. It not accustomed to the tricks of cross belts, he at once jumps to the conclusion that the pulleys are not in line, and so stops the machinery to investigate. A one-eye glance shows the pulleys to be all right, and he tries it again, thinking perhaps the first time was an optical or some other kind of a delusion. The second trial proves there was no delusion, for there it runs half on and half off. There being no other alternative, the pulley is moved on the shaft to accommodate the belt, and although the belt resents this interference with its right to run as it pleases, by trying to crowd still further over, still, if the pulley is moved far enough it can be kept fairly on it so long as it runs just that way.
By and by, however, it gets slack and needs taking up. It is unlaced, a piece cut off one end, and the belt is laced again. When put on the pulley this time, much to the astonishment of all hands and the engineer, it flies entirely off the little pulley on the other side, and no matter how often it is put on, it will just as often fly off.
In nine cases out of ten the parties operating it cannot tell what is the matter with the belt. They all think it is cranky, but in this case it is not ; on the contrary, its actions are perfectly natural.
When a cross belt runs from a large to a very small pulley, the cross comes close to the latter and the taut fold of the belt presses hard against the slack side and crowds it over on the pulley, much as a shifter moves a belt from a tight to a loose pulley, or the reverse. That was the trouble in the first instance. In the second instance the belt had been crossed the other way, and hence the reason why it ran off on the other side of the pulley.

There was nothing cranky about the belt. It was simply obeying natural law. It is the mechanics who are cranky for crossing a belt on a large driving and small driven pulley. It should never be done when it is possible to avoid it. It is practically enough to cross belts on pulleys that are near the same diameter, or at least the small pulley should be large enough to throw the cross so far away from it that the tight side of the belt could have no effect on the slack side.

When so arranged a cross belt will work about as evenly as an open belt, and is a better transmitter of power, because it increases the lap of the belt on the pulleys. It is better not to cross a rapidly running belt except when actually necessary, as for reversing motion, etc.

Controversies as to the adhering and transmitting qualities of various kinds of belting are common, and makers of new kinds often take advantage of this difference of opinion among experts, and the users of belting in general, to make loud claims for the superior transmitting qualities of their belts; and without some way of demonstrating the truth or falsity of these claims the It is, however, not necessary for any user of belting to It is, however, not necessary for any user of belting to
take anybody's word on \& question of that kind if he is
not afraid of a very small expense and a very little trouble.
Every shop and every mill can have a very simple tester rigged up in this way. Select a short piece of shafting, say three feet long, on which fit a pulley of from sixteen to twenty-four inches in diameter and six inche face. Fasten the pulley securely to the shaft, as is ordinarily done for work; then fix clamp supports as substitutes for journal boxes, and hang the shaft about four feet above the floor at any convenient place that will be out of the way. Clamp the shaft tightly so that it $\mathrm{can}^{2}$ not turn, and the tester is ready for business.
Throw a piece of six-inch belt over the pulley and attach a tension weight to one end of it with the weight resting on the floor. To the other end, by means of ${ }^{2}$ hook, hang a small platform on which all sorts, sizes, and descriptions of weights can be piled. Pieces of iron of any kind can be used, or lead, or anything that has weight to it. With these odds and ends the platform is to be loaded until the belt slips and raises the tension weight from the floor. The platform weights can then be weighed, and a record made of the weight.

The standard test should be made with a piece of new leather belt of good quality, and by its record all other belts should be measured. The bottom of the platform ought to be at least one foot from the foor when empty, so as to have some distance to fall through when a belt is being tested.
By this standard all other kinds of belts may be meas ${ }^{5-}$ ured, and every dealer in belts desirous of placing his goods should be asked to furnish a short piece of six. inch belting with which to make a test. If it requires more weight to slip the belt on the pulley, with the same ${ }^{\mathrm{e}}$ tension, then it is a better power-transmitter than the leather belt. If it slips with less weight, then it is not so good. In this simple way all kinds of belts can be tested in relation to each other, and records kept fo convenient reference.-R. J. Abernathy, in Power.

## pdblications.

Albert Lynch, the famous French artist, who received the highest Salon prize for his panel of "Spring," has beed engaged by the Ladies Home Journal to draw a series of de signs for the cover for that magazine, which, as the reading public knows, changes its cover design every month.
Give credit where credit is due, and acting out the prin ciple in this axiom, we have pleasure in complimenting the Tradesman, of Chattanooga, Tenn., in the appearance and character of the Tradesman Annual of 1894, which has come to our table. We have seen special issues of trade jour ${ }^{\text {al }}$ that evidence more glitter, but rarely has there come into oul hands a trade annual so brimful of useful information, coveing the particular field the journal represents. The Trades man Annual is a complete cyclopedia of the manufacturing ${ }^{10}$ terests of the southern states. Every department of $\mathrm{tra}^{\mathrm{ad}}$ seems to have been covered, the special articles touching eat being written by such men as Edward Atkinson and
recognized authorities on business and statistical topics.

## TESting oils.

Aof testing lubricatives the following easy method each oil to be tested near the end of a piece of plate glass about two feet long, one end being about six inche higher than the other. The quality of the oil for lubrr cating purposes is shown by the distance travelled by each drop. Thus, on the first day sperm oil will in found in the rear, but it will pass most of the others ${ }^{\text {il }}$ time and retain its power of motion after the others hav dried up. A light-boided oil flows quickly, like water, but soon dries, whereas, what is wanted is a good body combined with liquid flow. Many oils have a body but tend to gum, which will be shown on the gla This shows just one thing-to our mind-that is, the relative qualities of different oils for running down glass. As a test of lubricating value it seems quite unrella ${ }^{\text {a }}$ b The conditions of an oil running down glass and working upon a running bearing are widely different No one would think of using sperm oil upon heavy because it ran down a piece of glass quicker or b than some othel oil !--Engineer.

## CORRESPONDENCE

Letlers are invited from our resders on unaterx of practical and tipaly oren le accompanied with nanie alld soldress of writer, nos necenurily for pehliathom the gultisher will nut hold hunself rexjoxusible fer opinions cocerespondents.

## IGMORANCE OR WASTE.

Tothe Falitor of the Casada Lumberman:
S.r,-A cert:in mill-owner, well known to the writer, in reproving one of his empolyes, was met with the rejoinder beginnung with, "I thought." but got no further, as lie was promptly interrupted with, "You thought? Who told you to think? You have spoiled every piece in that pile. I want you to know that I am doing the thinking for this business, and if you do not do as I tell you. you will pay the cost of your thinking."
Whthout expressing an opinion upon the wisdom or disposition of the mill man, as shown above, I have olten thuught of the force of the sentiments expressed, when my business biings me into our country saw mills cutting hard woods. It is probably a salfe assertion that sinety per cent. of the slabs other than pine so to the rood pile without so much as a "thought" being ex. pended upon them, but I came across an inctance of thinking and doing, backed up with exp ace and frures, which may be of benefit to many a ....., if the facts are understood.
In one of the mills of Nacpherson S Schell, of Aleaandia, is a satw-able of special construction upon which is worked up the slabs and edgings into marketable shape.
The basswood slabs are cut inte cigar boa stock 316 in thick and of suitable widths and lengits, usually four feet leng, and some into piling boards fot rolling inills, trunk slats and other uses. Ash slabs and edgings were at into wainsrot lumber iz in. shick, three and four in. aide and three and tour feet long, and an examination of tise finished stock showed a srain and surface not possible to equal from lumber from the body of the log. lirch and hard inaple were cut into furniture stoch, and soft miple into wainscot, making a fine white finish.
For working up small second growth basswood into bax baards, drawer stock and other furniture uses, the same firm have a miniature sawnill, of their oun special make, self-contaned, easily removable if needed. We were informed that over two-thirds of the expense of operating the mill was cleared from the slat-sinwing venture of the firm. Surely the above "experience" sbould cause many mill men to indulge in some think ins of a profitable nature, and if some of the " lumber merchants" would sake up the matuer with manufacterers, a more profitable trade awaits them than often is the case with larger operalions.
We would sa; to the mill men, look up a market, stop the raste, and "pick up the money unden jo:ar fec:."

WIITE BASSWOOD.

## POINTERS OR TRADR JOURKALS

${ }^{T}$ is a prominent ind indisputable fact that those periodicals known as trade joumals are great factors in indwidual success at the present day. This is owing to their educational character and to the care and judsment cxercised in their preparation. And while the feld of trade joumalism may be in many instances overcronded, still there are few papers of this chass which do not possess a peculiar merit that entites them to consideration.
In the distribution of advertising patronage the imponanic of tande jommals as mediums is 200 frequently orerlooked, or else a proper value is not placed upon the quality of the publicity which they can give their patrons. Few general advertisers give thoughtful consideration to the claims which such pipers present, and consequenty kil to do justice to their worth ; but indefatigable efforts on the part of the joumals theniselices must cre long bring to them the recognition they deserve. When an adreniser prepares to dispute his patronage there are three facts in connection with the different =dverising mediums which he takes into account-quantity of circulation, quality of circulation and space rates. These, then, are the lacts to be considered in regand to the ralee of trade joumals to itvertisers.
First, as regards quantity of circulation. It cannot be
expected that a class public: an will rnjoy the same field favorable to the acqui ement of enormous circulation figures that is accorled to newspapers. Heing published for a class, it is of necessity confined to that class in securing readers, and its circulation is therefore limited to the magnitude of its class. But, notwithstanding this fact, a study of the American Newspaper Directory will reveal a number of trade journals that possess a clientage surprisingly large, and there can be no doubt that the leadivg exponents of each line of business go to a very large percentage of the members of its own trade brotherhood.
But the shrewd advertiser well knows that the true merit of a medum does not lie in the size of its edition only. He looks deeper ilian this before investing in its papes, and it is here that the trade journal will bear the closest investigation and comparison. In the quality of its circulation, it possesses an unguestioned superiority over any other sort of publication. It fills a place that no newspaper or magazine can occupy, because it is of incirvidual interest, white the latter is of general interest. It talhs only about subjects that concern its class of readers, teachina them new business methods and the most profitable manner of applying these methods, so that it becomes a veritable schoolmaster in its own particular field. Thus by its educational facilities it controbutes to the final success of many a young struggling business man, helping him over the rough places and guiding him to safer paths. It therefore follows that each issue of such a journal is resarded by ats readers as a thing of value and carefully studied as a source of profit in themselves. It is preserved for future reference, and the adsertisement it contains bring forth frat long after those that bave appeared in a newspaper are forgotten. I think at will be admitted that these valuable characteristies entitled the trade journal to a high position among adventising media.
Now, a word about rates. It is true that class publi. cations, as a rule, ask more for their space than newspapers, but take into consideration the quality of this space and then tell me if they do not deserve all they ask. Of course excellent julyment must be used in selecting the class of journals in which to advertise a certain kind of geors, but after this has been happily done compare the results with newspaper results in proportion to circulation. All articles can not be profitably advenised in class journals, but many can be, and to advertise the latter 1 would rather pay five cents per line per thonsand of circulation of trade papers than one half-cent to newspapers. Results will justify this assertion.-Printers' Ink.

## THE GROWINS OF THB FOREST.

N OW, when the superabundant vegetation of summer no longer cumbereth ite ground. is the time to walk along the edge of a woodland and leam how forests frow, rising through the grass, sometimes only a few irches, sometimes only a foot or more, one now sees the younglings of the forest, seedlings from nuts and esery form of forest frutt sown last autumn, or perhaps the year before. Nature in her reckless profusion sows her forest seeds ingh and left, at the root of the parent irec and by the aid of the wind out beyond the edse of the woodland. Dillions rot upon the surface of the ground or i.re caten by birds, beasts or insects. Companatively few are covered with earth and germinate. Many of those few perish by a thousand accidents when they first pecp above ground. Some fractional percentase of the whole number of seeds sown alive to the end of their firsi jear, and it is these that now greet the cye upon the woodland's edge, pretty mimics of their giant parents.
One gets a notion of the forest sree's tenacity of hife when one attempts to uproot the buby tree. A yearling hickory is found with deep struck tap root thacker than the stem above ground and often Jonger. Only a sirong arm ean uproot the infant from the spot where he has set a firm foot in his native soil, as if he knew his destined towering height and six lect of girth. So the oak; his infant tap root cxeceds in length its height above ground, and he braces himself mith lateral nooticts, as if he felt the tempest in his locks a century hence.

The nobler forest trees, 200 , in their youth have to make provision for the needs of age , o dive down into
the bowels of the earth and draw thence the stuff from which giants are molded, the water that shall serve for life and growth when droughts destroy the puny annuals towering in their mushroom growth of a season above the tiny oak, with its hernage of centuries. The birches are less firmly rooted. They content themselves with a modest depth and a wide lateral spread of branching roots. The beech spreads wide and sinks deep in preparation of the tume when the secret alchemy of its cells shall transmute the food drawn from earth and arr into the marvel of its giant limbs.
There is a peculiar charm in the infancy of these future giants. The tiny young oaks of the larger varietics sometimes exceed therr parents in the stze and richaess of their leaves, and for some years the growing oak has a peculiar autumn splendor that comes late and lingers long. The leaves of the young pin oak are more delicate than those of the parent. They take on early the tinis that glorify thas varicty of oak. The almost pentagonal letves of the seeding tulp tree also are tung, with a transparency unknown to the broad, rich greenery of the well-grown tree. The fonthigh elm wears his dark-green flannel leaves far mot the autumn and seems to escape the beetle. The baby birch when uprouted has a pretty secret to reveal of the way her kind grows in sisterhoods of three, four, five or more. All about the base of the baby :runks, just bencath the surface of the ground, are hitle buds that will in tume develop into inilependent trunks, at least such seems thear promise. The elms propagate abundantly. So do the maples, growing in single tall, stratght wands. The talup tree is also the parent of a gieat brood, and the young wild chemes springabundantly. The oaks seem less piolific, probably because the acorn is an excellent food for a \&'eat number of creatures. So, tov, the chestnut, whose seed esrapes the worm only to fall into the eluthes of the schoolboy: The birches spring up in all disections, hut the beech is less commonly found in its infancy: The sassafras surrounds utself with a whole colony of young shoots from its far spreading ronts. Hence the charm of the natural plantations of tile sassafras. The beauty of its famaly groups shonid be a perpetual reminder to human families that few of us in the mass are so well worth the photoyrapher's att is the spontaneous vegetable products of nature.

## A HOME.MADE TRAVELLIMG CRANB.

THE mavelling rane shown herewith is quite easily constructed and is of great utility. The frame $A A$ is simply to hold the I beam which forms the track in place, and one is supplied at as frequent intervals as

a Ilong. Mane Travenamo Ceane.
strength demands. The upper edge of the 1 beam form the tack, and the rollers are cast iron, governed as shown, and ate lield in the yoke l3 by the studs shown. These are fastened solidly in the yoke and form the shaft or axle for the rolles. A suivel crane hook C completes the equipment and makes a very handy add:. ticn $t o$ almost any shop, mill or plant. The cost is very little and should not deter anjone from making it who has use for one-Machiner:-

## SOME PECULIARITIES OF TREE GROWTE.

THE forest-lover and botanist can always find an abundance of vegetable curiosities that will escape the observation of less interested persons. While each of nature's kingdom has manv things to attract and hold the undivided attention of its devotees, the student of botany, whether an amateur or a professional, will yield nothing in behalf of the vegetable kingdom. Especially is this true ot him who makes a study of forestry. The forest-lover makes friends and companions of trees. He learns their moods, their habits and peculiarities of growth, while they in turn teach him wonderful lessons.
There is a beneficence about a forest that must always have its effect upon dwellers within its influence, where there is companionship in single trees, if familiar to one from day to day.
Even the brute creation acknowledges the former, the highest types being found in timber lands; only the lower ones approaching the reptilian in form, being found as permanent denizens of the vast sandy or alkali treeless plains of either hemisphere. It might be claimed that the buffalo, the splendid game quadruped of the western world, was, in history, exception to this rule. But the real fact is that he reached his greatest perfection in those prairie sections which were interspersed with natural shelter belts of heavy timber, such as forestlined rivers and creeks, or wooded ridges, that gave ample protection from the fierce sun of summer, or the fierce blasts of winter.
Forest peculiarities include a mass of interesting knowledge which is withheld from the general public. For instance, who among the non-professionals can explain why the deciduous growth follows the destruction of conifera? Or why certain species accompany one another? And yet these are common, and every-day facts.
The more one studies this subject the more interesting it becomes, and a few illustrations may serve to draw attention to it. There is a tree, habitant of the foothills of the mountain ranges of the Pacific Coast, called the madrona (Arbutus Menziesii, Pursh.), that is always in foliage, though not a conifer. The old leaves roll up into brown balls during the heat of the dry season, atter which the new ones have nearly matured, after which they separate from the branch with a sharp report, like the cracking of fire-crackers, producing a rather startling effect upon the uninitiated traveller.

In addition this tree sheds bark earlv in the summer, previous to changing its foliage. At the proper time the bark splits from the ground up to the extreme points of the last year's growth on the minutest twigs, whence it rolls up and falls to the ground. At maturity the old bark is of a rich coffee color, and smooth and hard. The new bark presents a beautiful shade of dark pea green when first exposed, which darkens from day to day to maturity.
In the Sierra Nevada Mountains the flowering dogwood grows to the size of a respectable tree. In the eastern part of Amado county, Cal., at an elevation of 37,000 feet, at a bend in a road built to a lumbering camp and saw mill, there stands two such trees, about 16 inches in diameter at the ground, and about thirty inches apart. At the height of ten feet from the ground the trees are joined together by a regular Siamese union. At the points of junction the trees are fully 12 inches in diameter, and the connecting growth is upwards of five inches in diameter in the center, increasing largely toward each trunk. Examination shows that the trees bave no connections at the roots, being two separate and distinct trees.

The location was a wild and unfrequented one, away from any trail, until the road was located less than five years ago. There is no appearance of two branches having been grafted together artificially, but there is every evidence of its being a simple freak of Dame nature herself.
Again, certain trees, like certain animals, become extinct in particular localities, without any apparent cause. This giant sequois of California will never be reproduced. They are the survival of a prehistoric age that could alone produce them, being the oldest living specimens of forest growth on the continent-older than large areas of the continent itself.
Certain trees are inimical to others, it being impossi-
ble to make them grow side by side, while on the other hand certain species exert a benign influence over others to such an extent as to almost necessitate their planting together, if the best results are desired.
Who can explain why the conifera as a rule (the sequois being ar exception), can be propagated only by seeds, while a large majority of deciduous trees renew themselves from sprouts, from old roots, or can be propagated from slips?
Men, clearing a black ash swamp in Northen Michigan, discovered a white pine stump of great size, inside of which was a bemlock stump, also very large, and inside the hemlock two yellow cedars of good size, joined at the ronts. The stump puller took the whole mass out together, when an examination showed that the shell of the white pine was still about 16 inches thick and sound, while the bemlock had a shell of over a foot in thickness, hard and sound, the cedars being sound with the exception of a small heart and each about one foot in diameter.

Computing the age of each from the number of rings in the shells, the pine must have been at least 1,500 years old when it ceased growing ; the hemlock was fully 600 years old, and the cedars were 140 years old.
A reasonable allowance for an interim between the death of the pine and the seeding of the bemlock, and the death of the latter and the seeding of the cedar, makes it appear that the pine must have sprung from a seed more than 3,000 years ago.
This clashes with the theories of the geologists as the formation of that part of the State, which arises a question between them and the believers in the "ring" theory of annual growth.-Hardwood.

## FORETHOUGHT VS. AFTERTHOUGHT.

By w. h. Wakeman.

IT is said of some men that their "foresight is hind-
sight" and their "forethought always comes afterward." This is not a very handsome expression, but it answers the purpose very well in describing the characters referred to. When one of these men is put in charge of a steam plant, there is trouble almost continually, and the plant is frequently shut down, that his hindsight may be made use of and his lack of forethought made prominent. Such a man never makes it his business to inspect the lacings in his main belt at short intervals to see that it is in good order, but allows it to run as long as possible, and when all the machines in the factory are running, thus bringing a heavy strain on the nearly worn out lacing, it fails and the whole factory is shut down for about an hour while a new lacing is put in; or perhaps a part of the lacing gives way first and the belt is thrown to one side of the pulley, is caught by the floor or wall and badly torn, making it necessary to get a new piece and put it in, and as the job must be done in a hurry, there is no time to properly scarf, cement and rivet it, so that it is laced on, and ever afterwards there are two lacings to care for instead of one. It does not really need to be a very large factory to make such a shut down cost as much as is paid the engineer for a week's work, consequently a man who watches such things and avoids the shut down saves his employer many dollars.

It is a good plan to draw in pieces of old lacing over the new simply to protect the lacing which holds the belt together from wear as it runs over the pulleys. These pieces will then wear out first and so give warning, when they may be renewed and the others kept intact.
Such a man as forms the subject of this article, does not remove small accumulations of sediment from his sight-feed oilers, but waits until the dirt is about half an inch deep in them and the oil passages choked up with it, and as the bearings are not oiled, hot boxes are the result. He is then not slow in applying some heroic lemedy and boasting of his skill in curing the evil. The flange joints in his cast iron main steam pipe are leaking drops of water while his engine is shut down, but he has not foresight sufficient to enable him to know that unless they receive proper attention, the packings will be blown out and it will be necessary to shut down to renew them.
If the packing around his piston rod begins to leak, he simply screws up the nuts which hold the gland in
place, and when it leaks again he repeats the process,
but does not heed the warning that new packing is needed, until some morning after starting up he finds that he can no longer stop the hiss of steam in this way, consequently throughout the entire day, at each revolution of the engine it sounds as if it were about a hundred geese in the engine room, and visitors and employes are not slow to take note of it and rate him accordingly.
This man has an injector in his boiler room which formerly worked very well, but of late it will break occasionally, and frequently he finds it difficult to make it start as it should. This tells him that it is becoming coated with scale on the inside. He should have fore sight to enable him to cetermine that in a short time ${ }^{\text {it }}$ will become so filled up as to make it useless, but he lacks this most desirable qualification, and when his pump is being repaired the injector refuses to work and he can not feed his boilers. To cover up his blunder be ac.vances the idea that no injector will last long anyway, and that they fail without giving warning, when the truth is that they do give such warning, but he either does not understand the story they tell, or is too in different to profit by it. It matters little which it is, as the result is the same in either case.
With a man in charge who lacks foresight, when the girth seams on the under side of his boilers commence to leak, he does not look ahead and calculate what the result will be if this leakage continues, but proceeds to calk up the leaky seams, and continues the same practice that caused the trouble in the first place. He $c^{\text {ap }}$ not foresee that if he fills a hot boiler with cold water, severe contraction will be the result, or that if he feeds cold water into the bottom of a boiler while under steam pressure, the cold water will settle to the bottom and cause the seams to leak.

His boiler is badly scaled and he introduces some scale resolvent to remove it, but does not possess sufficient foresight to enable him to see that if his remedy is of any value whatever, it will throw down a large quantity of scale which will lodge on the parts immediately over the fire and prevent the water from coming in contact with the iron, the consequence being burned plates and leaky seams.

If a small hole appears in the blow-off pipe, he puts ${ }^{3}$ slip patch over it to stop the leak temporarily, but does not have forethought enough to show him that if corro sion has weakened the pipe in one place it soon will be in others; but when this pipe fails and his boiler room is filled with clouds of steam and the boiler is unceremoniously emptied of its contents, his afterthought has a chance to secure a prominent position.
If an oil agent offers him a commission on all of the oil that he buys of a certain kind, he repeats the old axiom that "a bird in the hand is worth two in the bush," without taking into consideration the fact that he has made a wrong application of it. He can not see into the future enough to discovel that he will soon be no longer a free man, but will be under obligations to those from whom he has taken bribes, forgetting that all of these deals are brought to light sooner or later and always to the disadvantage of those who are concerned in them. The engineer who is capable of getting out of scrapes in short order, often passes as a hero, while the unassuming engineer who is thoughtful, and by his thoughtfulness keeps out of scrapes, attracts but little attention and frequently fails to get as much credit as is really his due. When he leaves a situation where be has had but little trouble, and where shut-downs were few and far between, and is replaced by a man whose forethought comes afterward, the difference is often plainly to be discerned without the aid of a magnifying glass.
There is one more point which I wish to mention, ${ }^{\text {a }}$ follows: When a man takes charge of a steam plant, he should have foresight enough to study out the characteristics of his employer, know just what his ideas are ${ }^{a^{5}}$ far as possible, and then govern himself accordingly. By this I do not mean that he should sacrifice any of his own opinions or ideas which are proven to be cor rect, for this is not at all necessary, but he should adapt himself to circumstances and by skillful management ${ }^{\text {of }}$ affai

MOLDINO CUTTERS.
THF care and skill required in fitting up a pair of molding cutters so that each may be the exact counterpart of the other and perform the same work in evers :art, and still be in perfect rmming balance, has (ed an any operators into the pernicious practice of using but one perfect cutter and upon the opposite sic: of the tead a piece of iron of the same weight, to act as a coumerbalance. If this were a practical thing, and the feed reduced accordingly, there would be no particular objection to this practice, but it is simply impossible to properly balance a cutterhead in this manner. A standing balance may be obtained in this manner, but a runding balance never. To obtain a rmming batance the counterbalance must not only be of same weight but etery part of it mast revolve in the same circle, for the ientnfugal force of a body mowing with differem veloaties in the same circle are proportioned as the square
of the velocities, and a body revolving 1,000 revolutions per minute has four times the centrifugal stran as one revolving 500 , while the centrifugal force ot two unequal bodies moving with uncuual velocities and at different distances from the center, are in comnound proportion or ratio to the quantity of matter and the square of their velocities. So it is evident that, though the wempht of the counterbalance may be the same as the cutter, still as the shape is not the same and every part of at ch.t not revolve in the same circle, a good running balance is out of the question.

## SPLIT PULLEYS.

WAS it ever occunced to you, says a writer in the Iron Trade Review, that there are some methods coming into vogue that are cheaper in the lons run to use than io be without? Among liese is the split pulley. It costs money, and big money, too, at tmes, to cut a key-
way in a shaft when a new pulley is to be located. Hatve you ever used a good split pulley? If not, do so. A short time sunce! fitted out at whole shop with pulleys and shafung, and used nothing but splat wooden pulleys. Hold? Well, not at first. Each pulley was ughened as well as we could do the work at the start and then watched. At the first indication of a slip the wrench was put on again and that settied the matter for all time. 1 had those pulleys drumg every concerable kind of ironworking tool, from a light drill to a heawy hammer, and never had the slightest indication of trouble. Then, when new tools - ere bought and old ones had to be shifted, ten minutes sufficed to take down the pulley: But when I did that jol), I did not know as much as I do now. I allowed builders to sell $m=$ thith and lonse pulleys on the counter-shafting, so that for every machine having a four-melh belt 1 had to buy a nine-meh splat pulle;. In future $I$ will spectify clutches.

## LUMBERMEN'S <br> 436 $3 / 5$ <br> SUPPLIES

 H. P. Eckapild \& 60 .WHOLESALE GROCERS
A call from buyers when in the city solicited.
Letter orders liave careful and prompt attention.
TORONTO.

## CAMP SUPPLIES

Being extensive operators in the lumber business, as well as Wholesale Grocers, we are exceptionally well qualified to fill orders for Lumbermen's Supplies.

MAIL ORDERS GIVEN PROMPT ATTENTION.

## DAVIDSON \& HAY <br> Wholesale Grocers <br> er <br> TORONTO

##  <br> 105 SENECA ST. BUEFAIO, NI.Y.

$W^{E}$ want to contract with mill men for their winter's $\frac{W}{\varrho Q}$ cut of Soft Elm. Black Ash. Birch, Basswood. @ด and RoCk Elm, to be sawed to our order. Our sawbill will get as much good lumber out of the $\log$ as any . . .

WRRITE US


Why you should use this Rosser. . . . .
It will do dooble the woik of any ot ther.
it ls the caly mackine made that nill peel Cedar
it Wall peel diaty blocks without taking the edze out thekaltcs as they cat liom tbeclean bark
It is a bleckif-icedicr, and very easy to operate.
li ieqelfes less porier thas a sace wheel.
allifonaed steel. very simple and cursable.
it will ross knotty and ueeven timber without
It occepiti about the same space as an ordicary
plager.
Yon can bave a chance to try a machide belote
buyngeit. buymedt.
EASTMAN LUMBER CO. EMSIMNAIN, QUE.


SUPERIORITY OF WIRE ROPE. Whe rope making is a comparatively recent industry, it leist its producdon upon a commercial scale has been limited to the last half cenmers. lis mamufacture m lingland during recent years has been hrowing rapidl, says the M.tchnery IIarket, and this may lee largely accounted for by the many advantathes desived from the substintion of flexible or rigid material, which lats maturally widened the tiefd of its application Early atsempts at wire tope making from either charcoal or 13. 8. iron were soon inproved apon when steel nas substituted, and now iron ropes are seldom used att all, whethrer for haulage or collierics or for the rigging of ships.
Tle principal nbjection urged axainst the use of wite rope in the earlier days was its stiffiness ; but, as we hatve already siad, recent developments have removed thes drawbitck. The tlevibility of any rope can, of course. be largelyincreased by the multiplication of the number of wires of which it is made, and by the method of uniting them. The number of wires of whel a rope is made in Eingland generally falls between thirty-six and four hundred. The fewer the number of strands the easier to miake the rope, of course, and vice versa, great skill being called into requisition in the arrangement of the wires when a large number are employed.
The superiority of steel wire rope is generally aumited. As an instance of this may be mentioned the towing of the armor-clad Calcdonia from liverponl to llymouth by a f-inch sicel wire hawser, weighing 12 cwt.; a $15!\underline{\text { anch }}$ he:ap hawser, weighling 45 cw:., and a $1, \underline{2}$-inch stream chain, weighing 130 cwt , having broken in the endeavor to do the same work.

## $\square$

Subscribe for the Casdida l.cesabinase Wechly and Nonthly Ejlitions, unly si.00 per yenr.

## WARNING

UR subscribers and advertisers are hereby notified that pertons authoifzed to collect ac counts for thia Journal are furmished with a special reccipt form, headed " Omclal Recelpt," and this ts the only form ot receipt which will in tuture be recognized in the case of accounts paid to collectors.

C H. MORTIMER, publisher Canada Lumberman

## to LUMBER MEN

W1. are in athe washet fur one million fees of a $\lambda$ it as collows: Jitaik to be arod, commann is and io feet long. 20 per event. of it 6 inclise wide. so per cent. 8 lucher wide, and 30 rer certh. 10 and 12 inches wide.
 and i hevember, ifys. In auotilug, state sejurate price for white and red ginge, and quantisy of rach ion wish to contrace for. THE REID CO.: OF TORONTO. Lid. Head office, cur. Kilk and lieskley Sireets. Ni
contiact will le made for lews than dor, wou feel.

## Are You Looking 

If jou are not satisfited with your present ite, or if suu are not doing quite as well as you would lite to,
 K. R.: Theue rrulk run throush South pahusa, slin. newia, lowa. Wisconsin, tllinoic, Indiana, Kentuchy; Tenmerce, Missicipyinand louiviats, and forness
fine sites for new mills best of freicht facilities


## INTELLIGENT HELP OF ALL KINDS MANY KINDS OF RAW MATERIAL

Fior full information write to athe undersigned for a cops of the ramphices entilled
and citics WANTMAINDUSTRIES
This will give yuu the pojalistion, cily and cuunt Nebt. death rate, assesied saluationt of jroperty sar rate antual shipments, raw inaterials, ituluaries de sited. etc.
sulntantal unducements, uill te Fisent man ; of the paces on the lines of the lllinwis Centual $K$ : $K$. which,

 Cin. soli Central Station Chiragu.

E:craulisurne 8 gon



Sole Canadian Azents :-: Prices Reduced. WATEROUS, BRANTFORD, CANADA.


RAILS FOR TRAMWAYS
 12 ifons rails for tramwask and lopging lines "rueg comphete orulti.

JOHN J. GARTSHORI:, ${ }_{49}$ Frunt St. West, Tu.


## The Montrieal

 Gap Wheel 60.,... MaNtracturers or .... Ghargoal Iron Ghillied RAILROAD WHEELS

Offices:
 Hors: LaCHME, OUEBEC

We nuate a reverialiy of Wheels suitalie for t'e te quiremento of loutnkernen arnd Street Car Servir. دin on seppily them Imerel, Finished and Italancat.

GORRESPONDENGE SOLICITED

# DAKTAWVEDTETIN: <br> TORONTO <br> 2OFRONTSTEAST TELEPMONE 975 


W. MAITLAHD- $=\mathrm{H}$. RIYOK


## MAITLAND, RIXON \& CO. OWEN SOUND, ONT.

Saw Millers and Lumber Dealers
All kinds of Building Material kept in stock
 Quotations furnished on application
*GALT MFGGHINE KNIFE WORKS


KISCIIXNE, KXINIVES of nurk mackition pok
Planing, Moulding and Stave Cutting Sc:ed for Price List: PETER HAY, GAIT,OKT.

Please mention the Cwima Lumbermas when corresponding .... wih Advertisers... .

Every Lumberman wants it
35 cents buys it

## Soflonerp's Lumber au Loo Book

## SAVES TIME SAVES MISTAKES SAVES MONEY

Brimful. of Every-dist, Practilal. Information

WHY BAND
SAWS
BREAK BREAK

## SIXTEEN

 REASONS,and How то AVOID THEM


Being instructions to filers on the care of large band saw blates used in the manufacture of lumber.

A book filled with valuable information on the care of band saws. Gume the reasons for breaking: analyzing each ieason; giting instructions to dispense with the causes as laid down in cach reason; and fuill details on filing and brazing. The proper styles of hammers to use are illustrated and described, and views of bides showing the blows of the different styies of hammers form an important part of the illustrations. Improper and unequal tension are then treated, and the manner of properly setting irregular teeth is described. In connection with the treatuse is a history of the invention, manufacture and use of the saw from its origin to the present time. The work in whole makes an accumulation of information such as has never time. The work in w.
before been published.

The book is printed on fine paper, good clear type, and is handsomely and substantially bound in cloth. It will be sent to any address on receipt of the price, ONE DOLLAR.

Address- CANADA LUMBERMAA: Tormto, Ont.

## ROBIN, SADLER \& HAWORTH MANUFACTURERS OF <br> OAK TANNED LEATHER BELTING

 MONTREAL AND TORONTO
 Saw Mill Machinery

Cincular Saw Riza, light and IIcary
Wood or Iron Frmer. Saw Car Kope and
riuce
I.ine foller, Wiowl or Iron.

 Will Ikre Sar Suides Chine trimmer, Work Ton! Sanx 1raxuand Iron filtingx
Sawswasc for Citcular,
Sawiswage for Citcular,Gang or Itand. Suing Saxy: Trimmers
luolers and koiter Fituinge
Shatrine, Ioxing Prulley Hanzers
 3fackand lrun Cavinfeof all hin
Xachincry for Iath Slitl. Machinery or Shingle Mial.

OG Gan Milit
$\because$ Resawing.

ami Marine.
Mronje Matcher
Cant Hook Handles
Termis and fricics en application.
P. Papette \& CO .

Panetanguishere, Ont.
. . THE . . .
 RHILEDFD Port Hurpon and Detroit Is the Short liae to SAGIMAIII HID BAY GIIY (Centres of the vast lumber interests of Michigan) MT. PIEASANT, GLARE, REED GITY BALDHIN, LUONGTOK, MAMSTEE MILHRUKEE, MIS.

The las.namel flace rexchel by the Companys line of steamshipe acrocs lalic Michipan.
The line shus frmed is $A$ short and cisect route from

## MOKTRBAL TORONTO

and all Canadian Territory To ST. PADL, DOLUTH and Paciec Const Points. This read envernes a eection of Michigan aith unrisalied adsantagee to uetilers Cheap Lands, thrising ,illages and inwns well watered with sreams in al directions: a market for ciery product of forest and
Fieht. The micy of the "F.\&I.M." is known to all traveliers and setulers.
A. PATRTARCHE, Traffo Manger. Genskal Opricks: EAGINAW, mich.

LUMBER,
HEMLOGK, WHITE PINE, YEILOW PINE, GYPRESS, YELLOW POPLAR, RED OAK, WHITE OAK, SPRUGE, GALIFORNIA REDWOOD, WASHINGTON SPRUGE AND FIR.


OFFICE: ROOM 23, SCHMARTZ BUILDING, 86 WATER STREET
PITTSBURGH. PA.

## Canada Atlantic Railway

 OTTAWA, ARNPRIOR AND PARRY SOUND RAILWAYOttawa and New York Lumber Line - Ottawa and Boston Lumber Line - Canada Atlantic Fast Freight Line (Operating over the Grand Trunk, Central Vermont, and Boston and Maine Rallways.)
—_: SHORTEST AND QUICKEST ROUTE :-_
... fron and to...
ARNPERIOR EAWMESBURT MONTENAI FORIINGTON QUFFEEO BOBTOMT
CTMAWA BURENATO DEMROMT DONA FA FAIIFAX INEW YORK and ali. points in canada and tile united states.

For through rates, information and list of lumber dealers, apply to any officer of these lines or connections, or to
R. FI. GARTER
M. f. OVEREND Contracting Agent, 115 Board Trade Ontario Agent, Board Trade MONTREAL C. J. SMITH

LATH,
HEMLOGK, SPRUGE, POPLAR, WHITE PINE, YELLOW PINE AND GYPRESS SHINGLES, HEMLOGK, GALIFORNIA REDWOOD, WHITE PINE, WHITE GEDAR, RED GEDAR and GYPRESS

# Dauntiless Shingle and Headiling Machine 

$\because$ WILL make more Shingles per day than any seif-acting machine with vertical saw in existence, and more Shingles from the same quantity of timber.

## THE FRAME <br> brame thour

 ... Is of Ima thmughout, ver he.1: and rigid, stronsh: bolteal and braced.
## THE CARRIAGE

... Is tery hight and strong, made of forged Cast Steel Ilate, running on steel ways or tracks. Will take in a block is inches wide and 19 inches long, adjustable for 16 -inch or 18 -inch shingles.


## [copy.]

Hastings, Dec. 3, 1804. F. J. Drake, Esq., Belleville. Dear Sir,-We have watted tho years before giving you our idea of vour machinery: This we did to thoroughly test it, and ean now say we know what is can do.
Your Saw Alill is equal, or neariy equal, to any we have seen of nuch heavier make, and far in advance of any light rig in the market. Tho enpacity per day is fully up to poar guarantec, 40 M perday. We ture tested with eight neen.
The Shingle Mill cannot le beaten for any kind of timber. Ours lx:ng in a manner a custom mill, we have good, land and indifferent timiker, but for all it does the work salistac orily.
You may use this in anj way you piease, or refer to us at any lime.

Yours traly,
(Sgd.) W. J. \& H. W. Fowlis.

